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ematical approach. This book is written from a more intuitive, practical 
viewpoint. It is intended for practicing engineers who must specify, 
architect, and design error-correcting code hardware and software. It is 
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book is to provide this information in a concise manner from a practical 
engineering viewpoint. Numerous examples are used throughout to develop 
familiarity and confidence in the methods presented. Most proofs and 
complex derivations have been omitted; these may be found in theoretical 
texts on error correction coding. 
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and are based on a rigorous mathematical approach. This book is written from a more 
intuitive, practical viewpoint. It is intended for practicing engineers who must specify, 
architect, and design error-correctiag code hardware and software. It is an outgrowth 
of a series of seminars presented during 1981 and 1982 on practical error-correction 
design. 

An engineer who must design an error-control system to meet data recoverability, 
data accuracy, and performance goals must become familiar with the characteristics and 
capabilities of different types of EDAC codes as well as their implementation alterna- 
tives, including tradeoffs between hardware and software complexity, speed/space/ cost, 
etc. Our goal is to provide this information in a concise manner from a practical 
engineering viewpoint. Numerous examples are used throughout to develop familiarity 
and confidence in the methods presented. Most proofs and complex derivations have 
been omitted; these may be found in theoretical texts on error correction coding. 
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PROLOGUE 

THE COMING REVOLUTION 

IN ERROR CORRECTION TECHNOLOGY 

By: Neal Glover 
Presented at ENDL's 1988 Disk/Test Conference 



INTRODUCTION 

The changes that are occurring today in error detection and correction, error tol- 
erance, and failure tolerance are indeed revolutionary. Two major factors are driving 
the revolution: need and capability. The need arises from more stringent error and 
failure tolerance requirements due to changes in capacity, through-put, and storage 
technology. The capability is developing due to continuing increases in VLSI density 
and decreases in VLSI cost, along with more sophisticated error-correction techniques. 
This preface discusses the changes in requirements, technology, and techniques that are 
presently occurring and those that are expected to occur over the next few years. 

Some features of today's error-tolerant systems would have been hard to imagine a 
few years ago. 

Some optical storage systems now available are so error tolerant that user data is 
correctly recovered even if there exists a defect situation so gross that the sector 
mark, header and sync mark areas of a sector are totally obliterated along with dozens 
of data bytes. 

Magnetic disk drive array systems under development today are so tolerant to 
errors and failures that simultaneous head crashes on two magnetic disk drives would 
neither take the system down nor cause any loss of data. Some of these systems will 
also be able to detect and correct many errors that today go undetected, such as tran- 
sient errors in unprotected data paths and buffers and even software errors that result 
in the transfer of the wrong sector. Some magnetic disk drive array systems specify 
mean time between data loss (MTBDL) in the hundreds of thousands of hours. 

The contrast with prior-generation computer systems is stark. Before entering de- 
velopment I spent some time on a team maintaining a large computer at a plant in Cali- 
fornia that developed nuclear reactors. I will never forget an occasion when the head 
of computer operations pounded his fist on a desk and firmly stated that if we saw a 
mushroom cloud over Vallecito it would be the fault of our computer. The mainframe's 
core memory was prone to intermittent errors. The only checking in the entire com- 
puter was parity on tape. Punch card decks were read to tape twice and compared. 
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By the mid-seventies, the computer industry had come a long way in improving 
data integrity. I had become an advisory engineer in storage-subsystem development, 
and in 1975 I was again to encounter a veiy unhappy operations manager when a micro- 
code bug, which I must claim responsibility for, intermittently caused undetected erro- 
neous data to be transferred in a computer system at an automobile manufacturing plant. 
Needless to say, the consequences were disastrous. This experience taught me the im- 
portance of exhaustive firmware verification testing and has influenced my desire to 
incorporate data-integrity features in Cirrus Logic's designs that are intended to detect 
and in some cases even correct for firmware errors as well as hardware errors. 

Changes in hardware and software data-integrity protection methods are occurring 
today at a truly revolutionary rate and soon the weaknesses we knew of in the past and 
those that we live with today will be history forever. 

THE CHANGING REQUIREMENTS 

Requirements for error and failure tolerance increase with capacity and through- 
put, and changing storage technology. Over the years, many storage systems have 
specified their non-recoverable read error rate as l.E-12 events per bit. In many cases 
this is no longer acceptable. As more sophisticated applications require ever faster 
access to ever larger amounts of information, system integrators will demand that 
storage system manufacturers meet much higher data-integrity standards. 

As an example of how capacity influences error tolerance requirements, consider a 
hypothetical write-once optical storage device employing removable 5 gigabyte cartrid- 
ges. Twenty-five such cartridges would hold l.E+12 bits, so a non-recoverable read 
error rate of l.E-12 would imply the existence of a non-recoverable read error on about 
one in twenty-five cartridges. Is this acceptable? Would one non-recoverable read 
error in every 250 platters be acceptable? 

As an example of how through-put influences error tolerance requirements, con- 
sider a magnetic disk array subsystem which is designed to transfer data simultaneously 
from all drives and has no redundant drives. The through-put of ten 10-megabit-per- 
second magnetic disk drives operating with a ten percent read duty cycle would be 
8.64E+11 bits per day. A l.E-12 non-recoverable read error rate would imply one non- 
recoverable read error every eleven days. Is this acceptable? Would one non-reqover- 
able read error per year be acceptable? 

For new storage technologies, it is often not practical to achieve the low media 
defect event rates which we have been accustomed to handling in magnetic storage. 
New techniques have been and must continue to be developed and implemented to 
accommodate higher defect rates and different defect characteristics. 
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THE CHANGING TECHNOLOGY 

VLSI density continues to increase, allowing us to incorporate logic on a single in- 
tegrated circuit today that a few years ago would have required several separate boards. 
This allows us to implement very complex data-integrity functions within a single IC. 
Cirrus Logic's low-cost, high-performance, Reed-Solomon code IC's for optical storage 
devices are a good example. As VLSI densities increase, such functions will occupy a 
small fraction of the silicon area of a multi-function IC, The ability to place very 
complex functions on a single IC and further to integrate multiple complex functions on 
a single IC opens the door for greater data integrity. Our ability to achieve greater 
data integrity at reasonable cost is clearly one of the forces behind the revolution in 
error and failure tolerant technology. 

Even with the development of cheaper, higher density VLSI technology, it is often 
more economical to split the implementation of high-performance ED AC systems between 
hardware and software. Using advanced software algorithms and buffer management 
techniques, nearly "on-the-fly" correction performance can be achieved at lower cost 
than using an all-hardware approach. 

CHANGES IN ERROR CORRECTfON 

For single-burst correction, Cirrus Logic - Colorado still recommends computer- 
generated codes. Most new designs employing computer-generated codes are using 
binary polynomials of degree 48, 56, and 64. In many cases, implementations of the 
higher degree polynomials include hardware to assist in performing on-the-fly correction. 

Economic and technical factors are driving the industry to accommodate higher 
defect rates to which single-burst error-correction codes are not suited. Consequently, 
Reed-Solomon codes, a class of powerful codes which allow efficient correction of 
multiple bursts, are currently being designed into a wide variety of storage products 
including magnetic tape, magnetic disk, and optical disk. Reed-Solomon codes were 
discovered more than twenty-five years ago but only recently have improved encoding 
and decoding algorithms, along with decreased VLSI costs, made them economical to 
implement. Using software decoding techniques running on standard processors, Cirrus 
Logic - Colorado now routinely achieves correction times for Reed-Solomon codes that 
were difficult to achieve with bit-slice designs just a few years ago. 

IBM has announced a new version of its 3380 magnetic disk drive that employs 
multiple-burst error detection and correction, using Reed-Solomon codes, to achieve 
track densities significantly higher than realizable with previous technology. Single- 
burst error correction can handle modest defect densities, but defect densities increase 
exponentially with track density. On-the-fly, multiple-burst error correction and error- 
tolerant synchronization are required to handle these higher defect densities. On earlier 
models of the 3380, IBM corrected a single burst in a record of up to several thousand 
bytes. Using IBM's 3380K error-correction code, under the right circumstances it would 
be possible to correct hundreds of bursts in a record. A unique feature of the 3380K 
code is that it can be implemented to perform on-the-fly correction with a data delay 
that is roughly 100 bytes. 



The impact of this IBM announcement, coupled with the general push toward high- 
er track densities, the success of high-performance error detection and correction on 
optical storage devices, and the availability of low-cost, high-performance EDAC IC's, 
will stimulate the use of high-performance EDAC codes on a wide range of magnetic 
disk products. Cirrus Logic - Colorado itself is currently implementing double-burst 
correcting, Reed-Solomon codes on a wide range of magnetic disk products, ranging 
from low-end designs which process one bit per clock edge to high-end designs which 
process sixteen bits per clock edge. 

CHANGES IN ERROR DETECnON 

When an error goes undetected, erroneous data is transferred to the user as if it 
were error free. The transfer of undetected erroneous data can be one of the most 
catastrophic failures of a data storage system. Some causes of undetected erroneous 
data transfer are listed below. 

• Miscorrection by an error-correction code. 

• Misdetection by an error-detection or error-correction code. 

• Synchronization failure in an implementation without synchronization 
framing error protection. 

• Intermittent failure in an unprotected data path on write or read. 

• Intermittent failure in an unprotected RAM buffer on write or read. 

• A software error resulting in the transfer of the wrong sector. 

• Failed hardware, such as a failed error latch that never flags an error. 

It is important to understand that no error-correction code is perfect; all are 
subject to miscorrection when an error event occurs that exceeds the code's guarantees. 
However, it is also important to understand that the miscorrection probability for a 
code can be reduced to any arbitrarily low level simply by adding enough redundancy. 
As VLSI costs go down, more redundancy is being added to error-detection and error- 
correction codes to achieve greater detectability of error events exceeding code guaran- 
tees. New single-burst error-correction code designs use polynomials of degree 48, 56, 
and 64 to accomplish the same correctability achieved with degree 32 codes several 
years ago, but with significantly improved detectability. If correctability is kept the 
same, detectability is improved more than nine orders of magnitude in moving from a 
degree 32 code to a degree 64 code. 

Error-detection codes are not perfect either; they are subject to misdetection. 
Like miscorrection, misdetection can be reduced to any arbitrarily low level by adding 
enough redundancy. Unfortunately, the industry has not, in general, increased the level 
of detectability of implemented error-detection codes significantly in the last twenty- 
five years. Two degree 16 polynomials, CRC-16 and CRC-CCITT, have been in wide use 
for many years. For many storage device applications, there are degree 16 polynomials 
with superior detection capability, and moreover, the requirements of many applications 
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would be better met by error-detection polynomials of degree 32 or greater. 

In the last few years, the industry has been doing a better job of avoiding pattern 
sensitivities of error-detection and error-correction o^es. Cirrus Logic - Colorado 
avoids using the Fire code because of its pattern sensitivity, and we use 32-bit auxiliary 
error detection codes in conjunction with our Reed-Solomon codes in order to overcome 
their interleave pattern sensitivity. 

Auxiliary error-detection codes that are used in conjunction with ECC codes to en- 
hance detectability have special requirements. The error-detection code check cannot 
be made until after correction is complete. It is undesirable to run corrected data 
through error-detection hardware after performing correction due to the delay involved. 
It is also not feasible to perform the error-detection code check as data is transferred 
to the host after correction, since some standard interfaces have no provision for a 
device to flag an uncorrectable sector after the transfer of data has been completed. 
To meet these requirements, some error-detection codes developed over the last few 
years are specially constructed so that their residues can be adjusted as correction 
occurs. When correction is complete, the residue should have been adjusted to zero. 
Cirrus Logic - Colorado has been using such error-detection codes since 1982, and such 
a code is included within Cirrus Logic - Colorado Reed-Solomon code IC's for optical 
storage. IBM's 3380K also uses such an auxiliary error-detection code. 

As the requirements for data integrity have increased. Cirrus Logic - Colorado has 
tightened its recommendations accordingly. One of the areas needing more attention in 
the industry is synchronization framing error protection. To accomplish this protection. 
Cirrus Logic - Colorado now reconmiends either the initialization of EDAC shift regist- 
ers to a specially selected pattern or the inversion of a specially selected set of EDAC 
redundancy bits. 

The magnetic disk drive array segment of the industry is making significant gains 
in detectability. Some manufacturers are adding two redundant drives to strings of ten 
data drives in order to handle the simultaneous failure of any two drives without losing 
data. The mean time between data loss (MTBDL) for such a system computed from the 
MTBF for individual drives may be in the millions of hours. In order for these systems 
to meet such a high MTBDL, all sources of errors and transient failures that could 
dominate and limit MTBDL must be identified, and means for detection and correction of 
such errors and failures must be developed. For these systems. Cirrus Logic - Colorado 
recommends that a four-byte error-detection code be appended and checked at the host 
adapter. We also recommend that the logical block number and logical drive number be 
included in this check. This allows the detection with high probability of a wide vari- 
ety of errors and transient failures, including the transfer of a wrong sector or transfer 
of a sector from the wrong drive. 

CHANGES IN TRACK-FORMAT ERROR TOLERANCE 

In many of today's single-burst-correcting EDAC designs, tolerance to errors is 
limited by the ability to handle errors in the track format rather than by the capability 
of the data-field EDAC code. In upgradmg such designs, it is pointless to change from 
single-burst to multiple-burst error correction without also improving track-format error 
tolerance. In the future, all magnetic disk products will use error-tolerant synchroniza- 
tion and header strategies. 
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The optical storage industry has ahready proved the feasibility of handling error 
rates as high as l.E-4 through track-format error tolerance as well as powerful data- 
field EDAC codes. Optical track-format error tolerance has been achieved usmg multi- 
ple headers, error-tolerant sync marks, and periodic resynchronization within data fields. 
Some systems now available are so error tolerant that user data is correctly recovered 
even if there exists a defect situation so gross that the sector mark, header, and sync 
mark areas of a sector are totally obliterated along with dozens of data bytes. 



CHANGES IN DEFECT MANAGEMENT 

As track densities increase in magnetic recordmg, and as erasable optical technol- 
ogy becomes more common, many companies will implement defect skipping to handle 
higher defect densities without significantly affecting performance. This technique is 
not applicable to write-once optical applications, where sector retirement and reassign- 
ment will be used. Such techniques iso work well within dynamic defect management 
strategies. Combining the two will allow the full power of the EDAC code to be used 
for margin against new defects. Dynamic defect management will become more common, 
especially for write-once and erasable optical technologies subject to relatively high new 
defect rates and defect growth. 

As more complex and intelligent device interfaces and controllers are implemented, 
more responsibility for defect management will be shifted from the host to the device 
controller. 



CHANGES IN SELF-CHECKING 

As data integrity requirements increase, it becomes very important to detect tran- 
sient hardware failures. New designs for component IC's for controller implementations 
are carrying parity through the data paths of the part when possible, rather than just 
checking and regenerating parity. Cirrus Logic - Colorado sees this as a step forward, 
but we also look beyond, to the day when all data paths are protected by CRC as well. 

It is especially important to detect transient failures in EDAC hardware. Some 
companies have implemented parity-predict circuitry to continuously monitor their EDAC 
shift registers for proper operation. 

When possible. Cirrus Logic - Colorado has mcorporated circuitry to divide codew- 
ords on write by a factor of the code generator polynomial and check for zero remaind- 
er. This function is performed as close to toe recording head as possible. 

Cirrus Logic - Colorado's 8520 IC uses dynamic cells for the major EDAC shift 
registers. To detect transient failures in the shift registers themselves, we incorporated 
a feature whereby the parity of all bits going into a shift register is compared with the 
parity of all bits coming out of the shift register. 

CHANGES IN VERIFICATION AND TESTING 

The traditional diagnostic technique for storage-device EDAC circuitry uses write 
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long and read long. For write-once optical media, this technique has two problems. 
Since these are high error rate devices, real errors may be encomitered along with 
simulated errors. Also, each write long operation uses up write-once media. Cirrus 
Logic - Colorado incorporates a special diagnostic mode in its EDAC IC's that allows 
the EDAC hardware to be tested without writing to or reading from the media. 

The introduction of complex, high-performance hardware and software algorithms 
for error correction and track-format error tolerance introduce new verification and 
testing challenges. Cirrus Logic - Colorado verifies its error-correction software for 
optical storage devices against millions of test cases. To verify the track-format error 
tolerance of optical storage devices. Cirrus Logic - Colorado reconunends a track format 
simulator that allows all forms of errors to be simulated, including slipped PLL cycles. 
Cirrus Logic - Colorado plans to market such a track simulator in the future. Cirrus 
Logic - Colorado also recommends progranamable buggers to allow all forms of errors to 
be simulated during the performance of a wide range of operational tasks on real devi- 
ces. 

CHALLENGES FOR THE FUTURE 

Many of the factors shaping the future of error correction and error tolerance 
have already been discussed. One of the most significant will be carry-through error 
detection that will be generated and checked for each sector at the host adapter. The 
redundancy for this overall check will include the logical block number and the logical 
drive number and will cover the entire path from the host adapter to the media and 
back. A logical next step will be for hosts to provide an option for carrying all or 
part of the overall check code redundancy through host memory when data is being 
moved from one device to another. Looking furtiher into the future, we may also see 
the redundancy for the overall check maintained in host memory for those sectors that 
are to be updated. In this case, an updatable error-detection code will be used and the 
error-detection redundancy will be adjusted for each change made to the contents of 
the sector. 

An area that needs more attention is verification that we will be able to properly 
read back all the data that we write. To avoid adversely impacting performance, we 
must be able to accomplish this without following each write with a verify read. At the 
closest possible point to the head we need to verify that the written user write data 
and associated redundancy constitute a valid codeword. A good forward step in this 
direction would be to decode the write encoded RLL bits back to data bits and to divide 
this data stream by the code generator polynomial or compare it to the write data 
stream going into the encoder. 
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CHAPTER 1 - INTRODUCTION 



1.1 INTRODUCTION TO ERROR CORRECTION 

l.l.l A REVIEW OF PARirr 

A byte, word, vector, or data stream is said to have odd parity if the number of 
'Ts it contains is odd. Otherwise, the byte, word, vector, or data stream is said to 
have even parity. Parity may be determined with combinational or sequential logic. 

The parity of two bits may be detennined with an EXCLUSIVE-OR (XOR) gate. 
The circled ' + ' symbol is understood to represent XOR throughout this book. 
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Parity across a nibble may be determined with a parity tree. 
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Parity of a bit stream may be determined by a single shift register stage and one 
XOR gate. The shift register is assumed to be initialized to zero. The highest num- 
bered bit is always transmitted and received first. 
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The circuit below determines parity across groups of data stream bits. 
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Note that each bit is included in only one parity check. 

The circuit below will also determine parity across groups of data stream bits. 
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The contribution of each data bit to the final shift register state is shown below. 
Each data bit affects a unique combination of parity checks. 





Contribution 


Data Bit 


P2 PI PO 


d6 


100 


d5 


010 


d4 


001 


d3 


101 


d2 


111 


dl 


110 


do 


Oil 



The contributions to the final shift register state made by several strings of data 
bits are shown below. 



String 

d6,d4 => 

d3,d2,d0 => 

d4,d0 => 



Contribution 
P2 PI PO 

101 
001 
010 
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CHAPTER 1 - INTRODUCTION 



1.1 INTRODUCTION TO ERROR CORRECTION 

1.1.1 A REVIEW OF PARITY 

A byte, word, vector, or data stream is said to have odd parity if the number of 
Ts it contains is odd. Otherwise, the byte, word, vector, or data stream is said to 
have even parity. Parity may be determined with combinational or sequential logic. 

The parity of two bits may be detennined with an EXCLUSIVE-OR (XOR) gate. 
The circled ' + ' symbol is understood to represent XOR throughout this book. 



dl 



do 



Odd 



-OR- 



dl 
do 







Odd 



Parity across a nibble may be determined with a parity tree. 



d3 






do 



Odd 



■*■ -OR- 



d3 
d2 

dl 
do 



9-1 

—^ y\ Odd 

( + ) ►- -OR- 



d3 



d2 



dl 






Odd 



do 



Parity of a bit stream may be determined by a single shift register stage and one 
XOR gate. The shift register is assumed to be initialized to zero. The highest num- 
bered bit is always transmitted and received first. 



d3 d2 dl do 



4 T -^ 



^ p 



P = d3 + d2 + dl + do or P = d3 e d2 ® dl e dO 
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The circuit below determines parity across groups of data stream bits. 



d6 d5 d4 d3 d2 dl dO 



-& 



PO = do + d3 + d6 



PI = dl + d4 



P2 



d2 + d5 



Note that each bit is included in only one parity check. 

The circuit below will also determine parity across groups of data stream bits. 

T 



d6 d5 d4 d3 d2 dl dO 



©■ 



-Or 



PO = d4 + d3 + d2 + dO 

. ^ 

PI = d5 + d2 + dl + do 

^ 

P2 = d6 + d3 + d2 + dl 

►- 



The contribution of each data bit to the final shift register state is shown below. 
Each data bit affects a unique combination of parity checks. 





Contribution 


Data Bit 


P2 PI PO 


d6 


100 


d5 


010 


d4 


001 


d3 


101 


d2 


111 


dl 


110 


do 


Oil 



The contributions to the final shift register state made by several strings of data 
bits are shown below. 



String 

d6,d4 

d3,d2,dO 

d4,d0 



Contribution 
P2 PI PO 

=> 101 
=> 001 
=> 010 
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The contribution to the final shift register state by each string is the XOR sum of 
contributions from individual bits of the string, because the circuit is linear. For a 
linear function f: 

f(x+y) = f(x)+f(y) 

The parity ftmction P is linear, and therefore 

P(x+y) = P(x)+P(y) 

Circuits of this type are the basis of many error-correction systems. 



1.1.2 A FIRSTLOOK AT ERROR CORRECTION 

This discnission presents an introduction to single-bit error correction using a code 
that is intuitive and simple. Consider the two-dimensional parity-check code defined 
below. 



Check-Bit Generation 



Syndrome Generation 



PO 


— 


do 


+ 


d4 


+ 


d8 + < 


il2 




50 = 


do + d4 


+ dS + 


dl2 


+ 


PO 


PI 


= 


dl 


+ 


d5 


+ 


d9 + dl3 


SI = 


dl + d5 


+ d9 + 


dl3 


+ 


PI 


P2 


= 


d2 


+ 


d6 


+ 


dlO + dl4 


S2 = 


d2 + d6 


+ dlO + 


dl4 


+ 


P2 


P3 


= 


d3 


+ 


d7 


+ 


dll + dl5 


S3 = 


d3 + d7 


+ dll + 


dl5 


+ 


P3 


P4 


= 


dl2 


+ 


dl3 


+ 


dl4 + dl5 


S4 = 


dl2 + dl3 


+ dl4 + 


dl5 


+ 


P4 


P5 


= 


d8 


+ 


d9 


+ 


dlO + dll 


S5 = 


dS + d9 


+ dlO + 


dll 


+ 


P5 


P6 


= 


d4 


+ 


d5 


+ 


d6 + d7 


S6 = 


d4 + d5 


+ d6 + 


d7 


+ 


P6 


P7 




do 


+ 


dl 


+ 


d2 


+ d3 


S7 = 


do H 


f- dl 
Row 


+ d2 + 
Checks 


d3 


+ 


P7 






do 


dl 


d2 


d3 




P7 
P6 
P5 
P4 






d4 


d5 


d6 


d7 






d8 


d9 


dlO 


dll 






dl2 


dl3 


dl4 


dl5 




















PO IPI 


P2 


P3 


















Coll 


mn Checks 

















One of the eight required check/syndrome circuits is shown below. 




P7 
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S7 = do + dl 4- d2 + d3 + P7 



On write, each row check bit is selected to make the parity of its row even. 
Each column check bit is selected to make the parity of its colunm even. The data bits 
and the parity bits together are called a codeword. 

On read, row syndrome bits are generated by checking parity across each row, 
including the row check bit. Colunm syndrome bits are generated in a similar fashion. 
Syndrome means symptom of error. For this code, syndrome bits can be viewed as the 
XOR differences between read checks and write checks. If there is no error, all syndr- 
ome bits are zero. 

When a single-bit error occurs, one row and one colunm will have inverted syndro- 
me bits (odd parity). The bit in error is at the intersection of this row and colunm. 

The circuit above shows the logic necessary for generating the write-check bit and 
the syndrome bit for one row. For parallel decoding, this logic is required for each 
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row and column. Also, 16 AND gates are required for detecting the intersections of 
inverted row and column syndrome bits. In addition, 16 XOR gates are required for 
inverting data bits. The correction circuit for one particular data bit is shown below. 



Raw Data Bit dlO 




7^L> 



Corrected dlO 



ALLOW CORRECTION 



Two data bits in error will cause either two rows, two columns, or both to have 
inverted syndrome bits (odd parity). This condition can be trapped to give the code the 
capability to detect double-bit errors in data. 

All single check-bit errors are detected, but not all double check-bit errors. One 
row and one colunm check bit in error will result in miscorrection (false correction). If 
an overall check bit across data is added, the code is capable of detecting all double-bit 
errors in data and check bits. This includes the case where one data bit and one parity 
bit are in error. The overall check bit can be generated by forming parity across all 
row or all colunm check bits. With the overall check bit added, all double-bit errors 
are detectable but uncorrectable. 

Miscorrection occurs when three bits are in error on three comers of a rectangle. 
For example: 

















X 


X 








X 


m 

















Column Checks 



Row Checks 



Overall Check 



The three errors which are illustrated above cause the decoder to respond as if 
there were a single-bit error at location m. Miscorrection does not result for all 
combinations of three bits in error, only for those where there are errors on three 
comers of a rectangle. 

Miscorrection probability for three-bit errors is the ratio of three-bit error com- 
binations that result in miscorrection to all possible three bit-error combinations. 
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Misdetection (error condition not detected at all) occurs when four-bits are in 
error on the comers of a rectangle. For example: 



X X 

X X 



Row Checks 



] Overall Check 



Column Checks 

This error condition leaves all syndrome bits equal to zero. 

Misdetection does not result for all combinations of four bits in error, only those 
where there are errors on four comers of a rectangle. Misdetection probability for 
four-bit errors is the ratio of four-bit error combinations that result in misdetection to 
all possible four-bit error combinations. 

This discussion introduced the following error-correction concepts: 

Check bits 
Syndromes 
Codeword 
Correctable error 
Detectable error 
Miscorrection 
Misdetection 
- Miscorrection probability 
Misdetection probability 
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PROBLEMS 



1 . Write the parity check equations for the circuit below. 



d6 d5 d4 d3 d2 dl dO 



-KiVtH hn~ 



-*- PO = 



-^ PI = 



2. Write the parity check equations for the circuit below. 



d6 d5 d4 d3 d2 dl dO 



■©■ 



-& 



-*- PO = 



"► PI = 



-^ P2 = 



3. Generate a chart showing the contribution of each data bit to the final shift 
register state for the circuits shown above. 

If the data stream is zeros except for d3 and dl, what is the final shift register 
state? 
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1.2 MATHEMATICAL FOUNDATIONS 

1.2A SOME DEFINmONS, THEOREMS Aim AL(K)RITHMS FOR INTE 

Definition L2J . When we say an integer a divides an integer b we mean a divides 
b with zero remainder, "a divides b" is written as a|b. **a does not divide b" is written 
asa^b. 

Examples : 3 1 6,3^4,2^^1 



Definition 1.2.2 . An integer a is called prime if a is greater than 1 and there are 
no divisors of a that are less 3ian a but greater than 1. If an integer a greater than 1 
is not prime, then it is called composite. 

Examples : 2,3, and 5 are prime 

4, 6, and 8 are composite 

Definition 1.2.3 . The greatest common divisor (GCD) of a set of integers 
{ai,a2,* • san} is the largest positive integer that divides each of ai,a2,« • ^an- The 
greatest common divisor may be written as GCD(ai ,a2, • • • ,an). 

Algorithm 1.2.1 . To find GCD(ai,a2,* • ^an), express each integer as Uie product of 
prime factors. Form the product of their common factors. For repeated factors, in- 
clude in the product the highest power that is a factor of all the given integers. The 
GCD is the absolute value of the product. If there are no common factors, the GCD is 
one. 

Examples : GCD(3,9,15) = GCD(3, 32,3*5) =3 

GCD(-165,231) =GCD(-3*5*11, 3*7*11) =33 

GCD(105,165) = GCD(3*5*7,3*5*11) = 15 

GCD(45,63,297) = GCD(32*5,32*7,33*11) = 9 

The GCD can also be found using Euclid's Algorithm. 

Definition 1.2.4 . The least common multiple (LCM) of a set of integers {ai,a2- 
,-««,an} is the smallest positive integer that is divisible by each of ai,a2,* • ^an- The 
least common multiple may be written LCM(ai ,a2, • • • ,an). 

Algorithm 1.2.2 . To find LCM(ai,a2,* • '.an), express each integer as a product of 
prime factors. Form the product of primes that are a factor of any of the given in- 
tegers. Common factors between two or more integers are included in the product only 
once. For repeated factors, include in the product the highest power that occurs in any 
of the prime factorizations. The LCM is the absolute value of the product. 

Examples : LCM(6,15,21) =LCM(2*3,3*5,3*7) = 210 

LCM(30,42,66) =LCM(2*3*5,2*3*7,2*3*11) = 2310 

LCM(-15,21,11)=LCM(-3*5,3*7,11) = 1155 

LCM(45,63,297)=LCM(32*5,32*7,33*11) = 10395 
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Theorem L2J . Every integer a>l can be expressed as the product of primes, (with 
at least one factor). 

Examples : 3 =3 
6 =2*3 
15 =3*5 

Definition 1,2,5 . Integers a and b are relatively prime if their greatest common 
divisor is 1. 

Examples : 3, 7 

3, 4 

15, 77 

Theorem L2.2 . Let integers a, b, and c be relatively prime in pairs, then a*b*c 
divides d if, and only if, each of a, b, and c divide d. 

Examples : 3 1 15, 5 1 15, 7J^15, therefore, (3*5*7)^15 

3 1 210, 5 1 210, 7 1 210, therefore, (3*5*7)1210 

Theorem L2.3 . Let an integer a be prime, then a divides b*c*d if, and only if, a 
divides b or c or d. 

Examples : 3 1 6, therefore, 3 1 (6*5*7) 

3^5, 3J'7, 3| 1 1 , therefore, 3^1^385 

Definition 1.2,6 . Let x be any real number. The integer function of x, written as 
INT(x), is the greatest integer less than or equal to x. 

Examples : INT(l/2) = 
INT(5/3) = 1 
INT(-l/2) = -1 

Definition 1.2.7 , Let x and y be any real numbers, x modulo y, written as x MOD 
y, is defined as follows: 



X MOD y = X - y*INT(x/y) 



Examples : 5 MOD 3=2 

9 MOD 3=0 

-5 MOD 7 = 2 



1.2.2 SOME DEFINITIONS, THEOREMS AND ALGORITHMS FOR POLYNOMIALS 

Definition 1.2.8 . A polynomial is said to be monic if the coefficient of the term 
with the highest degree is 1. 

Definition 1.2.9 . The greatest common divisor of two polynomials is the monic 
polynomial of greatest degree which divides both. 

Definition 1.2.10 . The least common multiple of a(x) and b(x) is some c(x) divisible 
by each of a(x) and b(x), which itself divides any other polynomial that is divisible by 
each of a(x) and b(x). 

Definition 1.2.11 . If the greatest conmion divisor of two polynomials is 1, they are 
said to be relatively prime. 

Definition 1.2.12 . A polynomial of degree n is said to be irreducible if it is not 
divisible by any polynomial of degree greater than but less than n. 

Theorem 1.2.4 . Let a(x), b(x), and c(x) be relatively prime in pairs, then 
a(x) • b(x) • c(x) divides d(x) if, and only if, a(x) and b(x) and c(x) divide d(x). 

Theorem 1.2.5 . Let a(x) be irreducible, then a(x) divides b(x)-c(x)«d(x) if, and only 
if, a(x) divides b(x) or c(x) or d(x). 

Definition 1.2.13 . A function is said to be linear if the properties stated below 
hold: 

a. Linearity : f(a*x) = a«f(x) 

b. Superposition : f(x-f y) = ffx)H-ffy) 
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1.2.3 THE CHINESE REMAINDER METHOD 

There are times when integer arithmetic in a modular notation is preferred to a 
fixed radix notation. The mtegers are represented by residues modulo a set of relative- 
ly prime moduli. 

Examp le: Assume integers are represented by residues modulo the 
moduli 3 and 5. 



2V 7 1 3 2 

MODULUS = 3 MODULUS = 5 




Inteaerfk) 


Resi 


duesfrO.rl^ 











1 


1 


1 


2 


2 


2 


3 





3 


4 


1 


4 


5 


2 





6 





1 


7 


1 


2 


8 


2 


3 


9 





4 


10 


1 





11 


2 


1 


12 





2 


13 


1 


3 


14 


2 


4 


15 








16 


1 


1 



Notice that the integer k has a unique representation in residues from k=0 through 
k=14. The integer k=15 has the same representation as k=0. In this case, the total 
number of integers that have unique representation is 15. In general, the total number 
of integers n having unique representation is given by the equation: 

n = LCM(eo,ei,» • •) 

where the ei are moduli. 

There are also times when an integer d must be determined if its residues modulo 
a set of moduli are given. This can be accomplished with the Chinese Remainder Me- 
thod. This method is based on the Chinese Remainder Theorem. See any number theory 
text. 



METHOD 



ei = Moduli (The e^ must be relatively prime in pairs) 

n = LCM (eo,ei, •••) 
mi = n/ei 

Ai = Constants such that (Ai*mi) MOD ei = 1 
ri = Residues 

d = desired integer = (Ao*mo*ro + ^1*^1*^1 + •'•) MOD n 



EXAMPLE 



ei = 3,5 (eo=3, ei=5) 

n = LCM(3,5) = 15 
mo = n/eo = 15/3 = 5 
mi = n/ei = 15/5 = 3 
Ao*5 MOD 3=1, therefore Aq 
Ai*3 MOD 5=1, therefore Ai 

d = (10*ro + 6*ri) MOD 15 



This calculation 
is performed at 
development time. 



If ro,ri = 2,3 then d = 8 
If ro,ri = 1,3 then d = 13 



> 



This calculation 
is performed at 
execution time. 



A PROCEDURE FOR PERFORMING THE CHINESE REMAINDER METHOD 
WITHOUT USING MULTIPLICATION 

Frequently, the Chinese Remainder Method must be solved on a processor that 
does not have a multiply instniction. A procedure using only addition and compare 
instructions is described below. 

The integer d is to be determined where d is the least integer such that: 

d MOD Co = ro and simultaneously d MOD Cj = rj 

or equivalently, 

d ro d ri 

— = nn + — and simultaneously — = ni +— 
eo ^ eo ®1 ^1 
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Rearranging gives 

d =: no*eo + tq and simultaneously d = ni*ei +ri 
or, 

d = no*eo + tq = ni*ei +ri 
Multiplication can be expressed as repeated addition. Therefore, 

d = ro + eo + bq + • • • = r^ + e^ + e^ + • • • 



no times 



nx times 



A procedure for finding d based on the relationship above is detailed in the fol- 
lowing flowchart. 









BEGIN 














r 










do = ro 
dl = ri 
























do>di 




f 


do<di 










dl 


= di + ei 


dotdi - 


do 


= do + eo 






















do= 


dl 












d = do 












' 










STOP 
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1 .2.4 MULTIPLICATION BY SHIFTING, ADDING, AND SUBTRACTING 

Many 8-bit processors do not have a multiply instruction. This discussion de- 
scribes techniques to minimize the complexity of multiplying a variable by a constant, 
when these processors are used. These techniques provide another alternative for 
accomplishing the multiplications required in performing the Chinese Remainder Method. 

On an 8-bit processor any shift that is a multiple of 8 bits can be accomplished 
with register moves. Therefore, multiplying by a power of 2 that is a multiple of 8 can 
be accomplished by register moves. Any string of ones in a binary value can be repre- 
sented by the power of 2 that is just greater than the highest power of 2 in the string 
minus the lowest power of 2 in the string. These results can be used to minimize the 
complexity of multiplying a variable by a constant using register moves, shifts, adds and 
subtracts. 

Examples : In all examples, x is less than 256. The results are shown in a 
form where register moves and shifts are identifiable. 

y = 255*x 
= (2®-l)*x 
= 2^*x-x 

y = 257*x 
= (2^+1) *x 
= 2^*x+x 

y = 992*x 

= (2^+2^+2*7+2^+2^) *x 
= (2^0-25) *x 
= 2l0*x-25*x 

y = 32131*x 

= (2^'^+2^^+2^2+2ll+2l0+2^+2'7+2^+2^)*x 

= (2^5-2^-2'7+2^+2^)*x 

= 2^5*x-2^*X-2'7*x+2^*X+2^*X 

= 2^*(2*7*x)-(2'7*x)-2^*(2^*x) + (2^*x)+x 

In the last example, only two unique shift operations are required even though 
the original constant contains nine powers of 2. This particular example is from the 
Chinese Remainder Method when moduli 255 and 127 are used. 
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PROBLEMS 

1. FindtheGCDof70andl5. 

2. Find the GCD of 70 and 11. 

3. Find the LCM of 30 and 42. 

4. Find the LCM of 33 and 10. 

5. Express 210 as a product of primes. 

6. Are 70 and 15 relatively prime? 

7. Are 70 and 1 1 relatively prime? 

8. Determine a 

a = INT(7/3) 

a = -INT(l/3) 

a = INT(-l/3) = 

a = 10MOD3 = 

a = -3 MOD 15 = 

a = 254 MOD 255 = 

9. Is 2 • x^ + 1 a monic polynomial? 

10. Write the residues modulo the moduli 5 and 7 of the integer 8. 

11. The residues for several integers modulo 5 and 7 are listed below. Compute the Aj 
of the Chinese Remainder Method. Then use the Chinese Remainder Method to 
determine the integers. 

aM0D5 =4, aM0D7 = 6, a = ? 
aM0D5 = 3, aMOD7 = 5, a = ? 
aM0D5 = 0, aMOD7 = 4, a = ? 

What is the total number of unique integers that can be represented by residues 
modulo 5 and 7? 

12. Define a fast division algorithm for dividing by 255 on an 8-bit processor that does 
not have a divide instruction. The dividend must be less than 65536. 

13. What is the total number of unique integers that can be represented by residues 
modulo 4 and 11? 
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1.3 POLYNOMIALS AND SHIFT REGISTER SEQUENCES 

1.3.1 INTRODUCnON TO POLYNOMIALS 

It is convenient to consider the symbols of a binary data stream to be coefficients 
of a polynomial in a variable x, with the powers of x serving as positional indicators. 
These polynomials can be treated according to the laws of ordinary algebra with one 
exception: coefficients are to be added modulo-2 (EXCLUSIVE-OR sum). The '4- * opera- 
tor will be used to represent both ordinary addition and modulo-2 addition; when used 
to represent modulo-2 addition, it will usually be separated from its operands by a 
preceding and a following space. 

As with polynomials of ordinary algebra, these polynomials have properties of 
associativity, distributivity, and commutativity. These polynomials also factor into prime 
or irreducible factors in oiily one way, just as do those of ordinary algebra. 

For now, the value of coefficients will be either T or '0' depending on the value 
of the corresponding data bit. Such polynomials are said to have binary coefficients or 
to have coefficients from the field of two elements. Later, polynomials with coeffi- 
cients other than T and '0' will be discussed. When transmitting and receiving polyno- 
mials, the highest order symbol is always transmitted or received first. 

MULTIPLICATION OF POLYNOMIALS 

Multiplication is just like ordinary multiplication of polynomials, except the addi- 
tion of coefficients is accomplished with the XOR operation (modulo-2 addition). 



Example #1 ; 



+ X + 1 



-or- 



+ x-^ + x^ + 1 



1000 
1011 





x6 


+ 


X^ + x^ 








1000 
1000 
1000 

1011000 


Example #2: 


. x3 


+ 


X + 1 
X + 1 






-or- 


11 
• 1011 




x4 


+ 


x3 

x2 + 


X 
X 


+ 


1 


11 
11 
11 



11101 



In example #2, unlike in ordinary polynomial multiplication, the two x terms cancel. 



- 16 



DIVISION OF POLYNOMIALS 

Division is just like ordinary division of polynomials, except the addition of coeffi- 
cients is accomplished with the XOR operation (mcxiulo-2 addition). 



Example #1 ; 
v3 



+ X + 1 



Example #2 
v3 



+ X + 1 



X^ 4- 1 

X^ + 1 

x^ + x-^ -f yfi 

x^ + x2 -H 1 

x^ -f X + 1 

x^ + X 

X^ + 1 

x^ + x2 + 1 

x^ + x-^ + x^ 

x^ + 1 

X^ + X + 1 



-OR- 



1011 



-OR- 



1011 



101 



100001 
1011 



1101 
1011 



0110 



101 



100101 
1011 



1001 
1011 
0010 
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1.3.2 INTRODUCnON TO SHIFT REGISTERS 

A linear sequential circuit (LSC) is constructed with three building blcx:ks. Any 
connection is permissible as long as a single output arrow of one block is mated to a 
single input arrow of another block. 



MEMORY CIRCUITS (LATCHES) • 
Single input, single output. 



0- 



•^S)- 



MODULO-2 ADDITION (XOR GATES) . 
Single output, no restriction 
on the number of inputs. 



^ CONSTANT MULTIPLIERS. 

Single input, single output. 

Latches are clocked by a synchronous clock. The output of a latch at any point 
in time is the binary value that appeared on its input one time unit earlier. 

The output of a modulo-2 adder at any point in time is the modulo-2 sum of the 
inputs at that time. 

For now, a constant multiplier '^a' will be either '•!* or ''O*. If such a constant 
multiplier is '•!', a connection exists. No connection exists for a constant multiplier of 
'•0'. 

AN EXAMPLE OF AN LSC 



-0- 





hOH 




A linear sequential circuit of the above form is also called a linear feedback shift 
register (LFSR), a linear shift register (LSR) or simply a shift register (S/R). 

AN EQUIVALENT CIRCUIT WHERE Qi = ft g2 = /. gj = / 



^HIH 



T 
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SHIFT REGISTER IMPLEMENTATION OF MULTIPLICATION 

Polynomial multiplication can be implemented with a linear shift register. 

The circuit below will multiply any input bit stream (input polynomial) by (x + 1). 
The product appears on the output line. The number of shifts required is equal to the 
sum of the degrees of the input polynomial and the multiplier polynomial plus one. 

OUTPUT 



INPUT t 



Example #1 : Assume the input polynomial to be (x^ + x^ + 1). 



Input 


Shift Reg 


Output 


Bit 


State 


Bit 


1 (x5) 


1 


1 (x6) 








1 (x5) 


1 (x3) 


1 


1 i^t) 








1 (x3) 











1 (1) 


1 


1 (X) 








1 (1) 


Example #2: Assume the input polynomial to be 


x3. 


Input 


Shift Reg 


Output 


Bit 


State 


Bit 


1 (x3) 


1 


1 (x^) 








1 (x3) 






























NOTE: The shift register state is shown after the indicated input bit is clocked. 
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The circuits below will multiply any input bit stream (input polynomial) by 
(x^ + X + 1). 



OUTPUT 





^0^x2^ 


- x^ ■-<— X^ '^— 


INPUT 




X* "^ X "^ 



Shift Register "A" 



OUTPUT 



INPUT I t 



Shift Register "B" 
Example #1 : Assume the input polynomial to be x^. 



Input 
Bit 


Shift Req 
'B' State 


Output 
Bit 


l(x3) 














Oil 
110 
100 
000 
000 
000 
000 


l(x6) 
. 

l(x3) 





Assume 


! the input polynomial to be 


Input 
Bit 


Shift Req 
'B' State 


Output 
Bit 


l(x) 

1(1) 





Oil 
101 
010 
100 
000 


KxJ 
l(x3) 
l(x2) 


1(1) 



NOTE: The shift register state is shown after the indicated input bit is clocked. 
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A GENERAL MULTIPLICATION CIRCUIT 



OUTPUT 



0-.- xi-1 -k2)^ ^^'^ "KD^* — 0^©*~ 

f f f 



INPUT 




^0 } 

r 



The circuit shown above multiplies any input polynomial D(x) by a fixed polynomial 
P(x). The product appears on the output line. 

P(x) = hi-xi + h[.i'\^'^ + hi.2*x*'2 ^ 4. ^j .^ + hQ 

The number of shifts required is equal to the sum of the degrees of the input 
polynomial and multiplier polynomial, plus one. 



MULTIPLY CIRCUIT EXAMPLES 



OUTPUT 



0^x1-^ 


xO-.-] 


INPUT 





Multiply by x^ + 1 



OUTPUT 



INPUT 



I L 



X^ "4 — x^ -^ — x^ ^ 



Multiply by x^ + x^ + 1 



OUTPUT 



(T)-<— x^ -'^— x^ ""^vO"^"" ^^ ^•~^+V-~ x^ -t— x^ -< 

INPUT I t t 



Multiply by x^ + x^ + x^ + 1 
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SHIFT REGISTER IMPLEMENTATION OF DIVISION 

Polynomial division can be implemented with an LSR. 

The circuit below will divide any input bit stream by (x + 1). One shift is re- 
quired for each input bit. The quotient appears on the output line. The final state of 
the LSR represents the remainder. 













OUTPUT 














xO 


h© 

1 




INPUT 






Example #1 : 


Assume the input polynomial to be 






x6 + x5 + x^ + x3 + X 


+ 1. 




Input Shift Reg Output 
Bit State Bit 




1 (x6) 1 (1) 
1 (xj 
1 (xj 1 (1) 
1 (x3) 



^ 
l(x5) 
- 
l(x3) 





1 (X) 1 (1) 
1(1) 



1(1) 


Example #2: 


Assume the input polynomial to be (x** + x^ + 1). 




Input Shift Reg 
Bit State 


Output 
Bit 




1 (x^) 1 (1) 


, 




1 (x3) 



1 (x3) 













1(1) 1(1) 












NOTE: The shift register state is shown after the indicated input bit is clocked. 
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The circuit below will divide any input bit stream by (x^ 4- x + 1). 





OUTPUT 





INPUT 



Example #1 : Assume the input polynomial to be (x^ + 1). 



Input Shift Reg 
Bit State 



l(x5) 









1(1) 



001(1) 
010 (xi 
100 (x2) 
Oil (x+1) 
110(x2+x) 
110(x2+x) 



Output 
Bit 




l(x2) 



1(1) 



Example #2 ; Assume the input polynomial to be x^. 



Input 
Bit 

l(x6) 















Shift Reg 
State 



Output 
Bit 



001(1) 

010 (xi 

100 (x2) 

Oil (x+1) 

110(x2+x) . 

Ill(x2+x+l)l(x) 

101(x2+l) 1(1) 






- 

l(x3) 





NOTE: The shift register state is shown after the indicated input bit is clocked. 
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A GENERAL DIVISION CIRCUIT 



\ r 



OUTPUT 

"T r r 



INPUT 



I 



The circuit above divides any input polynomial D(x) by a fixed polynomial P(x). 
The quotient appears on the output line. The remainder is the final shift register state. 

P(x) = gix^ + gi-ix^-l + ... + gix + go 

The number of shifts required is equal to the degree of the input polynomial plus 
one. 

DIVIDE CIRCUIT EXAMPLES 

OUTPUT 



INPUT 


. ^ 

L xl -e- xO -e-{+) 



Divide by x^ + 1 



y3^ 


- x2 -^^-\+)-*— x^ -t- 


^ r 

- xO ^0 

1 



INPUT 



Divide by x"* + x^ + 1 



OUTPUT 



— x^ "^Ki^^ ^^ "vi}'^ ^'^ "^^vi/^ x2 --1— X 

INPUT 


p. 



Divide by x^ + x^ + x^ + x^ + 1 
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SHIFT REGISTER IMPLEMENTATION OF SIMULTANEOUS 
MULTIPLICATION AND DIVISION 

It is possible to use a shift register to accomplish simultaneous multiplication and 
division. The circuit below wiU multiply any input bit stream (input polynomial) by x^ 
and simultaneously divide by (x^ + x + 1). The number of shifts required is equal to 
the degree of the input polynomial plus one. The quotient appears on output line. The 
remainder is the final state of shift register. 

OUTPUT 



C+y*— x2 -<— x^ ''*~vO*~' ^° ~*~ 



INPUT 



Example #1 : Assume the input polynomial to be (x^ + 1). 

Input Shift Reg Output 

Bit State Bit 



l(x5) 









1(1) 



OlUx+l) l(x5) 
110(x2+x) , 
Ill(x2+x+l)l(x3) 
101(x2+l) l(x2) 
001 (1) 1 (x) 

001 (1) 1 (1) 



Example #2 : Assume the input polynomial to be x". 



Input 
Bit 

1 (x6) 















Shift Reg 
State 



Output 
Bit 



011(x+l) l(x6) 

110(x2+l) . 
Ill(x2+x+l)l(x4) 

101(x2+l) l(x3) 

001 (1) 1 (x2) 

010 (xl 

100 (x2) 



NOTE: The shift register state is shown after the indicated input bit is clocked. 
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A CIRCUIT TO MULTIPLY AND DIVIDE SIMULTANEOUSLY 

A general circuit to accomplish simultaneous multiplication by a polynomial h(x) of 
degree three and division by a polynomial g(x) of degree two is shown below. The 
multipliers are all '• 1' (connection) or ' • 0' (no connection). 

OUTPUT 






CW) (j^ d^ Cj^ 



INPUT 





To multiply by x^, set h3 = 1 and set all other multipliers to 0. 

To multiply by 1 and divide by (x^ + x + 1), set ho=l, go=l and gi = l and set all 
other multipliers to 0. 

To multiply by x^ and divide by (x^ + x + 1), set h3=l go=l, and gi = l and set all 
other multipliers to 0. This is a form of simultaneous multiplication and division that is 
encountered frequently in error-correction circuits. 

To multiply by (x + 1) and divide by x^, set ho=l and hi = l and set all other 
multipliers to 0. 
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A GENERAL CIRCUIT FOR SIMULTANEOUS MULTIPLICATION AND DIVISION 

OUTPUT 




'<3i 






I 



I 



I 







I 




INPUT 

The circuit above multiplies any input polynomial by Pl(x) and simultaneously divides by 
P2(x). 

Pl(x) = hix^ + hi-ix^""^ + hi-2X-^""^ + ... + hix + ho 

P2(x) = gixi + gi-.ixi"l + gi-2X^~^ + ... + g^x + go 

The number of shifts required is equal to the degree of the input polynomial plus one. 

EXAMPLES OF CIRCUITS TO MULTIPLY AND DIVIDE SIMULTANEOUSLY 

OUTPUT 



~ — ^1^1 — 



INPUT 



J I 



Multiply by x^ + 1 and divide by x"^ + x^ + 1 



OUTPUT 



r+V— ■ x^ -*— x^ "'^v'O^^ ^^ "*v"^y*~ ^"^ ''^^ 



INPUT 



KG 
J 



Multiply by x^ + 1 and divide by x^ + x-^ + x^ + l 
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SIMULTANEOUS MULTIPLICATION AND DIVISION 

WHEN THE MULTIPLIER POLYNOMIAL HAS A HIGHER DEGREE 



The circuit below shows how to constract a shift register to multiply and divide 
simultaneously when the multiplier polynomial has a higher degree. The number of 
shifts required is equal to the degree of the input polynomial, plus the degree of the 
multiplier polynomial, minus the degree of the divider polynomial, plus one. Register 
states are labeled below for the multiply polynomial and above for the divide polynomial. 

OUTPUT 



x2 
INPUT x"* 


X 1 

x^ y? X 1 



Multiply by x^ + l and divide by x-^ + x + 1 



SHIFT REGISTER IMPLEMENTATION TO COMPUTE A SUM OF PRODUCTS 

A single shift register can be used to compute the sum of the products of dif- 
ferent variable polynomials with different fixed polynomials e.g. a(x)*hi(x) + b(x)*h2(x). 

The circuit below will multiply an input polynomial a(x) by a fixed polynomial x^ + 
X + 1 and simultaneously multiply an input polynomial b(x) by the fixed polynomial x^ + 
1 and sum the products. The sum of the products appears on the output line. The 
number of shifts required is equal to the sum of the degrees of the input polynomial of 
the highest degree and the fixed polynomial of the highest degree plus one. 

OUTPUT 



©HZH3^ 



a(x) 



b(x) 




^°"KDn 



Example #1 : Assume a(x) to be x^ and b(x) to be (x^ + x^ + 1). 



a(x) 


b(x) 


Shift Req 


Output 


Input 


Input 


State 


Bit 





l(x5) 


101 


_ 


, 


, 


010 


l(xO 


l(x3) 


l(x3) 


010 


l(x6) 








100 


, 








000 


l(x4) 





1(1) 


101 


- 








010 


l(x2) 








100 











000 


1(1) 



NOTE: The shift register state is shown after the indicated input bit is clocked. 
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SHIFT REGISTER IMPLEMENTATION TO COMPUTE A SUM OF PRODUCTS 
MODULO A DIVISOR 

A single shift register can be used to compute the remainder of the sum of pro- 
ducts of different variable polynomials with different fixed polynomials when divided by 
another polynomial e.g. [a(x) 'hiCx) + b(x) •h2(x)] MOD g(x). 

The_circuit below will multiply an input polynomial a(x) by a fixed polynomial x^ 
+ X + 1 and simultaneously multiply an input polynomial b(x) by the fixed polynomial x^ 
he products. The sum of the products is reduced modulo x^ + x + 1. 



4- 1 and sum the products. 



The shift register contents at the end of the operation is the result. The number 
of shifts required is equal to the degree of the input polynomial of the highest degree 
plus one. 

OUTPUT 



^(x) 



b(x) 




T 



I 



T 



xl -^-(+)^ xO -— Q^ 



J 



Example #1 : Assume a(x) to be x-' and b(x) to be (x^ + x^ + 1). 



a(x) 
Input 



\ 

1 (x3) 


b 





b(x) 
Input 

l(x5) 

1 (x3) 


d 

1(1) 



Shift Req 
State 

101 
001 
000 
000 
000 
101(x2+l) 



NOTE: The shift register state is shown after the indicated input bit is clocked. 



30 



OTHER FORMS OF THE DIVISION CIRCUIT 



The circuit examples below are implemented using the intemal-XOR form of shift 
register. 



OUTPUT 



OUTPUT 



^ 



x2 -4- x^ A,"^V ^^ "^ 



Premultiply by x*^ and 
divide by x-^ + x + 1 



^ — ^ 

1 



Divide by x^ + x + 1 



The circuit shown below can accomplish the circuit function of either of the 
circuits shown above. If the gate is enabled for the entire input polynomial, the circuit 
function is to premultiply by x^ and divide by (x^ + x + 1). However, if the gate is 
disabled for the last m (m is 3 in this case) bits of the input polynomial, the circuit 
function is to divide by (x^ + x + 1) without premultiplying. In the following general 
discussion, g(x) is the division polynomial and m is the degree of the division polyno- 
mial. 



OUTPUT 



o- 




j^iU-Q^ xO -^ 



GATE ENABLED DURING LASTm BITS OF INPUT POLYNOMIAL 

The circuit function is premultiply by x^ and divide by g(x). The quotient appears 
on the output line. The remainder is taken from the shift register. 

GATE DISABLED DURING LASTm BITS OF INPUT POLYNOMIAL 

The circuit function is to divide by g(x) without premultiplying by x^. The quo- 
tient appears on the output line up to the last m bits of the input polynomial. The 
remainder appears on the output line during the last m bits of the input polynomial. 
The remainder can also be taken from the shift register. 
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EXTERNAL-XOR FORM OF SHIFT REGISTER DIVIDE CIRCUIT 

There is another form of the shift register divide circuit called the extemal-XOR 
form that in many cases can be implemented with less logic than the intemal-XOR form. 
An example is shown below. 

External XOR form of shift register divide circuit 



ZHZH-Ct 



INPUT 



OUTPUT 



NOTE: The odd circuit is a parity tree. 



This circuit is sometimes drawn as shown below. 



J. 



INPUT 



0^-0^0::^ 



OUTPUT 



The extemal-XOR form of the shift register can be implemented two ways. 

1. The shift register input is enabled during the entire read of the input polynomial. 
In this case, t£e circuit function is premultiply by x^ and divide by g(x). 

2. The shift register input is disabled during the last m bits of the input polynomial. 
In this case, the circuit function is divide by g(x). 



32 - 



Example #1 . Input to shift register enabled during entire read of input polynomial. 

Circuit function^= a(x)^x^/g(x) 
where a(x) = x^ and g(x) = x^ -f x + 1 




\EhO~ 



INPUT 



OUTPUT 



Clocks with gate enabled during read, to get quotient. 



DATA 
1 








S/R 
001 
010 
101 

oil 

111 

110 



OUTPUT 
1 • 

1 
1 
1 
• 



Quotient = x^ + x-^ + x^ + 



LSB 



Clocks with gate disabled after read, to get remainder. 
OUTPUT 



S/R 

100 
000 
000 



° ] 

-• 



Remainder = x 
-^ LSB 



Output 

1. During read, the output is the quotient. 

2. After read is complete, disable the gate and clock m more times to place the 
remainder on the output line. 



+ X + 1 



x5 


+ 


x3 


+ 


X^ + X 


x8 
x8 


+ 


x6 


+ 


x5 


xS 
x6 


+ 

+ 


x5 
x4 


-f 


x3 


x5 
x5 


+ 
+ 


x4 
x3 


+ 
+ 


x3 
x2 


x4 

x4 


+ 
+ 


x2 
x2 


+ 


X 



(x^ because of premultiply) 
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EAampJe fl . Input to shift register disabled during last m bits of input poiynomiai. 

Circuit fiinctioa.= a(x)/g(x) ^ 

where a(x) = x^ and g(x) = x-^ + x + 1 




DATA S/R OUTPUT 
001 1 -] 

010 ^ Quotient = x^ + 1 
101 1 -^ -^ LSB 
Gate disabled at this point. 



1 





010 
100 
000 



1 1 

1 Remai 
1 J -.- LS 



Remainder = x^ + x + l 
LSB 



Output 

1 . Up to the last m bits, the output is the quotient. 

2. During the last m bits, the output is the remainder. 



+ X + 1 



x^ -f 1 

x! 

X^ 4- X-^ -f X*' 

x-^ + X^ 

X^ + X 4- 1 



+ X + 1 
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PERFORMING POLYNOMIAL MULTIPLICATION AND DIVISION 
WITH COMBINATORIAL LOGIC 

Computing parity across groups of data bits using the circuit below was previously 
studied. 

a{x) = d6-x^ + d5«x5 + d4*x4 + d3-x^ + d2-x2 + dl-x + dO 



INPUT 



<E> 



^iHjy 



-^ PO = d4 + d3 + d2 + do 
-^ PI = d5 + d2 + dl + do 
-V P2 = d6 + d3 + d2 + dl 



Now that polynomials have been introduced, the function of this circuit can be 
restated. It premultiplies the input polynomial by x^ and divides by (x^ + x + 1). 
Obviously, the parity check equations can be implemented with combinatorial logic. 
Therefore, the circuit fimction can be implemented with combinatorial logic. 




PO 




PI 




P2 



The combinatorial loeic circuit above computes the remainder from premultiplying a 
7-bit input polynomial by x-^and dividing by (x^ + x + 1). 
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THE SHIFT REGISTER AS A SEQUENCE GENERATOR 
Consider the circuit below: 



^ ^ 1 



ated. 



If this circuit is initialized to '001' and clocked, the sequence below will be gener- 




The sequence repeats every sey^n shifts. The length of the sequence is seven. 
The maximum length that a shift register can generate is 2"^-l, where m is the shift 
register length. Shift registers do not always generate the maximum length sequence. 
The sequence length depends on the implemented polynomial. It will be a maximum 
length sequence only if the polynomial is primitive. 
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1.3.3 MORE ON POLYNOMIALS 

Reciprocal PoIvnomiaL The reciprocal of a polynomial P(x) of degree m with 
binary coefficients, 

P(x) = Pm'x"^ + Pm-l'X^""^ + • • . + p3^.x + po 
is defined as: 

x^«P(l/x) = Po'X^ + pi'X^""^ + • • • + pjjj«i*5^ + Pm 

i.e. , the coefficients are flipped end-for-end. "Reverse** is a synonym for "reciprocal. " 

Self-Reciprocal Polynomial . A polynomial is said to be self-reciprocal if it has the 
same coefficients as its reciprocal polynomial. 

Forward Pohmondal . A polynomial is called the forward polynomial when it is 
necessary to distinguish it from its reciprocal (reverse) polynomial. This applies only to 
polynomials which are not self-reciprocal. 

Pohmondal Period . The period of a polynomial P(x) is the least positive integer e 
such that (x^ 4- 1) is divisible by P(x). 

Reducible . A polynomial of degree m is reducible if it is divisible by some polyno- 
mial of a degree greater tiian but less tihan m. 

Irreducible . A polynomial of degree m is said to be irreducible if it is not divi- 
sible by any polynomial of degree greater than but less than m. "Prime" is a synonym 
for "irreducible." 

The reciprocal polynomial of an irreducible polynomial is also irreducible. 

Primitive Polynomial . A polynomial of degree m is said to be primitive if its 
period is 2^-1. 

A primitive polynomial is also irreducible. 

The reciprocal polynomial of a primitive polynomial is also primitive. 



37 - 



A PROPERTY OF RECIPROCAL POLYNOMIALS 

The reciprocal polynomial can be used to generate a sequence in reverse of that genera- 
ted by the forward polynomial. 

Example : Shift register ** A" below implements (x^ + x + 1) and shifts left. Shift register 
"B" implements (x^ + x^ + 1), the reciprocal of (x-^ + x + 1), and shifts right. 



Initialize shift register "A** to 'OOr and clock four times. 

Clock 






Contents 



Shift Register "A 



tlA*l 



.. 


001 


1 


010 


2 


100 


3 


Oil 



Transfer the contents of shift register "A" to shift register "B" and clock four times. 

Clock Contents 



\ 

►- x^ — ^ x-^ — \'^J^ ^ — ^ 



. 


110 


1 


Oil 


2 


100 


3 


010 


4 


001 



Shift Register "B" 

Shift register "B'* retraces in the reverse direction the states of shift register "A". 

The property of reciprocal polynomials described above will be used later for decoding 
some types of error-correcting codes. 



38 - 



DETERMINING THE PERIOD OF AN IRREDUCIBLE POLYNOMIAL 
WITH BINARY COEFFICIENTS 

The algorithm described below for determining the period of an irreducible polyno- 
mial g(x) with binary coefficients requires a table. The table is used in determining the 
residues of powers of x up to (2^-1). 

The table is a hst of residues of x,x^,x^, • • • ,x modulo g(x), where m is the 

degree of the g(x). Each entry in the table can be computed by squaring tiie prior 
entry and reducing modulo g(x). The justification is as follows. 

x2*a MOD g(x) = (x^-x^) MOD g(x) 

= {[x^ MOD g(x)]*[x^ MOD g(x)]} mod g(x) 

= [x^ MOD g(x)]2 MOD g(x) 

The example below illustrates the use of the table for determining the residue of 
x^^ modulo g(x). 

x^O MOD g(x) = [•x32+16+2-| MOD g(x) = [x^2.xl6.x2] MOD g(x) 

= {[x^2 MOD g(x)]-[x^6 MOD g(xn*[x2 mod g(x)]) mod g(x) 



Select these residues from the table. 

The period of an irreducible polynomial of degree m must be a divisor of (2^-1). 

For each e that is a divisor of 2^-1, compute the residue of x^ modulo g(x) by 
multiplying together and reducing modulo g(x) an appropriate set of residues from the 
table. 

The period of the polynomial is the least e such that the residue of x^ modulo 
g(x) is one. If the period is 2^-1 , the polynomial is primitive. 
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DETERMINING THE PERIOD OF A COMPOSITE POLYNOMIAL 
WITH BINARY COEFFICIENTS 

Let fi(x) represent the irreducible factors of f(x). If, 

f(x)=(fl(x)-f2(x)-f3(x)-....) 

and there are no repeating factors, the period e of f(x) is given by: 

e = LCM(ei,e2,e3, ) , 

where the ej are periods of the irreducible factors. 

Example : The period of (x^ 4- 1) = (x + l)-(x2 + x + 1) is 3. 

If f (x) is of the form: 

f (X) = [fi(x)"'l] . [f2 (x)^2] . [f3 (x)^3) ] . . . 

where the mj are powers of repeating irreducible factors, then the period e of f(x) is 
given by: 

e = k«LCM(ei,e2,e3,«-«) 

where k is the least power of two which is not less than any 
ofthemj. 

Example : The period of (x^ + x^ + x + 1) = (x 4- 1)^ is 4. 

A SIMPLE METHOD OF COMPUTING PERIOD 

A simple method for computing the period of a polynomial is as follows: Initialize 
a hardware or software shift register implementing the polynomial to '00--«0r. Clock 
the shift register until it returns to the '00* ••Or state. The number of clocks required 
is the period of the polynomial. 

This method can be used to compute the period of composite as well as irreducible 
polynomials. However, it can be very time consuming when the period is large. 
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NUMBER OF PRIMITIVE POLYNOMIALS OF GIVEN DEGREE 

2^-1 m 

The divisors (factors) of (x + 1) are the polynomials with period 2"*-l or 

whose period divides 2^-1. This may include polynomials of degree less than or greater 
thanm. 

2^-1 
The divisors (factors) of (x + 1) that are of degree m are the primitive poly- 

nomials of degree m. 

The number n of primitive polynomials of degree m with binary coefficients is 
given by: 

m 

where U(x) is Euler's phi function and is the number of positive integers equal to or 
less than x that are relatively prime to x: 



.e^-l^ 



*(x) = I I (Pi)^i -"-(Pi-l) 
i 
where 

Pi = The prime factors of x 

ei = The powers of prime factors pi 

Example : There are 30 positive integers that are equal to or less than 31 and rela- 
tively prime to 31. Therefore, there are 6 primitive polynomials of degree 
5. 
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SHIFT REGISTER SEQUENCES USING A NONPRIMITIVE POLYNOMIAL 



Previously, a maximum length sequence generated by a primitive polynomial was 
studied. Nonprimitive polynomials generate multiple sequences. 



mial 



The state sequence diagram shown below is for the irreducible nonprimitive polyno- 



+ x-^ + x^ + X + 1 



1 

0001 


1 

0011 


1 

0101 


0010 


Olio 


1010 


0100 - 1100 1 1011 \ 


1000 


0111 


1001 


1111 
1 


1110 

1 


1101 

1 



0000 



°3 



The state sequence diagram shown below is for the reducible polynomial 
x"^ + x^ + x2 + 1 = (X + 1) • (x^ + X + 1) 



1 

0011 
Olio 


1 

0001 
0010 


1 

0000 - 

1 


1 

1011 > 

1 


1100 


0100 






0101 


1000 






1010 


1101 






1001 


0111 






1111 

1 


1110 

1 







Each of the four sequences directly above contain states with either an odd num- 
ber of bits or an even number of bits, but not both. This is caused by the (x + 1) 
factor. 
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REDUCTION MODULO A FIXED POLYNOMIAL 

It is frequently necessary to reduce an arbitrary polynomial modulo a fixed polyno- 
mial, or it may be necessary to reduce the result of an operation modulo a fixed poly- 
nomial. 



The arbitrary polynomial could be divided by the fixed polynomial and the remain- 
der retained as the modulo result. 

Another method is illustrated below. Assume the fixed polynoniial to be (x^ + x + 
1). Reduce all terms of the arbitrary polynomial by repeated application of the follow- 
ing relationship. 



,i+3 = vi+l 



+ x-» 



Suppose the arbitrary polynomial is x*. Then, using the relationship above with 
i=l gives: 



yA = x2 + X. 



below. 



Other examples of arbitrary polynomials reduced modulo (x-' + x + 1) are shown 



x^ + x^ = (x^ + X) + x-^ 
= X 



x^ = x'7 + x^ 

= (x5 + x^) + ^x^ + x-^) 
= x^ + x-^ I 

= (X-^ + X^) + 3^- 
= x2 I 
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DIVIDING BY A COMPOSITE POLYNOMIAL 



Sometimes it is necessary to divide a received polynomial C'(x) by a composite 
polynomial p(x) = pl(x)*p2(x)-p3(x)» • • •, where pl(x),p2(x),p3(x),» • • are relatively prime, 
in pairs. Assume the remainder is to be checked for zero. 

The remainder could be checked for zero after dividing the received polynomial by 

the composite polynomial. However, dividing the received polynomial by the individual 

factors of the composite polynomial and checking all individual remainders for zero 
would be equivalent. 



Example #1 : p(x) = pl(x)-p2(x) 
x^ + x^ + x2 + 1 
Composite Remainder r(x) 

- x^ ^Vv ^^ vv" ^^ " 

INPUT 



1 



(x + 1) • (X^ + X + 1) 

Individual Remainder ri(x) 



<e x2 ^ xi -^Qy x^ -(+) 



INPUT 



Individual 
Remainder 
r2(x) 



\^ 



At other times, when the generator polynomial is composite, individual remainders 
are required for computation. 

The received polynomial could be divided directly by each factor of the composite 
polynomial to get individual remainders. However, the following two-step procedure 
would be equivalent. 

1. Divide the received polynomial by the composite polynomial to get a 
composite remainder. 

2. Divide the composite remainder by factors of the composite poly- 
nomial to get individual remainders. 

Step 2 could be accomplished by software, sequential logic or combinatorial logic. 

In many cases, a slower process can be used in step 2 than in step 1 because 
fewer cycles are required in dividing the composite remainder. 
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The diagram below shows an example of computing individual remainders from a 
composite remainder using combinatorial logic. 



Example #2 



Composite Remainder r( 



.1 




Individual Remainders 

It is also possible to compute a composite remainder from individual remainders, as 
shown below. 
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Example #3 



Individual 
Remainder ri(x) 



Individual 
Remainder r2 (x) 




Composite Remainder r(x) 

In the examples above, the factors of the composite polynomial are assumed to be 
relatively prime. If this is the case, the Chinese Remainder Theorem for polynomials 
guarantees a one-to-one mapping between composite remainders and sets of individual 
remainders. 

To understand how the connections in circuit Examples #2 and #3 were determined, 
study the mappings below. To generate the first mapping, the individual remainders 
corresponding to each composite remainder are determined by dividing each possible 
composite remainder by the factors of the composite polynomial. For the second mapp- 
ing, the composite remainder corresponding to each set of individual remainders is 
determined by rearranging the first mapping. 

The boxed areas of the first mapping establish the circuit connections for Example 
#2. The boxed areas of the second mapping establish the circuit connections for Ex- 
ample #3. There are other ways to establish these mappings. The method shown here 
has been selected for simplicity. However, in a practical sense it is limited to polyno- 
mials of a low degree. 
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FIRST MAPPING 





Corresponding 


Composite 


Individual 


Remainder 


Remainders 


0000 


000 







0001 


001 


1 




0010 


010 


1 




0011 


oil 







1 0100 


100 


1 


0101 


101 





Olio 


110 





0111 


111 


1 




1 1000 


oil 


1 


1001 


010 





1010 


001 





1011 


000 


1 


1100 


111 





1101 


110 


1 


1110 


101 


1 


1111 


100 








SECOND MAPPING 



Individual 
Remainders 


Corresponding 
Composite 
Remainder 


000 





0000 




000 


1 


1011 




001 





1010 




001 


1 


0001 




1 010 





1001 


010 


1 


0010 


Oil 





0011 


Oil 


1 


1000 




1 100 





1111 


100 


1 


0100 


101 





0101 


101 


1 


1110 


110 





Olio 


110 


1 


1101 


111 





1100 


111 


1 


0111 





47 



PROBLEMS 

1 . Write the sequence for the circuit below. 



<— x-^ -^ — x^ ^^ — x^ "^yj^j — ^^ "^ 



2. Write the polynomial for the circuit above. 

3. Perform the multiplication operations below. 



^ + X + 1 
+ 1 



+ x^ + X + 1 



x^ + 1 



+ 1 

+ X + 1 



4. Perform the division operations below. Show the quotient and the remainder. 

^.3 ' ' 



+ X + 1 



+ X + 1 



+ X + 1 



+ X 



5. Determine the period of the following polynomials: 



+ 1. 



x^. + x2 + X + 1, 



x^ + X 2 + 1 



6. Show a circuit to multiply by (x^ + 1). 

7. Show a circuit to divide by (x^ 4- 1). 

8. Show a circuit to compute a remainder modulo (x^ + x^ -f 1) using combinatorial 
logic. The input polynomial is 7 bits in length. 

9. Is (x2 + X + 1) reducible? 

10. Compute the reciprocal polynomial of (x^ -f x + 1). 

1 1 . How many primitive polynomials are of degree 4? 
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CHAPTER 2 - ERROR DETECTION 
AND CORRECTION FUNDAMENTALS 



2.1 DETECTION FUNDAMENTALS 

MORE ON POLYNOMIAL SHIFT REGISTERS 

The shift register form below is used frequently for error detection and correction. 
This circuit multiplies by x^ and divides by g(x), where m is the degree of g(x) and 
also the shift register length. g(x) is the generator polynojQQial of the error detect- 
ion/correction code being implemented. For this 



generator polynomial of the error 
example, g(x) = x^ + x + 1 and m=3 



OUTPUT 



(VV-- x2 --4— x^ ""^"Vt/*"" x^ ■"•"" 



INPUT 



Two properties of this form of shift register are discussed below. 

Property ffl 

If the shift register above is receiving a stream of bits, the last m .bits (in this 
case three) must match the shift register contents in order for the final shift register 
state to be zero. This is because a difference between the input data bit and the high 
order shift register stage causes at least the low order stage to be loaded with '1'. 

Assume an all-zeros data record. Any burst of length m or fewer bits will leave 
the shift register m a nonzero state. If an error burst of length greater than m bits is 
to leave the shift register in its zero state, the last m bits of the burst must match the 
shift register contents created by the error bits which preceded the last m bits of the 
burst. 

Property ffl 

Assume the shift register is zero. Receiving an error burst of length m or fewer 
bits has the same effect as placing the shift register at the state represented by the 
sequence of error bits. 

When reading an all-zeros data record, an error burst of length m or fewer bits 
sets the shift register to a state on its sequence that is b shifts away from the state 
representing the error burst, where b is the length of the burst. 
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SELECTING CHECK BITS 

Property #1 implies that for all-zero data, any burst of length m or fewer bits is 
guaranteed to be detected. Property #2 indicates that for all-zero data, it may be 
possible to correct some bursts of length less than m bits by clocking the shift register 
along its sequence until the error burst is contained within the shift register. 

Clearly, we must find a way to extend these results to cases of nonzero data if 
they are to be of any use. The following discussion describes intuitively how check bits 
must be selected so that on read, the received polynomial leaves the shift register at 
zero in the absence of error. 

Assume a shift register configuration that premultiplies by x^ and divides by g(x). 
On write, after clocking for all data bits has been completed, the shift register will 
likely be in a nonzero state if nonzero data bits have been processed. If we transmit 
as check bits following the data bits, the contents of the shift register created by 
processing the data bits, then on read in the absence of error, the received data bits 
will create the same pattern in the shift register, and the received check bits will 
match this pattern, leaving the shift register in its zero state. 

The concatenation of the data bits and their associated check bits is called a 
codeword polynomial or simply a codeword. A codeword C(x) generated in the manner 
outlined above by a shift register implementing a generator polynomial g(x) has the 
property: 

C(x) MOD g(x) = 

This is a mathematical restatement of the condition that processing a codeword 
must leave the shift register in its zero state. 

Theorem 2.1.1 . The Euclidean Division Algorithm . If D(x) and g(x) are polynomials 
with coefficients in a field F, and g(x) is not zero, there exists polynomials q(x) (the 
quotient) and r(x) (the remainder) with coefficients in F such that: 

D(x)=q(x)-g(x) + r(x) 

where the degree of r(x) is less than the degree of g(x); r(x) may in fact be zero. 
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The Euclidean Division Algorithm provides a formal justification for the method of 
producing check bits outlined above. By the Euclidean Division Algorithm, 





D(x) = q(x).g(x) + r(x) 


where 






D(x) = Data polynomial 
g(x) = Generator polynomial 
q(x) = Quotient polynomial 
r(x) = Remainder polynomial 


Rearranging gives 






D(x) + r(x)^ 

g(x) ^^^^ 



This shows that in order to make the data polynomial itself divisible by g(x), r(x) 
would have to be EXCLUSIVE-OR-ed against D(x). However, this would modify the last 
m bits of the data polynomial, which is not desirable. 

Appending the remainder bits to the input data bits has the effect of premultiply- 
ing D(x) by x™ and then dividing by g(x). Then by Euclidean Division Algorithm we 
have, 



or equivalently. 



x^*D(x) = q(x)-g(x) + r(x) 



x^«D(x) + r(x) ^ . 

g(x) ^^^' 



This shows that if r(x) is EXCLUSIVE-OR-ed against the data polynomial premult- 
iplied by x°^, the resulting polynomial will be divisible by g(x). This is equivalent to 
appending r(x) to the end of the original input data polynomial, since coefficients of all 
x^ terms of x^»D(x) are zero for i<m. The original data polynomial is not modified 
when check bits are added with this method. 

NOTATION 

The following symbology will be used in our discussion of error detection and 
correction codes: 

D(x) = Data polynomial 

k = Number of information symbols = degree of D(x) + 1 
g(x) = Code generator polynomial 

m = Number of check symbols = degree of g(x) 
W(x) = Write redundancy (check) polynomial 

=x"^-D(x)MODg(x) 
C(x) =Transmitted codeword polynomial 

=x^-D(x) + W(x) = x°i.D(x) 4- [x°i.D(x)MODg(x)] 
n =Record length = degree of C(x) = k+m 
E(x) = Error polynomial 
C'(x) = Received codeword polynomial 
= C(x) + E(x) 
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An implementation of the encoding process using the intemal-XOR form of shift 
register circuit is shown below. This particular example premultiplies by x^ and divides 
by(x3 + X -f 1). 









-^ 




^ 






A 


J 




DATA 




~j] . rj] . r 


^. L.nl. 






'KU' 


1 

— ►- 


x^ 

1 


J' LU' ^:^' i^' 

WRITE DATA/CHECK BITS 








CHECK__BIT_TIME 








J 





After all DATA bits have been clocked into the shift register, the CHECK- 
_BIT_TIME signal is asserted. The AND gate then disables feedback, allowing the check 
bits to be shifted out of the shift register, and the MUX passes the check bits to the 
device. 

An implementation using the extemal-XOR form of shift register circuit shown 
below performs the same function. It writes the same check bits for a given data 
record. 

















I -#— 


j^ K 



D 
D 








U-xO-J 


— X^ --^ — X' 


QL 




MUX 










1 IVTDTrnt? TMVrPTV • 












1 WK 1 T£j U A i A/ 


TMvnnik 





^ 


f\ r»in?/^ir nTipc 


uALA 


J '1 


U CnriCls. olio 


CHECK_BIT_TIME 




^ 













After all DATA bits have been clocked into the shift register, the CHECK- 
_BIT_TIME signal is asserted. The upper AND gate then disables feedback and the 
lower AND gate blocks extraneous DATA input to the ODD parity tree, whose output 
the MUX passes as check bits to the device. 
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SINGLE'BURST DETECTION SPAN FOR AN ERROR-DETECTION CODE 

The single-burst detection span for a detection-only code is equal to the shift 
register length. This is obvious from Property #1 discussed earlier. Assume a shift 
register configuration that premultiplies by jJ^ and divides by g(x). Assume the shift 
register to be initialized to zero and assume an all zeros data record. The only T bits 
to enter the shift register will be from an error burst. The first bit of the burst sets 
certain shift register bits to 1, including the low order bit. 

In order to set the shift register to zero, the next m error burst bits must match 
the shift register contents. Therefore, in order for an error burst to set the shift 
register to zero, it must be longer than the length of the shift register. 

This can be also be demonstrated mathematically. It must be shown that the 
length of an error burst required to leave the shift register at zero is greater than m 
bits. For an error burst to leave the shift register at zero, it must be divisible by the 
generator polynomial. It must be shown that to be divisible by the polynomial, a burst 
must be greater than m bits in length. 

Let E(x) contain a single error burst of lengdi m or fewer bits. Let the lowest- 
order nonzero coefficient of E(x) be the coefficient of the xJ term of C'(x). Then: 

E(x) = x^*b(x) 

where the lowest-order nonzero coefficient of b(x) is that of x9 and the length of the 
burst is equal to the degree of b(x) plus one. It is clear that x) and g(x) are relatively 
prime, so if g(x) is to divide E(x) it must divide b(x). This is impossible, since if the 
burst is of length m or fewer bits, b(x) is a polynomial of degree at most (m-1) and is 
clearly not divisible by g(x) , which is of degree m. 
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THEOREMS FOR ERROR-DETECTION CODES 

Theorem 2,1.2 . All single-bit errors will be detected by any code whose generator 
polynomial has more than one term. The simplest example is the code generated by the 
polynomial (x+1). 

Theorem 2. 1.3 . All cases of an odd number of bits in error will be detected by a 
code whose generator polynomial has (x^+ 1) where c is greater than zero, as a factor. 

The check bit generated by (x+1) is simply an overall parity check. All polyno- 
mials of the form (x^+1) are divisible bv (x+1). Therefore, any code whose generator 
polynomial has a factor of the form (x^ -f 1) automatically includes an overall parity 
check. 

Theorem 2.1,4 . A code will detect all single- and double-bit errors if the record 
length (including check bits) is no greater than the period of the generator polynomial. 

Theorem 2.1.5 . A code will detect all single-, double-, and triple-bit errors if its 
generator polynomial is of the form (x^ + l)*P(x) and the record length (including check 
bits) is no greater than the period of the generator polynomial. 

Theorem 2.1.6 . A code generated by a polynomial of degree m detects all single 
burst errors of length no greater than m. Note that a burst of length b is defined as 
any error pattern for which the number of bits between and including the first and last 
bits in error is b. 

Theorem 2.1.7 . A code with a generator polynomial of the form (x^ + 1)-P(x) has 
a guaranteed double-burst detection capability provided the record length (including 
check bits) is no greater than the period of the generator polynomial. It will detect 
any combination of double bursts when the length of the shorter burst is no greater 
than the degree of P(x) and the sum of the burst lengths is no greater than (c + 1). 

This theorem allows selection of a code by structure for accomplishing double-burst 
detection. Codes which do double-burst detection can also be selected by a computer 
evaluation of random polynomials. 

Theorem 2.1.8 . The misdetection probability Pmd, defined as the fraction of error 
bursts of length b>m where m is the degree of the generator polynomial, that go un- 
detected is: 

Pmd = — if b > (m+l) 
if b = (m+l) 



2m-l 

When all errors are assumed to be possible and equally probable, Pmd is given by: 

Pmd « -J 

If some particular error bursts are more likely to occur than others (which is 
generally the case), then the misdetection probability depends on the particular poly- 
nomial and the nature of the errors. 
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MULTIPLE-SYMBOL ERROR DETECTION 

An error-detection code can be constructed from the binary BCH or Reed-Solomon 
codes to achieve multiple-bit or multiple-symbol error detection. See Sections 3.3 and 
3.4. 

CAPABILITY OF A PARTICULAR ERROR-DETECTION CODE: CRC-CCITT CODE 

The generator polynomial for the CRC-CCITT code is: 

xl6 + xl2 + x5 -h 1 = (x + l)*(xl5 + xl4 + x^^ + xl2 + x^ + x^ + x2 + x + 1) 

The code's guaranteed capability as determined by its structure is defined below: 

a) Detects all occurrences of an odd number of bits in error. (Theorem 2.1.3) 

b) Detects all single-, double- and triple-bit errors if the record length (in- 
cluding check bits) is no greater than 32,767 bits. (Theorem 2.1.5) 

c) Detects all single-burst errors of sixteen bits or less. (Theorem 2.1.6) 

d) Detects 99.99695% of all possible bursts of length 17, and 99.99847% of all 
possible longer bursts. (Theorem 2.1.8). This property assumes that all errors 
are possible and equally probable. 

The CRC-CCITT polynomial has some double-burst detection capability when used 
with short records. This capability cannot be determined by its structure. Computer 
evaluation is required. 

When the code is used with a 2088-bit record, it has a guaranteed detection capa- 
bility for the following double bursts: 



Length of 
First Burst 


Length of 
Second Burst 


1 

2 
3 
4 
5 
6 


lto6 
lto5 
lto4 
lto4 
lto2 
1 



55 - 



2.2 CORRECTION FUNDAMENTALS 

This section introduces single-bit and single-burst error correction from the view- 
point of shift register sequences. 

The examples given use very short records and small numbers of check bits. How- 
ever, the same techniques apply to longer records and greater numbers of check bits as 
well. 



SINGLE-^BIT ERROR CORRECTION 

The circuit shown below can be used to correct a single-bit error in a seven-bit 
record (four-data bits and three-check bits). Data bits are numbered d3 through dO. 
Check bits are numbered p2 through pO. Data and check bits are transmitted and 
received in the following order: 

d3 d2 dl do p2 pi pO 

Both the encode and decode shift registers premultiply by x^ and divide by g(x). 
Again m is three and g(x) = x^ + x + 1. 

ENCODE CIRCUIT 











, 


^ 




1 


V? 


> 






A 


J 


1 


WRITE DATA 


.r 




^ 


xV 

DE I 


)ATA/CHECK 


vO 




d3 d2 dl do 




'Ky^ 


1 

— ►- 


X 

1 



T 


WRI"] 


X 1 "* 
BITS 






t\1 /40 A'\ At\ v>0 vn1 v\I\ 


CHECK_BIT_TIME 






aJ uz uX uU pz p± pu 



For encoding, the shift register is first cleared. Data bits d3, d2, dl, and dO are 
processed and simultaneously passed through the MUX to be sent to the storage device 
or channel. 

After data bits are processed, the gate is disabled and the MUX is switched from 
data bits to the high order shift register stage. The shift register contents are then 
sent to the storage device or channel as check bits. 
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DECODE CIRCUIT 

RAW DATA 



7 BIT FIFO BUFFER 



M^ 



xl-e^2)" 



n 



D Q 
C 



CORRECTED 



DATA 



T 



BUFFER 
UNLOAD 
CYCLE 



Decoding takes place in two cycles; the buffer load cycle and the buffer unload 
cycle. A syndrome is generated by the shift register circuit as the buffer is loaded. 
Correction takes place as the buffer is unloaded. The shift register is cleared just 
prior to the buffer load cycle. 

HOW CORRECTION WORKS 

Since g(x) is primitive, it has two sequences: a sequence of length seven and the 
zero sequence of length one. 



1 

001 
010 


000 

1 




100 




oil - 




110 




111 




101 

1 





Assume an all-zeros data record. Assume data bit dl is in error, 
the decode shift register during buffer load would be as shown below. 

Clock Error Shift Register 
Number Bits Contents 



The contents of 



Initialize 


000 


d3 


000 


d2 


000 


dl 1 


Oil 


dO 


110 


p2 


111 


Pl 


101 


pO 


001 



Notice that after the error is processed, the shift register clocks through its 
sequence until the end of the record is reached. The final shift register state for this 
example is 'OOr. This is the syndrome. 
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The syndrome remains in the shift register as the buffer unload cycle begins. The 
shift register is clocked as data bits are unloaded from the buffer. As each clock 
occurs, the shift register clocks through its sequence. Simultaneously, the gate mon- 
itors the shift register contents for the '100' state. Correction takes place on the next 
clock after the ' 100' state is detected. 

The shift register contents during the buffer unload cycle is shown below. 



Clock 


Shift Register 


Number 


Contents 


After Read 


001 


d3 


010 


d2 


100* 


dl 


Oil** 


dO 


110 


p2 


111 


Pl 


101 


pO 


001 



* The three-input gate enables after this clock because the '100' state is det- 
ected. 

** Correction takes place on this clock. 

Consider what happens on the shift register sequence during the buffer load cycle. 



010 
100 

Oil dl clock Forces S/R to this point on the sequence. 

110 do clbck Advances S/R to this point on the sequence. 

111 p2 clock •• 
101 pl clock •• 

001 pO clock: The final state of the S/R = the syndrome. 
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Since the data record is all zeros, the shift register remains all zeros until the 
error bit dl is clocked. The shift register is then set to the '01 T state. As each new 
clock occurs, the shift register advances along its sequence. There is an advance for 
dO, p2, pi, and pO. After the pO clock, the shift register is at state 'OOr. This is the 
syndrome for the assumed error. 

When the error bit occurs, it has the same effect on the shift register as loading 
the shift register with '100* and clocking once. Regardless of where the error occurs, 
the first nonzero state of the shift register is 'Oil'. 

Error displacement from the end of the record is the number of states between the 
'100' state and the syndrome. It is determined by the number of times the shift reg- 
ister is clocked between the error occurrence and the end of record. 

Consider what happens on the shift register sequence during the buffer unload 
cycle. The number of states between the syndrome and '100' state represents the error 
displacement from the front of the record. To determine when to correct, it is suffi- 
cient to monitor the shift register for state '100'. Correction occurs on the next clock 
after this state is detected. 



— I 

001 The syndrome: initial state of the S/R for unload. 
010 d3 clock Advances S/R to this point on the sequence. 
100 d2 clock The gate is enabled by this S/R state, 
oil dl clock Correction takes place. 
110 
111 

101 
I 



Consider the case when the data is not all zero. The check bits would have been 
selected on write such that when the record (data plus check bits) is read without 
error, a syndrome of zero results. When an error occurs, the operation differs from the 
all-zeros data case, only while the syndrome is bemg generated. A given error results 
in the same syndrome, regardless of data content b^ause the code is linear. Once a 
syndrome is computed, the operation is the same as previously described for the all- 
zeros data case. 

The code discussed above is a single-error correcting (SEC) Hamming code. It can 
be implemented with combinatorial logic as well as sequential logic. 
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SINGLE-BIT ERROR CORRECTION AND DOUBLE-BIT ERROR DETECTION 

If an (x + 1) factor is combined with the polynomial of the previous example, the 
resulting polynomial 

g(x) = (X + 1) • (x^ + X + 1) = x^ + x^ + x2 + 1 

can be used to correct single-bit errors and detect double-bit errors on seven-bit rec- 
ords (three data bits and four check bits). Double-bit errors are detected regardless of 
the separation between the two error bits. 

g(x) has four sequences; the two sequences of length one and two sequences of 
length seven. 



SEQ A 


SEQ P 


1 
0001 


1 
0011 


0010 


Olio 


0100 


1100 


1000 


0101 


1101 


1010 


0111 


1001 


1110 

1 


1111 
1 



I 
0000 



1011 

I 



If a single-bit error occurs, the syndrome will be on sequence A. If a double-bit 
error occurs, the syndrome will be on sequence B. This gives the code the ability to 
detect double-bit errors. 

The circuit below could be used for decoding. Encoding would be performed with 
a shift register circuit premultiplying by x^ and dividing by g(x). 



RAW DATA 



CORRECTED 



7 BIT FIFO BUFFER 



D 



GATE B 



ajO^ x^ ^yT ^^ \i/r ^^ 




GATE A 
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Gate A detects the '1000' state on the clock prior to the clock that corrects the 
error. Gate B blocks the shift register feedback on the clock following detection of the 
'1000' state. This causes the shift register to be cleared. 

If a double-bit error occurs, the syndrome is on sequence B. The shift register 
travels around sequence B as it is clocked during the buffer unload cycle. Since the 
'1000' state is not on this sequence, gate A will not enable and correction will not take 
place. Since correction does not occur, the shift register remains nonzero. Since the 
shift register is nonzero at the end of the buffer imload cycle a double error is as- 
sumed. 

If three bit-errors occur, the syndrome will be on sequence A. EHiring the buffer 
unload cycle, the shift register state '1000' is detected and a data bit is falsely cleared 
or set. This is miscorrection because the bit affected is not one of the bits in error. 

This code corrects a single-bit error. It detects all occurrences of an even num- 
ber of bits in error. When more than one bit is in error and the total number of bits 
in error is odd, miscorrection results. 

This code is a single-error correcting (SEC), double-error detecting (DED) Hamming 
code. It can be implemented with combinatorial logic or with sequential logic. 

BURST LENGTH-TWO CORRECTION 

The polynomial of the previous example can also be used for burst length-two 
correction. The circuit is identical except that AND gate A detects '1x00'. 

If a burst of length one occurs, the syndrome will be on sequence A. Gate A 
enables on state '1000'. If a burst of length two occurs, the syndrome will be on 
sequence B. Gate A enables on state '1100'. When the shift register is clocked from 
the '1100' state it goes to '1000', due to the action of gate B. Gate A remains enabled. 
On the next clock, the shift register is cleared due to the action of gate B. Gate A is 
enabled for two consecutive clock times and therefore two adjacent bits are corrected. 
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CORRECTION OF LONGER BURSTS 

The concepts discussed above can be extended to correction of longer bursts as 
well. 

To construct such a code, select a reducible or irreducible polynomial meeting the 
following requirements. 

1 . Each correctable burst must be on a separate sequence. 

2. The sequence length must be equal to or greater than the record length (in 
bits, including check bits) for sequences containing a correctable burst. 

3. Any burst that is to be guaranteed detectable must not be on a sequence 
containing a correctable burst. 

Assume a polynomial with multiple sequences and that the bursts T, '11', '101', 
and '111' are all on separate sequences of ©qual length. There may be other sequences 
as well: 



0»*«0001 



I 
0«« •0011 



I — 

►0101 



0-*«0111 



Such a code has at least the following capability: Its correction span can be 
selected to be one, two, or three bits. In either case, its detection span is guaranteed 
to be at least three. 

Primitive polynomials can also be used for single-burst correction. In this case, 
the polynomial requirements are: 

1. The polynomial period must be equal to or greater than the record length (in 
bits, including check bits). 

2. Correctable bursts must be separated from each other on the sequence by a 
number of states equal to or greater than the record length (in bits, including 
check bits). 

3. Any burst that is to be guaranteed detectable must be separated from correc- 
table bursts by a number of states equal to or greater than the record length 
(in bits, including check bits). 

It is also possible to state more general requirements for a single-burst correcting 
code. Any polynomial satisfying either of the two previous sets of requirements would 
satisfy the more general requirements. Many other polynomials would meet the general 
requirements as well. 
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The more general requirements for a single-burst correcting code are: 

1. If more than one correctable burst is on a given sequence, these bursts must 
be separated by a number of states equal to or greater than the record 
length (in bits, including check bits). 

2. If one or more bursts that are to be guaranteed detectable are on a sequence 
with one or more correctable bursts, they must be separated from each cor- 
rectable burst by a number of states equal to or greater than the record 
length (in bits, including check bits). 

3. The sequence length must be equal to or greater than the record length (in 
bits, including check bits) for sequences containing a correctable burst. 

A CHIEVING DOUBLE-BURST DETECTION 

In order for a computer-generated code to have double-burst detection capability, 
the following inequality must hold for all i,j, and k such that < i,j,k < n and i f j: 

[xi-bi(x) + xJ-b2(x)] MOD g(x) ^ [x^«b3(x)] MOD g(x) 

Where 

n is the record length (in bits) including check bits 

d is the double-burst detection span 

s is the single-burst correction span 

bi(x) is any burst of length Lj such that < Li < d 

b2(x) is any burst of length L2 such that < L2 < d 

b3(x) is any burst of length L3 such that < L3 < s 

g(x) is the code generator polynomial 

Additionally, if i>j then we require i>(j+s-Li) and i>(j+L2), while if i<j then we require 
i>(j-Li) and i<(j-s+L2). 

DST uses special hardware and software to find codes that satisfy these require- 
ments. 
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SINGLE-BURST CORRECTION VIA STRUCTURED CODES 

Fire codes achieve single-burst correction capability by their structure. These 
codes are generated by the general polynomial form: 

g(x) = c(x)-p(x) = (xc + l)-p(x) 

where p(x) is any irreducible polynomial of degree z and period e, and e does not divide 
c. These codes are capable of correcting single bursts of length b and detecting bursts 
of length d>.b provided z>ib and c>.(d+b-l). The maximum record length in bits, including 
check bits, is the least common multiple (LCM) of e and c. This is also the period of 
the generator polynomial g(x). 

The structure of Fire code polynomials causes them to have multiple sequences. 
Each correctable burst is on a separate sequence. Burst error correction with polyno- 
mials of this type was discussed earlier in this section. See Section 3.1 for more infor- 
mation on Fire codes. 

SINGLE-BURST CORRECTION VIA COMPUTER-GENERATED CODES 

The single-burst correction capability of computer-generated codes is achieved by 
testing. 

These codes are based on the fact that if a large number of polynomials of a par- 
ticular degree are picked at random, some will meet previously defined specifications, 
provided these specifications are within certain bounds. 

There are equations that can be used to predict the probability of success when 
searching polynomials of particular degree against a particular criteria. 

The advantage these codes have over Fire codes is less pattern sensitivity. If 
miscorrection is to be avoided on certain short double bursts, this can be included as an 
additional criterion for the computer search. See Section 3.2 for more information on 
computer-generated codes. 

SINGLE-BURST DETECTION SPAN FOR A BURST-CORRECTING CODE 

Let n represent the record length in bits (including check bits). Let m represent 
the shift register length in bits. Assume an all-zeros data record. Assume a shift 
register configuration that premultiplies by x"^ and divides by g(x). 

An error burst, m bits or less in length, has the same effect as loading the shift 
register with the burst. Therefore, a particular error burst will place the shift register 
at a particular point in the sequence. 

If the point in the sequence is far away from any correctable pattern, the shift 
register will not sequence to a correctable pattern in n shifts and there is no possibility 
of miscorrection. However, if the particular error burst places the shift register at a 
point in the sequence that is near a correctable pattern, the correctable pattern may be 
detected in n shifts and miscorrection will result. It follows that the error bursts of 
length m or less that have the exposure of miscorrection, are those bursts that force 
the shift register to points in the sequence near correctable patterns. 
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The result of having a particular pattern (or state) in the shift register is the 

same as if the same pattern were an input-error burst. It follows that the list of shift 

register states near the correctable patterns also represents a list of error bursts, of 
length m or less, that may result in miscorrection. 

The search software shifts a simulated shift register more than n times forward 
and reverse from each correctable pattern. After each shift, the burst length in the 
shift register is determined. One less than the minimum burst length found over the 
entire process represents the single-burst detection span. 

PROBABILITY OF MISCORRECTION 

Let 

b = correction span 

n = record length including check bits 

m = number of check bits 

The total number of possible syndromes is then 2^. The total number of valid syn- 
dromes must be equal to the total number of correctable bursts, which is n • 2^"^ . 

Assume that all error bursts are possible and equally probable and that when 
random bursts are received, one syndrome is just as likely as another. If all syndromes 
have equal probability and there are n*2""^ valid syndromes out of 2"^ total possible 
syndromes, fiien the probability of miscorrection for bursts exceeding the code's guaran- 
teed detection capability is: 



Pmc « 



^ n>2^"^ 



2m 



This equation provides a measure for comparing the effect that record length, 
correction span, and number of check bits have on miscorrection probability. 

One must be careful using this equation. A very simple assumption is made, which 
is that all error bursts are possible and equally probable. This is unlikely to be the 
case except for particular types of errors such as synchronization errors. To accurately 
calculate the probability of miscorrection requires a detailed knowledge of the types of 
errors that occur and detailed information on the capability and clmracteristics of the 
polynomial. 
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PA TTERN SENSITIVITY OF A BURST-CORRECTING CODE 

Some burst-correcting codes have pattern sensitivity. The Fire code, for example, 
has a higher miscorrection probability on short double bursts than on all possible error 
bursts. 

Pattern sensitivity is discussed in greater detail in Sections 4.4 and 4,6. 
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2.3 DECODING FUNDAMENTALS 

The following pages show various examples of decoding single-burst-error-correct- 
ing codes. These points will help in understanding the examples. 

1. Forward displacements are counted from the first data bit to the first bit in error. 
The first data bit is counted as zero. 

2. Reverse displacements are counted from the last check bit to the first bit in error. 
The last check bit is counted as zero. 

3. If a negative displacement is computed, add the record length (seven in all ex- 
amples) to the displacement. If a displacement greater than the record length 
minus one is computed, subtract the record length from the displacement. 

4. Shift register states are shown after the indicated clock. 

5. For all examples, the final error pattern is in the register from left to right. The 
left-most bit of pattern represents the first bit in error from the front of the 
record. 

6. In these simple examples, check bits are corrected as well as data bits. 

7. In these examples, only the read decode circuit is shown. The write circuit always 
premultiplies by x^ and divides by g(x). 

8. Each suffix A example is die same as the prior example, except that a different 
error has been assumed. 

9. In examples 1 through 4A, it is not necessary to have additional hardware that 
detects shift register nonzero at the end of a read. In examples 5 through 8 A, 
this additional hardware is required. 

10. In these simple examples, if an error occurs that exceeds the correction capability 
of the code, miscorrection results. In a real world implementation, excess redun- 
dancy would be added to keep miscorrection probability low. 

1 1 . The following abbreviations are used in the decoding examples. 

CLK - Clock FIFO - First in, first out 

CNT- Count S/R - Shift register 

ERR - Error 
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Example #1 : 

- Correction in hardware, forward clocking. 

- Single-bit-correcting code, single-bit error, data all zeros. 

- Spaced data blocks, on-the-fly correction (data delay = 1 block). 

- Internal-XOR form of shift register. 

- g(x) = x-^ + X 4- 1, 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x-^. 



RAW DATA 



CORRECTED 




BUFFER UNLOAD CYCLE 



GATE »A» 






READ CYCLE 
r BUFFER LOAD) 

ERR S/R 



d3 
d2 
dl 
do 
p2 

Pl 
pO 



000 

oil 

110 
111 
101 
001 
010 



CORRECT CYCLE 
(BUFFER UNLOAD) 

S/R 
010 * 

d3 100 ** 

d2 Oil *** 

dl 110 

do 111 

p2 101 

pl 001 

pO 010 



Shift register contents at start of correction cycle. 
Gate A enables after the d3 clock. 
Correction takes place on d2 clock. 
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Example #2 : 

- Correction in hardware, forward clocking. 

- Single-bit-correcting code, single-bit error, data all zeros. 

- Spaced data blocks, on-the-fly correction (data delay = 1 block). 

- Intemal-XOR form of shift register. 
-g(x) = x3 + X + 1. 

- Detect zeros in left-most bits of shift register. 

- No premultiplication. 



RAW DATA 



7 BIT FIFO BUFFER 



•0- 



x^ ""^+7^ 



1 o 



D Q 
C 



CORRECTED 



DATA 




BUFFER UNLOAD CYCLE 



GATE 'A' 



READ CYCLE 


CORRECT CYCLE 


f BUFFER LOAD) 


(BUFFER 


UNLOADS 


ERR 


S/R 




S/R 
111 * 


d3 


000 


d3 


101 ** 


d2 1 


001 


d2 


001 *** 


dl 


010 


dl 


010 


do 


100 


do 


100 


p2 


oil 


p2 


Oil 


pi 


110 


Pl 


110 


pO 


111 


po 


111 



* Shift register contents at start of correction cycle. 
** Gate A enables after the d2 clock. 
*** Correction takes place on d2 delayed clock. 
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Example #3 : 

- Correction in hardware, forward clocking. 

- Burst length-two correcting code, two-adjacent error, data all zeros. 

- Spaced data blocks, on-the-fly correction (data delay = 1 block). 

- Intemal-XOR form of shift register. 

- g(x) = (x + l)*(x3 -f X + 1) = x^ + x3 + x2 + 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x^. 



RAW DATA 



CORRECTED 




BUFFER 
UNLOAD 

^ ^ CYCLE 

GATE 'B' 



READ 


CYCLE 


CORRECT 


CYCLE 




(BUFFER LOAD) 


(BUFFER UNLOAD) 




ERR 


S/R 




S/R 
0110 


* 


d2 


0000 


d2 


1100 


it* 


dl 1 


1101 


dl 


1000 


*** 


do 1 


1010 


do 


0000 


**** 


p3 


1001 


P3 


0000 




p2 


1111 


p2 


0000 




pi 


0011 


pl 


0000 




pO 


0110 


pO 


0000 





* Shift register contents at start of correction cycle. 
Gates A and B enable after the d2 clock. 
Bit dl is corrected on the dl clock. 
**** Bit dO is corrected on the dO clock. 
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Example #3A : 

- Correction in hardware, forward clocking. 

- Burst length-two correcting code, single-bit error, data all zeros. 

- Spaced data blocks, on-the-fly correction (data delay = 1 block). 

- Intemal-XOR form of shift register. 

- g(x) = (x + l)*(x3 -h X + 1) = x4 + x3 + x2 + 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x"*. 



RAW DATA 



7 BIT FIFO BUFFER 






1-* 



OH 



GATE 'A* 

-oi — 




D Q 
C 



CORRECTED 

^ 



DATA 



^ 




BUFFER 
UNLOAD 
CYCLE 



GATE 'B' 



READ CYCLE 


CORRECT 


CYCLE 




r BUFFER 


LOAD) 


(BUFFER UNLOAD) 




ERR 


S/R 




S/R 
0010 


* 


d2 


0000 


d2 


0100 


** 


dl 


0000 


dl 


1000 


*** 


do 1 


1101 


do 


0000 


ic-k-k* 


p3 


0111 


P3 


0000 




p2 


1110 


p2 


0000 




pi 


0001 


Pl 


0000 




pO 


0010 


pO 


0000 





Shift register contents at start of correction cycle. 

Gate A enables after the d2 clock. 

Gate B enables after the dl clock. No correction takes place on the dl 

clock because gate B is disabled at the time of the clock. 

Bit dO is corrected on the dO clock. 
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Example #4 : 

- Correction in hardware, forward clocking. 

- Burst length-two correcting code, two adjacent error, data all zeros. 

- Consecutive data blocks, on-the-fly correction (delay = 1 block). 

- Intemal-XOR form of shift register. 

-g(x) = (x -f l)-(x3 + x + 1) = x^ + x3 + x2 -f 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x^. 



RAW DATA 



7 BIT FIFO BUFFER 



•0^° 






CORRECTED 

^ 



DATA 




i 



-/ + V x2 -"^( + V7- x^ 



i I 



GATE 'A' 

-or 





GATE 'B' 



READ 


CYCLE 


CORRECT CYCLE 




(BUFFER LOAD) 


(BUFFER 


UNLOAD) 




ERR 


S/R 


. 


S/R 
0110 


* 


d2 


0000 


d2 , 


1100 


ie-k 


dl 1 


1101 


dl 


1000 


icie* 


do 1 


1010 


do 


0000 


**** 


p3 


1001 


p3 


0000 




p2 


1111 


p2 


0000 




pi 


0011 


Pl 


0000 




pO 


Olio 


pO 


0000 





* Shift register contents at start of correction cycle. 

** Gates A and B enable after the d2 clock. 

*** Bit dl is corrected on the dl clock. 

**** Bit dO is corrected on the dO clock. 
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Example #4 A: 

- Correction in hardware, forward clocking. 

- Burst length-two correcting code, single-bit error, data all zeros. 

- Consecutive data blocks, on-the-fly correction (delay = 1 block). 

- Intemal-XOR form of shift register. 

-g(x) = (x + l)-(x3 + X 4- 1) = x* + x3 + x2 + 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x^. 



RAW DATA 



7 BIT FIFO BUFFER 



T r 



L J 



^-xO 



■G- 



CORRECTED 



D Q 
C 



DATA 



i A 




GATE 'B' 



READ CYCLE 


CORRECT 


CYCLE 




f BUFFER 


LOAD) 


r BUFFER UNLOAD) 




ERR 


S/R 




S/R 
0100 


ie 


d2 


0000 


d2 ' 


1000 


** 


dl 1 


1101 


dl 


0000 


*** 


do 


0111 


do 


0000 




p3 


1110 


P3 


0000 




p2 


0001 


p2 


0000 




pi 


0010 


pl 


0000 




pO 


0100 


pO 


0000 





* Shift register contents at start of correction cycle. 
** Gate B enables after the d2 clock. 
*** Bit dl is corrected on the dl clock. 
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Example #5 : 

- Correction in hardware, forward clocking, software assist. 

- Burst length-two correcting code, two adjacent error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

- g(x) = (x + l).(x3 -f X + 1) = x"^ + x3 + x2 + 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x^. 



RAW DATA 



RAM BUFFER 






GATE 'A' /iP SAMPLE LINE 

FOR DISPLACEMENT 
.CALCULATION 

►• 



GATii • A • 




GATE 'B' 
ECC ERROR FLAG TO /xP 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate B. 

2. Forward displacement to first bit in error is clock count plus one. 

3. Pattern is in left-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CYCLE 
(BUFFER LOAD) 





ERR 


S/R 


d2 





0000 


dl 





0000 


do 





0000 


P3 





0000 


p2 


1 


1101 


Pl 


1 


1010 


pO 





1001 



CORRECT CYCLE 
(CORRECT BUFFER) 



** 



SOFTWARE CLK CNT 



1 
2 
3 



Shift register contents at start of software algorithm. 
Gate B enables, software stops clocking. 



S/R 

1001 

1111 

0011 

Olio 

1100 



** 



- 74 - 



Example #5A ; 

- Correction in hardware, forward clocking, software assist. 

- Burst length-two correcting code, single-bit error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

-g(x) = (x + l)-(x3 + X + 1) = x4 + x3 + x2 + 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x^. 



RAW DATA 



RAM BUFFER 



.^11 



<T X 



GATE "A* 




/iP SAMPLE LINE 
FOR DISPLACEMENT 
CALCULATION 



GATE 'B' 



O 



ECC ERROR FLAG TO /XP 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate B. 

2. Forward displacement to first bit in error is clock count plus one. 

3. Pattern is in left-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CYCLE 


CORRECT CYCLE 


(BUFFER 


LOAD) 


(CORRECT BUFFER) 


ERP 


S/R 


SOFTWARE CLK CNT S/R 


d2 


0000 


1110 


dl 


0000 


0001 


do 


0000 


1 0010 


p3 


0000 


2 0100 


p2 1 


1101 


3 1000 


pi 


0111 




pO 


1110 





** 



* Shift register contents at start of software algorithm. 
** Gate B enables, software stops clocking. 
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Example #6 : 

- Correction in hardware, forward clocking, software assist. 

- Burst length-two correcting code, two adjacent error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

- g(x) = (x + l)«(x3 + X + 1) = x^ + x3 + x2 + 1. 

- Detect zeros in left-most bits of shift register. 

- No premultiplication. 



RAW DATA 



RAM BUFFER 



T 



T 



x^ \^"^7*T" ^^ v"*"yT ^"^ 




<fX^ 



/xP SAMPLE LINE 
GATE 'A" FOR DISPLACEMENT 
CALCULATION 







ECC ERROR FLAG TO /xP 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate A. 

2. Forward displacement to first bit in error is clock count minus one. 

3. Pattern is in right-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



** 



READ CYCLE 


CORRECT CYCLE 


f BUFFER 


LOAD) 


r CORRECT BUFFER 1 


ERR 


S/R 


SOFTWARE CLK CNT S/R 


d2 


0000 


0101 


dl 


0000 


1010 


do 1 


0001 


1 1001 


P3 1 


0011 


2 1111 


p2 


Olio 


3 0011 


pi 


1100 




pO 


0101 





Shift register contents at start of software algorithm. 
Gate A enables, software stops clocking. 



** 
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Example #6 A : 

- Correction in hardware, forward clocking, software assist. 

- Burst length-two correcting code, single-bit error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

- g(x) = (x + l).(x3 + X + 1) = x4 + x3 + x2 + 1. 

- Detect zeros in left-most bits of shift register. 

- No premultiplication. 



RAW DATA 



RAM BUFFER 



~T~rrz 




^TXO 



GATE 'A' 






MP SAMPLE LINE 
FOR DISPLACEMENT 
CALCULATION 



ECC ERROR FLAG TO /xP 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate A. 

2. Forward displacement to first bit in error is clock count minus one. 

3. Pattern is in right-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CYCLE 


CORRECT CYCLE 


(BUFFER 


LOAD) 


rcORRECT BUFFER) 


ERP 


S/R 


SOFTWARE CLK CNT S/R 


d2 


0000 


0111 


dl 1 


0001 


1110 


do 


0010 


1 0001 


p3 


0100 


2 0010 


p2 


1000 




pi 


1101 




pO 


0111 





** 



* Shift register contents at start of software algorithm. 
** Gate A enables, software stops clocking. 
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Example #7 : 

- Correction in hardware, reverse clocking, software assist. 

- Burst length-two correcting code, two adjacent error, data all zeros. 

- Tinib delay required when an error occurs. 

- Intemal-XOR form of shift register. 

-g(x) = (X + l)*(x3 + X + 1) = x4 + x3 + x2 + 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x^. 



RAW DATA 
























► K/vn £}Urri:<K 












-•/TV- x^ ■'^"Ov ^^ "v^y ^^ "^"" ^^ "^ 

^^ 1 ^-^ i" ^^ -r 1 

• • • • 

1 1 1 






Lx< 


) _ 


rGHi^ 


r 

L ^ 


' r ' 

■>r+V x^ 


I 


-^ x^ 


r 




MP SAMPLE LINE 
FOR DISPLACEMENT 
N^CALCULATION 










^'gATE 'A* 

1 . ecc error 

>flag to up ^ 






"Q 


SOFTWARE CORR 


ECTIONAL 


Gi 


IRITHM 











1 . Clock the shift register in a software loop xmtil high output on gate A. 

2. Reverse displacement to first bit in error is clock count. 

3 . Pattern is in left-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CYCLE 


CORRECT 


CYCLE 


r BUFFER LOAD) 


(CORRECT BVFFER) 


ERR 


S/R 


SOFTWARE 


CLK 


CNT S/I? 


d2 


0000 


- 




1001 


dl 


0000 







1010 


do 


0000 


1 




0101 


p3 


0000 


2 




1100 


p2 1 


1101 








pi 1 


1010 








pO 


1001 









It* 



* Shift register contents at start of software algorithm. 
** Gate A enables, software stops clocking. 
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Example #7A : 

- Correction in hardware, reverse clocking, software assist. 

- Burst length-two correcting code, single-bit error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

- g(x) = (x + l).(x3 + X + 1) = x"^ + x3 + x2 -f 1. 

- Detect zeros in right-most bits of shift register. 

- Premultiply by x"*. 



RAW DATA 





\ r 

"T 1 1 



RAM BUFFER 







o 



/xP SAMPLE LINE 
FOR DISPLACEMENT 

CALCULATION 

^ 

GATE 'A' 

ECC ERROR 
FLAG TO MP 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate A. 

2. Reverse displacement to first bit in error is clock count. 

3. Pattern is in left-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CY 


CLE 


CORRECT CYCLE 


(BUFFER 


LOAD) 


r CORRECT BUFFER) 


ERR 


S/R 


SOFTWARE CLK CNT S/R 


d2 


0000 


1110 


dl 


0000 


0111 


do 


0000 


1 1101 


p3 


0000 


2 1000 


p2 1 


1101 




pi 


0111 




pO 


1110 





•k-k 



Shift register contents at start of software algorithm. 
Gate A enables, software stops clocking. 
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Example #8 : 

- Correction in hardware, reverse clocking, software assist. 

- Burst length-two correcting code, two adjacent error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

- g(x) = (x + l)-(x3 + X + 1) = x"^ + x3 + x2 + 1. 

- Detect zeros in left-most bits of shift register. 

- No premultiplication. 



RAW DATA 



RAM BUFFER 



x3 ^t-Qi^ ^2 ^^.^^^^ 5^1 



1 

IE t 







D 



/iP SAMPLE LINE 
FOR DISPLACEMENT 
CALCULATION 

. ^ 

GATE 'A' 

ECC ERROR 
FLAG TO MP 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate A. 

2. Reverse displacement to first bit in error is clock count plus two. 

3. Pattern is in right-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CYCLE 


CORRECT CYCLE 


(BUFFER LOAD) 


r CORRECT BUFFER) 


ERR 


S/R 


SOFTWARE CLK CNT S/R 


d2 


0000 


1100 * 


dl 


0000 


0110 


do 


0000 


1 0011 ** 


p3 1 


0001 




p2 1 


0011 




pi 


Olio 




pO 


1100 





** 



Shift register contents at start of software algorithm. 
Gate A enables, software stops clocking. 
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Example #8 A : 

- Correction in hardware, reverse clocking, software assist. 

- Burst length-two correcting code, single-bit error, data all zeros. 

- Time delay required when an error occurs. 

- Intemal-XOR form of shift register. 

- g(x) = (x + l)«(x3 + X + 1) = x4 + x3 + x2 + 1. 

- Detect zeros in left-most bits of shift register. 

- No premultiplication. 



RAW DATA 



RAM BUFFER 



-<- x^ ^*~A/0^ ^^ ""^~0y*" ^^ 



^-xO 



^ 







/iP SAMPLE LINE 
FOR DISPLACEMENT 
CALCULATION 

— ^ 

GATE 'A' 



CD 



ECC ERROR 

FLAG TO MP ^ 



SOFTWARE CORRECTION ALGORITHM 

1 . Clock the shift register in a software loop until high output on gate A. 

2. Reverse displacement to first bit in error is clock count plus two. 

3. Pattern is in right-most two bits of shift register. 

4. Use pattern and displacement to correct RAM buffer. 



READ CYCLE 
f BUFFER LOAD) 





ERR 


S/R 


d2 





0000 


dl 





0000 


do 





0000 


P3 


1 


0001 


p2 





0010 


Pl 





0100 


PO 





1000 



CORRECT CYCLE 
(CORRECT BUFFER) 

SOFTWARE CLK CNT 



1 



1000 * 
0100 
0010 ** 



* Shift register contents at start of software algorithm. 
** Gate A enables, software stops clocking. 
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2.4 DECODING SHORTENED CYCLIC CODES 

In the decoding examples of the previous section, the record length was equal to 
the polynomial period. The method discussed in this section allows forward clocking to 
be used in searching for the correctable pattern when the record length is shorter than 
the polynomial period. Shortening does not change code properties. 

The method assumes that the error pattern is detected when it is justified to the 
high order end of the shift register. If this is not the case, the method must be mod- 
ified. 

Let, 

g(x) = the code generator polynomial 

g ' (x) = reciprocal polynomial of g(x) 

^multW ~ Premultiply polynomial for decoding 

n = number of information plus check bits 

m = number of check bits [the degree of g(x)] 

e = the period of g(x) 

Use a shift register to multiply and divide simultaneously. On write, premultiply 
by xP^ and divide by g(x). On read, premultiply by PmultW ^^ divide by g(x). 
PjnultW is computed using either of the following equations: 

Pinult(x) = x^'^-^^ MOD g(x) 

or 

Pmult(x) = x"^""^-F(l/x) where F(x) = x^"^ MOD g'(x) 

Le. PmultW is the reciprocal polynomial of [(the highest power of x in a codeword) 
modulo (the reciprocal polynomial of the code generator polynomial)]. 



- 82 



EXAMPLES OF COMPUTING THE MULTIPLIER POLYNOMIAL 
FOR SHORTENED CYCLIC CODES 

g(x) = x^ + X + 1^ g'(x) = x"* + x^ + 1 

Tables of x^ MOD g(x) and x^ MOD g' (x) 

r x^ MOD g(x) r x^ MOD g' (x) 






0001 





0001 


1 


0010 


1 


0010 


2 


0100 


2 


0100 


3 


1000 


3 


1000 


4 


0011 


4 


1001 


5 


0110 


5 


1011 


6 


1100 


6 


1111 


7 


1011 


7 


0111 


8 


0101 


8 


1110 


9 


1010 


9 


0101 


10 


0111 


10 


1010 


11 


1110 


11 


1101 


12 


1111 


12 


0011 


13 


1101 


13 


0110 


14 


1001 


14 


1100 



Example #1 ; n=10, in=4, e=15 

Pmult = x^"-^"*-^ MOD g(x) 

= x^ MOD (x^^ + X + 1) 



= x^ + X 



or 



Pmult = x^"-l-F(l/x) where F(x) 

= x-^-F(l/x) where F(x) 

= x^* (x"'^ 4- 1) 

= x^ + X 

Example #2 : n=8, m=4; e=15 
= ^e-n+m ^OD g(x) 



^n-l MOD g' (X) 



= X 



" "^ MOD g' (X) 

^ MOD (X^ + X^ + 1) 



Pmult = X 

= X 

= v3 



= x^^ MOD (x"^ + X + 1) 



= x-^ + x-^ + X 



or 



Pmult = x^-l-F(l/x) where F(x) 
xf-F(l/x) where F(x) 
(x"^ + x~^ + 1) 

X 



x'^"'^ MOD g' (X) 



= v7 



= x3. 



MOD 



3 g^x) 

(x^ + x-5 + 1) 



= X 



^ + x^ + 



8^ 



CORRECTION EXAMPLE FOR A SHORTENED CODE 
The code is single-bit correcting only. 
Interlaced sectors are assumed. 
g(x) = x"^ -f X + 1 
g'(x) = x"^ + x^ + 1 



n = 8, m = 4, e = 15 
Pmult = x'' + x^ + X 




*(+y>- D Q- 



BUFFER 
UNLOAD 
CYCLE 







GATE A 


READ SECTOR 


SKIPPED 


SECTOR 


(READ CYCLE) 


(CORRECT 


CYCLE) 


ERR SR 




0010 


d3 0000 


d3 


0100 


d2 0000 


d2 


1000 * 


dl 1 1110 


dl 


0011 ** 


do 1111 


do 


0110 


p3 1101 


p3 


1100 


p2 1001 


p2 


1011 


pi 0001 


Pl 


0101 


pO 0010 


pO 


1010 



* GATE A gate enables. 
** Correction takes place on dl clock. 
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CORRECTION EXAMPLE FOR A SHORTENED BURST LENGTH-TWO CODE 

The code of this example corrects bursts of length one or two. 

Interlaced sectors assumed. 

g(x) = (x + l)-(x'^ + X + 1) = x^ + x"^ + x^ + 1 

g'(x) = x^ + x^ + X + 1 

n = 9, e = 15, m = 5 

PmultW = x^ + x^ + X 



Tables of x 
r x^ MOD g(x) 



:^ MOD g(x) and x^ MOD g" (x) 
r x^ MOD g' (x) 






00001 





00001 


1 


00010 


1 


00010 


2 


00100 


2 


00100 


3 


01000 


3 


01000 


4 


10000 


4 


10000 


5 


10101 


5 


01011 


6 


mil 


6 


10110 


7 


01011 


7 


00111 


8 


10110 


8 


OHIO 


9 


11001 


9 


11100 


10 


00111 


10 


10011 


11 


OHIO 


11 


01101 


12 


11100 


12 


11010 


13 


01101 


13 


11111 


14 


11010 


14 


10101 
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9 BIT FIFO BUFFER 



(TVp x"* A^)^ ^"^ "v^yT ^ "^^yT ^ "vvF ^^ 



i 



1 



J 



■GK 



d 



^ 




BUFFER UNLOAD CYCLE 



READ SECTOR 


SKIPPED 


SECTOR 


fREAD CYCLED 


f CORRECTION CYCLED 


ERR 


S/R 




01100 


d3 


00000 


d3 


11000 * 


d2 1 


OHIO 


d2 


10000 ** 


dl 1 , 


10010 


dl 


00000 *** 


do 


10001 


do 


00000 


P4 


10111 


P4 


00000 


P3 


11011 


P3 


00000 


P2 


00011 


P2 


00000 


PI 


00110 


PI 


00000 


PO 


01100 


PO 


00000 



* Gates A and B enable on this clock. 

** Bit d2 is corrected on the d2 clock. 

*** Bit dl is corrected on the dl clock. 
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2.5 INTRODUCTION TO FINITE FIELDS 

A knowledge of finite fields is required for the study of many codes, including 
BCH and Reed-Solomon codes. 

Before discussing finite fields, the definition of a field must be stated. This def- 
inition is reprinted from NTIS document AD717205. 

DEFINITION OF A FIELD . A field is a set F of at least two elements together with a 
pair of operations, ( +) and ( • )» which have the following properties: 

a. Closure: For all x and y € F, 

(x + y) cF and (x«y) cF 

b. Associativity: For all x, y, and z € F, 

(x + y) + z = X + (y + z) and (x*y)*z = x»(yz) 

c. Conunutativity: For all x and y € F, 

X + y = y + X and x*y = yx 

d. Distributivity: For all x, y and z € F, 

x*(y -f z) = (x»y) + (x«z) 

e. Identities: There exist an additive identity, zero (0), and a multiplicative 
identity, one (1), e F such that for all x e F, 

X + = X and x»l = x 

f. Inverses: For each x e F, there exists a unique element y e F such that 

X + y = 

and for each non-zero x e F, there exists a unique element y e F such that 

x*y = 1 

The set of positive and negative rational numbers together with ordinary addition 
and multiplication comprise a field with an infmite number of elements, therefore it is 
called an infinite field. The set of positive and negative real numbers together with 
ordinary addition and multiplication and the set of complex numbers together with 
complex addition and multiplication also comprise infinite fields. 
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FINITE FIELDS 

Fields with a finite number of elements are called finite fields. These fields are 
also called Galois fields, in honor of the French mathematician Evariste Galois. 

The order of a finite field is the number of elements it contains. A finite field of 
order p^, denoted GF(p^), exists for every prime p and every positive integer n. The 
prime p of a finite field GF(p^) is called the characteristic of the field. The field 
GF(p) is referred to as the ground field and GF(p°) is called an extension field of 
GF(p). The field GF(p^) can also be denoted GF(q), where q=p°. 

Let /9 represent an arbitraiy field element, that is, an arbitrary power of a. Then 
the order e of j9 is the least positive integer for which j9| = 1 . More simply, the order 
of p is the number of terms in the sequence (fi,p^,p^,» • •) before it begins to repeat. 
Elements of order 2^-1 in GF(2^) are called primitive elements. They are also called 
generators of the field. Do not confuse the order of a field element with the order of 
a field, which is defined in the previous paragraph. 

Two fields are said to be isomorphic if one can be obtained from the other by 
some appropriate one-to-one mapping of elements and operations. Any two finite fields 
with the same number of elements (the same order) are isomorphic. Therefore, for 
practical purposes there is only one finite field of order p^. 

FIELDS OF CHARACTERISTIC TWO 

Most error-correcting codes of a practical interest are defined over fields of 
characteristic two. Such fields have interesting properties. First, every element is its 
own additive inverse ue, x + x = 0. Secondly, the square and square root functions 
are linear /.e. 

f(x + y + ••• ) = f(x) + f(y) + ••• 

Therefore, in a field of characteristic two the following identities hold. 

(x+y+ ••• )2=x^+y^+ ••• 

(x + y + • • • ) ^ = x"^ + y'5 + • • • 

pK ok pJC 

(X + y + • • • ) = X + y + • • • 

(X + y + ... )^/^ = x-^/^ + y^/^ + .. . 

These identities will be helpful in performing finite field computations in fields 
GF(2n). 
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GENERA TION OF A FIELD 

The finite field GF(2) has only two elements (0,1). Larger fields can be defined by 
polynomials with coefficients from GF(2). 

Let p(x) be a polynomial of degree n with coefficients from GF(2). Let a be a 
root of p(x). If p(x) is primitive, the powers of a up through 2^-2 will all be unique. 
Appropriately selected operations of addition and multiplication together with the field 
elements: 

0,l,a,a^,**«,a 

define a field of 2^ elements GF(2^). 

Assume a finite field is defined by p(x) = x^ + x + L Since a is a root of p(x), 
p(a)=0. Therefore, 



+ a + 1 = and 



a^ = a + 



The field elements for this field are: 



MOD (a^ + a + 1) = 
.0 



II 
II 
II 
II 
II 
II 
II 



= ctO = 1 

a + 1 
.3 = 



= a* (a^+ 1) = a2 + a^ 



a»a^ = a* (a^ + a) = a 



2 = ^2 



5 = /v, //v2 -|. ^ ^ 2.) = a^ •*■ ^^2 4- /> = /y2 



a-^ + a-*- + 1 
+ a^ + a = a^ + 1 






The elements of the field can be represented in binary fashion by using one bit to 
represent each of the three powers of a whose sum comprises an element. For the field 
constructed above, we generate the following table: 





a2 qI aO 








aO 


1 


al 


10 


a2 


10 


a3 


Oil 


a4 


110 


a5 


111 


a6 


10 1 


Figure 2.5.1 
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This list can also be viewed as the zero state plus the sequential nonzero states of 
a shift register implementing the polynomial 

x^ + X + 1 

The number of elements in the field of Figure 2.5.1, including the zero element, is 
eight. This field is called GF(8) or GF(23), 

OPERATIONS IN A FIELD GFCJ") (Examples me GFC^)) 

+ Addition: Form the modulo-2 (EXCLUSIVE-OR) sum of the components of the 
addends to obtain the components of the sum, e,g. : 

aO + a^ = '001' e 'Oil' 
= '010' 
= al 

Subtraction: In GF(2^), subtraction is the same as addition, since each ele- 
ment is its own additive inverse. This is not the case in all finite fields. 

Multiplication: If either multiplicand is zero, the product is zero. Otherwise 
add exponents modulo seven (the field size minus one) e.g. : 

0«a^ =0 

= al 

/ Division: If the divisor is zero, the quotient is undefined. If the dividend is 
zero, the quotient is zero. Otherwise subtract exponents modulo seven e.g. : 

OL /OL = a(5""3) — q2 

qjS/qjS — QfCB^S) — Qj-2 
= a (-2+7) = ^5 

By convention, multiplication and division take precedence over addition and sub- 
traction except where parentheses are used. 

LOG Logarithm: Take the logarithm to the base a, e.g.: 

LOG(a'^) = n 
ANTILOG Antilogarithm: Raise a to the given power^ e.g.i 

ANTILOG(n) = a" 
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FINITE FIELD COMPUTATION 

From the list of field elements above, a^ represents the vector *Oir and a^ rep- 
resents the vector ' 1 1 T . The integer 6 is the exponent of a^. 



The log fnnction in this field produces an exponent from a v^ector while the an- 

I vector from an exponent. The log < '^' ' ' ""' 

The familiar properties of logarithms hold. 



tilog function produces a vector from an exponent. The log of a* ('110') is 4. The 
antilogof3isa^('011') - - " ...... 



Finite field computation is frequently performed by a computer. At times, field 
elements are stored in the computer in vector form. At other times, the logs of field 
elements are stored instead of the field elements themselves. For example, consider 
finite field math implemented on a computer with an eight-bit wide data path. Assume 
the finite field of Figure 2.5.1. If a memory location storing a^ is examined, the binary 
value '0000 0110' is observed. This binanr value represents the vector '110' or a^ + a. 
If a memory location storing the log of a7 is examined, the binary value '0000 0100' is 
observed. This value represents toe integer 4 which is the exponent and log of a"*. 
Finite field computers frequently employ log and antilog tables to convert from one 
representation to the other. 

Finite field addition for this field is modulo-2 addition (bit-wise EXCLUSIVE-OR 
operation). The sum of a"* ('110') and a^ ('111') is a^ ('001'). The sum of a^ ('Oil') 
and a^ ('101') is a^ ('110'). Subtraction in this field, as in all finite fields of char- 
acteristic two, is the same as addition. The ' + ' symbol will be used to represent 
modulo-2 addition (bit-wise EXCLUSIVE-OR operation). The ' + ' symbol will also con- 
tinue to be used for ordinary addition, such as adding exponents. In most cases, when 
' + ' represents modulo-2 addition, it will be preceded and followed by a space, and when 
used to represent ordinary addition, its operands will immediately precede and follow it. 
Usage should be clear from the context. 

There are two basic ways to accomplish finite field multiplication for the field of 
Figure 2.5.1. The vectors representing the field elements can be multiplied and the 
result reduced modulo (x^ -h x + 1). Alternatively, the product may be computed by 
first taking logs of the finite field elements being multiplied; then taking the antilog of 
the sum of the logs modulo 7 (field size minus one). The '•' symbol will be used to 
represent finite field multiplication. The '*' symbol will be used to represent ordinary 
multiplication, such as for multiplying an exponent, which is an ordinary number and not 
a finite field element, by another ordinary number. 



91 



The examples below multiply a^ ('110') times a^ ('111') using the methods described 
above. 

Example #1 

1 . Multiply the vectors ' 1 10' (a*) and ' 1 1 1' (a^) to get the vector ' 10010' . 

2. Reduce the vector '10010' modulo a^ + a + 1 to get the vector '100' (a^). 
Example #2 

1 . Take the logs base a of a^ and a^ to get exponents 4 and 5. 

2. Add exponents 4 and 5 modulo 7 to get the exponent 2. 

3. Take the antilog of the exponent 2 to get the vector a^ (' 100'). 

Division is accomplished by inverting (multiplicative inversion) and multiplying. 
The inverse of any element in the field of Figure 2.5.1, other than the zero element, is 
given by: 

J^ = tt(-j) MOD 7 

The inverse of the zero element is undefined, a^ is its own inverse. 

Inversion Examples : 

— = a (""3) MOD 7 = a^ 

-1 = a(-l) MOD 7 = a^ 
Division Examples : 

od = ^4-2 = ^2 
a2 



-92 - 



Examples of finite field computation in the field of Figure 2.5.1 are shown below. 
To provide greater insight, some examples use different approaches than others with 
various levels of details being shown. Note that all operations on exponents are per- 
formed modulo 7 (field size minus one). 

y = a-^ + a^ y = a-^-^a^ 

= 'Oil' + 'lio* = 'OlO'-'llO' 

= '101' = (al)*(a2 + a^) 

= a^ = a^ + a^ 

= (a + 1) + a2 

= a2 + a + 1 

= "111" = a^ 



y = a-«a- y = "7 



^ cc(2+6)MOD 7 



= al 



= ct(-4) MOD 7 



= a3 



2 

y = ^^ (X + a^) • (X + a^) = x^ + (a^ + a^) -x + a^-a^ 



:=: ck(2-5) mod 7 



= x^ + a^x + a^ 



= a4 



The modulo operations shown above for adding and subtracting exponents are 
understood for finite field computation and will not be shown for the remainder of the 
book. 
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Other examples are: 

y = a^*a^ y = a^ 

= a2+6 ' = a4 



+ a' 



= al 



y2 -, - /y2 



= L0Ga(a2-5) = LOGa(a2)-LOGa(o5) 

= LOGa(a^) = (2-5) MOD 7 

= 4 =4 

y = __4 ^ y=(a3)3 



a2. (a* + o3) 



= a3*3 






= a^-1 



= «2 



y = (X + 0°) ♦ (X + o^) • (X + o2) 

= x^ + (a'^ + a^ + a2)'x2 + (a^'O^ + a^-a^ + o^«a2) 'x + a°«o^«a2 
= x^ + a^'X^ + a^«x + o^ 
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FIELD PROPERTY EXAMPLES 



ASSOCIATIVITY 



(X + y) + z = X + (y + z) 

(Qj2 ^ q:^) ■¥ a^ = a^ + (a^ + a"^) 

('100' + 'Oil') + »110» = '100' + ('Oil' + '110') 

'111' + '110' = '100' 4- '101' 

'001' = '001' 

(x • y) • z = X • (y • z) 

(a^ . a^) • a^ = a'^ • (a^ • a^) 

q;(4+5 mod 7) . q:^ = a^ • a^^^^ ^^D 7) 

Q,2 , ^6 — ^4 , q4 

Q,(2+6 MOD 7) = a^^"^^ ^^^ "7) 

c^l = 0:1 

COMMUTATIVITY 



X + y 


= 


y + X 


q:^ + a^ 


= 


a^ + a^ 


'Oil' + '110' 


= 


'110' + 'Oil 


'101' 


= 


'101' 


X • y 


= 


y • X 


^5 . c^6 


= 


^6 , Qj5 


0,(5+6 MOD 7) 


= 


Q,(6+5 MOD 7) 


a4 


= 


a4 


DISTRIBUTIVITY 



X • (y + z) = (x • y) + (x • z) 

a^ • (a^ + a^) = (a^ • a^) + (a^^ • a^) 

a4 . ('Ill' + '101') = a(4+5 MOD 7) + ^^(4+6 MOD 7) 

a^ . '010' = a2 + a^ 

a^ • a^ = '100' + 'Oil' 

a (4+1 MOD 7) = '111' 

Q,5 == qS 
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SIMULZiNEOUS LINEAR EOUA TIONS IN A FIELD 



Simuitnneous linear equations in GF(2'^) can be solved by determinants. For ex- 
ample, given: 

a»x + b»y = c 

d»x + e*y = f 

where x and y are independent variables and a, b, c, d, e, and f are constants, then: 



c b 
f e 



X = 



a b 

d e 

a c 

d f 



y = 



a b 
d e 



a«e + b«d 



a»f + c«d 



a-e + b*d 



POLYNOMIALS IN A FIELD 

Polynomials can be written with variables and coefficients frcn GF(2'^) and manip- 
ulated in much the same manner as polynomials involving radonal or reax numbers. 

Polynomial Multiplicarion Example : 



a"* •: 



a^«x + a 
X -f g 



a^-x3 






g^-x + g^ 
g^'X 



g'^-x^ 



g^«x 



+ a^ 



Polynomial Division Example : 

g^'X 



^3 + g4,x -H g2 



-6.y4 



2,*f3 



g°«x^ + g^«X"^ + g^'X 



J.4 , v2 



g^-x^ 



J.3 ,*^2 



g^«x + g^ 



■f g-^^x'^ 4- g-^»x 



»2 • v^ 



g^*x-^ + g^-x 



6., 



+ a^ 



g^*x-^ -^ g^*x 4- g^ 



Thus 



0^6.^2 4. g^.j^ 4. Qj 



(g°«x*^ + g^'X^ + g'^'X^ + g^-x 4- g^) MOD (x^ 4- a^-x + g-^) 

= g^-x^ + g^-x 4- g 
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QUADRATIC SOLUTION DIFFICULTY IN A FIELD OF CHARACTERISTIC 2 

The correlation between finite field, of characteristic 2, algebra and algebra in- 
volving real numbers does not include the quadratic formula: 



-b ± JyP' - 4ac 
^ 2a 

The 2 in the denominator must be mterpreted as an integer, but: 

2a = a + a = 

and division by zero is undefined. 

DIFFERENTIATION IN A FIELD OF CHARACTERTISTIC 2 

The derivative of x^ in GF(2^) is: 

where n is interpreted as an integer, not as a finite field element. Thus the derivative 
of any even power is zero and the derivative of any odd power is xv^"*). For example, 

d(x2)/dx = 2x = X + X =0 

d(x^)/dx = 3x2 = x2 + x^ + x2 = x2 

etc. 



-97 - 



FINITE FIELDS AND SHIFT REGISTER SEQUENCES 

The shift register below implements the polynomial x^ + x + 1, which defines the 
field of Figure 2.5.1. 




This shift register has two sequences, a sequence of length seven and the zero se- 
quence of length one. 



STATE NUMBER 


SHIFT 


REGISTER CONTENTS 







1 
000 - 
1 







1 
001 




1 




010 




2 




100 




3 




oil 


k 


4 




110 




5 




111 




6 




101 

1 





Notice the similarity of the sequences above to the field definition of Figure 2.5.1. 
The consecutive shift register states correspond to the consecutive list of field ele- 
ments. The state numbers correspond to the exponents of powers of a. 

Advancing the shift register once is identical to multiplying its contems by a. 
Advancing the shift register twice is identical to multiplying its contents by or, and so 
on. 

COMPUTING IN A SMALLER FIELD 

We have been representing powers of a by components. For example^ in the field 
of Figure 2.5.1, die components of a^ are a and 1. The components of a^ are a^ and a. 
An arbitrary power of a can also be represented by its components. Let X represent 
any arbitrary power of a from the field of Figure 2.5.1; then 

X = X2*a2 + Xi*a + Xo 

The coefficients X2, Xi, and Xq are from GF(2), the field of two elements, and 



In performing finite field operations in a field such as GF(23), it is frequently 
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necessary to perform multiple operations in a smaller field such as GF(2). For example, 
multiplication of an arbitrary field element X by a, might be accomplished as follows: 

Y = a«X 

= a«(X2-a2 + Xi«a + Xq) 
= X2*a3 + Xi«a2 + XQ-a 
But a^ = a + 1, so 

Y = X2'(a + 1) + Xi«a2 + Xo»a 
= Xi.a2 + (X2 + Xo)*a + X2 

The result Y can also be expressed in component form, therefore: 

Y2-a2 + Yi-a + Yq = Xi«a2 + (X2 + Xq) •« + X2 
Equating coefficients on like powers of a gives 

Y2 = Xi 

Yi = X2 + Xo 

Yo = X2 

These results have been used to design the combinatorial logic circuit shown below. 
This circuit uses a compute element (modulo-2 adder) from GF(2) to construct a circuit 
to multiply any arbitrary field element from the field of Figure 2.5.1 by a. 



•a 



X2 



Xl 



Xo 



.s<D- 



^2 



Yl 



YO 



Y = a«X 



+ = Finite field addition in GF(2) 
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ANOTHER LOOK AT THE SHIFT REGISTER 

The shift register of Figure 2.5.2 has been redrawn below to show that it contains 
a circuit to multiply by ot. 



Original Circuit 



1 1 

^ x2 — ^ 1 -»- 

1 

1 »- x^ — ^ 1 1 — ^ 





Same circuit redrawn 



MORE ON FIELD GENERATION 

Let p represent the primitive element a^ from the field of Figure 2.5.1. The field 
can be redefined as follows: 





a2 


al 


aO 














p^l 








1 


^i 


1 








Pi 


1 


1 





^i 


1 





1 


Pt 





1 





^b 





1 


1 


^6 


1 


1 


1 



All the properties of a field still apply. A multiply example: 
)92.^4 = (»iio') • ('OlO') 



= (a^ + a) • 
= a? + a^ 
But, a? = a + 1, so 
/32.^4 =, q2 + ck + 1 

= Clll') 
= ^6 



(a) 
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This definition of the field could be viewed as having been generated by the 
circuit below. 



'P 







1 1 

r-\ r=— ^ r=— ^ 

1 II 1 


— ►- 


. ► 


•a -a 





A similar redefinition of the field could be accomplished by letting fi represent any 
primitive element of the field of Figure 2.5. 1 . 

DEFINING FIELDS WITH POLYNOMIALS OVER FIELDS URGER THAN GF(2) 



A polynomial over GF(q) where q=p^ is a polynomial with coefficients from GF(q). 
r, we have worked with a field GF(8) that is defined by the polynomial x^ + x 4- 1 



A 

So far, 

over GF(2). It is also possible to define a field by a polynomial over GF(4) or GF(8), 

and so on. 



A primitive polynomial of degree m over GF(2^) can define a field GF(2'^*^). 

Fields GF(22*J^) are particularly interesting. Operations in these fields can be ac- 
complished by performing several simple operations in GF(2^). These fields will be 
studied in Section 2.7. 
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COMPUTING IN GF(2) 

Consider the field of two elements. 





1 

An element of this field is either or 1. The result of a multiplication is either 
or 1 . The result of raising any element to a power is either or I , and so on. 

Let p represent an arbitrary element of this field; then, 

(^)2 = p (/9)n = p 

Let a and b represent arbitrary elements of this field; then, 
a»b = if either a = or b = 
a»b = 1 if both a = 1 and b = 1 
Clearly, multiplication in GF(2) can be accomplished with an AND gate: 

a 
b 
Let b represent the logical NOT of b; then, in GF(2), 

a + a»b = a* (1 + b) 
= a*b 




a 
b 



-t>^ 



D- 



a»b = a + a»b 



Let V represent the INCLUSIVE-OR operation; then, in GF(2) 

a + a-b + b = a V b 
a 
b 




a V b = a + a»b -f b 
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2.6 FINITE FIELD CIRCUITS F OT? FfFT.n ,^ OF CHARACTERISTIC 2 



This section introduces finite field circuits for finite fields of characteristic 2 with 
examples. The notation for various GF(8) finite field circuits is shown below. The field 
of Figure 2.S.1 is assumed. 



r+)=^ y = X + a^ 



Fixed field element adder 



w =1 

( + )===► y = w + X 



Arbitrary field element adder 



X ==^^aM=^ y = a^«x 
X ==► (^cr^=> y = a"'^»x 



w =► 

X =►= 



GF(8) 
Multiplier 



y = wx 



Fixed field element multiplier 



Fixed field element multiplier 



Arbitrary field element multi- 
plier 



X =► 



GF(8) 
Inverter 



=► y = 1/x Multiplicative inversion 



X =►= 



GF(8) 
Square 



y = x^ 



Square an arbitrary field ele- 
ment 



X =►= 



GF(8) 
Cube 



y = x^ 



Cube an arbitrary field element 



X =►= 



GF(8) 
Log 



^ . _ T^^ ,. Compute log^ of an arbitrary 



field element 
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D =►= 



GF(8) 
Antilog 



==► y = antilogcK(j) 



Compute antilog^ of an 
arbitrary integer 



D(x) 




Compute the remainder f^rom 
dividing D(x) by (x + a^) 



= D(x) MOD (X + ai) 



1 =►= 



Binary 
Adder 



=► k = i+j 



Add logs of finite field 
elements modulo the field 
size minus one 
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COMBINING FINITE FIELD CIRCUITS 

Finite field circuits can be combined for computing. For illustration, assume that: 



X + w-J 



Y = 



^j 



must be computed. This can be accomplished with the circuit below: 



=•0 



W =^H GF 
Cube 



GF 
Invert 



X + W^ 



GF =► y = 
Multiply W^ 



Another circuit solution becomes obvious when the equation is rearranged as 
follows: 



X + W^ 



Y = 



W^ W^ 



— + 1 = — + a^ 



X 

w"3 



GF 

Multiply 

n 



=•/+%=► Y = — + aO 



W =►= 



GF 
Cube 



=H GF 

Invert 



Another example of combining finite field circuits in GF(2'^) is shown below. 



X 



=^^ja)==^(+W=^ Y = a*x + X 



This example shows how a cjrcuit to multiply by the fixed field element a^ can be 
constructed using two other GF(23) circuits: a circuit to add two arbitrary field ele- 
ments and a circuit to multiply an arbitrary field element by a. Later, circuits will be 
shown that accomplish Uiis type of operation with GF(2) circuits. 
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Still another example of combining fmite field circuits follows: 



<B> iia2.w 




^2. (Qf2.^j 



y = wx 



math: 



This circuit is called an array multiplier and is based on the following fmite field 



y = x«w 
= (X2*a2 + xi»a + xq) 'W 
= X2*a2«w + xi'Cfw + xo*w 
= X2*(a2»w) + xi(a»w) + xo*(w) 
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IMPLEMENTING GF(8) FINITE FIELD CIRCUITS WITH GF(2) CIRCUITS 

Fixed field element adder: 

y = X + a-^ 

= (X2*a^ + xi«a + xq) + (a + 1) 
= X2*a2 + (xi + l)»a + (xq + 1) 

But, y can also be expressed in component form, therefore: 

y = y2*^^ •*■ yi*^ + yo ~ X2*a2 + (xi + i)»a + (xq + i) 

Equating coefficients on like powers of a gives: 

Y2 = X2 

yi = xi + 1 

yo = Xq + 1 
This is realized by the following circuit: 



^2 
xo 



-0 



1-G> 



-^ Y2 

■*■ Yl 



^0- 



yo 



y = X + a-^ 



A simpler fixed field element adder: 

y = X + a^ 

= (X2*a^ + xi«a + Xq) + (a + 1) 
= X2*a2 + (xi + l)-a + (xq + 1) 

But (xi + 1) = xi and (xq + 1) = Xq, so: 

y = X2*ot2 + xi*a + Xq 
Again expressing y in component form, we have: 

y2*a2 + yi«a + yo = X2*a^ + x^-a + xq 
and equating coefficients of like powers of a gives: 

y2 = 3C2 

yi = xi 
yo = xo 
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which is realized by the following circuit: 



X2 ■ 

xi 

xq 

The arbitrary finite field adder: 



> 



y2 
yi 
yo 



y = X + ot- 



X2 



-O 



-0 



^— 0- 



y2 
yi 

yo 



y = X + w 



W2 Wi Wo , 



may be implemented using bit-serial techniques: 



X 


' r 




Q- 


w 


i i 



y = X + w 
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Fixed field element multiplier to multiply by a. 
y = a»x 

= a»(X2»a^ + x^a + xq) 

But, a^ = a + 1, so: 

y = Xi*a2 + (X2 + Xq) •« + X2 

Expressing y in component form: 
y2-a2 + y^^.a + yo = Xi«a2 + (X2 + Xq) -a + X2 



Equating coefficients of like powers of a: 
Y2 = xi 

yi = X2 + Xq 

Yo = ^2 

•a 



r 



X2 

xo 



_HI> 



1 



J ^ 72 



yi 
yo 



y = o*x 
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Fixed field element multiplier to multiply by a*^ . 
y = a^^'X 
= a^*x 

= a^«(X2»a2 + Xi»a + xq) 
= X2*a® + Xx'cr^ + XQ^a^ 
= Xo-a2 + X2*a + (xi + xq) 
Expressing y in component form: 

y2*a2 + yj^.a + yo = XQ-a^ + X2«cr + (xi + xq) 
Equating coefficients: 

Yl = X2 

yo = xi + Xq 

.^-1 



X2-L 
xi 

Xo 






-*- Yl 

■*- yo 



= «'■'••! 



- no 



Fixed field element multiplier to multiply by a^. The finite field math for this circuit 
is similar to the math for the a and a~^ multipliers above. 



.«2 



X2 



_r 



-<^ 






*- y2 
yi 



YO 



y = o^'x 



Fixed field element multiplier to multiply by o?" using two circuits that multiply by a: 

»Q(2 



1 
■=2—1 


l-J-'— 1 1 


1 

1 — ^ y2 






l>- 


, 1 
-J . r0- 


— ^ yi 


y = a^'x 


^0 

1 




1 I 


^ YO 

1 





•a 
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Fixed field element multiplier to multiply by a using bit serial techniques. 
Y = a*X 



a2 


a 1 


4 Y^ ^ 


a2 


a 1 


PROCEDURE: 


Ai < Xq 



1. Clear the Y register. 

2. Load the X register. 

3. Apply three clocks. In GF(2^) apply n clocks. 

4. Accept the result from the Y register. 



Fixed field .element multiplier to multiply by a"*. To understand the input connections, 
recall that a^ = a^ 4- a. 



Y = 


= a^'X 


a2 


a 1 
1 -*-{+)^ ^0 -^ 



1 I 



X2 



Xl 



Xo 



PROCEDURE : 
Same as above. 
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Finite field circuit to compute Y = a • X + a* • W using bit serial techniques. 
Y = a-X + a^-w 





o2 


« I 


1 




^^2-*-(+)^ 


..^ 


^^Yo-J 












L. 1 


a 


1 


' l^' 


Xi •< 


Xo 


a2 


a 


1 

T«7 




l:^' 




Wq 
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Arbitrary field element multiplier using combinatorial logic. 

X 




Wo-Xo 



Y = X-W 

Y = X»W 

= (X2-a2 + Xi*a + Xq)*(VI2'^^ + ^l'^ + ^o) 
(X2-W2)-a'* + (X2-Wi + Xi-W2) -a^ 
+ (X2-Wo + Xi'Wi + Xo'W2)'a2 + (Xi'Wq + Xq-Wi) -a + Xq-Wq 

But a^ = a^ + a and a-^ = a + 1, so 

Y = (X2^W2 + X2-Wo + Xi-Wi + Xo-W2) ^a^ 

+ (X2*W2 + X2*Wi + Xi-W2 + Xi'Wq + Xq'Wi) -a 
+ (X2-Wi + Xi-W2 + Xo-Wo) 

Expressing Y in component form and equating coefficients on 
like powers of a gives: 

Y2 = X2-W2 + X2-Wo + Xi'Wi + Xo^W2 

Yl = X2*W2 + X2*Wi + Xi*W2 + Xi'Wq + Xq-Wi 

YO = X2-Wi + Xi-W2 + Xo-Wo 
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Array multiplier - another arbitrary field element multiplier using combinatorial logic. 



W 



W2 

Wo 
X2 

Xo 



r-Q 



GATE 



rO 



^ GATE 



-e 



Q 



4> 



Y = X*W 

= (X2*Q:2 + Xi'o: + Xq) -W 
= X2*Q:2.W + Xi-a-W + Xq-W 
= X2*(a2.W) + Xi*(q:-W) + (W) 



GATE 



a 



(^ 



^2 



(+)- Yo 
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Arbitrary field element multiplier using bit serial techniques. 
Y = X*W 




The X register is a shift register. The W register is composed of flip-flops that hold 
their value until reloaded. 

PROCEDURE : 

1. Clear the Y register 

2. Load the W register with multiplicand. 

3. Load the X register with multiplier. 

4. Clock the circuit three times. For GF(2^), clock n times. 

5. Accept the result from the Y register. 

DEVELOPMENT 

Y = X-W 

= (X2*Q:^ + Xi'O: + Xq) 'W 

= X2'Q:2.W + Xi'tt'W + Xq^W 

= [(X2'W)-q: + Xi*W]-a + Xq'W 
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Another arbitrary field element multiplier using bit serial techniques. 



1 



1 



12WD Hii}*-© MyofKD 



] 




PROCEDURE 

1. Clear the Y register. 

2. Load the W register with multiplicand. 

3. Load the X register with multiplier. 

4. Clock the circuit three times. For GF(2^), clock n times. 

5. Accept the result from the Y register. 

DEVELOPMENT 
Y = X*W 

= (X2-a2 + Xia + XO) -W 

= X2-a2.W + Xi*a«W + Xq-W 

= X2*(a^'W) + Xi»(a*W) + Xo*(W) 
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Arbitrary field element multiplier using log and antilog tables. 



ZERO 
DETECT 



ZERO 
DETECT 



W 



LOG 
ROM 


^= 


BINARY ADDER 
MOD (2^-1)* 


_►= 


ANTILOG 
ROM 














OUTPL 


I> 


. 




) 












LOG 
ROM 


1 











=► Y = X-W 



DEVELOPMENT 
Y = X*W 
IF (X=0) OR (W=0) THEN 

Y = 
ELSE 

Y = ANTILOGaC LOGa(X-W) ] 

= ANTILOG^C (LOGcK(X)+LOGa(W)) MOD (2^-1)* ] 

END IF 

* For n-bit symbols, 2^ is the field size of GF(2^), so (2^-1) is the field size 
minus one. 
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Circuit to cube an aibitraiy field element. 




Y = x3 



DEVELOPMENT 



Y = X- 



= (X2-a2 + Xi^a + Xo)^ 

= (X2«a2 + Xi«a + Xo)2'(X2'a2 + Xi«a + Xq) 
= [(X2-a2)2 + (Xi.a)2 + (Xo)2] • (X2-o2 + Xi-o + Xq) 
= (X2'a^ + Xi'a2 + Xo)'(X2'o2 + Xi«a + Xq) 
X2'a6 + Xi«X2'a5 + Xo*X2'a* + Xi'X2'a* 

+ Xi'tt^ + Xo'Xi.a2 + Xo-X2«a2 + Xo'Xi«a + Xq 
= X2'(a2 + 1) + Xi«X2«(a2 + «+!)+ Xo'X2'(o:2 + o) 

+ Xi'X2*(a2 + a) + Xi'(a + 1) + Xo'Xi'(a2) 

+ Xo-X2-(a2) + Xo-Xi(a) + Xq 
(X2 + Xo-Xi)-a2 

+ (Xo-X2 + Xi + Xo-Xi).a 

+ (X2 + X1.X2 + Xi + Xq) 

Expressing Y in component form and equating components of like powers of A gives: 

Y2 = X2 + XqXi 

Yi = Xo-X2 + Xi + Xo-Xi = Xo-X2 + Xi' (1 + Xq) 

= Xo-X2 + Xi'X^ 
Yo = X2 + Xi«X2 + Xi + Xo = (X2 V Xi) + Xo 

where v is the INCLUSIVE-OR operator. 
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IMPLEMENTING GFC^) FINITE FIELD CIRCUITS WITH ROMS 

In many cases, finite field circuits can be implemented with ROMs. For example, a 
GF(256) inverter is an 8-bit-in, 8-bit-out function and can be implemented with a 256:8 
ROM. 

Other examples: 

1. The square function in GF(256) can be implemented with a 256:8 ROM. The 
same is true for any power or root function in GF(256). 

2. A GF(16) arbitrary field element multiplier can be implemented with a 256:4 
ROM. A GF(256) arbitrary field element multiplier can be implemented with a 
65536:8 ROM. It is also possible to implement a GF(256) multiplier with four 
256:4 ROMs and several finite field adders. (See Section 2.7.) 

3. A GF(256) fixed field element multiplier can be implemented with a 256:8 
ROM. 

When back-to-back functions are required, it is sometimes possible to combine 
them in a single ROM. For example, the equation: 

Y = [l/X]3.a2 

in GF (256) can be solved for Y when X is known with a single 256:8 ROM. 
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SOLVING FINITE FIELD EQUATIONS 

Finding a power of a finite field element results in a single solution, but the same 
solution may be obtained by raising other finite field elements to the same power. 

Finding the root(s) of a finite field element may result in a single solution, multi- 
ple solutions or no solution. 

Finding the root(s) of a finite field equation may result in a single solution, multi- 
ple solutions or no solution. 

FINDING ROOTS OF FINITE FIELD EQUATIONS 

In decoding the Reed-Solomon and binary BCH codes, it is frequently necessary to 
find the roots of nonlinear equations whose coefficients are from a finite field. These 
roots provide error-location information. The degree of the equation and the number of 
roots are equal to the number of errors that occur. Examples of these equations are 
shown below: 

X + oi =0 

x^ + ai*x + 02 =0 

x-^ + ai'X^ + cr2'X + cr3 =0 

x^ + o^'X-^ + a2'X^ + cr3»x + a4 = 

One way to find the roots of such an equation is to substitute all possible finite 
field values for x. The equation evaluates to zero for any finite field elements that are 
roots. 

Two methods which perform the substitution will be discussed. The first method 
uses "brute force" , and is shown only to illustrate the idea of substitution. 

The second method is the Chien search. This is a practical method that can be 
used to find the roots of equations of a low degree or high degree. 

After discussing the Chien search, alternatives will be explored for finding roots of 
nonlinear equations of a low degree. 
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SUBSTITUTION METHOD - BRUTE FORCE 

Assume the roots of X-^ + a^X^ + a2X + a3 = must be found. The circuit below 
could be used: 



^1 



— ►- SQUARE 



MULTIPLY 



CUBE 



^2 



MULTIPLY 



^3 



►- ZERO DETECT 



Each possible finite field value must be substituted for x while checking the output 
of the zero detector. 

This circuit is easy to understand, although it is not practical because of circuit 
complexity. 
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SUBSTITUTION METHOD - CHIEN SEARCH 
Assume the roots of 

x-^ + ai«x^ + cr2'X + 02 
must be found. The Chien search circuit below could be used: 



02 



>- 



_(%3\ L(0) ^(j^ 



L— ►- ZERO DETECT 



The circuit is initialized as shown. If the zero detect output is immediately as- 
serted, a^ is a root. The circuit is clocked. If the zero detect output is then asserted, 
a Ms a root. The circuit is clocked again. If the zero detect output is then active, a^ 
is a root. Operation continues as described until all finite field values have been 
substituted and all roots recorded. 

This method uses less complex circuits than the "brute force" method. 

The example circuit above finds roots of finite field equations of degree three. 
The circuit can be extended in a logical fashion to find the roots of equations of a 
higher degree. 
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RECIPROCAL ROOTS 

There are times when the reciprocals of roots of finite field equations are re- 
quired. If 

x-^ + ai^x^ + a2*x + a3 = 

is an equation for which reciprocal roots are required, then 

a3«x-^ + cr2«x2 + a^^x +1 = 

is an equation whose roots are the reciprocals of the roots of the first equation. The 
Chien search circuit below can be used to find reciprocal roots. 



>= 



1^ 



® 




=►= 



F^= 



r 



•!={ •a 




ii=^= ZERO DETECT 



In this circuit, the inputs to the XOR circuit are from the multipliers instead of 
the registers because the equation is evaluated at a^ first. 
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FINDING ROOTS OF EQUATIONS OF DEGREE 2 
AN EXAMPLE 



the 



We illustrate the method by generating a quadratic table foi 
field GF(2^) generated by the polynomial x^ + x + 1 over GF(2) 



for solving y^ + y = C in 



First generate the antilog table for the field. Next construct a table giving C 
when y is known. Then construct a table giving y when C is known (Table A below). 



Antilog 


Table 


Exponent 


Vector 





000 





001 


1 


010 


2 


100 


3 


Oil 


4 


110 


5 


111 


6 


101 


•y is 


known 


-X- 


C 


000 


000 


001 


000 


010 


110 


oil 


110 


100 


010 


101 


010 


110 


100 


111 


100 


Table A. 


'C is known 


C 


Y 


000 


000,001 


001 


No solution 


010 


100,101 


Oil 


No Solution 


100 


110,111 


101 


No Solution 


110 


010,011 


111 


No Solution 



We may verify the validity of Table A by using it to solve the following equations: 
y2 + y = a2 => y = 110,111 
y2 + y - Qj5 => y - jjQ Solution 
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FINITE FIELD PROCESSORS 

Finite field processors are programmable or microprogrammable processors, which 
are designed especially for finite field computation. An example for computing in 
GF(256) is shown below. Except where noted, all paths are eight bits wide. 



SYNDROME BUFFER 



ROM TABLES 



H 



WORK BUFFER 



SEQUENCER 



Z-DET 



Z-DET 



B 



LOG 
ROM 



NOR 



>'l 



LOG ROM 



COMPLEMENTER 



8 -BIT BINARY ADDER 
MOD 255 



ANTILOG ROM 



->- GATE 



<7> 
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Adding two finite field elements from the work buffer consists of the following 
steps. 

1 . Transfer the first element to the A register. 

2. Transfer the second element to the B register. 

3. XOR the contents of the A and B registers and set the result in the C reg- 
ister. 

4. Transfer the C register to the work buffer. 

Each of these steps can be a separate instruction or part of a single instruction. 

Multiplying finite field elements from the work buffer consists of the following 
steps: 

1 . Transfer the first element to the D register. 

2. Transfer the second element to the E register. 

3. Add logs of the finite field elements and place the antilog of the results in 
the F register. 

4. Transfer the F register to the work buffer. 

As in finite field addition, each step can be a separate instruction or part of a 
single instruction. 

If either multiplication operand is zero, the result must be zero. Since the log of 
zero is undefined, this case must receive special attention. It is handled by the zero- 
detect circuits connected to the D and E registers and controlling the gate at the input 
of the F register. 

For the processor under consideration, logs must be added modulo 255. Eight-bit 
binary adders add modulo 256. They can be used to add modulo 255 by connecting 
"carry out" to "carry in". For the antilog table, the contents of location 255 are the 
same as location zero. 

Finite field division is accomplished with the same steps used for finite field mult- 
iplication, except logs are subtracted. 

The log operation could be implemented as follows: 

1 . Load the finite field value in register G. 

2. Move the log of the finite field value from the ROM tables to register H. 

3. Store register H in the work buffer. 

There are many design options available when designing a finite field processor. 
The options selected depend on the logic family to be used, cost, performance and other 
design considerations. The options selected for an LSI design would differ from those 
selected for a discrete design. 
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A partial list of operations that have been implemented on real world fmite-field 
processors is shown below. 

- Finite field addition 

- Finite field multiplication 

- Finite field division 

- Logarithm 

- Antilogarithm 

- Fetch one root of the equation y2 + y + C = 

- Take cube root 

- Compare finite field values 

- Branch unconditional 

- Branch conditional 

Non-finite-field operations that may be implemented include: 

- Binary addition and subtraction 

- Logical AND and inclusive-OR operations 

- Operations for controlling error-correction hardware. 

A finite field processor implementing subfield multiplication is shown in Section 5.4. 
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2.7 SUBFIELD COMPUTATION 

In this section, a large field, GF(22*^), generated by a small field, GF(2"), is dis- 
cussed. Techniques are developed to accomplish operations in the large field by per- 
forming several operations in the small field. 

Let elements of the small field be represented by powers of ;9. Let elements of 
the large field be represented by powers of a. 

The small field is defined by a specially selected polynomial of degree n over 
GF(2). The large field is defined by the polynomial: 



x^ + X + j9 



over the small field. 



Each element of the large field, GF(2^*^), can be represented by a pair of ele- 
ments from the small field, GF(2^). Let x represent an arbitrary element from the large 
field. Then: 

X = Xi'QJ + Xq 

where x^ and xq are elements from the small field, GF(2^). The element x from the 
large field can be represented by the pair of elements (x|,xo) from the small field. 
Thfs is much like representing an element from the field of Figure 2.5.1 with three 
elements from GF(2), (x2,X|,xo). 



Let 2 be any primitive root of: 



Then: 



Therefore: 



x^ + X + )9 



a^ + a + )9 = 



a^ = a + )9 
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The elements of the large field GF(22*i^), can be defined by the powers of a. For 
example: 



= 



aO = aO 



a^ = a^ 



a^ = a + ^ 

= a* (a + /?) 

= a + )9 + a-)0 

= (jS + 1) -QJ + /? 






This list of elements can be denoted 



al 


aO 











1 


1 





1 


p 


/5+1 


p 



The large field, GF(2^*^), can be viewed as being generated by the following shift 
register. All paths are n bits wide. 



CD 



This shift register implements the polynomial x^ + x + /3 over GF(2^). 

Methods for accomplishing finite field operations in the large field by performing 
several simpler operations in the small field are developed below. 
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ADDITION 

Let X and w be arbitrary elements from the large field. Then: 
y = X + w 

= (xi-a + xq) + (wi*a + Wo) 

= (Xi + Wi) •« + (Xq + Wq) 

MULTIPLICATION 

The multiplication of two elements from the large field can be accomplished with 
several multiplications and additions m the small field. This is illustrated below: 

y = x»w 

= (Xi*a + Xq) • (Wi«a + Wq) 

= xx'Wx-a^ + xi*wo*a + Xo*wi«a + xq-Wq 

But, a^ = a + /3, so 

= xi-wi«(a + )3) + wo'Xi'tt + XQ^wi'a + XqWq 

= (x^-wi + wq'Xi + xq'Wi) 'a + (xx»Wi*/3 + xq^wq) 

Methods for accomplishing other operations in the large field can be developed in 
a similar manner. The method for several additional operations are given below without 
the details of development. 

INVERSION 
y = 1/x 

Xi Xi + Xq 



(xi)2./3 + xi-xo + Xo^ (Xi)2.)9 + Xi-xo + Xq^ 
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LOGARITHM 

L = LOGa(x) 

Let, 

J = LOG^[(Xi)2./9 + xi-XQ + Xo2] 

K = if xi=0 

= 1 if XiT^O and Xo=0 

= fl(xo/xi) if XiT^O and xqt^O 

Then, 

L = {the integer whose residue modulo (2'^-l) is J and whose 
residue modulo (2^+1) is K) 

This integer can be determined by the application of the Chinese Remainder 
Method. See Section 1.2 for a discussion of Oie Chinese Remainder Method. 

The function f^ can be accomplished with a table of 2^ entries which can be gen- 
erated with the following algorithm. 

BEGIN 
Set table location fi(0)=0 
FOR 1=2 to 2" 
Calculate the GF(22*n) element Y = a^ = Yi • a + Yq 
Calculate the GF(2'i) element Yq/Yi 
Setfi(Yo/Yi)=I 
NEXT I 
END 
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ANTILOGARITHM 

X = ANTILOGck(L) 

= ANTIL0G^(INT(L/(2"+l)) if [L MOD (2^+1) ]=0 

= [ANTIL0G^(INT(L/(2^+l))]*a if [L MOD (2^+1) ]=1 
= xi*a + Xq if [L MOD (2^+1) ]>1 

where xj and xq are determined as follows. Let 
a = ANTILOG^[ L MOD (2^-1) ] 
b = f2[ (L mod (2^+1)) -2 ] 
Then, 

1/2 



xi = 



b2 + b + jS 



Xq = b-xi 

The function f2 can be accomplished with a table of 2" entries. This tabic can he 
generated with the following algorithm. 

BEGIN 
Setf2(2'i-1)=0 
FOR 1=0 to 2^-2 
Calculate the GF(22*n) element Y = a(I+2) == Yi • a + Yq 
Calculate the GF(2^) element Yq/Yi 
Setf2(I) = Yo/Yi 
NEXT I 
END 
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APPLiCATinm 

In thj^ section, techniques were introduced for performing operations in a large 
field, GF(2^*°), by performing several simpler operations in a small field, GF(2^). 

One application of these techniques is for computing in a very large finite field. 
Assume that it is necessary to perform computation in GF(65536). A multiplication 
operation might be accomplished by fetching logs from a log table; adding logs modulo 
65535; and fetching an antilog. The log and antilog tables would each be 65536 loca- 
tions of 16 bits each. The total storage space reqmred for these tables would be one 
quarter million bytes. An alternative is to define GF(6553Q as described in this section 
and to perform operations in GF(6553Q by performing several simpler operations in 
GF(256). These GF(256) operations could be performed with 256 byte log and antilog 
tables. 

Another application is for performing finite field multiplication directly with ROMs 
for double-bit-memory cmjection. Instead of using one ROM with 2™ locations, use 
four ROMs each with 2^ ^ locations. An example application to multiplier ROMs is 
shown below. 



A GF(256) MULTIPLIER USING A SINGLE ROM 



16 total input 
address lines 



X -7^ 



w -y- 



65536:8 
ROM 



-/-► Y = X'W 



8 output 
lines 



A GFf256) MULTIPLIER USING FOUR SMALLER ROMS 



W 



V ^^_^ 










256:4 ROM 




Xl 








. 
























- ^0 






^ 


256:4 ROM 




/^ 






J 1 






\ ' 








v^ 
















256:4 ROM 




















^ 














Wi 












^rTfi\ 






^K^fiJ i 


^ 


256:4 ROM 


•^ 








%f \ 


JH 


^v ' 


Wq 










Vw 



Yl 



Y ^ X-W 



See Section 5.4 for details of a GF(28) multiplier constructed from four GF(2'*) 
multipliers. 
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CHAPTER 3 - CODES AND CIRCUITS 



3.1 FIRE CODES 

Fire codes are linear cyclic single-burst-correcting codes defined by generator 
polynomials of the form: 

g(x) = c(x)«p(x) = (x^ + l)«p(x) 

where 

c = Degree of the c(x) factor of g(x) 

p(x) is any irreducible polynomial with period e, and e does not 
divide c. 

Let: 

z = Degree of the p(x) factor of g(x) 

m = Degree of g(x) = total number of check bits = c+z 

n = Record length in bits including check bits; n<LCM(e,c) 

b = Guaranteed single-burst correction span in bits 

d = Guaranteed single-burst detection span in bits 

The maximum record length in bits, including check bits, is equal to the period of 
g(x), which is the least common multiple of e and c. The guaranteed single-burst 
correction and detection spans for the Fire codes are subject to the following ine- 
qualities: 

b < z 

b < d 

b+d < c+i 

These inequalities provide a lower bound for d. When the record length is much 
less than the period of the polynomial, this bound for d is conservative. In this case, 
the true detection span should be determined by a computer search. 

Given a fixed and limited total number of check bits, selecting the degrees of p(x) 
and c(x) will be involve a tradeoff. Increasing the degree of p(x) will provide more 
protection against miscorrection on double-bit errors (less pattern sensitivity), while 
increasing the degree of c(x) will provide a greater correction span and/or detection 
span. The degree of c(x) should not be used to adjust the period of a Fire code unless 
the effects of pattern sensitivity are fiilly understood. 

Overall miscorrection probability for a Fire code for bursts exceeding the guaran- 
teed detection capability is given by the equation below, assuming all errors are pos- 
sible and equally probable: 



^mc 



>m 



Miscorrection probability for double-bit errors separated by more than the guaran- 
teed detection span, assuming all errors of this type are possible and equally probable, 
is given by: 
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P.cdb « ^^'=^^ * 



c*(2Z-i) 



This equation is applicable only when the product of Pmcdb ^^ the number of possible 
double-bit errors is much greater than one. When this is not true, a computer search 
should be used to determine the actual Pmcdb- 

An advantage of the Fire Code is simplicity. A disadvantage is pattern sensitivity. 
The (x^ + 1) factor of the Fire Code generator polynomial causes the code to be sus- 
ceptible to miscorrection on short double-bursts. The Pmcdb ^nation given above 
provides a number for this susceptibility for one particular short double-burst (the 
double-bit error). For more information on the Fire code's pattern sensitivity see 
Sections 4.4 and 4.6. 

The pattern sensitivity of the Fire Code can be reduced to any arbitrary level by 
adding sufficient redundancy to the p(x) factor. 

There are at least five ways to perform the correction step: 

1 . Clock around the fiill period of the polynomial. 

2. Shorten the code by performing simultaneous multiplication and division of 
the data polynomial. A computer search may be required to minimize the 
complexity of feedback logic. The period after shortening can be selected to 
be precisely the required period . 

3. Select a nonprimitive polynomial for p(x). This method yields a less complex 
feedback structure than method 2. However, it is only possible to select a 
period that is close to the required period. A computer search is required. 

4. Perform the correction function with the reciprocal polynomial. This requires 
that either a self-reciprocal polynomial be used, or that the feedback terms 
be modified during correction. In addition, the contents of the shift register 
must be flipped end-for-end before performing the corrections. 

This method differs from methods 1 through 3 because the maximum number 
of shifts during correction depends on the record length instead of the poly- 
nomial period. Therefore, correction is faster for the case when the record 
length is shorter than the polynomial period. 

5. Decode using the Chinese Remainder Method. This method requires only a 
fraction of ttie number of shifts required by the other methods. Thus, sig- 
nificant improvements in decoding speed can be obtained. 

Any of the methods above may be implemented in hardware or software. However, 
for software, methods 4 and 5 are the most applicable. Methods 4 and 5 are more 
flexible for handling variable record lengths than the other methods. 

The Fire Code may be implemented with bit-serial, byte-serial or k-bit-serial logic. 
See Section 4.7 for k-bit serial techniques. 
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BITSERIAL 

Fire-code circuit implementations using bit-serial techniques are less complex than 
those using byte-serial techniques. 

Less logic is required for the shift register as well as for detecting the correctable 
pattern. 

Polynomial selection is easier for the bit-serial implementation. 

The disadvantage of bit-serial circuit implementations is shift rate limitations. 

BYTE SERIAL 

Byte-serial circuit implementations have speed as their advantage. 

One disadvantage is greater logic complexity compared to bit-serial implementa- 
tions. More logic is required to implement the shift register and to detect the correc- 
table pattern. Pattern detection is more complex because the pattern is never justified 
to one end of the shift register. The problem is to determine within one shift (byte 
time), if a pattern unjustified in several byte-wide registers is of length b bits or less. 

Another disadvantage of byte-serial implementations is that a computer search may 
be required for polynomial selection if the feedback logic is to be minimized. 

Both bit-serial and byte-serial logic may be implemented in either hardware or 
software. Byte-serial implementations in software usually require look-up tables (for 
effective speed). 
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DECODING ALTERNA TIVES FOR THE FIRE CODE 

The Fire code can be decoded with the methods described in Section 2.3. Two ex- 
amples of real worid decoding of the Fire code are discussed in Sections 5.2.2 and 5.2.3. 

The interaal-XOR or extemal-XOR forms of shift registers may be used for im- 
plementing Fire codes. The decoding methods of Section 5.2 apply to the Fire code as 
well as to computer-generated codes . 

In many cases, logic can be saved by using sequential logic to determine if the 
shift register is nonzero at the end of a read. 

It is possible to use a counter to detect the correctable pattern. The counter 
counts the number of zeros preceding the error pattern. For the intemal-XOR form of 
shift register the counter can monitor the high order shift register stage. A one clears 
the counter. A zero bumps the counter. The counter function can also be accomplished 
by a software routine commanding shifts and monitoring the high order shift register 
stage. 

It is harder to detect the correctable pattern for byte-serial implementations than 
for bit-serial implementations. The second flowchart of Section 5.3.3 shows a software 
algorithm for detecting the correctable pattern for a byte-serial software implementa- 
tion. The following page shows a method for accomplishing this for a byte-serial 
hardware implementation. 
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CORRECTABLE PATTERN FOUND 



Figure 3.1.1 Byte-serial Hardware Correction 



Correction span is assumed to be eight bits. When the correctable pattern 
first appears in the shift register, at least one bit of the pattern will be in the 
low order byte. 
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3.2 COMPUTER-GENERATED CODES 

Computer-generated codes are based on the fact that if a large number of poly- 
nomials of a particular degree are picked at random, some will meet previously defined 
specifications, provided the specifications are within certain bounds. 

There are equations that predict the probability of success when evaluating poly- 
nomials against a particular specification. 

For computer-generated codes, correction and detection spans are determined by 
computer evaluation. Overall miscorrection probability, assuming all errors possible and 
equally probable, is given by: 

p .. n*2b^l 
2^ 

where, 

b = Guaranteed single burst correction span in bits 

n = Record length in bits including check bits 

m = Total number of check bits 

In some cases, tens of thousands of computer-generated polynomials have been 
evaluated in order to find a polynomial with particular characteristics. 

Properly selected computer-generated codes do not have the pattern sensitivity of 
the Fire code. It is possible to select computer-generated codes that have a guaranteed 
double-burst-detection span. The miscorrecting patterns of these codes are more ran- 
dom than those of the Fire code. 

The decoding alternatives for the computer-generated code are the same as those 
previously described for the Fire code. 
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COMPUTER SEARCH RUN 

This run evaluates polynomials for use with 512-byte records and correction spans 
to 8 bits. This run is for illustration only. The polynomials below which have a good 
single-burst detection span may not test well against other criteria. 



Single-burst detection 
spans for given 



Polynomial 




correction span of: 


(octal) 


1 


2 


3 


4 


5 


6 


7 


8 


40001140741 


18 


18 


18 


16 


16 


16 


16 


12 


41040103211 


19 


19 


19 


15 


14 


14 


13 


13 


42422242001 


19 


19 


19 


17 


17 


12 


12 


12 


42010100127 


21 


21 


16 


16 


16 


15 


15 


12 


42200301203 


20 


20 


19 


17 


17 


15 


12 


12 


40110425041 


19 


19 


17 


17 


17 


17 


10 


10 


40442115001 


18 


18 


18 


18 


17 


16 


16 


14 


44104042501 


19 


19 


16 


16 


12 


12 


10 


10 


40030201415 


18 


18 


18 


15 


15 


13 


13 


13 


40030070211 


19 


19 


18 


18 


13 


11 


11 


11 


40006241441 


20 


19 


18 


18 


15 


15 


15 


14 


40430250401 


15 


15 


15 


15 


15 


13 


12 


11 


44401144041 


20 


20 


20 


16 


16 


14 


14 


13 


41442001203 


22 


21 


20 


18 


17 


16 


14 


11 


44431120001 


17 


17 


17 


17 


16 


15 


11 


11 


40056110021 


20 


20 


15 


15 


15 


9 


9 


9 


40200211701 


20 


20 


20 


18 


18 


9 


9 


9 


40001201163 


18 


18 


18 


15 


15 


14 


12 


12 


40410423003 


21 


18 


17 


16 


16 


16 


14 


12 


42000027421 


17 


17 


17 


16 


13 


13 


13 


13 


40001741005 


18 


17 


17 


17 


11 


11 


11 


11 


42000045065 


20 


20 


17 


16 


14 


14 


14 


10 


41114210201 


20 


19 


19 


18 


18 


16 


16 


14 


44011511001 


20 


20 


18 


18 


16 


13 


13 


11 


41200103203 


18 


18 


15 


15 


15 


15 


15 


14 


43140224001 


18 


18 


18 


18 


17 


7 
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COMPUTER SEARCH RUN (CONTINUED) 



Single-burst detection 
spans for given 



Polynomial 




correction span ol 


e: 


(octal) 


1 


2 


3 


4 


5 


6 


7 


8 


40000074461 


14 


14 


14 


14 


14 


13 


13 


13 


40527200001 


16 


16 


16 


16 


16 


16 


16 


10 


40342100221 


19 


18 


18 


18 


18 


16 


11 


11 


40400264411 


16 


16 


16 


16 


16 


13 


13 


13 


44001140305 


17 


17 


17 


17 


17 


13 


13 


13 


41450040051 


19 


19 


18 


18 


18 


16 


14 


14 


40060405013 


20 


19 


19 


19 


17 


14 


13 


10 


41030210031 


18 


18 


18 


18 


17 


17 


17 


9 


40201202131 


17 


17 


17 


17 


16 


16 


16 


15 


41024021025 


21 


19 


19 


19 


16 


12 


12 


12 


40006052403 


18 


18 


18 


18 


16 


15 


13 


12 


40152014401 


19 


19 


18 


18 


14 


14 


14 


13 


46200002341 


19 


19 


19 


19 


17 


14 


14 


10 


44501404011 


19 


19 


16 


16 


14 


14 


13 


13 


40250002053 


20 


20 


18 


18 


17 


17 


15 


14 


43012104011 


19 


18 


18 


18 


18 


17 


12 


12 


42012430201 


21 


17 


17 


17 


15 


15 


12 


12 


42114023001 


21 


21 


20 


16 


16 


11 


11 


10 


43300020241 


15 


15 


15 


15 


14 


14 


14 


13 


40001403207 


18 


18 


18 


18 


17 


16 


9 


9 


40214020503 


20 


20 


20 


16 


16 


16 


10 


10 


40260302005 


20 


20 


19 


18 


17 


7 






40252200241 


20 


20 


20 


13 


13 


13 


12 


12 


40004560111 


16 


16 


16 


16 


14 


14 


14 


14 


40000404347 


15 


15 


15 


15 


15 


15 


14 


13 


42200036011 


15 


15 


15 


15 


11 


11 


11 


10 


42202210241 


20 


18 


18 


17 


10 


10 


10 


10 


40504100431 


16 


16 


15 


15 


15 


12 


12 


12 


42012401111 


19 


17 


17 


15 


15 


14 


14 


14 


43041105001 


21 


20 


17 


17 


17 


14 


14 


12 


40022044225 


18 


18 


18 


11 


11 


11 


11 


11 


40500001465 


19 


18 


18 


15 


15 


15 


15 


14 
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SPECTRUM OF DETECTION SPANS FOR COMPUTER SEARCH RUN 

12 



DET SPAN 

2 2 





11 



7 8 9 10 11 12 13 14 15 16 17 
CORRECTION SPAN 6: AVERAGE DETECTION SPAN =13.7 



12 



10 



7 8 9 10 11 12 13 14 15 16 17 
CORRECTION SPAN 7: AVERAGE DETECTION SPAN =12.9 



13 



10 



11 



7 8 9 10 11 12 13 14 15 16 17 
CORRECTION SPAN 8: AVERAGE DETECTION SPAN =11.9 
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MOST PROBABLE DETECTION SPAN 

The equation below gives an approximation for the most likely single-burst detec- 
tion span of a single polynomial picked at random. 



d ^ 0.5287 - 0.6932 ^^ 



where, 



b = Single-burst correction span 

d = Single-burst detection span 

n = Number of information plus check bits 

m = Number of check bits 



PROBABILITY OF SUCCESS 



The equation below gives an approximation for the probability that a single poly- 
nomial picked at random will meet specified criteria. 



Ps 



« r 1 . n*2^ "I 2^-1 



where n, m, b, and d are as defined above. 
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3.3 BINARY BCH CODES 

Binary BCH codes correct random bit errors. Coefficients of the data polynomial 
and check symbols are from GF(2) i.e. they are binary '0' or 'T, but computation of 
error locations and values is performed using w-bit symbols in a finite field GF(2^), 
where w is greater than one. 

BINARY BCH CODE SUMMARY 

Let: 

w = Number of bits required to represent each element of GF(2^), the field 

wherein computations are performed, 

n = Selected record length in bits, including check bits 

t = Number of bits the code is capable of correcting 

d = Minimum Hanmiing distance 

m = Degree of code generator polynomial 

= Number of check bits 

mi(x) = Minimum polynomial in GF(2) of a^ in GF(2^ 

g(x) = Code generator polynomial 

= LCM[mi(x),m3(x), . . . ,m2*t-l Wl 

k = Number of factors of g(x) [typically t] 

D(x) = Data polynomial 

W(x) = Write redundancy polynomial = [x"^-D(x)]MODg(x) 

C(x) = Transmitted codeword polynomial = x^»D(x) + W(x) 

E(x) = Error polynomial =x 1+x 24.,,. 

C * (x) = Received codeword polynomial = C(x) + E(x) 

Then the following relationships hold: 

n<2W-l 
d = 2*t+l 

m < w*t \6 >. H '- 

THE GENERATOR POLYNOMIAL 

The generator polynomial for a t-error-correcting binary BCH code is: 

g(x) = LCM[mi(x),m3(x),...,m2*t-lW] 

where mi(x) is the minimum polynomial in GF(2) of a^ in GF(2^); see the glossary for 
the definition of a minimum polynomial. The LCM function above accounts for the fact 
that if the minimum polynomials of two or more powers of a are identical, only one 
copy of the polynomisd is multiplied into g(x). In most cases no duplicate polynomials 
exist, and g(x) is the product of them all: 

g(x) = mi(x)«m3(x)*...«m2*t-lW 
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ENCODING 

Enccxling for a binary BCH code can be performed with a bit-serial shift register 
implementing the generator polynomial of the form shown below. All paths and storage 
elements are bit-wide. Multipliers comprise either a connection or no connection. 

GATE 





•gi 



WRITE 



WRITE DATA/CHECK BITS 



x^ ""^"^y^~" ^^ "^^^ 



DATA 



MUX 



For applications such as error correction on semiconductor memory, an encoder im- 
plementing combinatorial logic is preferable to one implementing sequential logic. Such 
an encoder includes a parity tree for each bit of redundancy. The parity tree for a 
coefficient Wj of the x^ term of the write redundancy polynomial W(x) includes each 
data bit Dj for which the coefficient of the x^ term of 

[x"^.xJ]MODg(x) 

is one. 

PARITY TREES 



Dn-in-2 



Do 



1 r 



Wm-l 



Wo 



An example of a combinatorial-logic encoder is given in the BINARY BCH CODE 
EXAMPLE below. 
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DECODING 

Decoding generally requires 5 steps: 

1. Generate the syndromes. 

2. Calculate the coefficients of an error locator polynomial. 

3. Find the roots of the error locator polynomial to determine error location 
vectors. 

4. Calculate logs of error location vectors to obtain error locations. 

5. Invert bits in error. 

SYNDROME GENERATION 

The syndromes contain information about the locations of errors: 
Si = a^l + a^2 + . 

S5 = a ■»- + a ^+. 



Sk 



= a^*^l -f a^*^2 + . 



It is possible to compute the syndromes directly from the received codeword poly- 
nomial C ' (x) with the following equation. 

Si = C'(ai) 

The above equation can be implemented with either sequential or combinatorial logic. 

The syndromes can also be computed by computing the residues of the received 
codeword when divided by each factor or the generator polynomial. Let: 

ri(x) = C'(x)MODmi(x) 

then the resulting residues may be used to compute the syndromes: 

Si = ri(ai) 

The above equations can be implemented sequentially, combinatorially, or with a mixture 
of sequential and combinatorial logic. 

An example of each of the above methods is shown in the BINARY BCH CODE EX- 
AMPLE below. 
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COMPUTING COEFFICIENTS OF ERROR LOCA TOR POLYNOMIALS 

The error locator polynomial has the following form. 

e , 

n r"(x + a i) = X® + aix®"^ + ... + (je-i + ae = 
i=l 

The coefficients of the error locator polynomial are related to the syndromes by 
the following system of linear equations, called Newton's identities. 

cjl = Si 

ai-S2 + a2-Si + 02 = S3 

ai-S4 + a2-S3 + a3-S2 + a4-Si + as =85 

... ... ... 

^l*S2t-2 + ... + (J2t-2*Sl = S2t-1 

For error locator polynomials of low degree, the coefficients of the error locator 
polynomial are computed by solving Newton's identities using determinants. For error 
locator polynomials of high degree, the coefficients are computed by solving Newton's 
identities with Berlekamp's iterative algorithm. 

FINDING THE ROOTS OF ERROR LOCATOR POLYNOMIALS 

The roots of error locator polynomials are error location vectors. The logs of 
error location vectors are error locations. 

The error locator polynomial of degree one is: 
X + a^ =0 
The single root of this equation is simply: 
X = ai 

The error locator polynomial of degree two is: 

x^ + ai»x + (T2 = 

This equation can be solved using a precomputed look-up table by first applying a 
substitution to transform it into following form (see Sections 2.6 and 3.4 for more 
details): 

y2 + y + c = 

There are similar approaches to solving other low degree error locator polynomials. 
The Chien search is used to solve error locator polynomials of high degree. 
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BINARY BCH CODE EXAMPLE 

Assume a two-error-correcting code over GF(24). The generator polynomial is: 
g(x) = ini(x) •in3(x) = (x^ + x + 1) • (x^ + x^ + x^ + x + 1) 



= v8 



x*^ + x'7 + x^ + x"^ + 1 



The codeword length is limited to 2^-1=15 bits, so the code may be used protect a 
seven-bit data polynomial. 

SEQUENTIAL LOGIC ENCODER 













GAI 

►- 


'E 






-' 




r 1 




Oi 


r-y7 

— ^ C 

—^ 1 


C(x) 


h V x^ x^ x^ x^ --♦— 


D(x) 







MUX 



COMBINA TORIAL LOGIC ENCODER 



The write-redundancy polynomial coefficients are given by the following parity 
trees. Each coefficient Wj is formed as the XOR sum of those coefficients Dj whose 
row contains a ' 1' in Wj's column. 



D6 
D5 
D4 

D3 
D2 
Dl 
Do 



[X^'X^] 
[X^«X^] 



:8.x4] 
:8.x3 
:8.x2] 
:8«xl] 

'8 , yO T 



[X 
[X 
[X 
[X 
[X^'X^] 



MOD g(x) 
MOD g(x) 
MOD g(x) 
MOD g(x) 
MOD g(x) 
MOD g(x) 
MOD g(x) 



x7 


x6 


x5 


x4 


x3 


x2 


xl 


xO 


1 


1 


1 





1 














1 


1 


1 





1 














1 


1 


1 





1 














1 


1 


1 





1 


1 


1 


1 








1 


1 








1 


1 


1 








1 


1 


1 


1 





1 











1 



W7 We W5 W4 W3 W2 Wi Wo 
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SYNDROME GENERATION 



SEQUENTIAL CIRCUIT FOR SI 



Si = ri(a) = [C'(x) MOD mi(x)] 



_ 1 1 



C'(x) 



SEQUENTIAL CIRCUIT FOR S3 



S3 = r3(a3) = [C (x) MOD msCx)] 



C'(x) 



x^ ^*~r+/' 




+ h*- 



Zh© 



ijH3 



-^ S3=r3(a-*) 



"O^" 



-^Or' 



-►1 



ALTERNATIVE SEQUENTIAL CIRCUIT FOR S3 
S3 = C'(a3) 



x^ "^"Cv I ^^ "viz 



r 

I 



I 
ZK0 

I 

C'(x) 
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COMBINATORIAL LOGIC SYNDROME CIRCUITS 

The parity tree for a coefficient Sij of the xJ term of syndrome Si includes each 
received codeword bit C^ for which the coefficient of the ji term of 

[xk*i] MOD mi(x) 

is one. 



Cl' 
Co' 



PARITY 
TREES 



TTT 

Si(w-l) • • 'Sii Sio 



COMPUTING THE COEFFICIENTS OF THE TWO-ERROR LOCATOR POLYNOMIAL 

For the two-error case the system of linear equations below must be solved. 
These equations follow from Newton's identities. 

(1) •Ox + (0) •a2 = Si 

(S2) -cTi + (Si) •a2 = S3 



CTi = 



02 = 



Sl 

S3 



Sl 




1 

S2 



Sl 




1 
S2 


Sl 

S3 


1 
S2 



Sl 





(Sl)' 
Sl 



S3 + Si-S2 S3 + Si.(Si)2 S3 + (Si)3 



Sl 



Sl 
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FINDING ROOTS OF THE TWO-ERROR LOCATOR POLYNOMIAL 

The algorithm below defines a fast method for finding roots of the error locator 
polynomial in the two-error case. This algorithm can be performed by a finite field 
processor. For double bit memory correction is performed by combinatorial logic. 

The two-error locator polynomial is 

x^ + a^-x +(72 = 

where 

Si 
Substitute 

X = ai-y = Si-y 

to obtain 

y2 + y + = y2 + y + C = 

(^1)2 



(Si) 3 + S3 



where 



C = 



02 (Si)^ + S3 



(ai)2 (Si)3 



Fetch Yi from TELA (see Section 2.6) using C as the index. Then form 

Y2 = Yi + a^ 
Apply reverse substitution of 

y = x/ai 
to obtain 

Xi = a^l = ai-Yi = Si-Yi and X2 = a^2 = ai*Y2 = Si-Y2 
Finally, calculate the error locations 

Li = LOGa(Xi) 

L2 = L0Gc^(X2) 

For a binary BCH code, the error values are by definition equal to ' T . 
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BCH CODE DOUBLE-BIT MEMORY CORRECTION 'EXAMPLE itl 



Si 



f3w 
-y 



.W 



CUBE 



sr 



LOG 



LOGCSi^) 



BINARY 
ADDER* 



LOG 



L0G(S3i 
-LOG(Si^) 



L0G(S3) 



ZERO-DETECT -O 



♦Binary addition modulo 
field size minus one. 



ANTILOG 







LOG 



BINARY 
ADDER* 



L2 



GATE 



-0 



S3_ 

Si- 

I 

c 



TABLE 



=0 



Yl 



LOG 



ALARM 



LOG 



BINARY 
ADDER* 



Ll 



This example is shown in a form that is easier to understand. Example #2 uses 
the same approach but combines some of the functions. 
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BCH CODE DOUBLE-BIT MEMORY CORRECTION - EXAMPLE #2 



'i,w 



^ 



LOG 



CUBE/LOG 



LOG(Si-^) 



BINARY 
ADDER* 



LOG 



L0G(S3l 
-LOG(Si'^) 



LOG (S3) 



ZERO-DETECT -O 



*Binary addition 
modulo field 
size minus one. 



ANTILOG 



GATE 



TABLE 



=0 






TABLE 



L0G(Y2) 



BINARY 
ADDER* 



=0 



LOG(Yl) 



BINARY 
ADDER* 



L2 



Ll 



OR 



ALARM 



This example uses the same approach as Example #1 but several functions have 
been combined. 
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BCH CODE DOUBLE-BIT MEMORY CORRECTION - EXAMPLE if 3 



fi^ 



CUBE/ INVERT 



1/Si^ 



GF MULTIPLIER 



^3 ^,w 






-0 



Qy 



TABLE 



Y2 



GF MULTIPLIER GF MULTIPLIER 



=0 



Yl 



ALARM 



X2 



= a^2 



XI 



= a^l 
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BCH CODE DOUBLE-BIT MEMORY CORRECTION - EXAMPLE »4 



^ 



CUBE/INVERT 



l/(Si)3 



S3 



GF MULTIPLIER 



^3 M 



^0 1 



TABLE 



=0 



ALARM 



Yl 



GF MULTIPLIER 



<d 



XI = a^l X2 = a^2 
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BCH CODE DOUBLE-BIT MEMORY CORRECTION - EXAMPLE #5 



The mathematical basis for this example is developed by operating on the error 
locator polynomial: 

x^ + ai«x + (Ti = 

First substitute for o\ and ay2 using expressions developed above: 



x^ + Si-x + 



(Sl)^ + S3 
Si 



= 



Next multiply by Sj: 

Si-x2 + (Si)2.x + (Si)3 + S3 = 
Add zero in the form of (x^ + x^): 

(x^ + x^) + Si-x2 + (Si)2.x + (Si)^ + S3 = 



Finally, rearrange and combine the underlined terms to obtain a useful relation: 



(Si + x)-^ + (S3 + x-^) 



3^ = 



(Si + ai) 



CUBER 



G> 



ZERO-DETECT 



(S3 + (ai)3) 



RAW DATA BITS 



<i) 



CORRECTED DATA BITS 



One such circuit is required for each bit of the memory word. 
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3.4 REED-SOLOMON CODES 

Reed-Solomon codes are random single- or multiple-symbol error-correcting codes 
operating on symbols which are elements of a finite field. The coefficients of the data 
polynomial and the check symbols are elements of the field, and all encoding, decoding, 
and correction computations are performed in the field. Reed-Solomon codes are in- 
herently symbol oriented and the circuits implementing them are typically clocked once 
per data symbol, although bit-serial techniques are also employed. / 

We shall use the Galois field with eight elements (i.e., GF(8) or GF(2^)), introduced 
in Section 2.5 in illustrating the properties and implementation of Reed-Solomon codes. 
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REED-SOLOMON CODE SUMMARY 

Let 

w = Number of bits per symbol; each symbol e GF(2^) 

m = Degree of generator polynomial = number of check symbols 

n = Selected record length in symbols, including check symbols 

d = Minimum Hamming distance of the code 

t = Number of symbol errors correctable by the code 

Cc = Selected number of symbol errors to be corrected 

ej = Number of symbol errors which the code is capable of de- 
tecting beyond the number selected for correction 

b = Burst length in bits 

c = Number of bursts correctable by the code 

A(x) = Any polynomial in the field 

G(x) = The code generator polynomial 

gi(x) = Any of the m factors of G(x) = (x + a^) when mO=0 

D(x) = Data polynomial 

W(x) = Write redundancy polynomial = [x"^ • D(x)] MOD G(x) 

C(x) = Transmitted codeword polynomial = x^«D(x) + W(x) 

E(x) = Error polynomial =ei»x l+e2*x2-f.,. 

CV(x) = Received codeword polynomial = C(x) + E(x) 

R(x) = Remainder polynomial = C ' (x) MOD G(x) 

Si = ith syndrome = C ' (x) MOD gi(x) 

Then the following relationships hold: 



n 


< 


2W-1 


d 


= 


m+1, 


ec 


< 


t = INT[(d-l)/2] = INT[m/2] 


ed 


= 


dmin-2*ec-l =m-2*ec 


b 


< 


(ec-l)*w + 1 


c 


= 


ec/(l + I^fT[(b+w-2)/w]) 
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^R 
^R 
^R 
^R 
REED-SOLOMON CODE SUMMARY (CONT. ) 

A(x) MOD gi(x) = [A(x) MOD G(x)] MOD gi(x) (1) 

A(x) MOD gi(x) = A(x)|^i = A(ai) (2) 

C(x) MOD G(X) = (3) 

C(X) MOD gi(x) = (4) 

R(X) = C (X) MOD G(x) 

= [C(x) + E(x)] MOD G(x) {by definition of C'} 
= E(x) MOD G(x) {by equation (3)) (5) 

Si = C (X) MOD gi(x) 

= [C(x) + E(x)] MOD gi(x) {by definition of C'} 
= E(x) MOD gi(x) {by equation (4)} 

= Ei^a"^*^! + E2*a^*^2 + •.. {by equation (2)} 
= [E(x) MOD G(x)] MOD gi(x) {by equation (1)} 
= R(x) MOD gi(x) {by equation (5)} 
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CONSTRUCTING THE CODE GENERATOR POLYNOMIAL 

The generator polynomial of a Reed-Solomon code is given by: 

G(x) = nrr (x + a^o+^j 

i=0 

where m is the number of check symbols and mo is an offset, often zero or one. In 
the interest of simplicity, we take mo equal to zero for the remainder of the discussion. 
Note that many expressions derived below must be modified for cases where mO is not 
zero. Let m=4; the code will be capable of correcting: 

t = INT(in/2) = 2 

symbol errors in a codeword. The generator polynomial is: 

3 
G(x) = I I (X + ai) 
i=0 

= (X + a^) (X + a^) (X + a2) (x + a^) 



= v4 



3^ .y3 



= x^ + (a" + a-*- + a^ + a-^) -x 

+ (a^a^ + a^a^ + a^a^ + a^a^ + a^a^ + a^a^) -x^ 
+ (a^a^a^ ^-a^a^o? ■\-a^a?'Q? ^-a^a^a^) -x + (a^a^a^a^) 

= x^ + a^.j^S 4. a^«x2 + a^»x + a^ 

VERIFYING THE CODE GENERATOR POLYNOMIAL 

The code generator polynomial evaluates to zero at each of its roots. This fact 
can be used to prove the computations used in generating it: 



G(x) 



= a^ + a^ + a^ + a^ + a^ = 



G(x) 



= a0.(al)4 + ct2.(al)3 + a5.^^1)2 + ce^.a^ + a^ = 



G(x) 



= a0«(a2)4 + a2.(a2)3 + a5.(a2)2 + qS.q2 + a^ = 



G(x) 



= a0-(a3)4 + ct2. (a3)3 + cr5.(a3)2 4. a^-a^ + a^ = 
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FINITE FIELD CONSTANT MULTIPLIERS 

To design a constant multiplier to implement 

in GF(2^), fill in the diagram below with the binary representations of 

^nan+l^ ... ,an+w-l 



X — 



x„-i 
Xw-2 

xo 



yw-1 yw-2 






yll+W-l 



yn+w-2 



yn+1 



yi 70 



L 



y = a^-x 

Then construct parity trees down columns. The parity tree for a given y bit 
includes each x bit with a T at the intersection of the corresponding column and row. 

Example : Using the field of Figure 2.5.1, construct a constant multiplier to compute: 

y = a*^»x 



X2 
xo 



111 
110 
oil 



72 Yl 



70 

-J 



= «3. 



a-'rx 



a~ 



72 = 5Ci + X2 

yi = Xq + xi + X2 
yo = xo + X2 
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ENCODING OF REED-SOLOMON CODES 

Encoding is typically, but not always, performed using an intemal-XOR shift regis- 
ter with symbol-wide data paths, implementing the form of generator polynomial shown 
above. Other encoding alternatives will be discussed later in this section. 

The following circuit computes C(x) for our example field and code in symbol-serial 
fashion: 




D(x) 



(3 
I I I 




(3 



1 h^ 



C(x) = X^-D(X) + [X^-D(X)] MOD G(x) 



MUX 



The circuit above multiplies the data polynomial D(x) by x"^ and divides by G(x). 
All paths are symbol- wide (three bits for this example). The AND gate and the MUX 
are fed by a signal which is low during data time and high during redundancy time. 

The circuit below performs the same function. 



D(x) 



MUX 



4> 



C(x) = X^-D(X) + [x^-D(x)] MOD G(X) 



(^^^ (2^ QaS) (^a6) 

I I I 
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DECODING OF REED-SOLOMON CODES 
Decoding generally requires five steps: 

1. Compute syndromes. 

2. Calculate the coefficients of the error locator polynomial. 

3. Find the roots of the error locator polynomial. The logs of the roots are the 
error locations. 

4. Calculate the error values. 

The following circuit computes the syndromes for our example field and code in 
symbol-serial fashion: 

Si = C»(x) MOD gi(x) = C'(x) MOD (x + a^) 



C'(x) 



O — \ 

-0 



So 



n<2)- 



Sl 



r<2)- 



S2 



r— ►(^^- 



J 



1 

J 



4) 



This circuit computes the syndromes by dividing the received codeword C'(x) by 
the factors of G(x). All paths are symbol-wide (three bits for this example). After all 
data and redundancy symbols have been clocked, the registers contain the syndromes Sj. 
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COMPUTING COEFFICIENTS OF ERROR LOCATOR POLYNOMIALS 
Recall the syndrome equations derived above: 

These form a system of nonlinear equations with error values and error location 
vectors as unknowns. More easily solved is the error locator polynomial, which contains 
only error location information. Error locator polynomials have die following form: 

n n(x + a i) = X® + ai'X®-^ + ••• + ae-i*x + ag = 
i=l 

where e is the number of errors. The coefficients of the error locator polynomial are 
related to the syndromes by the following system of linear equations, called Newton's 
generalized identities: 

So*c7e + Si«cTe-i + ••• + Se-i-cJi = Se 

Si-ae + S2-ae-i + ••• + Se-cri = Se+i 
• • • • • • • 

Siti-e-l*c^e + Sm-e'C^e-l + ••• + Siii-2'C^l = Sj^-i 

where m is the number of syndromes. 

When computation of die error location polynomial is begun, the number of errors, 
and thus the degree of the error locator polynomial, is unknown. One method of com- 
puting coefficients of the error locator polynomial first assumes a single error. If this 
assumption is found to be incorrect, the number of assumed errors is increased to two, 
and so on. This method is fastest for the least number of errors. This is desirable 
because in most cases few errors are more likely than many. 

For error locator polynomials of low degree, the coefficients o{ are computed by 
directly solving the above system of equations using determinants. Examples are worked 
out below. 

For error locator polynomials of high degree, the coefficients o'l are computed by 
solving the system of equations above using Berlekamp's iterative algorithm. One ver- 
sion of the iterative algorithm is outlined, and an example is worked out, below. 
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ITERA TIVE ALGORITHM 

(0) Initialize a table as shown below; the parenthesized superscript on a(x) is a 
counter and not an exponent. 



n 



r(n)(x) dn Ln n-Ln 



-1 1 10-1 

1 So 

2_ • • • • 



The table will be completed in the steps below. 
Initialize n to zero. 

(1) If dn=0 then set Ln-f i = L^, set a(^"^ l)(x) = aW(x), and go to Step (3). 

(2) Find a row k where k<n and dj^O, such that k-L^ (the last colunm of row k 
in the table) has the largest value. Compute: 

Ln+i=MAX[Ln,Lk+(n-k)] 

^(n+l)(x) = x^+l"^.aW(x)-(dn/dk)-c7(k)(x) 

(3) If n+l=m (or n + l=t+Ln4-i)* then exit; av^"^^)(x) is the desired error locator 
polynomial. 

* t+Ln iterations are required to satisfy the basic guarantees of the code; 
terminating on this second criterion is sufficient for generating the proper 
error locator polynomial for correctable error cases, but may sacrifice some 
protection against miscorrection of uncorrectable error cases. 

(4) Compute: 

^n+l 

dn+1 = )o_^ ^I'^'^^^-Sn+l-i 
i=0 

then set n = n+ 1 and go to Step (1). 
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FINDING ERROR LOCATIONS USING THE LOCATOR POLYNOMIAL 

Methods for solving the error locator polynomial for cases of one and two errors 
are developed below. A method for solving the three-error case is given in Section 5.4. 
Methods for directly solving the four-error case are aJso known, but we shall not 
discuss them. 

For cases of more than four errors, the Chien search is typically used to find the 
roots of the error locator polynomial. The Chien search could be used to find the roots 
of the error locator polynomial for cases of fewer errors, but it is slower and in most 
cases requires more logic. 



COMPUTING ERROR VALUES 



Once error location vectors are known, the syndrome equations become a system of 
linear equations with the error values as unknowns. Determinants can be used to solve 
the syndrome equations when the number of errors is low. The following method can 
be used to solve the syndrome equations when the number of errors is high: 



Ei = 



z(l/a^i)'a^i 






[1 + (a^J/a^i)] 



where ^ 



e = number of errors 
i = 1,2, •••,e 
Li = error locations 

a i = error location vectors 

o± = coefficients of the error locator polynomial. 



d/o"!) - 1 



1\ J 



+ (So + ffi)-(l/a"i) J e=2 

+ (Si + ai-So + CT2) -(1/0^1)2 -I 

+ (S2 + ai'Sl + a2'So + a^) ' (l/a^h^ 



e=3 



+ • 
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THE REED-SOLOMON SINGLE ERROR CASE 





ERROR 

1 


LOCATOR Pi 
(X + a^i) 


OLYNOMIAL 


ff(x) 


= 1 1 


= X + a (1) 




i=l 








SYNDROME EOUATIONS 






NEWTONS IDENTITIES 


So = E 


(2) 






So'(T = Si (6) 


Si = E«a^ 


(3) 






Si«a = S2 (7) 


S2 = E'a2L 


(4) 






S2*tT = S3 (8) 


S3 = E«a3L 


(5) 









Solving equation (6) gives a simple expression for a: 

G = Si/So 

o may then be substituted into equations (7) and (8) for verification. The location L is 
given as the log of a from equation (1) and the value E is given as Sq from equation 
(2). 

THE REED-SOLOMON TWO ERROR CASE 
ERROR LOCATOR POLYNOMIAL 
2 



vM\ = v2 



a(x) = II (X + a 1) = x-^ + ai«x + 02 (1) 

i=l 

SYNDROME EOUATIONS NEWTONS IDENTITIES 

So = El + E2 (2) So'a2 + Si-ai = S2 (6) 



Si = Ei*a^l + E2«a^2 (3) Si*a2 + S2*cJi = S3 (7) 

52 = Ei-a^^l + E2-a^^2 (4) 

53 = Ei-a-^^l + E2*a'^^2 (5) 



The syndrome equations are a set of simultaneous non-linear equations which are 
difficult to solve. Newton's identities are a set of simultaneous linear equations which 
can be solved by determinants for aj and a2 in terms of the syndromes. Once we have 
computed ai and 02, we must solve (1) for Lj and L2. From (1) we have: 

oi = a^l + a^2 

02 = a(^l-'^2) 
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FINDING ROOTS OF THE TWO-ERROR LOCATOR POLYNOMIAL 

One method for finding the roots of the two-error locator polynomial: 



x^ + ai'X + a2 = 



(1) 



is to employ the substitution: 

X = ai-y, C=a2/(cJi)2 (8) 

to transform equation (1) into the form: 

y2 + y + c = (9) 

Equation (9) can be solved by using C as an index into a table of roots: 

C Yi Y2 


^0 






aO 


— 


— 


a2 


a6 


a4 


a5 


— 


— 


al 


a3 


— 


— 


— 


— 



a- 



Once roots Yj and Y2 of (9) have been found, roots Xj and X2 of (1) can be com- 
puted by reverse substitution of equation (8). Then Lj and L2 may be computed as the 
logs of Xi andX2. 

DETERMINING ERROR VALUES FOR THE TWO-ERROR CASE 

When Lj and L2 are known, the syndrome equations become a set of linear simul- 
taneous equations in Ej and E2 and we can solve: 

So = El + E2 (2) 

Si = a^l-Ei + a^2.E2 (3) 

by determinants to obtain Ej and E2. 
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ONE- AND TWO-ERROR CORRECTION ALGORITHM 

A) Assume a single error exists. 

1) If S0=0 or SI =0, go to the two error case. 

2) Compute a=Si/So. 

3) Verify S2 = Si -a and S3 = S2'cr. If either test fails, go to the two error 
case. 

4) Compute L=LOG(cj) and E=So. 

5) If the symbol at L is data, XOR value E at location L. 

6) Exit. 

B) Assume two errors exist. 

1) Compute 

So-S3 + Si-S2 (S2)2 + Si-S3 

a-L = and 02 ~ — 

So-S2 + (Si)2 So-S2 + (Si)2 

If the denominator or either numerator is zero, post an uncorrectable error 
flag and exit. 

2) Compute C= 02/(01)^ and fetch Yi and Y2 from the root table. If C does not 
correspond to a valid pair of roots, post an uncorrectable error flag and exit. 

4) Compute Xi=ai«Yi and X2=ai*Y2 

5) Compute Li =LOG(Xi) and L2=LOG(X2) 

6) Compute 

a^2,So + Si 

^1 = ~L^; lT ^^"^ E2 = So + El 

a -•- + a ^ 

7) if the symbol at Lj is data, XOR value Ej at location Lj; if the symbol at L2 
is data, XOR value E2 at location L2. 

8) Exit. 
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CODEWORD EXAMPLE 

Data Symbols Redundant Symbols 
I I I I I I I I 

Assume the data symbols are (in order of transmission) a^, a^, and a^. Then the 
data polynomial is: 

D(x) = a2.x2 + ojl.x + a^ 

The redundant symbols can be computed using one of the encoder circuits shown 
above. A trace of the contents of the registers is shown below: 



data 


x3 


x2 


X 


1 


init 














a2 


a4 


aO 


aO 


al 


al 


a5 





a3 


al 


a5 





a3 


al 






The transmitted codeword is: 
C(x) = a^'x^ + a^»x^ + a^-x^ 4- 0*x-^ + a-^-x^ + a^*x + 
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SINGLE ERROR EXAMPLE 

C(x) = a^.x^ + a^'X^ + a^-x"^ + 0*y? + a^'X^ + a^»x + 
E(x) = a2.x4 

C'(x) = a^-x^ + a^*x^ + a^-x^ + 0*y? + a^^x^ + a^-x + 

COMPUTE SYNDROMES 



c'(x) 


So 


Si 


S2 


S3 


INIT 














a2 


q2 


a2 


a2 


a2 


al 


a4 


aO 


a2 


o6 


o3 


a6 


aO 


o6 


a5 





a6 


al 


al 


ol 


a3 


a4 


a5 





a6 


al 


a2 


a5 


al 


o4 





a2 


a6 


a3 


aO 




COMPUTE a 







a = Si/Sq = a^/a^ = a^ 
VERIFY NEWTONS roENTITIES 

Si'CT 2 S2 S2*o == S3 

a (6+4 MOD 7) 2 £,3 a (3+4 MOD 7) 2 qO 

a3 = a3 ^0 = ^0 

COMPUTE ERROR LOCATION AND VALUE 

L = LOG(a) = L0G(a4) = 4 

E = So = 0(2 
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TWO ERROR EXAMPLE 

C(x) = a^^x^ + a^'X^ + a^»x^ + 0»x^ + a^-x^ + a^»x + 
E(x) = a^-x^ + a^*x^ 

C'(x) = a^*x^ + a'^-x^ + a^'X^ + O-x^ + a^^x^ + a^-x + 

COMPUTE SYNDROMES 



C'(X) 


So 


Si 


S2 


S3 


INIT 














a2 


a2 


a2 


a2 


a2 


a* 


al 


a6 





aO 


a5 


a6 


a4 


a5 


a2 





a6 


a5 


aO 


a5 


aO 


a2 


a2 


a6 


a3 


al 


a4 


aO 





a5 





a4 


al 





al 




COMPUTE a 






a = 


Si/So 


= aVa' 


4 = 


a4 


VERIFY NEWTONS IDENTITffiS 



Si-a * S2 

a(4+4 MOD 7) 2 ^3 

al 5< a^ => TWO ERRORS 
COMPUTE ERROR LOCATIONS 
So'S3 + Si'S2 (S2)2 + Si«S3 

So-S2 + (Si)2 So-S2 + (Si)2 

C = a2/(ai)2 = a^ 

Yl = a2 Y2 = a^ 

Xi = ox'Yi = a3.a2 = a^ X2 = oi«Y2 = a^'a^ = 0(2 

Li = LOG(Xi) =5 L2 = L0G(X2) = 2 

COMPUTE ERROR VALUES 
a^2.SQ + si 
^1 " ~l]^ Li~" " " E2 = So + El = a^ 
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ITERATIVE ALGORITHM EXAMPLE 

Use the iterative algorithm to generate a(x) for the case above. 

So Si S2 S3 

a^ Qjl a^ 

TABLE GENERATED BY ITERATIVE ALGORITHM 



n=0 



n=l 



n=2 



n=3 



n=4 



n 

"^ 

1 
2 
3 
4 



a(^) (X) 



^n 



Ln 



n-Ln 



1 


1 





-1 


1 


a4 








X + a4 





1 





X + a^ 


a5 


1 


1 


x2 + a^-x + a^ 


a4 


2 


1 



3j2 + ot^'X + a^ 



TRACE OF ITERATIVE ALGORITHM 



(1 
(2 

(3 
(4 

(1 

(3 
(4 

(1 
(2 

(3 
(4 

(1 
(2 



.N=/>4^ 



do=a^<>0 => Go to (2) . 

k = -1. do/d-i = aVl = "4. Li = MAX[0,0+0-(-l)] = 1. 

a(l)(x) = xl-(l) + «"*•(!) = X + a^. 

(n+1) rm => 1<4 => Continue. 

di = ao'Si + oi'Sq = l«a^ + a^^a"^ = 0. 

n = 0+1 = 1. Go to (1) . 
di=0 => L2 = Li = 1. a(2)(x) = a(l)(x) = x + a"^. 
Go to (3) . 

(n+1) :in => 2<4 => Continue. 
^2 = ^o*S2 + CTi'Si = 1*0 + a^-a^ = a^. 

n = 1+1 =2. Go to (1) . 
d2=a^<>0 => Go to (2). 

k = 0. d2/do = aVa"^ = a^. L3 = MAX[1, 0+2-0] = 2. 
a(3)(x) = x^*(x + a"^) + a^«(l) = x^ + a'^-x + a^. 
(n+1) :in => 3<4 => Continue. 

^3 = CTo*S3 + ai-S2 + or2-Si = l«a^ + a^-0 + a^*a^ = a^ . 
n = 2+1 = 3. Go to (1) . 
d3=a'^<>0 => Go to (2) . 

k = 2. d3/d2 = aVa^ = a^- L4 = MAX[2, 1+3-2] = 2. 
g(^) (X) = x^-(x2 + a'^'X + a^) + a^-(x + a^) 
=r x^ + a*^-x + a^. 
(3) (n+l):in => 4=4 => Stop 
a(x) = a(^) (x) = x^ + a^-x + a^; same as case above. 
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UNCORRECTABLE ERROR EXAMPLE 

C(x) = a^-x^ + a^-x^ + a^-x^ + 0«x^ + a^-x^ + a^-x + 
E(x) = a^'X^ + a^'X^ + a^-x^ 

C'(x) = a^.x^ + a^-x^ + a^-x^ + 0«x^ + a^-x^ + a^*x + 

COMPUTE SYNDROMES 



C'(X) 


So 


Si 


S2 


S3 


INIT 














a2 


a2 


a2 


a2 


a2 


a4 


al 


a6 





aO 


a3 


aO 


al 


a3 








aO 


a2 


a5 





aO 





al 





aO 


al 


al 


a4 


al 


aO 





al 


a5 


a3 


a3 




COMPUTE a 






a = 


Si/So 


= a^/a 


1 = a4 




VERIFY NEWTONS IDENTITIES 


Si'O 




S2 






a5.a4 


? 


a3 







a(5+4 MOD 7) g ^3 

a2 ^ a3 => TWO ERRORS 

COMPUTE ERROR LOCATIONS 

So'S3 + Si«S2 (S2)2 + Si«S3 

S0-S2 + (Si)2 So-S2 + (Si)2 

C = a2/(ai)2 = fflO => UNCORRECTABLE ERROR 
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MISCORRECnON EXAMPLE 

C(x) = a^'x^ + a-*-'X^ + o^»x^ + O'X-' + o-^'X^ + a^«x + 



E(x) = 



J.2 ,y5 



+ a^«x2 



+ a'^ 



C'(x) = a^.x^ + a^'X^ + a^'X^ + O-x^ + a^-x^ + a^»x + a^ 

COMPUTE SYNDROMES 



C'(X) 


So 


Si 


S2 


S3 


INIT 














a2 


a2 


a2 


a2 


a2 


a4 


al 


a6 





aO 


a5 


a6 


a4 


a5 


a2 





a6 


a5 


aO 


a5 



COMPUTE g 

Sq = => TWO ERRORS 

COMPUTE ERROR LOCATIONS 



So*S3 + Si'S2 



an = 



= a2 



So-S2 + (Si) 



ff2 = 



(S2)2 + S1-S3 
So-S2 + (Si)2 



= a5 



Yi = a^ 

X^ = CTi'Yi = a2«a2 = a 

Li = LOG(Xi) = 4 



C = a2/(ai)2 = a^ 
4 



Y2 = a^ 

X2 = ai'Y2 = a2.a^ = a) 

L2 = L0G(X2) = 1 



COMPUTE ERROR VALUES 



t^2. 



El = 



So + Si 



a^l + a^2 



= qO 



E2 = Sq + El = a^ 
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REFERENCE TABLES 



FINITE FIELD 



a2 


al 


aO 

















1 





1 





1 











1 


1 


1 


1 





1 


1 


1 


1 





1 



a' 



ADDITION TABLE 

a° a^ a2 a^ a^ a^ a^ 






aO 


«! 


a2 


a3 


a4 


a5 


a6 


aO 





a3 


a6 


al 


a5 


a4 


a2 


al 


a3 





a4 


aO 


a2 


a6 


a5 


a2 


a6 


a4 





a5 


al 


a3 


aO 


a3 


al 


aO 


a5 





a6 


a2 


a4 


a4 


a5 


a2 


al 


a6 





aO 


a3 


a5 


a4 


a6 


a3 


a2 


aO 





al 


a6 


a2 


a5 


aO 


a4 


a3 


al 






MULTIPLICATION TABLE 

a^ oe^ a2 a3 a a a 






























aO 


al 


a2 


a3 


a4 


aS 


a6 





al 


a2 


a3 


a4 


a5 


a6 


aO 





a2 


a3 


a4 


a5 


a6 


aO 


al 





a3 


a4 


a5 


c«6 


aO 


al 


a2 





a4 


a5 


a6 


aO 


al 


a2 


a3 





a5 


a6 


aO 


al 


a2 


a3 


a4 





a6 


aO 


al 


a2 


a3 


a4 


a5 



ROOT TABLE 

C 




Yl 


Y2 





aO 


— 


— 


a2 


a6 


a4 


a5 


— 


— 


al 


a3 


— 


— 


— 


— 
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AN INTUITIVE DISCUSSION OF THE SINGLE-ERROR CASE 

The following discussion provides an intuitive description of how the Reed-Solomon 
code single-error case works. A particular example is used in order to make the discus- 
sion more understandable. Finite field theory is intentionally avoided. 

Consider a single-error correcting Reed-Solomon code operating on 8-bit symbols 
and employing, on read, the binary polynomials: 

PO = (x^ +1) 

PI = (x^ + x^ + x^ + x^ + 1) 

The correction algorithm requires residues of a function of the data, f(data), 
modulo PO and PI where: 

m-l 
for Pq/ f(DATA) = ^o Di(x) 

i=0 

m-l 
for Pi, f(DATA) = ^o x^DiCx) 

i=0 

and m is the number of data bytes. Di represents Uie individual data byte polynomials. 
DO is the lowest order data byte (last byte to be transmitted or received). 

The residues are computed by hardware implementing the logical circuits shown 
below. These logical circuits are clocked once per byte. 

p„ C^!^ [g4) [^]^ [g!^ C^!^ [g^ [g^ Cg[^ 



7 
















x 


c 




/ 






-r 








-i 










4 












































I > I I I 
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The shift register for PO computes an XOR sum of all data bytes including the 
check bytes. Since PI is primitive, its shift register generates a maximum length se- 
quence (255 states). When the PI shift register is non-zero, but its input is zero, each 
clock sets it to the next state of its sequence. 

CORRECTION ALGORITHM 

Consider what happens when the data record is all zeros and a byte in error is 
received. 

Both shift registers will remain zero until the byte in error arrives. The error 
byte is XOR'd into the PO and PI shift registers. Since the PO shift register preserves 
its current value as long as zeros are received, the error pattern remains in it until the 
end of record. XOR'ing the error byte into the PI shift register places the shift reg- 
ister at a particular state in its sequence. As each new byte of zeros is received the 
PI shift register is clocked along its sequence, one state per byte. 

The terminal states of the PO and PI shift registers are sufficient for determining 
displacement. To find displacement, it is necessary to determine- the number of shifts 
of the PI shift register that occurred between the occurrence of the error byte and the 
end of record. 

To better understand the correction algorithm, consider a sequence of 255 states as 
represented by the circle in the drawing on the following page. Let Si be the ending 
state of the PI shift register and let SO be the ending state of the PO shift register (SO 
is also the initial state of the PI shift register). Let Sr be the reference state '0000 
OOOr. The number of states between SO and SI must be determined. There are several 
ways to do this. In this description a table method is used. 

Refer again to the diagram on the following page. What we need to know is the 
number of states between SO and SL We construct a table. The table is addressed by 
SO and SI, and contains the distance along the PI sequence between the reference state 
and any arbitrary state Sx. 

First, SO is used to address the table to fetch distance dl. Next, SI is used to 
address the table to fetch distance d2. The desired distance (d), distance between SO 
and SI is computed as follows: 

d = d2-dl;ifd<0thend =d+255 

The distance d is the reverse displacement from the end of the record. The 
forward displacement can be computed by subtracting the reverse displacement from the 
record length minus one. The error pattern is simply the terminal state of PO, which is 
SO. 
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Consider the case when the data is not all zeros. The check bytes would have 
been selected on write, such that on read, when the entire record (including check 
bytes) is processed by the PO and PI shift registers, residues of zero result. 

When an error occurs, the operation differs from the all-zeros data case only while 
residues are being generated. A given error condition results in the same residues, 
regardless of data content. Once residues have been generated, the operation is the 
same as previously described for the all-zeros data case. 




THE PI SEQUENCE 
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ALTERNATIVE ENCODING AND DECODING METHODS 
FOR THE REED-SOLOMON CODE 

There are many enccxling and decoding alternatives for the Reed-Solomon code. 
The best alternative for a given application depends on such factors as: 

- Cost requirements 

- Speed requirements 

- Space requirements 

- Sharing of circuits and resources 

Some of these alternatives are described below. 



ENCODING ALTERNA TIVES 

Encoding can be accomplished with the extemal-XOR form of shift register as well 
as the intemal-XOR form. An encoder circuit example using the extemal-XOR form of 
shift register is shown below: 



g(x) = (X + a^) • (x + a-^) = x^ + a^-x + a 



l^ = ^2 



^ 



(j^ Ci^ 



.i 
^0 ^ 1 5^1 ^ 



D(X) 



CF 



CHECK SYMBOL TIME 



<£) 



MUX 



C(x) 
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Another encoding alternative is illustrated by the following example. 



STANDARD ENCODER 



GATE 



rU 



GATE 



(2E) C25^ C2D C5B> C^ C^ 



MUX 

1 



AN EQUIVALENT ALTERNATIVE ENCODER 



[^ -1 1 1 \ i i 



«179 

.169 



25 


-J «184 


^179 


^15 


















179 


' a25 


' ,184 


" a179 



MUX 

•- 1 
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BIT'SERIAL ENCODING 

Encoding can be accomplished with bit-serial technicjues. We illustrate using the 
encoder implementing the extemal-XOR form of shift register introduced above. Rear- 
ranging to place low-order to the right, we have: 



GATE 



D(x) 



C3) C2) (3) C2) 

-0 



c(x) 



MUX 

All paths are symbol-wide (three bits for this example) and the GATE and MUX 
are controlled by a signal which is asserted during clocks for data symbols. The field 
GF(8) is generated by the polynomial: 

x3 + X + 1 

overGF(2). The code generator polynomial over GF(2^) is: 

G(x) = (X + a^) • (X + a^)»(x + a^) • (x + a^) 



= x4 + 



Qj2,j^3 4. ck5.5j2 + a^-x + a^ 



The extemal-XOR form of shift register requires the computation of the sum of 
four products of variable field elements with fixed field elements. Bit-serial multipliers 
were introduced in Section 2.6. The circuit below shows a bit-serial implementation of 
the encoder. 
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BIT-SERIAL 
MULTIPLIER 



O 



D(x) 



GATE 



MUX 



C(x) 



The bit-serial multiplier circuit accomplishes in three clocks what the four multi- 
pliers of the symbol-serial encoder accomplish in one clock. The Z register is initially 
cleared, then on even^ third clock it is again cleared and what would have been shifted 
in is clocked into the x^ register. 
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DECODING ALTERNATIVES 

The standard form of syndrome circuit is: 



C'(x) 



<5) — I 



This circuit computes the syndromes: 

Si = C'(x)M0D(x4-ab 
It is also possible to use the circuit form below: 



-C2> 



C'(x) 



This circuit computes modified syndromes: 

Si = ai . Si = ai • [C ' 2(x) MOD (x + a')] 

When this circuit form is used, the correction algorithm must be adjusted accordingly. 

Decoding can also be accomplished with bit-serial multiply-and-sum techniques like 
those discussed in Section 2.6 and implemented above for encoding. 
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SHARING CIRCUITRY BETWEEN ENCODER AND DECODER 

It is possible to share circuitry between the encoder and the decoder in several 
different ways. Recall the general case of the generator polynomial, write redundancy 
polynomial, and syndromes of a Reed-Solomon code of degree m: 

G(x) = TT^ gj(x) = TT (X + a'^O+Dj 
j=0 j=0 

W(x) = x^*D(x) MOD G(x) 

Sj = C (X) MOD gj (X) 

As we have seen, the processes of generating W(x) and generating Sj each require 
a different circuit configuration and a different set of finite field multipliers. Cost 
motivates us to find some means for reducing hardware by sharing circuitry in perform- 
ing these two functions. 

One method for sharing circuitry is to use the encoder on read to assist with syn- 
drome generation by feeding it the received codeword to generate the composite read 
remainder: 

R(x) = C'(x)MODG(x) 

The individual remainders (syndromes) can then be generated by dividing the composite 
remainder by each factor of the generator polynomial. This second step can be ac- 
complished with sequential logic, combinatorial logic, or software. In many cases, more 
time can be allotted for the processing of each symbol during the second step than 
during the first step due to the difference in degrees between the composite remainder 
and the fiill received codeword. 

Another method for sharing circuitry is to use the syndrome circuits for encoding. 
The validity of the following approach is guaranteed by the Chinese Remainder Theorem 
for polynomials. 

Consider the set of parameters: 

Pj = D(x) MOD gj(x) = D(x) MOD (x + a^'^h 

which are the contents of registers of a set of circuits for j=0 to m-1 like the one 
shown below, after clocking m a data polynomial D(x). We use Pj here to distinguish 
from the syndromes Sj, which are produced by similar circuits but have a received 
codeword CXx) polynomial as input. 
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Now observe that: 

Pj = a""^*^"^'^J^-[xni-D(x) MOD gj(x)] 
Since gj(x) is a factor of G(x), we know that: 

x^ . D(x) MOD gj(x) = [x°i • D(x) MOD G(x)] MOD gj(x) 
and so by definition of W(x), we have: 

Pj = o,-m*(mo+j) . [^(^) ^OD gj(x)] 

By noting that: 



W(x) MOD gj(x) = W(x) 



a^O+D 



we may expand in terms of the coefficients Wi of W(x) to obtain: 

i=0 

These equations give the parameters Pj in terms of the write redmidancy coeffi- 
cients Wj and a matrix of constants which are powers of a that depend only on i, j, m 
and mg. Inverting this matrix gives the write redundancy coefficients Wj in terms of 
the parameters Pj and a set of transform constants Kjj which also depend only on i, j, 
m, and mo: 

m-l 
W. = ^o K. .-P. 



1 Z i.D D 

j=0 
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To aid in understanding the implementation of the above equations, we first discuss 
the following circuit, which is equivalent to the conventional form of encoder circuit 
discussed previously. 



CHECK SYMBOL TIME 



D(X) 



C(X) 




r+'v-j — x^ a/0^ ^^ "^vv ^ v"*'v" "^ '^*~~ 



OUTPUT 



When the CHECK_SYMBOL__TIME signal is asserted, the OUTPUT bus is fed back 
into the dashed portion of the circuit by the MUX. The input to the multipliers is then 
zero, so the contents of the registers, the write redundancy polynomial W(x), are not 
altered as they are shifted out and appended to the data polynomial D(x) to form the 
codeword C(x). 
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The circuit below illustrates the method for sharing circuitry. 
CHECK SYMBOL TIME 



D(X) 



C(X) 



OUTPUT 



<3) — I 



1 



So 



f-(jK^ 



<2)- 



Sl 



1 



<2)- 



S2 



1 

ij-^ -^3,: 







^^2)- 



o 



f— (Jk3J> 



J 



Note that in practice it is necessary to implement only the multipliers correspond- 
ing to Kjn-i J. To understand this, observe that from the development above it is clear 
that given me same input data polynomial D(x), the dashed portions of both the con- 
ventional and shared-circuitry methods will produce the same OUTPUT for Wm-i, the 
coefficient of the high-order term of the write redundancy polynomial W(x). Since the 
portion outside the dashed box of each circuit is the same, and Wni-i is fed back in the 
same manner for each circuit, they will produce the same output for Wm-i, etc. Math- 
ematical proof is left as an exercise for the reader. 

The registers are labeled Sj because this same circuitry can be used to generate 
the syndromes on read by presenting C'(x) at the input and not asserting the CHECK- 
_SYMBOL__TIME signal. The OUTPUT bus is simply ignored, and the syndromes may be 
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loaded from the registers after the last symbol of the received codeword has been 
clocked in. 

It is possible to take the input to the ^m-lA niultipliers from the input to the Sj 
registers instead of from their output. If this is' done, a register must be inserted in 
the OUTPUT path before the MUX preserve clocking. It is also possible to take the 
multipliers from the output of the oJ multipliers. If this is done, the values of the 
^m-1 ,j multipliers are changed to: 

to remove the extra factor of a^ •' . 



Finally, it is also possible to implement the shared circuitry method using the mod- 
ified form of the syndrome circuit introduced above: 



D(x) 




,ino+j 



The appropriate set (Km-jj or Kj^-jj) of multiplier values is used on write, 
depending on where their inputs' are taken. ' For the general case where mQfO, using 
this form of syndrome circuit on read produces modified syndromes: 

sy=a"^+J.Sj 

and correction algorithms must be modified accordingly. 
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EXTENDED REED-SOLOMON CODES 

It is possible to extend certain Reed-Solomon codes by one or two symbols. The 
additional symbols may be used as data in which case the minimum distance of the 
extended code is the same as that of the original code, or as additional redundancy in 
which case the minimum distance, and hence Sie correction power, of the extended code 
is greater than ttiat of the original code. When a Reed-Solomon code over w-bit sym- 
bols is extended by two symbols, the maximum codeword size is 2"^+! symbols. We il- 
lustrate using a basic code of degree m=2t=2. Let us use our example field, GF(8) 
generated by (x^ + x + 1), and let the generator polynomial of the basic code be 



G(x) = 



i=l 



= (X + a^) • (X + a^) 

= x^ + (a^ + a^) •x + OL^*a^ 



= x^ + a^»x + a-^ 



ENCODING OF EXTENDED REED-SOLOMON CODE 

Proceed in the usual fashion for the basic code: 

W(x) = [x2.D(x) MOD G(x)] = WiX + Wo 
C(x) = x2.D(x) + W(x) 

and form two extension symbols: 
X3 = C(x) MOD (X + Q?) 



Xq = C(x) MOD (X + a") 



Notice that the extension polynomials 
are identical to polynomials we would 
use to expand G(x) by one factor on 
each end of its set of factors. 



which may be transmitted following C(x): 

DATA 



REDUNDANT EXTENSION 



D4 


D3 


D2 


Dl 


Do 


Wi 


Wo 


X3 


xo 



SYMBOLS 



SYMBOLS SYMBOLS 



The unextended degree four code discussed above and this extended degree two 
code each have four redundant symbols per codeword and each can correct two symbols 
in error per codeword, but the former has three data symbols per seven-symbol code- 
word while the latter has five data symbols per nine-symbol extended codeword. 
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ENCODING CIRCUITRY FOR EXTENDED REED-SOLOMON CODE 



D(x) 



REDUN TIME 



■0 





WiJHj^ 



Wo 


-^ — 



C(x) 



-*(+)-.- X3 - 



XO TIME 






X3 TIME 



00 
01 
10 



x2.C(x) + X3-X + Xo 



SIGNAL DEFINITIONS 



D4 D3 Do Di Dn Wi Wo X3 Xq 

I I I I I I I I I I 



REDUN_TIME 
X3_TIME 
XO TIME 



J~l 
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DECODING CIRCUITRY FOR EXTENDED REED-SOLOMON CODE 





■ ^0 r 




Q2>-] 


x2.C' (X) + X3*X -+ 


r 


—^ ] 


L 1 1 

— ^S2 ' 






'^ 


yj— .p 


if 










^ .i\. 




< 




V" >^' 






— ^ ] 
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1 


L 1 1 

— ^Si — ' 
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A 


] 


r 




i 

X3__TIME 




1 


L < 

r 






-< 








XO__TIME 


r 


— ►- ( 


L 1 1 

— ^S3 ' 

} ' ' 

r 














< 




vr^ 




r 


—^ ( 


L 1 1 

— ^ So — ' 
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r 
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DECODING OF EXTENDED REED-SOLOMON CODE 

Compute the syndromes for the basic code over the received codeword C*(x) in the 
usual fashion: 

52 = C (X) MOD (X + a2) 
Si = C (X) MOD (X + a^) 

and compute two more syndromes using the received extension symbols X3 and Xq: 

53 = X3 + [C'(x) MOD (X + a^)] 
So = Xq + [C'(X) MOD (x + a^) ] 

CORRECTION OF EXTENDED REED-SOLOMON CODE 

The four syndromes of the extended code allow correction of up to two symbols in 
error. When no error falls into either extension symbol, the decoding process produces 
the same syndromes as for the degree four code shown above, and correction proceeds 
in exactly the same manner. 

When at least one error falls into an extension symbol, we have two cases: those 
in which one or two errors occur and all errors fall into the extension symbols, and 
those in which two errors occur and one of the errors falls into a data symbol or one 
of the redundant symbols of the basic code and one of the errors falls into an exten- 
sion symbol. 

When errors occur only in the extension symbols, Si and S2 will both be zero. 
This cannot occur for any correctable error pattern, so we know within the power of 
the code that no error in the basic codeword exists. 

When one error falls in a data symbol or one of the redundant symbols of the 
basic code and one error falls into an extension symbol, both Si and S2 and either Sq 
or S3 will be the same as for the degree four code shown above. We may solve for the 
location and value of the first error using Si and S2 by a process similar to that used 
above, and the fact that either So or S3 satisfies Newton's identities is sufficient to 
confirm within the power of the code that the computed location and value of the 
single error in the basic codeword are valid. 
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EXTENDED DECODING OF REED-SOLOMON CODES 

Extended decoding refers to techniques that allow successful correction of many 
error situations which exceed the basic guaranteed correction capability of a Reed- 
Solomon code. This is distinct from and not to be confused with the concept of an 
extended Reed-Solomon code introduced above. Several extended decoding techniques 
are discussed below. 



ERASURE CORRECTION WITH EXTERNAL OR INTERNAL POINTERS 

A Reed-Solomon code can correct higher raw error rates if error pointer informa- 
tion is available from some external source. External pointer sources include modula- 
tion-code run-length violations, marginal timing, and marginal amplitude. If signal drop- 
out is the predominant type of error and if the burst length distribution shows a high 
probability of long defects, modulation-code run-length violations can be an excellent 
pointer source. When a block-modulation code is used with byte or nibble boundaries, 
run-length violation pointers will accurately identify bytes in error. When a (2,7)-like 
code is used, a run-length violation pointer may flag a byte adjacent to the byte in 
error. This error location uncertainty can be overcome to some extent in the decoding 
algorithms. 

A simple method for transferring pointers from a storage device to its controller is 
to implement a special read command that places pointer flags on the data line (or bus). 
These flags replace data field bytes (data and redundancy) only; all track format infor- 
mation bytes (sync, resync, etc.) are transferred as for a normal read command. When 
the correction algorithm encounters an uncorrectable sector, it returns to the calling 
routine with a flag requesting that pointers be read. The calling routine executes the 
special read command for the required sector and pointer flags are placed on the data 
line (or bus) and buffered at the controller. The calling routine returns control to the 
correction routine, which uses the pointers to assist correction. No support hardware is 
required at the controller to support this technique. If modulation-code run-length 
violations are the only pointer source, the only support hardware required at the drive 
is a multiplexer to switch between the data line and the invalid-decode line from the 
modulation decoder. 

The capability of an interleaved Reed-Solomon code can be extended by using error 
locations from adjacent correctable interleaves as erasure pointers for an interleave that 
is uncorrectable without the use of erasure pointers. 
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Described below is a well-known algorithm for erasure correction. More efficient 
algorithms do exist, but this one was chosen for inclusion for its instructional value. 

1) Generate an erasure-locator polynomial from the known (or suspected) erasure 
locations: 

r(x) = I I (X + a^i) 
i=l 

= x" + Ti^x^"^ + ... + Fn-i-x + Fn 

where 

n = the number of available erasure pointers 
Pi = the location specified by erasure pointer number i 

2) Generate (m-n) modified syndromes Tj from the m raw syndromes Sj and the 
coefficients of the erasure-locator polynomial: 

n 

j=0 
for i=n to m-1 , where m is the degree of the code's generator polynomial. 

3) Generate the coefficients of the error locator cr(x) from the modified syn- 
dromes Tj. 

4) Find error locations using the error locator polynomial. 

5) Compute error values using the raw syndromes Sj and the erasure pointers 
and error locations. 

The error value for a false erasure pointer will be zero, so a false erasure pointer 
will not necessarily cause miscorrection, but each false erasure pointer decreases the 
remaining correction capability, and increases the chance of miscorrection, by decreasing 
by one the number of available modified syndromes. 
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ERASURE CORRECTION EXAMPLE 

[This example uses the same field and polynomials 
as the uncorrectable error example shown above.] 

C(x) = a^-x^ + a^»x^ + a^»x^ + O-x-^ + a-^-x^ + a^»x + 
E(x) = a^-x^ + a^-x^ + a^^x^ 

C'(x) = a^-x^ + a'^-x^ + a^'x"^ + o-x^ + a^-x^ + a^*x + 

COMPUTE SYNDROMES 
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GENERATE MODIFIED SYNDROMES 

n 
Ti-n = ^o Tj-Si-j for i = n to iti-1 
j=0 

To = ro-S2 + Ti-Si + r2*So 

Ti = ro-S3 + ri*S2 + r2*Si 

COMPUTE ERROR LOCATOR I(x) 

a = Ti/Tq = a^/a^ = a^ 

COMPUTE ERROR LOCATION 

L = log(a) = 2 

COMPUTE ERRATA VALUES 

(The following equations are from Section 5.4.) 
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EXTENDED CORRECTION ALGORITHMS 

It is possible to extend the correction capability of a Reed-Solomon code by using 
algorithms that decode beyond the basic code guarantees without using erasure correc- 
tion. Examples of error situations which, though not guaranteed to be handled by 
extended decoding techniques, have a certain probability of being handled include: 

(a) A single long burst where the number of bytes in error in a codeword ex- 
ceeds 3ie basic guarantees of the code. 

(b) Multiple long bursts, or a long burst in combination with random byte-errors, 
where the total number of bytes in error in a codeword exceeds the basic 
guarantees of the code. 

(c) A number of random byte-errors in a codeword which exceeds the basic 
guarantees of the code. 

AN EXAMPLE OF EXTENDED DECODING 

Assume a code with generator polynomial G(x) over GF(2^) of degree 16, distance 
d=17, guaranteed to correct t=8 symbols in error in a codeword. Recall some definitions 
for Reed-Solomon codes: 

G(x) = The generator polynomial of a Reed-Solomon code over 
GF(2^). 

n = The length of a codeword; n<2^- 1 . 

m = The degree of the generator polynomial G(x). 

d = The minimum distance of a Reed-Solomon code with generator 
polynomial of degree m; d =m -h 1 . 

t = The maximum number of symbols in error guaranteed correc- 
table by a Reed-Solomon code with generator polynomial of 
degree m; t=INT[m/2]. 

We first illustrate decoding beyond code guarantees without erasure pointers with a 
method for case (a) above. Consider a single error burst which is thirteen bytes in 
length and affects the last thirteen bytes of the received codeword. The error poly- 
nomial is: 

E(X) = Ei2*X-^^ + Eii'X^^ + ... + Ei^x^ + Eq 

Clearly, the sixteen-byte remainder: 

R(x) = E(x) MOD G(x) = E(x) 

contains three consecutive high-order bytes that are all zeros followed by thirteen low- 
order bytes that constitute the error pattern. 
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Now consider a single thirteen-byte error burst that ends J bytes prior to the end 
of the received codeword. The error polynomial is: 

E(x) = Ej+12*^'^"*""^^ + ••• + Ej+i-x^"^^ + Ej^x^ 

and nothing can be guaranteed about the zero/nonzero status of the coefficients of the 
sixteen byte remainder: 

R(x) = E(x) MOD G(x) 

However, if we premultiply R(x) by x"^ and form a new remainder: 

Rj(x) = x^'^'RCx) MOD G(x) 

= x"J*[E(x) MOD G(x)] MOD G(x) 

= x"'^«E(x) MOD G(x) 

= x^'^-ECx) 

= Ej+i2-xl2 + ... + Ej+i*x + Ej 

we again obtain a remainder which contains three consecutive high-order bytes that are 
all zeros followed by thirteen low-order bytes that constitute the error pattern. 

The equation above is the basis for the decoding method. We count and record 
the number of consecutive high-order zero coefficients in the initial remainder, record- 
ing the low-order coefficients if the number of consecutive high-order zero coefficients 
is sufficiently high. Then we compute: 

Rl(x) = x-1 -RCx) MOD G(x) 

and repeat the counting/recording process. This process is performed n-1 times, where 
n is the length of the codeword, to compute Ri(x) through Rn-l(x) and account for all 
possible ending locations of the long burst. The pattern containing the highest number 
of consecutive high-order zero coefficients will be that of the long burst itself, which 
will have been segregated at the low-order end of the remainder. 

The detection of some minimum number of consecutive high-order zero bytes (three 
for the given code operating on a full-length codeword, as shown below) can be used to 
flag the existence of a single long burst. The necessary number of consecutive high- 
order zero coefficients is established by the required miscorrection probability. 
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MISCORRECriON 

For a codeword of length n, the miscorrection probability (units: miscorrected 
codewords per uncorrectable codeword) for a conventional decoding method against all 
combinations of random errors which exceeds the capability of the code is: 



^H 



P , = \ L -I 255J 



where. 



nl 



r! (n-r) I 



The miscorrection probability (units: miscorrected codewords per uncorrectable 
codeword) of the extended decoding method outlined above when used to decode a single 
burst of up to L bytes is roughly: 

Piiic2 = 1- [ 1-256- (^-L)]^ 

For a fiill-length (n=255) codeword with t=8, we have: 



- m 



\ ' L J 255^ 
Pmcl = ) -^- « 2.1E-5 

while forn=255, m=16, andL=I3, we have: 

Pmc2 = l-[l-256-3]255 « 1.5E-5 
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Thus the extended deccxling method outlined above could be used to correct a 
single burst of up to thirteen bytes in a full-length codeword with a miscorrection 
probability comparable to that of a conventional decoding method against all combina- 
tions of random errors. 

It is important to note that for high-performance ECC applications, an auxiliary 
error detecting code is usually implemented to improve data accuracy. In some cases, 
the dedicated error detection code may provide most of the protection against the 
transfer of undetected erroneous data. 

INTERLEAVING 

When interleaving is used, the maximum length of a decodable single burst is 
multiplied by the number of interleaves. Consider the same code described above but 
implemented with ten-way interleaving in sectors of 1040 data bytes; each interleave 
contains n=(1040/104-16) = 120 bytes. The conventional miscorrection probability (units: 
miscorrected codewords per uncorrectable codeword) against all combinations of random 
errors is: 



i°] 



[12 C 

C" L ^ J 255i ^ 



_8. 
Pmcl = ) '" V t-^-^ « 4.4E-8 



i=0 



256 



8+1 



while for 1 = 10, m = 16, and L=12, the miscorrection probability for this extended decoding 
method is: 

Pinc2 = l-[ 1-256""^] 120 ^ 2.8E-8 

Thus the method outlined above will allow successful decoding of a single burst of 
up to I*L=120 bytes in a ten-way interleaved sector of 1040 data bytes with a miscor- 
rection probability comparable to that achieved using a conventional decoding method in 
decoding all combinations of random errors. 
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A SECOND EXAMPLE 

We next illustrate decoding beyond code guarantees without erasure pointers with a 
method for case (b) above, also for a ten-way interleaved sector of 1040 data bytes. 
Consider an error burst which is 100 bytes in length (ten consecutive bytes in error in 
each of the ten interleaves) that ends J bytes prior to the end of an interleave, to- 
gether with other error burst(s) or random byte error(s) which affect no more than one 
byte in any one interleave. The error polynomial for an interleave is: 



IXV^ XlJ.i.WAlW'U.T W. XXIV V/aX\/l. L/Vfl. jr XXVflXXXCU X\JL CU.A XXXIA/XXWCXT W XkS. 

E(x) = E^-x^ + Ej+9*xJ+^ + ... + Ej-x^ 



where A is the location of the singb byte in error, which may either precede or follow 
the long burst. If we premultiply by x"J then the sixteen byte remainder is: 

Rj(x) = x~*^-E(x) MOD G(x) 

= [E^-X^"*^ MOD G(X)] + [Ej+9-x^ + ••• + Ej] 

All of the sixteen coefficients of the first term are nonzero, while the six high- 
order coefficients of the second term are equal to zero. Methods are known for decod- 
ing directly from the remainder without computing the conventional syndromes, and it is 
possible to solve for the location and value of a single error using two of the six high- 
order remainder coefficients, leaving four for verification. Once the location and value 
of the single byte in error have been computed and verified, its contribution to the ten 
low-order coefficients of the . remainder can be removed, leaving just the error pattern 
of the long burst. 

The decoding method for case (b) is similar to that for case (a) above. We at- 
tempt to decode some restricted number of bytes in error (one for this particular ex- 
ample) using the first few high-order coefficients of the initial remainder, count and 
record the number of consecutive high-order coefficients which are consistent, and 
record the low-order coefficients if the number of consecutive consistent high-order 
coefficients is sufficiently high (six for this particular example). Then we compute: 

Rl(x) =R(x)MODG(x) 

and repeat the decoding/counting/recording process. This process is repeated n-1 times, 
where n is the length of the codeword, to compute Ri(x) through Rn-l(x) and account 
for all possible ending locations of the long burst. The low-order coefficients of the 
remainder containing the highest number of consecutive consistent high-order coeffi- 
cients can be adjusted to remove the contribution of the decoded and verified errors, 
leaving the pattern of the long burst, which will have been segregated at the low-order 
end of the remainder. 

The detection of some minimum number of consecutive consistent high-order coef- 
ficients can be used to flag the existence of a single long burst together with up to 
some maximum number of other bytes in error in a codeword. The necessary number of 
consecutive high-order zero coefficients is again established by the required miscorrec- 
tion probability. 
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The miscorrection probability for each remainder Rj(x) for this method when used 
on n-byte codewords to decode a long burst contributing L consecutive bytes in error 
together with up to K other bytes in error per codeword, where K<INT[(m-L)/2], is: 






P.C3-) '-■' "'" 



i=0 

and the total miscorrection probability (units: miscorrected codewords per uncorrectable 
codeword) for all n values of J is: 

Pinc4 = 1-[1-Pinc3]'' 

For m=16, L=10, K=l in a ten-way interleaved sector of 1040 data bytes, the 
miscorrection probability at each value of J is: 



1 



e^j 



PmcS = ) — 4^^— « 1.09E-10 

and the total miscorrection probability is: 

Pinc4 = 1-[1-1.09E-10]^20 = 1.3E-8 

Thus this method would allow successful decoding of a long burst of up to I*L=100 
bytes in combination with up to one other byte in error per interleave with a miscor- 
rection probability comparable to that achieved using a conventional decoding method in 
decoding all combinations of random errors. 

Note that a logical extension of the decoding method for both cases (a) and (b) 
for an interleaved code is to require consistency across interleaves in the decoded 
location of the long burst. 

CONCLUDING REMARKS 

The techniques discussed above were selected for ease of understanding and are by 
no means the best or only methods which exist for extending the correction power of 
long-distance Reed-Solomon codes. It is possible, with or without erasure pointers, to 
efficiently decode multiple long-burst errors and combinations of long-burst errors and 
random byte-errors which exceed the basic guarantees of a code. Long-distance Reed- 
Solomon codes possess much greater correction power against both long-burst and 
random byte-errors than has traditionally been understood. 
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3.5 b- ADJACENT CODES 

The b-Adjacent codes are parity check codes constructed with symbols from 
GF(2''), b>l. A subset of these codes is similar to the Reed-Solomon codes, but in many 
cases encoding for a b-adjacent code is less complex than encoding for a Reed-Solomon 
code with an equivalent capability. 

Check symbols are generated on write and appended to data. On read, check 
symbols are generated and compared with the write check symbols. The XOR differen- 
ces between the read check symbols and write check symbols determine the syndromes. 
The syndromes are used to compute error pattern and displacement information. Errors 
within the check bytes must be detected with special tests. 

The IBM 3370, 3375, and 3380 magnetic disk drives employ b-Adjacent code techni- 
ques. Several of these techniques are described below. 

EXAMPLE #1 - A CODE TO CORRECT A SINGLE WORD ERROR 

Consider a b-Adjacent code using two 16-bit shift registers, Pq and Pi, defined by 
the polynomials below: 

Po = (x^^ + 1) 

Pi = (x^^ + x^2 + x^ + X + 1) [Primitive] 

The properties of these polynomials enable the code to correct a single word (16 
bits) in error in a 65,535 word record. 

The write and read check words (CO and CI) are generated by taking residues of a 
function of the data, f(data), modulo PO and PI, where: 

m-l 
for Pq, f(DATA) = ^ Di(x) 

i=0 

m-l 
for Pi, f (DATA) = ^o xi^Di(x) 

i=0 

and m is the number of data words. Di(x) are the individual data word polynomials. Dq 
is the lowest order data word (last data word to be transmitted and received). 
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The residues are computed by hardware implementing the logical circuits shown in 
figure 3.4.1 below. These logical circuits are clocked once per word. The Pq shift 
register computes an XOR sum of all data words. The Pi shift register computes a 
cyclic XOR sum of all data words. Since Pj is primitive, its shift register generates a 
maximum length sequence (65,535 states). When the Pj shift register is nonzero, but its 
input is zero, each word clock sets it to the next state of its sequence. 

On read, the check words read from media are XOR-ed with the computed check 
words to obtain syndromes SO and SI. 
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Figure 3.5.1 
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65,535-d 



Figure 3.5.2 
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CORRECTION ALGORITHM 

Consider what happens when the data record is all zeros and a word in error is 
received. 

Both shift registers will remain zero until the word in error arrives. The error 
word is XOR-ed into the Pq and Pi shift registers. Since Pq preserves its current value 
as long as zeros are received, the error pattern remains until the end of record. XOR- 
ing the error word into Pj, places it to a particular state in its sequence. This state 
will be referred to as the initial state. As each new word of zeros is received the Pj 
shift register is clocked along its sequence, one state per word. 

The terminal state of Pq is the error pattern. The terminal states of Pq and Pi 
together establish error displacement. 

To find displacement, it is necessary to determine the number of shifts of the Pj 
shift register that occurs between the occurrence of the error word and the end of 
record. 

To better understand the correction algorithm, consider a sequence of 65,535 states 
as represented by the circle of Figure 3.5.2. 

Let Sj be the terminal state of the Pj shift register and let Sq be the terminal 
state of the Pq shift register. Sq is also the initial state of the Pj shift register. 

The number of states between Sq and S\ must be determined. There are several 
ways to do this. For this simple example an implementation is assumed that clocks S\ 
forward along the Pj sequence until a match is found with Sq. The number of clocks 
subtracted from 65,535 is the displacement from the end or data counting the last data 
word as one. 

Consider the case when the data is not all-zeros. The check words are selected 
on write such that residues of zero result on read, when the entire record is processed 
by the Pq and Pj shift registers. When an error occurs, the operation differs from the 
ail-zeros data case only while residues are being computed. A given error condition 
results in the same residues, regardless of data values. Once residues have been com- 
puted, the operation is the same as previously described for the all-zeros data case. 

If there is a single word in error in the record and it is check word Cq, then Sj 
will be zero and SO will be nonzero. However, if check word C\ is the word in error, 
Sq will be zero, and Sj will be nonzero. 
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EXAMPLE n " SINGLE-WORD ERROR CORRECTION IN TWO INTERLEA VES 
The code of example #1 could be implemented in multiple interleaves. 
Consider a code with two interleaves. Assume four shift registers Pq, Pi, P2 and 

The Pq shift register computes an XOR sum of all even data words. Pi computes 
an XOR sum of all odd data words. P2 and P3 compute cyclic XOR sums of even and 
odd data words respectively. 

Pq and P2 determine the pattern and displacement for the even interleave. Pi and 
P3 determine the pattern and displacement for the odd interleave. 

This code can be used to correct a single word error in an even interleave and a 
smgle word error in an odd interleave. The error words need not be adjacent. How- 
ever, correction can be restricted to double word adjacent errors by requiring a par- 
ticular relationship between interleave displacements. 

If the record length is even, then the odd interleave displacement (from the end of 
the record) must be either equal to, or one greater than the even interleave displace- 
ment. 

A double adjacent word error starting on an even word will cause interleave 
displacements to be equal. A double adjacent word error starting on an odd word will 
cause the odd interleave displacement to be one greater Uian the even interleave dis- 
placement. 
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EXAMPLE #3 ■ SINGLE-WORD ERROR CORRECTION 
USING A NONPRIMITIVE POLYNOMIAL 

The polynomial Pj of example #1 is primitive. Therefore, it generates two sequen- 
ces; a sequence of length one when initialized to zero; a sequence of length 65,535 
when initialized to any nonzero state. 

Consider another code where Pj is degree 16 and irreducible but nonprimitive. As- 
sume that Pi has a period of 257. Then it would have 256 sequences, the zero sequence 
of length one and 255 sequences of length 257. The operation of the code and dis- 
placement computation would be identical to the code of example #1 except that the 
record length, including check words would be limited to 257. 

The operation of the code is unaffected by the fact that Pj has multiple sequen- 
ces. However, it is very important that all sequences of Pj are of an equal length, 
excepting the zero sequence. This condition is met by all irreducible polynomials. The 
condition is also met by some composite polynomials, but not all. 

EXAMPLE #4 - A CODE TO COMPUTE DISPLACEMENT MODULO SOME INTEGER 

The code of Example #3 could be part of a larger code. For example, instead of 
computing error displacement for a 257-word record, displacement modulo 257 could be 
computed for a larger record. 

In this case, if the data record is all-zeros and an error is received, the Pi shift 
register could traverse its sequence many times before the end of record is reached. 
See Figure 3.5.3. 

Another part of the overall code might compute displacement modulo some other 
integer that is relatively prime to 257. The overall displacement then would be com- 
puted using the Chinese Remainder Method. 

EXAMPLE #5 -A CODE TO CORRECT DOUBLE-WORD ADJACENT ERRORS 

The interleave code of Example #2 uses four shift registers. Its capability includes 
the correction of double-word adjacent errors. 

Consider a code using only three shift registers (Pq, Pi, P2) that corrects most 
double-word adjacent errors. 

The Pq shift register computes an XOR sum of all even data words. The Pi shift 
register computes an XOR sum of all odd data words. The P2 shift register processes 
all data words (odd and even). Its definition and operation are identical to that of the 
Pi shift register in the previous examples. 
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Assume the data to be all zeros. Assume that a double word adjacent error oc- 
curs. The two adjacent words in error will be XOR-ed into the Pq and Pj shift regis- 
ters. Which shift register receives the first word in error depends on whether the 
error starts on an odd or even word. When the first error word is received, it is XOR- 
ed into the P2 shift register, after which P2 is advanced one state along its sequence. 
Next, the second error word is XOR-ed into P2. P2 is again advanced one state along 
its sequence. 

P2 continues to be advanced along its sequence once per data word until the end 
ofrecord is reached. 

The final states of shift registers Pq, Pi, P2 are syndromes So» Sj, S2. 

Sq and Sj are the error pattern. Assume that it is known from another part of an 
overall code, that the error started in an even word. Then, the error displacement can 
be found by advancing S2 along the P2 sequence until a k'th state is found, such that, 
zero results when Sq is XOR-ed with the k'th state and the result is advanced one state 
along the P2 sequence and XOR-ed with Sj. The procedure for finding displacement 
would be slightly different if the error started on an odd word. 

This code would not allow correction of all double word adjacent errors. If the 
second word in error is equal to the first word in error shifted once along the P2 
sequence, the error is not detected at all and correction cannot be accomplished. 

Using two codes of this type will overcome the problem, providing the P2 polyno- 
mials of the two codes are different and satisfy a particular criteria. 



- 211 - 



USING FINITE FIELD MATH WITH THE b-ADJACENT CODE 

Let powers of a represent the elements of a field. Let reverse displacement mean 
the displacement from the last data word to the first word in error, counting the last 
data word as one. 

In example #1, displacement is computed by shifting SI forward along the V\ 
sequence until a match is found with SO. In terms of finite field math, j must be 
determined, where: 

Si-cJ + So = 

The reverse displacement is then (-j) MOD 65,535. 

For example #5, j must be determined where if the double-word error starts in an 
even word: 

(S2-cJ + So)*a = Si 
and if the double-word error starts in an odd word: 

(S2*a) + Si)«a = Sq 
The reverse displacement is then (-j) MOD 65,535. 
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CHAPTER 4 - APPLICATION CONSIDERATIONS 



4.1 RAW ERROR RATES AND NATURE OF ERROR 

Error rates and the nature of error must be characterized before designing and test- 
ing a real-world error-control system. The error characteristics should be determined 
by a combination of measurement and estimation. The estimation should be based on 
experiences with similar products and technologies. Data typically required is listed 
below. 

1 . Defect distribution (number of defects per media of each defect length). 

2. Soft-error distribution (number of soft errors versus total bits transferred 
for each error burst length) . 

3 . Methods of defect identification at the time of manufacture. 

4. Percentage of defects and percentage of soft errors that result in loss of 
sync. 

5. Probability that a loss of sync results in the phase lock loop (PLL) staying 
off frequency. 

6. Probability of sync framing error. 

7. Probability of false sync detection. 

8. Change in defect rate versus media usage and storage time. 

9. Change in soft error rate versus media usage and storage time. 

10. Information on any clustering of defects or soft errors, such as: 

a. High probability of multiple bursts. 

b. High probability of long bursts. 

c. Higher error rate at particular tracks. 

d. Periodic misregistration. 

e. Interference from another function. 

f. Weak areas of media. 

g. Media deformity, 
h. Contamination. 

11. Other recovery means that may be used and their effectiveness. Some re- 
covery techniques used on prior storage products are listed below. 

a. Head offset. 

b. Detection window shift. 

c. VFO bandwidth change. 

d. Detector threshold change. 
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12. Relationship between decoded bits in error and encoded bits in error for 
the read/write modulation method used. 

13. Available pointer information that can be used for erasure correction. 
Some sources of pointer information on prior storage products are listed 
below. 

a. Excessive phase shift. 
• b. Excessive amplitude deviations. 

c. Invalid code found by the modulation method. 

d. Error locations from adjacent mterleaves. 

14. Information on usage. For example, expected bits read per day and ex- 
pected accesses per day. 

15. Record sizes. 
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4.2 DECODED ERROR RATES 

Error correction is used in communication systems to improve channel throughput. 
It is used in storage device subsystems to improve data recoverability. Part of the 
design of every error control system is determining code performance. The block (or 
decoded) error rate for a specified raw error rate is one measure of performance. 

The equations and tables below and on the following pages can be used to deter- 
mine the block error rate when raw error rate and the number of errors corrected per 
block are known. A block error exists if, after performing error correction, the data 
is erroneous. The block error rate is the ratio of block occurrences to blocks trans- 
ferred. Raw error rate for the equations is the ratio of raw error occurrences to a 
unit of data transfer. The unit of data transfer is specified in each case. The raw 
error rate for the tables is the ratio of raw error occurrences to bits transferred. An 
error may be a bit, symbol, or burst error. Errors are assumed to be random; the 
equations and tables give erroneous results if they are not. 

In the equations, the following notation represents the number of ways to chose r 
out of n without regard to order. 



["] = 



nl ^ -f^ (n-j) 

ri*(n-r)l ^^J^ (r-j) 



Some of the probability equations given on the following pages can be reduced in 
complexity by using the following relationships when applicable. 

(1+Pe)^""^ w 1 if Pe«l 



["] 



if n»r 
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BIT-ERROR PROBABILITIES 

Let Pe be the raw-bit-error rate. Let the raw-bit-error rate be defined as the 
ratio of bit error occurrences to total bits transferred; that is, bit errors per bit. The 
equations below give probabilities for various numbers of bit errors occurring in a block 
of n bits. 

PROBABILITY OF EXACTLY r BIT ERRORS IN A BLOCK OF n BITS 

Pr = [^]*(Pe)^*(l-Pe)""^ 
PROBABILITY OF ZERO BIT ERRORS IN A BLOCK OF n BITS 

Po = [j]*(Pe)°*(l-Pe)" = (1-Pe)" 
PROBABILITY OF ONE BIT ERROR IN A BLOCK OF n BITS 

Pi = 



(Pe)l*(l-Pe)""^ 



PROBABILITY OF AT LEAST ONE BIT ERROR IN A BLOCK OF n BITS 

n 

] Pr = Pi+P2+---+Pn = 1-Po 

r>0 

PROBABILITY OF TWO OR MORE BIT ERRORS IN A BLOCK OF n BITS 

n 

] Pr = P2+P3 + -"+Pn = l-Po-Pl 

r>l 
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DECODED ERROR PROBABILITIES FOR A BIT-CORRECTING CODE 



n = Block length in bits 

e = Number of bits corrected per block 

= for an error-detection-only code 

P^ = Raw bit error probability (units: bit errors per bit) 



n 
BLOCK ERRORS \ |n|^,^ ^i*M.p vn-i 

BLOCK I 

i>e 



[i]*(Pe)^*(l-Pe)^ 



n 
BLOCK ERRORS _ 1 ^\ i n i ^ .^ x i ^ , . ^ v n-i 



BIT 

i>e 

n 
BIT ERRORS 



- H *)_ [i]*(Pe)^*(l-Pe)''"^ 



BLOCK 

i>e 



« )_(i+e)*[jj*(Pe)^*(l-Pe)^" 



BIT ERRORS ^ 1 ^\ 
BIT 

i>e 



n 
^ */ (i+e)*[^]*(Pe)i*(l~Pe)^~i 



217- 



BURST-ERROR PROBABILITIES 

Let Pg be the raw burst-error rate, defined as the ratio of burst error occurrences 
to total bits transferred, with units of burst errors per bit. The equations below give 
the probabilities for various numbers of burst errors occurring in a block of n bits. It 
is assumed that burst length is short compared to block length. 

PROBABILITY OF EXACTLY r BURST ERRORS IN A BLOCK OF n BITS 



Pr = ["]*(Pe)^*(l-Pe)""'' 



PROBABILITY OF ZERO BURST ERRORS IN A BLOCK OF n BITS 

Po = [jj*(Pe)°*(l-Pe)" = (1-Pe)" 
PROBABILITY OF ONE BURST ERROR IN A BLOCK OF n BITS 

Pi = 



*(Pe)l*(l-Pe)'^"^ 



PROBABILITY OF AT LEAST ONE BURST ERROR IN A BLOCK OF n BITS 

n 

] Pr = Pi+P2+---+Pn = 1-Po 

r>0 

PROBABILITY OF TWO OR MORE BURST ERRORS IN A BLOCK OF n BITS 



] Pr = P2+P3+---+Pn = 1-Po-Pl 

r>l 
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DECODED ERROR PROBABILITIES FOR A BURST-CORRECTING CODE 



n = Block length in bits 

e = Number of bursts corrected per block 
= for an error-detection-only code 

Pg == Raw burst error probability 
(units: burst errors per bit) 

n 
BLOCK ERRORS _ \ fn!^,^ vi^,. ^ .n-x 



- )__ [i]*(Pe)^*(l-Pe)''"^ 



BLOCK 

i>e 

n 
BLOCK ERRORS _ 1 ^\ ini^,« .i^/. t. v n-i 



BIT 

i>e 



« H *)_ [5!]*(Pe)^*(l-Pe)''"^ 



n 
BURST ERRORS ^ \ 

BLOCK I 

i>e 



BURST 



(i+e)*|^j]*(Pe)i*(l-Pe)^"i 



fP^SS « i *\_ (i+e)*[5;]MPe)iMl'Pe)''-^ 



BIT 

i>e 
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SYMBOL-ERROR PROBABILITIES 

Let Pg be the raw-symbol-error rate, defined as the ratio of symbol error occur- 
rences to total symbols transferred, with units of symbol errors per symbol. The equa- 
tions below give probabilities for various numbers of symbol errors occurring in a block 
of n symbols. 

PROBABILITY OF EXACTLY r SYMBOL ERRORS IN A BLOCK OF n SYMBOLS 



Pr = 



*(Pe)^*(l-Pe)""^ 



PROBABILITY OF ZERO SYMBOL ERRORS IN A BLOCK OF n SYMBOLS 



PO 



*(Pe)0*(l-Pe)" = (1-Pe)" 



PROBABILITY OF ONE SYMBOL ERROR IN A BLOCK OF n SYMBOLS 



Pi = 



*(Pe)l*(l-Pe)""^ 



PROBABILITY OF AT LEAST ONE SYMBOL ERROR IN A BLOCK OF n SYMBOLS 



Pr = Pi+P2+'**+Pn = I-Pq 



r>0 



PROBABILITY OF TWO OR MORE SYMBOL ERRORS IN A BLOCK OF n SYMBOLS 

n 



\ 

/- 

r>l 



Pr = P2+P3+---+Pn = 1-Po-Pl 
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DECODED ERROR PROBABILITIES FOR A SYMBOL-CORRECTING CODE 



n = Block length in symbols 



e = Number of bits corrected per block 
= for an error-detection-only code 

Pe = Raw symbol error probability 

(units: symbol errors per symbol) 



w = Symbol width in bits 

n 
« 1_ [i]*(Pe)^*(l-Pe)''~^ 



n 
BLOCK ERRORS 
BLOCK 

i>e 

n 
BLOCK ERRORS 



SYMBOL 

i>e 

n 
BLOCK ERRORS 



n *}_ [?]*(Pe)^*(l-Pe)^"^ 



BIT w*n 

i>e 



fe */_ [i]*(Pe)^*(l-Pe)''"^ 



SVMBOL^gBOBS , \_ ,i,„.[n].,,^,i.,,.,^,, 



i>e 
n 



SYMBOL n y ^^ ^^ [ij ^^^^ ^-^ ^e; 



SYMBOL ERRORS _ 1 ^\ ,-^ x^ 



i>e 
n 



SYMBOL ERRORS « JL *\ M+e^*M*rP ^i*ri-P ^n-i 
BIT ^ w*n l_ (i+^)*[iJ*(Pe) *(1 Pe) 



i>e 

n 
* BIT ERRORS _ I A / • ^ x a. 

BIT 2*n l_ ^^ ^^ 
i>e 

* Assuming a symbol error results in k/2 bit errors. 



*(Pe)^*(l-Pe)^"^ 
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DECODED ERROR PROBABILITIES FOR A SYMBOL-CORRECTING CODE 
WHEN ERASURE POINTERS ARE AVAILABLE FOR SYMBOL ERRORS 

n = Block length in symbols 

e = Number of bits corrected per block 
= for an error-detection-only code 

Pe = Raw symbol error probability 

(units: symbol errors per symbol) 

w = Symbol width in bits 

n 



BLOCK ERRORS _ \ 
BLOCK ~ l_ 



i>e 



* (Pe)^*(l-Pe) ''"''- 



n 



BLOCK ERRORS ^ 1 ^\ 
SYMBOL ~ n /_ 



i>e 



*(Pe)^*(l-Pe)''~^ 



BLOCK ERRORS 
BIT 






*(Pe)^*(l-Pe)''"^ 



i>e 



SYMBOL ERRORS 
BLOCK 



- )_ i*[j]*(Pe)^*(l~Pe)''"^ 



i>e 



SYMBOL ERRORS 
SYMBOL 



i *^ i*[5!]*(Pe)^*(l-Pe)''""^ 



i>e 



n 



SYMBOL ERRORS _ 1 ^\ 



BIT 



w*n /_ 



i>e 
n 



*(Pe)i*(l-Pe)'''"^ 



BIT ERRORS _ 1 ^\ 



BIT 



2*n l_ 



(i) 



i>e 



[;]*(Pe)i 



*(1-Pe) 



n-i 



Assuming a symbol error results in k/2 bit errors. 
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4.3 DATA RECOVERABILITY 

Error correction is used in storage device subsystems to improve data recover- 
ability. There are other techniques that improve data recoverability as well. Some of 
these techniques are discussed in this section. System manufacturers may want to 
include data recovery techniques on their list of criteria for comparing subsystems. 

DATA RECOVERY TECHNIQUES 

Some storage device subsystems attempt data recovery with the techniques below 
when ECC is unsuccessful. 

a. Head offset. 

b. Detection window shift. 

c. VFO bandwidth change. 

d. Detector threshold change. 

e. Rezero and reread. 

f. Remove and reinsert media then reread. 

g. Move media to another device and reread. 

DATA SEPARATOR 

The design of the data separator will have a significant influence on data recover- 
ability. Some devices have built-in data separators. Other devices require a data 
separator in the controller. 

Controller manufacturers should consult their device vendors for recommendations 
when designing a controller for devices which require external data separators. 

Circuit layout and parts selection are very important for data separators. Even if 
one has a circuit recommended by a drive vendor, it may be advisable to use a highly 
experienced read/write consultant for the detailed design and layout. 

WRITE VERIFY 

Another technique that can improve the probability of data recovery is write verify 
(read back after write). Write verify can be very effective for devices using magnetic 
media due to the nature of defects in this media. One may write/read over a defect 
hundreds of times without an error. An error will result only when the write occurs 
with the proper phasing across the defect. Once the error occurs, it may then have a 
high incidence rate until the record is rewritten. Hundreds of writes may be required 
before the error occurs again. 
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When an error is detected by write verify, the record is rewritten or retired or 
defect skipping is applied. This reserves error correction for errors that develop with 
time or usage. Since it affects performance, write verify should be optional. 

DEFECT SKIPPING 

Defect-skipping techniques include alternate-sector assignment, header move func- 
tions, and defect skipping within a data field. These techniques are used to handle 
media defects detected during formatting and persistent errors detected on read. 

Under alternate-sector assignment, a defective sector may be retired and logically 
replaced with a sector physically located elsewhere. Space for alternate sector(s) may 
be reserved on each track or cylinder, or one or more tracks or cylinders may be 
reserved exclusively for alternate sectors. The header contains an alternate-sector 
assignment field; when a sector is retired, this field in its header is written to point to 
the alternate sector which is to logically replace it. An assigned alternate sector 
typically has a field which points back to the retired sector that it is replacing. 

When a header-move function is implemented, a defect falling in a header is avoid- 
ed by moving the header further along the track. Space may be allotted in the track 
format to allow a normal-length data field to follow a moved header, or the moved 
header may contain a field pointing to an assigned alternate sector. In the latter case, 
since the data field following a moved header is not used, it need not be of normal 
length; it may or may not actually be written, depending on implementation alternatives. 

Defect skipping within a data field is used in some high-capacity magnetic disk 
subsystems employing variable-length records as a means of handling known defects. 
Each record has a count field which records information on the locations of defects 
within the track. Writing is interrupted when the current byte displacement from the 
index corresponds to the starting offset of a skip as recorded in the count field. When 
the recording head passes beyond the known length of the defect, a preamble pattern 
and sync mark are written, then writing of data re-commences. Some IBM devices allow 
up to seven defects per track to be skipped in this manner. 

Defect skipping within a data field is also used on magnetic devices employing 
fixed-length records. In this case, each sector header records displacement information 
for defects in that sector. Some implementations write a preamble pattern and sync 
mark at the end of a skip as discussed above for variable-length records while others 
do not. The former practice handles defects which can cause loss of sync. If a pre- 
amble pattern and sync mark are not written, some other method must be used to map 
out defects which can cause loss of sync. 
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Devices employing defect skipping within a data field must allocate extra media 
area for each sector, track, or cylinder, depending on whether or not embedded servoing 
is used and on other implementation choices. In devices using embedded servoing, the 
space allotted for each sector must allow room for the maximum-length defect(s) which 
may be skipped. In devices not using embedded servo techniques, the track format need 
accommodate only some maximum number of skips per track, which may be much less 
than one per sector. 

When defect-skipping techniques are used and skip or alternate-sector information 
is stored in headers, care must be taken to make sure that the storage of information 
in headers other than track and sector number does not weaken the error tolerance of 
the headers. A different method for alternate-sector assignment, which avoids this 
complication, is sector slipping. Each track or cylinder contains enough extra area to 
write one or more extra sectors. When a sector must be retired, it and each succeeding 
sector are slipped one sector-length along the track or cylinder. This method has the 
additional advantage that sectors remain consecutive and no additional seek time is 
required to find an alternate sector at the end of the track or cylinder, or on a dif- 
ferent track or track or cylinder. This method is discussed in more detail under A 
HEADER STRATEGY EXAMPLE below. 



ERROR-TOLERANT TRA CK FORMA TS 

Achieving error tolerance in the track format is a major consideration when ar- 
chitecting a storage device and controller for high error rate media. All special fields 
and all special bytes of the track format must be error-tolerant. This includes but is 
not limited to preambles, sync marks, header fields, sector marks, and index marks. 

Experience shows that designing an error-tolerant track format (one that does not 
dominate the uncorrectable sector event rate) to support high defect densities can be 
even more difficult than selecting a high performance ECC code. 

SYNCHRONIZATION 

For high defect rate devices, it is essential that the device/controller architectures 
include a high degree of tolerance to defects that fall within sync marks. There are 
several synchronization strategies that achieve this. The selection will be influenced by 
the nature of the device and the nature of defects (e.g., length distribution, growth 
rate, etc.). Both false detection and detection failure probabilities must be considered. 
Synchronization is discussed in detail in Section 4.8.1; some high points are briefly 
covered below. 

One method for achieving tolerance to defects that fall within sync marks is to 
employ error-tolerant sync marks. Error-tolerant sync marks have been used in the 
past that can be detected at the proper time even if several small error bursts or one 
large error burst occurs within the mark. See Section 4.8.1 for a more in-depth discus- 
sion of synchronization codes. 
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Another strategy is to replicate sync marks with some number of bytes between. 
The number of bytes between replications would be determined by the maximum defect 
length to be accommodated. A different code is used for each replication so that the 
detected code identifies the true start of data. The number of replications required is 
selected to achieve a high probability of synchronization for the given rate and nature 
of defects. Mark lengths, codes, and detection qualification criteria are selected to 
achieve an acceptable rate of false sync mark detection. 

If synchronization consists of several steps, each must be error-tolerant. If sector 
marks (also called address marks) and preambles precede sync marks they must also be 
error tolerant. Today, in some implementations correct synchronization will not be 
achieved if an error occurs in the last bit or last few bits of a preamble. Such sen- 
sitivities must be avoided. Section 4.8.1 discusses how error tolerance can be achieved 
in the clock-phasing step of synchronization as well as in the byte-synchronization step. 

MAINTAINING SYNCHRONIZA TION THROUGH LARGE DEFECTS 

Obviously, it is desirable to maximize the defect length that the PLL can flywheel 
through without losing synchronization. Engineers responsible for defect handling 
strategy will want to influence the device's rotational speed stability and PLL flywheel- 
ing characteristics. One technique that has been used to extend the length of bursts 
the PLL can flywheel through is to coast the PLL through defects by using some cri- 
teria (run-length violation, loss of signal amplitude, etc.) to temporarily shut off updat- 
ing of the PLL's frequency and phase memory. 

FALSE SYNC MARK DETECTION 

The false detection of a sync mark can result in synchronization failure. The 
probability of false mark detection must be kept low by careful selection of mark len- 
gths, codes, and qualification criteria. 

In some architectures, once data acquisition has been achieved, sync mark detec- 
tion is qualified with a timing window in order to minimize the probability of false 
detection. In such an architecture, it is desirable to generate the timing window from 
the reference clock; if the timing window is generated from the data clock and the PLL 
loses sync while clocking over a large defect in a known defective sector, the following 
good sector may be missed due to the subsequent mispositioning of the timing window. 
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HEADERS 

For high error-rate devices, header strategy is influenced by defect event rates, 
growth rates, length distributions, performance requirements, and write prerequisites. 

One header strategy requires replication. A number of contiguous headers with 
CRC are written, then on read one copy must be read error-free. Another strategy is 
to allow a data field to be recovered even if its header is in error. This requires that 
headers consist solely of address information such as track and sector number. If a 
header is in error, such information can be generated from known track orientation. 
Some devices combine this strategy with header replication in order to minimize the 
frequency at which address information is generated rather than read. In any case, 
devices using high error-rate media must be insensitive to defects falling into the 
headers of severi consecutive sectors. When address information is generated rather 
than read, the data field can be further qualified by subsequent headers. 

Using error correction on the header field as well as the data field will increase 
the probability of recovering data. However, one must either be able to store and 
correct both a header and the associated data field, or provide a way to space over a 
defective header in order to recover the associated data field on a succeeding revolu- 
tion. 

An alternative to correcting the header is to keep only address information in the 
header and to provide a way to space over a defective header. When a defective header 
is detected, record address is computed from track orientation. A disadvantage of this 
method is that it does not allow flags to be part of the header field. 

Some devices also include address information within the highly protected data 
field to use as a final check that the proper data field was recovered. This check must 
take place after error correction. The best time to perform it may be just before 
releasing the sector for transfer to the host. 

A HEADER STRATEGY EXAMPLE 

A typical error-tolerant header and sector-retirement strategy might be: Store in 
the header only track and sector address information. Reserve K sectors at the end of 
each cylinder for spare sectors. When a sector must be retired, slip all data sectors 
down the cylinder by one sector position and write a special "sector-retired" flag in 
place of the sector number in the header of the retired sector. On searches if a head- 
er is read error- free and the "sector-retired" flag is found instead of a sector number, 
adjust the sector number in the known orientation and continue searching. 
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If a header-in-error is encountered during a search then it is either the header of 
a sector that had been previously retired or it is a header containing a temporary error 
or a new hard defect. The sector number sequence encountered in continuing the 
search can be used to determine which is the case. If the header-in-error was that of 
an already-retired sector, the sector number sequence should be adjusted and the search 
continued. Otherwise the search should still be continued unless the header-in-error 
was that of the desired sector, in which case the search should be interrupted and a 
re-read attempted. If the error is not present on re-read, assume it was a temporary 
error and proceed to read the data field. If the error persists on re-read, assume a 
new hard defect: orient on the preceding sector, skip the header-in-error, and read the 
desired data field. A sector whose header contains a new hard defect should be retired 
as soon as possible. 

Note that the error-tolerant header strategy outlined above will not work if it is 
necessary to store control data, such as location information for defect skipping, within 
headers. 

SERVO SYSTEMS 

In many devices, the ability to handle large defects is limited by the servo sys- 
tem(s). Engineers responsible for defect handling strategy must understand the limits of 
the servo system(s) relative to defect tolerance. In particular, any testing of defect 
handling capabilities should include the servo system(s). 

MODULATION CODES 

The modulation code selected will affect EDAC performance by influencing noise- 
generated error rates, the extension of error bursts, Uie ability to acquire synchroniza- 
tion, the ability to hold synchronization through defects, the ability to generate erasure 
pointers, and the resolution of erasure pointers. 

The following summarizes the results of an analysis of the error propagation 
performance of the (2,7) code described in U.S. Patent #4,115,768, inventors Eggenberger 
and Hodges, assignee IBM (1978). Analysis was confined to cases of single-bit errors 
defined below: 

Drop-in; A code-bit '1' where '0' was encoded 
Drop-out: A code-bit '0' where '1' was encoded 
Shift: A code-bit '1' where '0' was encoded, coincident 

with an adjacent code-bit 'O' where •!' was encoded 

Error propagation length is defined as the inclusive number of data-bits between 
the first data-bit in error and the last data-bit in error caused by a given code-bit 
error case. 

Random fifteen-data-bit sequences were generated and encoded using the encoder 
described in the patent. Drop-in, drop-out, and shift errors were created in turn in the 
twelfth through the eighteenth bits of the resulting code-bit sequences. The corrupted 
code-bit sequences were decoded using the decoder described in the patent, the result- 
ing data-bit sequences were analyzed, and the error propagation lengths recorded. 
Results of 2000 trials are shown below: 
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ERROR 
TYPE 



ERROR PROPAGATION LENGTH 
12 3 4 



TOTAL 



DROP-IN 


# 
% 


2674 
29 


5009 
54 


1220 
13 


195 
2 


127 

1 






9225 


DROP-OUT 


# 
% 


201 

7 


1258 
45 


776 
28 


448 
16 


92 
3 






2775 


SHIFT 


# 
% 


150 
3 


1955 
36 


1496 
27 


1242 
23 


508 
9 


125 
2 


5476 


TOTAL 


# 
% 


3025 
17 


8222 
47 


3492 
20 


1885 
11 


727 

4 


125 

1 


17476 
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4.4 DATA ACCURACY 

Data accuracy is one of the most important considerations in error correction 
system design. The following discussion on data accuracy is concerned primarily with 
magnetic disk applications. However, the concepts are extendable to many other error 
correction applications. 

The transfer of undetected erroneous data can be one of the most catastrophic 
failures of a data storage system; consider the consequences of an undetected error in 
the money field of a financial instrument or the control status of a nuclear reactor. 
Most users of disk subsystems consider data accuracy even more important than data 
recoverability. Nevertheless, many disk subsystem designers are unaware of the factors 
determining data accuracy. 

Some causes of undetected erroneous data transfer are listed below. 

- Miscorrection by an error-correcting code. 

- Misdetection by an error-detecting or error-correcting code. 

- Synchronization framing errors in an implementation without synchronization 
framing error protection. 

- Occasional failure on an unprotected data path on write or read. 

- Occasional failure on an unprotected RAM buffer within the data path on 
write or read. 

- A software error resulting m the transfer of the wrong sector. 

- A broken error latch which never flags an error; other broken hardware. 
Some other factors impacting data accuracy are discussed below. 
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POLYNOMIAL SELECTION 

In disk subsystems, the error-correction polynomial has a significant influence on 
data accuracy. Fire code polynomials, for example, have been widely used on disk con- 
trollers, yet they provide less accuracy than carefully selected computer-generated 
codes. 

Many disk controller manufacturers have employed one of the following Fire code 
polynomiaJs: 

(x21 + l)*(xll + x2 + 1) or (x21 -h \)^{l^^ -h x^ -h 1) 

The natural period of each polynomial is 42,987. Burst correction and detection 
spans are both eleven bits for record lengths, including check bits, no greater than the 
natural period. These codes are frequenSy used to correct eleven-bit bursts on record 
lengths of 512 bytes. 

When used for correction of eleven-bit bursts on a 512-byte record, these codes 
miscorrect ten percent of all possible double bursts where each burst is a single bit in 
error. With the same correction span and record length, the miscorrection probability 
for all possible error bursts is one in one thousand. The short double burst, with each 
burst a single bit in error, has a miscorrection probability two orders of magnitude 
greater. 

Such codes have a high miscorrection probability on other short double bursts as 
well. Double bursts are not as common as single bursts. However, due to error clus- 
tering, they occur frequently enough to be a problem. 

The data accuracy provided by the above Fire codes for all possible error bursts is 
comparable to that provided by a ten-bit CRC code. The data accuracy for all possible 
double-bit errors is comparable to that provided by a three-bit or four-bit CRC code. 

Fire codes are defined by generator polynomials of the form: 

g(x) = c(x)*p(x) = (xc + l).p(x) 

where p(x) is any irreducible polynomial of degree z and period e, and e does not divide 
c. 

The period of the generator polynomial g(x) is the least common multiple of c and 
e. For record lengths (including check bits) not exceeding the period of g(x), these 
codes are guaranteed to correct single bursts of length b bits and detect single bursts 
of length d bits where d>b, provided z>b and c>(d +b-l). 

The composite form of the generator polynomial (g(x)) is used for encoding. 
Decoding can be performed with a shift register implementing the composite generator 
polynomial (g(x)) or by two shift registers implementing the factors of the generator 
polynomial (c(x) and p(x)). Code performance is the same in either case. 

The p(x) factor of the Fire code generator polynomial carries error displacement 
information. The c(x) factor carries error pattern information. It is this factor that is 
responsible for the Fire code's pattern sensitivity. To understand the pattern sen- 
sitivity, assume that decoding is performed with shift registers implementing the in- 
dividual factors of the generator polynomial. For a particular error burst to result in 
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miscorrection, it must leave in the c(x) shift register a pattern that qualifies as a 
correctable error pattern. A high percentage of short double bursts do exactly that. 
For example, two bits in error, (c + 1) bits apart, would leave the same pattern in the 
c(x) shift register as an error burst of length two. The same would be true of two bits 
in error separated by any multiple of (c+1) bits. 

If p(x) has more redundancy than required by the Fire code formulas, the excess 
redundancy reduces the miscorrection probability for short double bursts, as well as the 
miscorrection probability for all possible error bursts. 

The overall miscorrection probability (Pmc) ^^^ ^ Fi^^ ^^^ is given by the follow- 
ing equation, assuming all errors are possible and equally probable. 

2in 

where ^ 

n = record length in bits including check bits. 

b = guaranteed single burst correction span in bits. 

m = total number of check bits. 

For many Fire codes, the miscorrection probability for double bursts where each 
burst is a single bit in error is given by the following equation, assuming all such 
errors are possible and equally probable. 

P.Cdb « ^f^^ (2) 

c2*(2Z-l) 

where , 

n and b are as defined above. 

c = degree of the c(x) factor of the Fire code polynomial. 

z = degree of the p(x) factor of the Fire code polynomial. 

This equation is unique to the Fire Code. It is applicable only when the product 
of Pmcdb ^d the number of possible double-bit errors is much greater than one. When 
this is not true, a computer search should be used to determine Pmcdb- 

The ratio of Pmcdb ^^ Pmc provides a measure of pattern sensitivity for one par- 
ticular double burst (each burst a single bit in error). Remember that the Fire code is 
sensitive to other short double bursts as well. 

Properly selected computer-generated codes do not exhibit the pattern sensitivity 
of Fire codes. In fact, it is possible to select computer-generated codes that have a 
guaranteed double-burst detection span. The miscorrecting patterns of these codes are 
more random than those of Fire ccxies. They are selected by testing a large number of 
random polynomials of a particular degree. Provided the specifications are within 
certain bounds, some polynomials will satisfy them. 

There are equations that predict the number of polynomials one must evaluate to 
meet a particular specification. 

In some cases, thousands of computer-generated polynomials must be evaluated to 
find a polynomial with unique characteristics. 
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For a computer-generated code, correction and detection spans are determined by 
computer evaluation. Overall miscorrection probability is given by Equation #1 . 

To increase data accuracy, many disk controller manufacturers are switching from 
Fire codes to computer-generated codes. 

ERROR RECOVERY STRATEGY 

Error recovery strategies also have a significant influence on data accuracy. A 
strategy that requires data to be reread before attempting correction provides more 
accurate data than a strategy requiring the use of correction before rereading. 

An equation for data inaccuracy is given below: 

Pued«Pe*Pc*Pmc (3) 

where, 

Pued ~ Probability of undetected erroneous data 

Ratio of undetected erroneous data occurrences to total bits transferred. 
This is a measure of data inaccuracy. 

Pg = Raw burst error rate 

Ratio of raw burst error occurrences to total bits transferred. 

Pc = Catastrophic probability 

Probability that a given error occurrence exceeds the guaranteed 
capabilities of a code. 

Pnic= Miscorrection probability 

Probability that a given error occurrence, exceeding the guaran- 
teed capabilities of a code, will result in miscorrection, assuming 
all errors are possible and equally probable. 

It is desirable to keep the probability of undetected erroneous data (Pued) ^s low 
as possible. The burst error rate, catastrophic probability or miscorrection probability 
must be reduced to reduce Pued- (See Equation #3). 

Miscorrection probability (Pmc) can be reduced by decreasing the record length 
and/or the correction span, or by increasing the number of check bits. Catastrophic 
probability (P^) can be reduced by increasing the guaranteed capabilities of the code, or 
by reducing the percentage of error bursts that exceed the guaranteed code capabilities. 

Burst error rate (?q) can be reduced by using reread. Most disk products exhibit 
soft burst error rates several orders of magnitude higher than hard burst error rates. 
Rereading before attempting correction makes Pe (in Equation #3) the hard burst error 
rate instead of the soft burst error rate, reducing Pued by orders of magnitude. 



-233 



Rereading before attempting correction provides additional improvement in P^ed 
due to the different distributions of long error bursts and multiple error bursts in hard 
and soft errors. 

Another strategy that reduces P^ed ^s to reread until an error disappears, or until 
there has been an identical syndrome for the last two reads. Correction is then at- 
tempted only after a consistent syndrome has been received. 
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DESIGN PARAMETERS 

For data accuracy, a low miscorrection probability is desirable. Miscorrection 
probability can be reduced by decreasing the record length and/or correction span, or 
by increasing the number of check bits. 

For most Winchester media, a five-bit correction span has been considered ade- 
quate. A longer correction span is needed if the drive uses a read/write modulation 
method that maps a single encoded bit in error into several decoded bits in error, such 
as group coded recording (GCR) and run-length limited (RLL) codes. 

For several years, 32-bit codes were considered adequate for sectored Winchester 
disks provided that the polynomial was selected carefully, record lengths were short, 
correction span was low, correction was used only on hard errors, and the occurrence 
rate for hard errors exceeding the guaranteed capability of the code was low. 

More recently, most disk controller developers have been using 48-, 56- and 64-bit 
codes in their new designs. Using more check bits increases data accuracy and provides 
flexibility for increasing the correction span when the product is enhanced. Using more 
check bits also allows other error-recovery strategies to be considered, such as 
on-the-fly correction. 

Disk controller developers are also implementing redundant sector techniques and 
Reed-Solomon codes. Redundant sector techniques allow very long bursts to be cor- 
rected. Reed-Solomon codes allow multiple bursts to be corrected. 

ECC CIRCUIT IMPLEMENTATION 

Cyclic codes provide very poor protection when frame synchronization is lost, i.e., 
when synchronization occurs early or late by one or more bits. 

One way to protect against this type of error is to initialize the shift register to 
a specially selected nonzero value. The same initialization constant must be used on 
read and write. Another method is to invert a specially selected set of check bits on 
write and read. Each method gives the ECC circuit another important feature - nonzero 
check bits are written for an all-zeros data record. This allows certain logic failures to 
be detected before inaccurate data is transferred. See Section 4.8.2 for ftirther discus- 
sion of synchronization framing errors. 

Still, some ECC circuit failures can result in transferring inaccurate data. If the 
probability of ECC logic failure contributes significantly to the probability of transferr- 
ing inaccurate data, include some form of self-checking. See Section 6.5. 
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DEFECT MANAGEMENT STRATEGY 

All defects should have alternate sectors assigned, either by the drive manufacturer 
or subsystem manufacturer, before the disk subsystem is shipped to the end user. 

There are problems with a philosophy that leaves defects to be corrected by ECC 
on each read, instead of assigning alternate sectors. First, if correction before reread 
is used, a higher level of miscorrection results. This is because a soft error in a sector 
with a defect results in a double burst. Once a double burst occurs that exceeds the 
double-burst-detection span, miscorrection is possible. In the second case, if reread 
before correction is used, revolutions will be lost each time a defective sector is read. 

ERROR RATES 

Clearly, disk drive error rates also significantly influence data accuracy. If errors 
exceeding fiie guaranteed capability of the code never occurred, inaccurate data would 
never be transferred. 

When a data separator is part of the controller, its design affects error rate and 
therefore data accuracy. While most drive manufacturers provide recommended data 
separator designs, there are also well-qualified consultants who specialize in this area. 

SPECIFYING DATA ACCURACY 

The probability of undetected erroneous data (Pued) is a measure of data inac- 
curacy. Sophisticated developers of disk subsystems are now targeting l.E-20 or less 
for Pued- 

Even when Pg and Pq are high, one can still achieve any arbitrarily low Pu^j by 
carefully selecting the correction span, record length, and number of check bits. (See 
Equations #1 and #3). 

A CHIEVING HIGHER DA TA INTEGRITY 

The following first appeared in slightly different form in the March 1988 issue of 
the ENDL Newsletter. 

Horror stories about the consequences of a storage subsystem transferring un- 
detected erroneous data have been circulating since the dawn of the computer age. As 
the computer industry matures, data integrity requirements for storage subsystems have 
increased along with capacity, throughput, and uptime requirements. To meet these 
higher demands, both the probability of uncorrectable error and the probability of 
transferring undetected erroneous data must decrease. As more and more powerful 

error detection and correction systems are implemented to protect data from higher 
media-related error rates, errors arising in other areas of the subsystem will come to 
dominate unless equivalent protection is provided. The most powerful media EDAC 
system is useless against errors occurring anywhere in the write path from the host 
interface to the input of the EDAC encoder or in the read path from the output of the 
EDAC decoder to the host interface. 



-236- 



One example of undetected erroneous data which the media EDAC system is power- 
less to detect is a single-bit soft error occurring in an unprotected data buffer after 
the EDAC system has corrected the data but before the data are transferred to the 
host. Another example is a subtle subsystem software error which causes a request for 
the wrong sector to be executed. The actual sector fetched may contain no media- 
related errors and so be accepted as correct by the media EDAC system, yet it is not 
the data which the host requested. 

Data Systems Technology, Corp. (DST) has proposed a method to combat errors not 
covered by the media EDAC system. DST recommends that the host append a CRC 
redundancy field to each logical sector as it is sent to the storage subsystem and 
perform a CRC check on each logical sector as it is received from the storage subsys- 
tem. DST farther recommends &it a logical identification number containing at least 
the logical sector number, and perhaps the logical drive number as well, be placed 
within each logical sector written to a storage subsystem and that this number be 
required to match that requested when each logical sector is received from the storage 
subsystem. 

It is possible to combine these two functions so that only four extra bytes per 
logical sector are needed to provide both thirty-two-bit CRC protection and positive 
sector/drive identification. Three methods are outlined below; whatever method is 
chosen for implementing the two functions, it must be selected with multiple-sector 
transfers in mind. 

(1) Append to each logical sector within the host's memory a four-byte logical 
sector number field. Design the host adapter so that as each logical sector of a multi- 
ple-sector write is fetched from the host's memory, four bytes of CRC redundancy are 
computed across the data portion of the logical sector and then EXCLUSIVE-OR summed 
with the logical sector number field and transferred to the storage subsystem im- 
mediately behind the data. During a multiple-sector read, the host adapter would com- 
pute CRC redundancy over the data portion of each received logical sector and EX- 
CLUSIVE-OR sum it with the received sum of the logical identification number and CRC 
redundancy generated on write, then store the result after the data portion of the 
logical sector in the host's memory. The host processor would then have to verify that 
the result for each logical sector of a multiple-sector transfer matches the identification 
number of the respective requested logical sector. If an otherwise undetected error 
occurs anywhere in a logical sector anywhere beyond the host interface which exceeds 
the guarantees of the host CRC code, including the fetching of the wrong sector, the 
logical identification number within the host's memory will be incorrect with probability 
1-(2.33E-10). 

(2) Keep data contiguous in the host's memory by instead recording the identifica- 
tion numbers of all of ttie logical sectors in a multiple sector transfer within the host 
adapter's memory, but process the data and identification numbers for the CRC code in 
the same manner as in (1). The host adapter would have the responsibility for checking 
that identification numbers match those requested. Equivalent error detection is achiev- 
ed. 

(3) Initialize the CRC shift register at the host interface with the identification 
number of each logical sector before writing or reading each logical sector of a multi- 
ple-sector transfer. The host adapter would require that on read the CRC residue for 
each logical sector be zero. Again equivalent error detection is achieved. 
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To implement the CRC/ID field approach toward achieving higher data integrity, 
computer builders will have to support tiie generation and checking of the extra four 
bytes of CRC redundancy. Storage subsystem suppliers accustomed to sector lengths 
which are powers of two will have to accommodate sector lengths which are greater by 
four bytes. If the storage subsystem architecture includes its own auxiliary CRC field 
of thirty-two or fewer bits, an option to disable it should be provided in order to 
minimize overhead when the storage subsystem is connected to a host which implements 
the CRC/ID field. The scope of coverage of the host CRC/ID field is much greater 
than that of an equivalent-length auxiliary CRC field which protects only against media 
errors, so data integrity can be greatly improved at no increase in overhead if the 
subsystem auxiliary CRC code is disabled and the host CRC/ID field is used instead. 

Procedures like those outlined above can have a profound impact on data integrity 
in computer systems. They allow the computer builder to be in control of the integrity 
of data throughout the entire system without being concerned with the detailed designs 
of the storage subsystems connected to the system. 
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SUMMARY 

When designing error correction for a disk controller, keep data accuracy high by 
using the techniques listed below: 

- Use a computer-generated code to avoid pattern sensitivity. 

- Reread before attempting error correction. 

- Use the lov^est possible correction span meeting the requirements of supported 
drives. 

- Ensure that the ECC circuit provides adequate protection from sync framing 
errors. 

- Design the ECC circuit to generate nonzero check bits for an all-zeros data 
record. 

- Include self-checking, if it is required to meet the specification for prob- 
ability of undetected erroneous data (Pued)- 

- Use a manufacturer recommended data separator or get assistance from a 
consultant who specializes in this area. 

- Assign alternate sectors for known defects. 

- Establish a target for P^ed- Determine Pe and Pc by the manufacturer spec- 
ification, measurement, and estimation. Select the number of check bits to 
meet the target for Pued- ^^ computing Pued» derate Pe and Pq to account 
for error clustering and marginal drives. 
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4.5 PERFORMANCE REQUIREMENTS 

Below are some of the parameters that should be specified for an error-control 
system. 

DATA RECOVERABILITY 

Specify permissible decoded hard error rate. For storage devices this specification 
is likely to be 1 .E- 13 or less. 

DATA ACCURACY 

Specify allowable undetected erroneous data rate. For storage devices this spec- 
ification is likely to be 1 .E-15 or less. 

OPERATING SPEED 

Specify data transfer rates that the error-control system must support. 

DECODING SPEED 

Specify allowable error-correction decoding times. These are times allowed for 
computing patterns and displacements when errors occur. 

SELF-CHECKING 

Specify the form of self-checking to be used, such as: 

- Duplicated circuits 

- Parity predict 

- Periodic microcode or software testing. 

This determination may have to be made after a code has been selected and the 
design is in progress. Use the reliability of circuit and packaging technologies along 
with parts counts to determine the reliability of the error-correction circuits. If the 
probability of error-correction circuit failure in a design contributes significantly to the 
probability of transferring undetected erroneous data, self-checking should be added to 
the design. 

Once error rates and the nature of errors have been characterized and the perfor- 
mance requirements established, code selection can begin. 
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4.6 PATTERN SENSmVITY 

When selecting a code for a particular application it is important to consider 
Opattem sensitivity. 

Some error detecting and error correcting codes are more likely to misdetect or 
miscorrect on certain classes of error patterns than others. This is called pattern 
sensitivity. If these classes of errors are also the most likely to occur, then protection 
provided by these codes may not be as good as expected. In this section several ex- 
amples of pattern sensitivity are discussed. 

PA TTERN SENSITIVITY OF ERROR DETECTION CODES 

Some error detection codes have pattern sensitivity. Consider for example, the 
error detection code defined by the circuit below. 
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16-BIT SHIFT REGISTER 



The polynomial for this circuit is (x^^ + 1). Of all possible error bursts, this 
circuit will fail to detect one out of 65,536. Any degree 16 polynomial would have the 
same misdetection probability for all possible error bursts. However, this circuit has a 
pattern sensitivity. It will fail to detect one out of every sixteen possible error pat- 
terns, consisting of two bits in error, separated by more than sixteen bits. 

To understand the pattern sensitivity, consider reading a data record that is zeros 

except for two bits in error, sixteen bits apart. The shift register will be all zeros 

until the first error bit arrives. After arrival of the first error bit, the shift register 

will contain '0 01'. After receiving the fifteen zeros separating the error bits, the 

shift register will contain '10 0'. After receiving the second error bit, the shift reg- 
ister will again contain all zeros, due to the cancellation of the high-order bit by the 
second error bit. 

This circuit is 4000 times more likely to fail to detect an error pattern consisting 
of two bits in error, separated by more than sixteen bits, than it is to fail to detect a 
pattern consisting of many random bits in error. 

The pattern sensitivity of this circuit is obvious. Nevertheless, it was implemented 
by a large computer manufacturer on the 2314 magnetic disk device in the mid 1960's. 
After the product was in the field, additional checking was installed to correct the 
problem. 
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PATTERN SENSITIVITY OF ERROR CORRECTION CODES 

The Fire code is used for single burst correction. Many Fire codes have a high 
pattern sensitivity for short double bursts. See Section 4.4 for a discussion of the Fire 
code's pattern sensitivity. 

Many interleaved error correcting codes have a pattern sensitivity for multiple 
short bursts. The 3370 code (see Section 5.2) is such a code. It uses a single symbol 
error correcting, double symbol error detecting Reed-Solomon code interleaved to depth 
three. Symbols are one byte wide. Its miscorrection probability is 2.2E-16 for all 
possible error bursts. However, the miscorrection probability is 2.6E-3 for all possible 
errors exceeding code guarantees and affecting a single interleave. 

OTHER FORMS OF PA TTERN SENSITIVITY 

Many codes are sensitive to the error patterns caused by circuit or power supply 
failures. For example, if the line supplying data bits to a magnetic-disk error correc- 
tion circuit fails, the failure may not be detected by these circuits. One way to protect 
against this form of pattern sensitivity is to make sure nonzero check bytes are guaran- 
teed for an all zeros data record. See also Section 4.4 and Chapter 6. 

A semiconductor memory error correction circuit may not detect the error when a 
word of all zeros (data and check bits) is erroneously read from memory, due to a 
circuit or power supply failure. Again, a solution is to cause nonzero check bits to be 
generated for an all zeros data word. 
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4.7 K BIT-SERIAL TECHNIQUES 

Clocking error-correction circuits once per data bit limits operating speed, 
operate at higher speeds, it is necessary to clock these circuits once per symbol, 
symbol is some convenient cluster of bits, for example a byte or word. 



To 
A 



There are at least two ways to do this. A code such as the Reed-Solomon code 
can be selected that inherently operates on symbols; or the shift-register for a code 
such as the Fire code can be transformed from bit-serial to k-bit-serial. The k-bit- 
serial shift register operates on k input bits and accomplishes k bit shifts per clock. A 
special case of k-bit-serial is byte-serial (k = 8) . 

The higher operating speed of k-bit-serial shift registers is attained at the expense 
of added complexity. 

There are two methods for implementing k-bit-serial shift register divide circuits. 
The first method adds the necessary XOR gates to shift k bits per clock. The second 
method uses 2^:k bit tables to accomplish k bit shifts per clock. 

For both k-bit serial methods discussed in this section, circuitry is shown for 
computing the remainder only. If the quotient is required, additional circuitry must be 
added. 

XOR GATE METHOD 

The transformation discussed here is for the intemal-XOR form of shift register. 
Extension to the extemal-XOR form of shift register is straightforward. 

The procedure for this transformation was developed intuitively as follows. Assume 
the shift register below is to be transformed. 





-< x^ x^ x^ x^ x"^ - 


1 — C\\ x^ x2 x^ x^ -^ ' 



Recognize that in k shifts of the bit-serial shift register, the bits influencing the 
new shift register contents via the feedback network, are the high order k bits. To 
determine the contribution of any one of these bits, bit j for example, do the following. 
Clear the shift register, set bit j to 1, and shift k times. The resulting 1 bits in the 
shift register is the contribution of bit j. 

The other contributor to the new state of each bit, when the shift register is 
shifted k times, is the bit itself shifted k bits to the right. 

The result of this intuitive development is the basis for the following procedure. 



PROCEDURE 
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Let i represent the polynomial degree and k the desired number of shifts per 
clock. The following steps transform a bit-serial shift register into a k-bit-serial shift 
register. 

Simulate the bit-serial shift register. Initialize the high-order bit of the simulated 
shift register to 1 and clear the remaining bits. Shift k times. After each shift, record 
the new state of the shift register. 

The first state in the sequence recorded is the contribution of shift register stage 
x^"*^ to the feedback network. The second state is the contribution of stage x^"'^"^!, and 
so on. The last state in the sequence is the contribution of shift register stage x^"^ . 

The next step is to add circuitry for the k information bits. It will be clear from 
the examples how this is done. 

The last step is to minimize logic. 
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EXAMPLE #1 



BIT-SERIAL SHIFT REGISTER 
Premultiply by x^ and divide by x^ + x* + 1 



' r 


+\ — x^ x'7 x^ x^ x"* -^ — (V\ — x^ x2 x^ x^ -< — 



PROCEDURE FOR k=3 



000010001 contribution of x^ 
000100010 contribution of x^ 
001000100 contribution of x^ 



k-BIT-SERIAL SHIFT REGISTER. k=3 







■^2 ^V<1/^ ^ ^ 






,.4 . /ol nrT - 


■*-l \. y 




lo *(+)* x6 -»— (j 


h)^ — x^ -< x^ -< — 
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EXAMPLE #2 



BIT-SERIAL SHIFT REGISTER 
Divide by x^ + x^ + x^ + x + 1 



' r ' r ■ r w 


--e- x'^ x6 ■-*--(+)-*— x^ ''*\£y~ ^* ^'^ ^^ ^^ ~*\£)*~ ^° "vi/ 


" 



PROCEDURE FOR k=3 



01100011 contribution of x^ 
11000110 contribution of x^ 
11101111 contribution of x'^ 



k-BIT-SERIAL SHIFT REGISTER. k=3 
(Logic has not been minimized) 



^7 - 


-<D<i 
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TABLE METHOD OF k-BIT-SERIAL IMPLEMENTATION 

This JDethod will be illustrated by example. The circuit of this example premul- 
tiplies by x^^ and divides by: 

g(x)=x32 + x28 + x26 + x*^ 4. ^17 + x^O + x^ + x2 + 1 



k-BIT SERIAL SHIFT REGISTER, k=8 



0" 



INPUT 
DATA 



X 



31 



.24 



Tl 



--<£> 



X 



23 



rl6 



T2 



'=G>= 



,15 



T3 



■'=Q-= 



T4 



PROCEDURE FOR GENERATING THE TABLES 

To generate the tables for the circuit above, simulate a left shifting bit-serial shift 
register (intemal-XOR form) in software using the polynomial above. For each address 
of the tables (0-255), place the address in the eight most significant (left-most) bits of 
the shift register and clear the remaining bits. Shift eight times, then store the four 
bytes of shift register contents in tables Tl through T4 at the location indexed by 
current address. The coefficient of x^^ is stored as the high-order bit of Tl; the 
coefficient of x^ is stored as the low-order bit of T4. Tables for the above shift 
register and polynomial are shown on the following pages. Each table is 256:8 bits. 

The circuit above can be modified to divide by g(x) without the premultiply: move 
the input XOR circuit to the input of the low order k-bits. 

A similar procedure could be used to implement a right shifting k-bit serial shift 
register. Extension to external XOR k-bit serial shift registers is straightforward. 

Implementation examples for the above polynomial are given in Section 5.3, where 
byte-serial tables are used for decoding by reverse clocking using its reciprocal poly- 
nomial. 
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BYTE-SERIAL TABLE Tl 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


14 


28 


3C 


50 


44 


78 


6C 


AO 


B4 


88 


9C 


FO 


E4 


D8 


CC 


10 


54 


40 


7C 


68 


04 


10 


2C 


38 


F4 


EO 


DC 


C8 


A4 


BO 


8C 


98 


20 


A9 


BD 


81 


95 


F9 


ED 


Dl 


C5 


09 


ID 


21 


35 


59 


4D 


71 


65 


30 


FD 


E9 


D5 


CI 


AD 


B9 


85 


91 


5D 


49 


75 


61 


OD 


19 


25 


31 


40 


46 


52 


6E 


7A 


16 


02 


3E 


2A 


E6 


F2 


CE 


DA 


B6 


A2 


9E 


8A 


50 


12 


06 


3A 


2E 


42 


56 


6A 


7E 


B2 


A6 


9A 


8E 


E2 


F6 


CA 


DE 


60 


EF 


FB 


C7 


D3 


BF 


AB 


97 


83 


4F 


5B 


67 


73 


IF 


OB 


37 


23 


70 


BB 


AF 


93 


87 


EB 


FF 


C3 


D7 


IB 


OF 


33 


27 


4B 


5F 


63 


77 


80 


8D 


99 


A5 


Bl 


DD 


C9 


F5 


El 


2D 


39 


05 


11 


7D 


69 


55 


41 


90 


D9 


CD 


Fl 


E5 


89 


9D 


Al 


B5 


79 


6D 


51 


45 


29 


3D 


01 


15 


AO 


24 


30 


OC 


18 


74 


60 


5C 


48 


84 


90 


AC 


B8 


D4 


CO 


FC 


E8 


BO 


70 


64 


58 


4C 


20 


34 


08 


IC 


DO 


C4 


F8 


EC 


80 


94 


A8 


BC 


CO 


CB 


DF 


E3 


F7 


9B 


8F 


B3 


A7 


6B 


7F 


43 


57 


3B 


2F 


13 


07 


DO 


9F 


SB 


B7 


A3 


CF 


DB 


E7 


F3 


3F 


2B 


17 


03 


6F 


7B 


47 


53 


EO 


62 


76 


4A 


5E 


32 


26 


lA 


OE 


C2 


D6 


EA 


FE 


92 


86 


BA 


AE 


FO 


36 


22 


IE 


OA 


66 


72 


4E 


5A 


96 


82 


BE 


AA 


C6 


D2 


EE 


FA 



BYTE-SERIAL TABLE T2 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


OA 


14 


IE 


28 


22 


3C 


36 


50 


5A 


44 


4E 


78 


72 


6C 


66 


10 


AA 


AO 


BE 


B4 


82 


88 


96 


9C 


FA 


FO 


EE 


E4 


D2 


D8 


C6 


CC 


20 


54 


5E 


40 


4A 


7C 


76 


68 


62 


04 


OE 


10 


lA 


2C 


26 


38 


32 


30 


FE 


F4 


EA 


EO 


D6 


DC 


C2 


C8 


AE 


A4 


BA 


BO 


86 


8C 


92 


98 


40 


A3 


A9 


B7 


BD 


8B 


81 


9F 


95 


F3 


F9 


E7 


ED 


DB 


Dl 


CF 


C5 


50 


09 


03 


ID 


17 


21 


2B 


35 


3F 


59 


53 


4D 


47 


71 


7B 


65 


6F 


60 


F7 


FD 


E3 


E9 


DF 


D5 


CB 


CI 


A7 


AD 


B3 


B9 


8F 


85 


9B 


91 


70 


5D 


57 


49 


43 


75 


7F 


61 


6B 


OD 


07 


19 


13 


25 


2F 


31 


3B 


80 


46 


4C 


52 


58 


6E 


64 


7A 


70 


16 


IC 


02 


08 


3E 


34 


2A 


20 


90 


EC 


E6 


F8 


F2 


C4 


CE 


DO 


DA 


BC 


B6 


A8 


A2 


94 


9E 


80 


8A 


AO 


12 


18 


06 


OC 


3A 


30 


2E 


24 


42 


48 


56 


5C 


6A 


60 


7E 


74 


BO 


B8 


B2 


AC 


A6 


90 


9A 


84 


8E 


E8 


E2 


FC 


F6 


CO 


CA 


D4 


DE 


CO 


E5 


EF 


Fl 


FB 


CD 


C7 


D9 


D3 


B5 


BF 


Al 


AB 


9D 


97 


89 


'83 


DO 


4F 


45 


5B 


51 


67 


6D 


73 


79 


IF 


15 


OB 


01 


37 


3D 


23 


29 


EO 


Bl 


BB 


A5 


AF 


99 


93 


8D 


87 


El 


EB 


F5 


FF 


C9 


C3 


DD 


D7 


FO 


IB 


11 


OF 


05 


33 


39 


27 


2D 


4B 


41 


5F 


55 


63 


69 


77 


7D 
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BYTE-SERIAL TABLE T3 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


04 


08 


OC 


11 


15 


19 


ID 


22 


26 


2A 


2E 


33 


37 


3B 


3F 


10 


40 


44 


48 


4C 


51 


55 


59 


5D 


62 


66 


6A 


6E 


73 


77 


7B 


7F 


20 


80 


84 


88 


8C 


91 


95 


99 


9D 


A2 


A6 


AA 


AE 


B3 


B7 


BB 


BF 


30 


CO 


C4 


C8 


CC 


Dl 


D5 


D9 


DD 


E2 


E6 


EA 


EE 


F3 


F7 


FB 


FF 


40 


04 


00 


OC 


08 


15 


11 


ID 


19 


26 


22 


2E 


2A 


37 


33 


3F 


3B 


50 


44 


40 


4C 


48 


55 


51 


5D 


59 


66 


62 


6E 


6A 


77 


73 


7F 


7B 


60 


84 


80 


8C 


88 


95 


91 


9D 


99 


A6 


A2 


AE 


AA 


B7 


B3 


BF 


BB 


70 


C4 


CO 


CC 


C8 


D5 


Dl 


DD 


D9 


E6 


E2 


EE 


EA 


F7 


F3 


FF 


FB 


80 


08 


OC 


00 


04 


19 


ID 


11 


15 


2A 


2E 


22 


26 


3B 


3F 


33 


37 


90 


48 


4C 


40 


44 


59 


5D 


51 


55 


6A 


6E 


62 


66 


7B 


7F 


73 


77 


AO 


88 


8C 


80 


84 


99 


9D 


91 


95 


AA 


AE 


A2 


A6 


BB 


BF 


B3 


B7 


BO 


C8 


CC 


CO 


C4 


D9 


DD 


Dl 


D5 


EA 


EE 


E2 


E6 


FB 


FF 


F3 


F7 


CO 


OC 


08 


04 


00 


ID 


19 


15 


11 


2E 


2A 


26 


22 


3F 


3B 


37 


33 


DO 


4C 


48 


44 


40 


5D 


59 


55 


51 


6E 


6A 


66 


62 


7F 


7B 


77 


73 


EO 


8C 


88 


84 


80 


9D 


99 


95 


91 


AE 


AA 


A6 


A2 


BF 


BB 


B7 


B3 


FO 


CC 


C8 


C4 


CO 


DD 


D9 


D5 


Dl 


EE 


EA 


E6 


E2 


FF 


FB 


F7 


F3 



BYTE-SERIAL TABLE T4 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


45 


8A 


CF 


14 


51 


9E 


DB 


28 


6D 


A2 


E7 


3C 


79 


B6 


F3 


10 


15 


50 


9F 


DA 


01 


44 


8B 


CE 


3D 


78 


B7 


F2 


29 


6C 


A3 


E6 


20 


2A 


6F 


AO 


E5 


3E 


7B 


B4 


Fl 


02 


47 


88 


CD 


16 


53 


9C 


D9 


30 


3F 


7A 


B5 


FO 


2B 


6E 


Al 


E4 


17 


52 


9D 


D8 


03 


46 


89 


CC 


40 


11 


54 


9B 


DE 


05 


40 


8F 


CA 


39 


7C 


B3 


F6 


2D 


68 


A7 


E2 


50 


04 


41 


8E 


CB 


10 


55 


9A 


DF 


2C 


69 


A6 


E3 


38 


7D 


B2 


F7 


60 


3B 


7E 


Bl 


F4 


2F 


6 A 


A5 


EO 


13 


56 


99 


DC 


07 


42 


8D 


C8 


70 


2E 


6B 


A4 


El 


3A 


7F 


BO 


F5 


06 


43 


8C 


C9 


12 


57 


98 


DD 


80 


22 


67 


A8 


ED 


36 


73 


BC 


F9 


OA 


4F 


80 


C5 


IE 


5B 


94 


Dl 


90 


37 


72 


BD 


F8 


23 


66 


A9 


EC 


IF 


5A 


95 


DO 


OB 


4E 


81 


C4 


AO 


08 


4D 


82 


C7 


IC 


59 


96 


D3 


20 


65 


AA 


EF 


34 


71 


BE 


FB 


BO 


ID 


58 


97 


D2 


09 


4C 


83 


C6 


35 


70 


BF 


FA 


21 


64 


AB 


EE 


CO 


33 


76 


B9 


FC 


27 


62 


AD 


E8 


IB 


5E 


91 


D4 


OF 


4A 


85 


CO 


DO 


26 


63 


AC 


E9 


32 


77 


B8 


FD 


OE 


4B 


84 


CI 


lA 


5F 


90 


D5 


EO 


19 


5C 


93 


D6 


OD 


48 


87 


C2 


31 


74 


BB 


FE 


25 


60 


AF 


EA 


FO 


OC 


49 


86 


C3 


18 


5D 


92 


D7 


24 


61 


AE 


EB 


30 


75 


BA 


FF 
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4.8 SYNCHRONIZATION 

4.8.1 SYNCHRONIZATION CODES 

In order to recover data, we must be able to determine where the data are re- 
corded on the medium, or equivalently, when data begin and end in the read bit stream; 
this is called data framing or frame synchronization. This is normally accomplished by 
detecting a special pattern called a sync mark. This process is called byte synchroniza- 
tion and it is preceded by frequency and phase lock. Several types of synchronization 
errors arise. A synchronization failure occurs when it is known that we have been 
unable to establish initial synchronization; this is a serious error situation but one 
which is detected. A synchronization framing error occurs when we erroneously believe 
we have established correct synchronization; this is worse than synchronization failure 
in that undetected erroneous data could be transferred, as many error detection and 
correction codes have a weakness for this type of error. A loss of synchronization 
occurs when synchronization has been achieved and is later lost; the ease and speed of 
re-synchronization are heavily implementation-dependent. 

It is common for data storage device track formats to include a sector mark and 
one or more sync marks in front of each sector for achieving initial synchronization. 

A sector mark is used to establish coarse synchronization to a sector. The sector 
mark is unique and very different from data. It may be chosen so that it is impossible 
for data to emulate it and very difficult for a defect to emulate it. Sector marks are 
generally detected before data acquisition and therefore must be detected asynchronous- 
ly. After coarse synchronization has been established, the general location of the sync 
mark is known and the search for the sync mark can be restricted to a window spann- 
ing the time around which it is expected to occur. 

Ideally, the sync mark is unique and we are assured that no combination of valid 
channel bits can emulate it. To achieve this, the sync mark might include a run-length 
violation or an invalid decode. An invalid decode is a sequence which satisfies the run- 
length constraints but which cannot be emulated by any valid combination of channel 
words. When the sync mark is unique, the misdetection probability in the absence of 
error is zero. In some cases, the sync mark is not unique and there is a valid data bit 
sequence which can emulate it, but with sufficiently low misdetection probability. In 
such a case there would generally be additional sync mark detection qualification criter- 
ia. 

In selecting a sync mark strategy, it is desirable to minimize overhead yet maxi- 
mize the probability of successful decoding and minimize the probability of false decod- 
ing. These conflicting goals require that trade-offs be made in selecting sync mark 
parameters. Typical parameters include: 

- Detection window width 

- Error tolerance of the mark 

- Mark length 

- Mark pattern 
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Detection window width and error tolerance of the mark may be changed for retry 
reads. A narrow detection window is desirable in order to minimize the probability of 
false detection. However, if the detection window is established by a counter running 
off a reference clock then spindle speed variations, eccentricity, and mechanical oscilla- 
tions will influence timing accuracy and will therefore influence window width as well. 

Increasing the error tolerance of the sync mark while keeping its length constant 
increases the probability of successful decoding but also increases the possibility of 
false decoding. 

Increasing the sync mark length decreases the probability of false decoding but in- 
creases overhead. 

The sync mark pattern is selected to minimize the probability of false decoding 
when defects exist within and/or preceding the sync mark. To accomplish this, the 
pattern is selected to maximize the number of error bits and/or the error burst length 
that are required to cause a sync mark to be falsely detected in front of the true mark. 
This selection can be accomplished with a computer. 

If we assume that the bit stream preceding and following a mark is random, we 
are motivated to use a sequence which does not resemble itself when shifted one or 
more bits, so that it is impossible for a small number of errors to cause false detection. 
As an illustration, consider a sequence of all Ts. If the bit immediately preceding is 
random, there is a 50% chance of falsely detecting this sequence one bit early. 

The autocorrelation function of a sequence is used to measure the degree to which 
a sequence resembles itself. Conceptually, one copy of the sequence is "slid past" 
another. At each offset i, the autocorrelation R(i) is the number of corresponding bits 
which are identical minus the number which differ. R(0) is of course equal to the 
number of bits in the sequence, n; the maximum value of R(i) is n-|i|, with lower values 
being preferred. The class of sequences called Barker codes has the so-called "perfect" 
property IR(i)|<l for if^O. Only eight Barker codes are known to exist, with lengths 2, 
3,4, 5, 7, 11, and 13. 







BARKER CODES 




n 


Secfuence* 


Autocorrelation (i=0 to n-1) 




2 


10 


2,-1 




3 


110 


3, 0,-1 




4a 


1101 


4,-1, 0, 1 




4b 


1110 


4, 1, 0,-1 




5 


11101 


5, 0, 1, 0, 1 




7 


1110010 


7, 0,-1, 0,-1, 0,-1 




11 


11100010010 


11, 0,-1, 0,-1, 0,-1, 0,-1, 0, 


-1 



13 1111100110101 13, 0, 1, 0, 1, 0, 1, 0, 1, 0, 1, 0, 1 



Including reversals and complements 
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Barker codes can be combined to form longer codes which have good, though not 
"perfect" autocorrelations. To construct such a combined Barker code, each bit of a 
Barker code is replaced with the entire sequence of another (possibly the same) Barker 
code, the sequence being inverted if the bit being replaced is zero. Longer sequences 
with autocorrelations which are nearly as desirable (Barker-like codes) also exist. 

In practice, a sync mark is detected by counting the number of matching bits, 
without subtracting the number of mismatched bits. The sync mark is considered de- 
tected when the count of matching bits meets or exceeds a threshold, which may be 
variable so that it can be changed for read retries. In discrete designs, an efficient 
implementation may include PROM circuits; in integrated designs, logic gates may be 
preferable. 

Window width can be increased and misdetection can be reduced by writing a 
known bit pattern (preamble) preceding the mark. A mark pattern is then selected for 
minimum correlation with the preamble and with itself. This preamble-sync mark com- 
bination is equivalent to a sync mark which is detected by searching only for its last 
half. An example is 16 zero-bits followed by the 16-bit mark '0001111100110101' (3 zero 
bits followed by the 13-bit Barker code) and followed by random data. When detected 
in a window from 16 bits before the position of the mark up to 5 bits after and requir- 
ing 13 bits (out of 16) to match, this pattern is guaranteed to be detected and guaran- 
teed not to be falsely detected when not more than 3 random bits (out of 16) are in 
error or when a single error burst of length 3 bits or less exists. There are other 
patterns besides this one which have the same error tolerance using the same detection 
method. 

Note that a preamble of all one-bits could be used as well, in which case each bit 
of the mark would be inverted. The preamble need not be all zero-bits or all one-bits; 
satisfactory codes can be selected for any given preamble pattern. 

An extension of the above technique would be to write known patterns both pre- 
ceding and following the sync mark. Selecting the pattern following the mark for 
minimum correlation with the sync mark would increase the acceptable window width 
after the position of the mark. 

Sync marks can be decoded in either the data-bit domain or the channel-bit do- 
main; the error propagation of the RLL decoding process motivates us to decode in the 
channel bit domain when possible, particularly if the detection criteria have been re- 
laxed to achieve error tolerance. The desire to have error tolerant clock phasing also 
motivates us to decode in the channel-bit domain. In this case clock phasing and byte 
synchronization are established simultaneously with the detection of the sync mark. 
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Some implementations do not detect sync marks using a bit-by-bit comparison, but 
by comparing groups of bits. This reduces the circuitry required to implement majority- 
vote detection. Such a code has been proposed for use in optical disk. The 48 chan- 
nel-bit mark is made up of 12 groups of 4 bits, each group containing a single one-bit. 
The whole mark obeys (2,7) run-length constraints and is preceded by the highest- 
frequency (2,7) pattern. The mark is detected in the channel bit domain using 4-bit 
groups. The correlation function for the sync mark sequence against the preamble-sync 
mark-random data sequence on a 4-bit basis, counted as the number of matches (plus 
the number of possible matches when correlating with random data at positive offsets) 
is 

Offset: -15 -1 1 11 

4-bit: 233440443223400 12 00543255445 

If a detection threshold of 9 is used, 4 groups-in-error are required before failure 
to detect is possible, while 5 groups-in-error are required before false detection is 
possible. If a detection threshold of 8 is used, 5 groups-in-errors are required before 
failure to detect is possible, while 4 groups-in-error are required before false detection 
is possible. This suggests the following strategy for sync mark detection: on the first 
try, using a threshold of 9 will insure that the mark will not be falsely detected, while 
on read re-try, using a threshold of 8 will insure that those cases of 4 groups-in-error 
that fail on the first try will be detected, subject to only a low probability of early 
false detection. 

In the general case, 4 groups-in-error could be caused by an error burst of 10 
channel bits, but analysis of the specific correlation bit patterns for this code reveals 
that this detection scheme handles any error burst of not more than 12 channel bits in 
length on the first pass, and will very likely handle any error burst of 16 channel bits 
or less on retry. This is the same performance which would be obtained using a bit-by- 
bit majority vote criterion of 42 channel bits (out of 48; there is a peak correlation of 
35 bits at an offset of -3) but with much lower implementation cost. 
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CHANNEL BITS 



48-BIT SHIFT REGISTER 



MMIiiMMim 




VARIABLE 
THRESHOLD 



KJ 



>- SYNC DETECTED 



One possible decoding alternative for the X3B11 data field sync code. 
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As another example consider a 32 data-bit sync mark that is composed of four 8- 
bit groups A, B, C, and D, preceded by all zeros and followed by random data, to be 
detected in the data-bit domain when any one of the pairs A-B, C-D, or A-D is de- 
tected. It is possible to construct a mark which will be detected in the presence of a 
burst of not more than 9 data bits (out of 32 data bits) and will not be falsely detected 
in the presence of a burst of not more than 10 data bits (out of 32 data bits) in length 
when detected in a window from 16 bits before to 16 bits after the mark. 

Using the same pair-wise detection method in the channel bit domain, it is possible 
to construct a 32 channel-bit mark subject to a (1,7) run-length constraint and preceded 
by 32 bits of the maximum-frequency (1,7) pattern which will be detected and will not 
be falsely detected in the presence of a burst of not more than 9 channel bits (out of 
32 channel bits) when detected in the channel-bit domain in this pair-wise fashion. 
Similarly, 32-bit marks have been constructed using a (2,7) run-length constraint which 
will be detected in the presence of a burst of not more than 9 channel bits (out of 32 
channel bits) and will not be falsely detected in the presence of a burst of not more 
than 8 channel bits (out of 32 channel bits) in length. 

For a given detection method, it is possible to use a computer to select mark 
patterns which satisfy the desired error tolerance requirements, if such patterns exist. 
The most straightforward method is to successively generate random patterns (using 
run-length constraints, if the mark is to be detected in the channel-bit domain), analyze 
them, and record the best performers. 

RESYNC MARKS 

When the probability of loss of synchronization is high, due for example to long 
defects, some applications require one or more sync marks preceding each sector and 
resync marks interspersed at regular intervals within each sector. The sync marks are 
used for achieving initial clock phasing and byte synchronization and the resync marks 
are used for restoring clock phasing and byte synchronization after a loss of sync 
(when the PLL has slipped cycles). 

Many resync marks may be required per sector, so it is very important to minimize 
resync mark length to minimize overhead. In clever implementations it is not necessary 
for each resync mark to be detected, so the resync mark itself need not be error 
tolerant. To minimize the false detection of resync marks, their detection window is 
made very narrow. In addition they are typically assigned a channel bit pattern that 
cannot be emulated by a channel-bit sequence encoded from data. This guarantees that 
correct data will never emulate a resync mark. 
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4.8.2 SYNCHRONIZATION FRAMING ERRORS 

In order to properly frame data, a read system must know where data begins. This 
is normally accomplished by detecting a sync mark, a process called byte synchroniza- 
tion. A defect can emulate a sync mark at an incorrect position on the media. It is 
possible (depending on windowing, etc.) for this to result in an incorrect assumption 
about the starting position of data. This is called a synchronization framing error. The 
probability of a sync framing error increases as sync mark length decreases, as sync 
mark error tolerance increases, and as the length of the sync mark detection window 
increases. A sync framing error may be detected as an uncorrectable error or it may 
incorrectly cause data to appear correctable or error-free. If the data appears correc- 
table or error free, the transfer of undetected erroneous data may result which could 
have disastrous consequences. 

In order to keep the probability of transferring undetected erroneous data low it is 
very important to detect sync framing errors with high probability. In some systems 
the responsibility for detecting such errors is placed on Uie error detection and correc- 
tion circuitry. 

Most codes used for error detection and correction in data storage systems for 
computers are shortened cyclic codes. Cyclic codes are linear codes with the property 
that each cyclic (i.e. wraparound) shift of each codeword is also a codeword. Shortened 
cyclic codes are not truly cyclic. However, the codewords of a shortened cyclic code 
when shifted (left or right) a few symbol positions will either form another shortened 
codeword or form a sequence that differs from another shortened codeword in only a 
few symbol positions. This property of shortened cyclic codes causes them to have poor 
detection capability for sync framing errors. 

Shortened cyclic codes are often modified by some method in order to increase 
their capability to detect sync framing errors. The degree to which capability of the 
modified code to detect sync framing errors is increased depends highly on the specific 
method of modification selected. 

Ideally, a code modification method will assure that all sync framing errors result 
is an error pattern that exceeds correction guarantees but not detection guarantees of 
the code. If this cannot be achieved, then as a very minimum it is desirable that the 
probability of transferring undetected erroneous data be no greater for sync framing 
errors than for all other types of errors that exceed detection guarantees. 

Some frequently used codes for performing error detection and/or correction are 
listed below. In some cases these codes are cyclic codes but most often they are 
shortened cyclic codes. Problem analysis and the selection of a method for code mod- 
ification is similar between the different types of codes. 
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• Error detection codes using a polynomial with binary coefficients. 

• Single-burst error correcting codes using a polynomial with binary coeffi- 
cients. 

• Single- and multiple-burst error correcting Reed-Solomon codes. 

• Interleaved Reed-Solomon codes. 

Binary error detection/correction codes operate on single-bit symbols while Reed- 
Solomon codes operate on multiple-bit symbols, typically byte-wide (eight-bit) symbols. 
Reed-Solomon codes are cyclic but only on a symbol basis: cyclic rotation of a Reed- 
Solomon codeword by a number of bits which is not a multiple of the symbol width does 
not generally produce another codeword; an obvious counter-example is the all-zeros 
Reed-Solomon codeword. This property allows us to discuss binary codes and non- 
interleaved Reed-Solomon codes together. We shall then apply similar methods to 
interleaved Reed-Solomon codes. 

Let us use the following notation to represent a non-interleaved codeword of a 
binary code or a Reed-Solomon code: 

•••pppddd»**dddrrr«*«rrrggg»»* 

where 'p' is a preamble/sync symbol, 'd' is a data symbol, 'r' is a redundancy symbol, 
and 'g' is a gap symbol. '0' will represent a symbol whose bits are all zeros, T will 
represent a symbol whose bits are all ones, and 'X' will represent a symbol whose bits 
are neither. In the case of a Reed-Solomon code, each symlK)l is a group of w bits. In 
the case of a binary error correction code, each symbol is one bit (w= 1). 

LATE SYNCHRONIZATION IN UNMODIFIED SHORTENED CYCLIC CODES 

Consider the case of late synchronization by one symbol. There are four combina- 
tions for the values of the data symbol skipped and the gap symbol read. 

Codeword read 

I 



1 

1) • • -pppOdd^ • -dddrrr- • -rrrOgg- • • 

The pattern read is a multiple of the codeword written. This is also a codeword, 
so the pattern read appears to be error free and the sync framing error is not detected. 

Codeword read 



I I 

2) • • •pppXdd- • -dddrrr* • 'rrrOgg' • • 
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The pattern read is a multiple of the codeword written with a symbol in error at 
symbol -1 of the codeword (i.e. the symbol before the first data symbol of the code- 
word). When shortened codewords are used, the error appears to be outside the bounds 
of the codeword and the correction algorithm will post it as uncorrectable. 

In random data the probability that the first symbol of a codeword is zero is 2"^, 
so from the 1) and 2) above analyses we conclude that this is also the probability that 
the read pattern will appear to be error free when synchronization occurs late by one 
symbol and a zero symbol is read following the codeword. By similar reasoning, if 
synchronization occurs late by k symbols and the first k gap symbols are all zeros then 
the codeword read will appear to be error free if the first k symbols c)f the codeword 
written were all zeros. This should occur in random data with probability 2"(^ ^). 

If synchronization occurs late by k symbols, the first k gap symbols are all zeros, 
and the first k symbols of the codeword written were not all zeros, then there will 
appear to be an error burst of length k or fewer symbols preceding the codeword read. 
If the guaranteed detection capability of the code is equal to or greater than the ap- 
parent error created by the pattern of non-zero symbols missed, then there will appear 
to be an error burst of lengUi k or fewer symbols preceding the codeword read and the 
correction algorithm will post the error as uncorrectable, since the error burst appears 
to be beyond the bounds of the shortened codeword. If in the same situation the 
apparent error created by the pattern of non-zero symbols missed exceeds the guaran- 
teed detection and correction capabilities of the code, then the error will appear to be 
correctable with probability Pmc* where Pmc is the miscorrection probability of the 
code. Equivalently, the error will appear to be uncorrectable with probability 1-Pmc- 

Codeword read 

. I 



I 
3) • • -pppOdd- • 'dddrrr* • •rrrXgg* • • 

The pattern read is that of a multiple of the codeword written with a symbol in 
error in the last symbol position. A code which performs only error detection will 
therefore detect the sync framing error, but an error correction code will not. 

Codeword read 



I 1 

4 ) • • • pppXdd • • • dddrrr • • • rrrXgg • • • 

The read remainder will be that of two symbols in error, one at the symbol before 
the first symbol of the codeword and one at the last symbol of the codeword. If this 
double-burst error is within the detection guarantees of the code, then an uncorrectable 
error will be posted by the error correction algorithm. If this error pattern exceeds 
the detection guarantees of the code, then the error will appear to be correctable with 
probability Pmc ^^^ will appear to be uncorrectable with probability 1-Pmc- 
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By similar reasoning, if synchronization occurs late by k symbols, the first k gap 
symbols are not all zeros, and the guaranteed correction capability of the code is equal 
to or greater than the number of non-zero gap symbols, then the codeword read will 
appear to be correctable if the first k symbols Qf^^ codeword written were all zeros. 
This should occur in random data with probability 2"vk w)^ 

If synchronization occurs late by k symbols, the first k gap symbols are not all 
zeros, and the first k symbols of the codeword written were not all zeros, then there 
will appear to be an error burst preceding the codeword read and an error burst at the 
end of the codeword. If this double-burst error is within the detection guarantees of 
the code, then an uncorrectable error will be posted by the error correction algorithm. 
If this error pattern exceeds the detection guarantees of the code, then the error will 
appear to be correctable with probability Pmc and will appear to be uncorrectable with 
probability 1-Pmc- 

EARLY SYNCHRONIZATION IN UNMODIFIED SHORTENED CYCLIC CODES 

Consider the case of early synchronization by one symbol. Again there are four 
combinations for the values of the preamble/sync symbol read and the redundancy 
symbol missed. 

Codeword read 

' 1 



1) • • -ppOddd* • -dddrrr* • -rrOggg* • • 

The pattern read is a multiple of the codeword written. The sync framing error 
will not be detected. 

Codeword read 



I I 

2 ) • • • ppOddd • • • dddrrr • • • rrXggg • • • 

The read remainder will be that of a single symbol in error at a location cor- 
responding to the first symbol of the full-length codeword. Since this is beyond the 
bounds of the shortened codeword, the error correction algorithm will post an uncorrec- 
table error. Given random data, the probability that the last redundancy symbol is zero 
is 2"^, so this is also the probability that the read pattern will appear to be error free 
when synchronization occurs early by one symbol and a zero symbol is read preceding 
the codeword read. By similar reasoning, if synchronization occurs early by k symbols 
and the last k preamble/sync symbols are all zeros then the codeword read will appear 
to be error free if the last k symbols of th^ codeword written were all zeros. This 
should occur in random data with probability 2' (^ ^). 
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If synchronization occurs early by k symbols, the last k preamble/sync symbols are 
all zeros, and the last k symbols of the codeword written were not all zeros, then on 
read there will appear to be an error burst of length k or fewer symbols near the 
beginning of the fiill-length codeword. If the guaranteed detection capability of the 
code is equal to or greater than the apparent error created by the pattern of non-zero 
symbols missed, then the correction algorithm will post an uncorrectable error since the 
errors appear to be outside the bounds of the shortened codeword. If the apparent 
error created by the pattern of non-zero symbols missed exceeds the guaranteed detec- 
tion capability of the code, then the error will appear to be correctable with probability 
Pmc ^d will appear to be uncorrectable with probability l-Pmc- 

If synchronization occurs early by k symbols, the last k preamble/sync symbols are 
not all zeros and the correction capability of the code is equal to or greater than the 
number of non-zero preamble/sync symbols read, then the codeword read will appear to 
be correctable if the last k symbols of the^ codeword written were all zeros. This 
should occur in random data with probability 2"('^ w). 

If synchronization occurs early by k symbols, the last k preamble/sync symbols are 
not all zeros, and the last k symbols of the written codeword were not all zeros, then 
on read there will appear to be two error bursts, one near the beginning of the fiill- 
length codeword and one near the beginning of the shortened codeword. If this double- 
burst error is within the detection guarantees of the code, then an uncorrectable error 
will be posted by the error correction algorithm. If this error pattern exceeds the 
detection guarantees of the code, then the error will appear to be correctable with 
probability Pmc and will appear to be uncorrectable with probability 1-Pmc- 

Codeword read 
I 



I 
3 ) • • • ppXddd • • • dddrrr • • • rr Oggg • • • 

The pattern read is that of a multiple of the codeword written with a symbol in 
error at the first symbol of the codeword read. A code used only for error detection 
would therefore detect the sync framing error while an error correction code would not. 

Codeword read 

[ 



4) • • -ppXddd* • -dddrrr* • •rrXggg* • • 

The read remainder will be that for two symbols in error, one at the first symbol 
of the fiill-length codeword and one at the first symbol of the shortened codeword. If 
this double-burst error is within the detection guarantees of the code, then an uncor- 
rectable error will be posted by the error correction algorithm. If this error pattern 
exceeds the detection guarantees of the code, then the error will appear to be correc- 
table with probability Pmc and will appear to be uncorrectable with probability 1-Pmc- 



-260- 



By similar reasoning, if synchronization occurs early by k symbols, the last k pre- 
amble/sync symbols are not all zeros, and the guaranteed correction capability of the 
code equals or exceeds the number of non-zero preamble/sync symbols read, then the 
codeword read will appear to be correctable if the last k symbols of the c^eword 
written were all zeros. This should occur in random data with probability 2'0^ ^). If 
the last k symbols of the codeword written were not all zeros, then on read there will 
appear to be an error burst at the beginning of the full-length codeword and an error 
burst at the beginning of the shortened codeword. If this double-burst error is within 
the detection guarantees of the code, then an uncorrectable error will be posted by the 
error correction algorithm. If this error pattern exceeds the detection guarantees of 
the code, then the error will appear to be correctable with probability Pmc and will 
appear to be uncorrectable with probability 1-Pmc- 

INITIALIZING THE ECC SHIFT REGISTER TO ALL ONES 

One method of code modification that is used to improve the detectability of sync 
framing errors is to initialize the ECC shift register that implements the error correct- 
ing code to all ones prior to any write or read. This is equivalent to inverting the 
first m symbols, where m is the degree of the code, before they are processed by the 
ECC shift register. Let us modify our representation by showing symbols which appear 
to be inverted to the ECC shift register in uppercase: 

Codeword written 

I . 



I 
• • •pppDDD* • •DDDddd- • •dddrrr* • -rrrggg- • • 



m inverted symbols 

If there is no sync framing error on read then the inversions cancel: 

Codeword read 

I . . 



I 
• • •pppddd* • -dddddd* • -dddrrr* • •rrrggg* • • 

m re- inverted symbols 

If a sync framing error occurs then read inversions will cancel write inversions 
except at the end points of the inversion. 
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In the case of late synchronization by one symbol, after read inversion the pattern 
read is: 

Codeword read 



I I 

•pppDdd* • -dddDdd* • -dddrrr* • -rrrggg* 



r 
m re- inverted symbols 

The read remainder will reflect one error at symbol m-1 of the codeword read, and 
may reflect errors at the symbol before the first data symbol and at the last symbol of 
the codeword read, depending on the value of the first symbol of the codeword written 
and the value of the gap symbol read as part of the codeword read, respectively. 

Let us examine the four combinations for late synchronization by one symbol when 
the ECC shift register is initialized to all ones. 
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Codeword read 

— I , 



1 ) • • • pppOdd • • • dddDdd • • • dddrrr • • • rrr Ogg • • • 

I m re-inverted symbols 
1 non-re- inverted symbol 

When the bits of the skipped data symbol were all ones, the inversion caused it to 
appear as a zero on write, so the read remainder reflects only the symbol in error at 
symbol m-1 of the codeword read. The sync framing error will go midetected by an 
error correction code. 



Codeword read 

I 

2 ) • • • pppXdd • • • dddDdd • • • dddrrr • • • rrr Ogg • • • 



I ' 1 



1 

m re- inverted symbols 

When the bits of the skipped data symbol were not all ones then the inversion 
causes the read remainder to appear to be that of two symbols in error, one at symbol 
-1 and one at symbol m-1 of the codeword read. If this double-burst error pattern is 
within the detection guarantees of the code, then an uncorrectable error will be posted 
by the error correction algorithm. If this error pattern exceeds the detection guaran- 
tees of the code, then the error will appear to be correctable with probability Pmc and 
will appear to be uncorrectable with probability l-Pmc- F^^ random data all bits of the 
first data symbol will be ones with probability 2"^ and therefore this is the probability 
that late synchronization by one symbol will be undetected by a code guaranteed to 
detect a double-bursty error when a zero gap symbol is read. Under similar assumptions 
the probability is 2'vk w) ^^ j^jg synchronization by k symbols will be undetected. 

Codeword read 

. I 



I 
3 ) • • • pppOdd • • • dddDdd • • • dddrrr • • • rrrXgg • • • 

I m re-inverted symbols 
1 non-re-inverted symbol 

When the bits of the skipped data symbol were all ones and the first gap symbol is 
non-zero, the inversion causes the read remainder to appear to be that of two symbols 
in error, one at symbol m-1 and one at the last symbol of the codeword. If this 
double-burst error pattern is within the detection guarantees of the code, then an 
uncorrectable error will be posted by the error correction algorithm. If this error 
pattern exceeds the detection guarantees of the code, then the error will appear to be 
correctable with probability Pmc and will appear to be uncorrectable with probability 
I'^mc- 

Codeword read 

J . 



I 
3) • • -pppXdd* • • dddDdd* • •dddrrr- • -rrrXgg* • • 

m re-inverted symbols 
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When the bits of the first data symbol were not all ones and the first gap symbol 
is non-zero, flie inversion causes the read remainder to appear to be that of three 
symbols in error, one at symbol -1, one at symbol m-1, and one at the last symbol of 
the codeword. If this triple-burst error pattern is within the detection guarantees of 
the code, then an uncorrectable error will be posted by the error correction algorithm. 
If this error pattern exceeds the detection guarantees of the code, then the error will 
appear to be correctable with probability Pmc ^^^ will appear to be uncorrectable with 
probability 1-Pmc- La^^ synchronization by k symbols can be analyzed in a similar man- 
ner. 

In the case of early synchronization by one symbol, after read inversion the pat- 
tern read is: 

Codeword read 

I 



• • -ppPddd* • -ddDddd* • 'dddrrr- • Trrggg- 
m re-inverted symbols 



The read remainder will reflect one error at symbol m of the codeword read, and 
may reflect errors at symbol and at the first symbol of the full-length codeword, 
depending on the value of the preamble/sync symbol read as part of the codeword read 
and the value of the written redundancy symbol, respectively. 

Analysis of early synchronization when the ECC shift register is initialized to all 
ones is affected in much the same way as that of late synchronization. It is left as an 
exercise for the reader. 



INVERTING REDUNDANCY SYMBOLS 

Inverting the redundancy symbols is another method of code modification that is 
used to improve the detectability of sync framing errors. This method is essentially the 
mirror image of initializing the ECC shift register to all ones. Its effect on reducing 
the probability of undetected sync framing errors is the same as that of initializing the 
ECC shift register to all ones. 

INITIALIZING THE ECC SHIFT REGISTER 
WITH A SPECIALLY SELECTED PATTERN 

An approach which is capable of providing much better detectability for sync 
framing errors than those discussed above is initializing the ECC shift register with a 
pattern including both ones and zeros. If the pattern is carefully selected, an early or 
late sync slippage of one or more symbols will produce a remainder on read which 
differs significantly from that of any correctable codeword, enhancing the probability of 
detecting sync framing errors even in the presence of data errors within the record. 

We are motivated to use for the initialization pattern a sequence which does not 
resemble itself when shifted one or more symbols, so that many errors result when read 
inversions are not perfectly aligned with write inversions as a result of a sync framing 
error. Pattern selection is influenced by the symbol patterns written immediately before 
(preamble/sync symbols) and after (gap symbols) the codeword symbols. Assuming no 
errors other than those causing the sync framing error it is possible to use simulation 
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to determine for each candidate initialization pattern and given conditions an integer k 
such that all sync framing errors caused by synchronizing up to k symbols early or late 
will be detected, k will be a function of the candidate initialization pattern, the poly- 
nomial, the symbol patterns written immediately before a codeword (preamble/sync 
symbols) and after a codeword (gap symbols), and the record lengths. It is also possible 
to find integers k and b for each candidate initialization pattern and given conditions 
such that all sync framing errors caused by synchronizing up to k symbols early or late 
will be detected even if there is a burst of length b or fewer symbols anywhere within 
the codeword, or to find integers k and e such that all sync framing errors caused by 
synchronizing up to k symbols early or late will be detected even if Uiere are e random 
symbols in error. 

INVERTING A SPECIALLY SELECTED SET OF REDUNDANCY SYMBOLS 

Another good approach for providing better detectability of sync framing errors is 
inverting a specially selected set of redundancy symbols. Again, this approach is essen- 
tially the mirror image of initializing the ECC shift register to a specially selected 
pattern and it provides equivalent protection against sync framing errors. Pattern 
selection would be accomplished in about the manner. 

INTERLEA VED REED-SOLOMON CODES 

We shall illustrate with three-way interleaving. Let us use the following notation 
to represent the set of interleaved Reed-Solomon codewords: 

• • -pppdef- • -defrst- • -rstggg* • • 

where 'p' is a preamble/sync symbol, 'd', 'e', and T are data symbols of the three 
codewords, 'r', 's', and 't' are redundancy symbols of the three codewords, and 'g' is a 
gap symbol. 

Consider the case of late synchronization by one symbol: 

Codewords read 

- I . 



I 
»pppdef • • -defrst- • -rstggg* 



The second and third codewords written are read as the first and second codewords and 
contain no errors caused by the sync framing error. The first codeword written is read 
as the third codeword. The same analysis performed above for late synchronization by 
one symbol of a single codeword applies to the apparent third codeword. 

Consider the case of early synchronization by one symbol. 

Codewords read 



I — 1 

• • •pppdef • • •defrst* • •rstggg* • • 

The first and second codewords written are read as the second and third codewords and 
contain no errors caused by the sync framing error. The third codeword written is read 
as the first codeword. The same analysis performed above for early synchronization by 
one symbol of a single codeword applies to the apparent first codeword. 
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Analysis of late or early synchronization by any number of bits can be performed 
in a similar fashion; there is no qualitative difference in the effect on individual code- 
words between the interleaved and non-interleaved cases given the same amount of sync 
slippage per codeword. 

INITIALIZING THE ECC SHIFT REGISTER TO ALL ONES 

The effect of initializing the ECC shift register to all ones can be extrapolated 
from the non-interleaved to the interleaved case in the same way: 

Codewords written 



I I 

• • •pppDEF* • -DEFdef • • -defrst* • -rstggg* • • 

' 1 ' 

3*m inverted symbols 

If there is no sync framing error on read then the inversions cancel: 

Codewords read 

I 



I 
•pppdef • • -defdef • • ^defrst* • 'rstggg* 



r 
3*m re-inverted symbols 

If a sync framing error occurs then read inversions will cancel write inversions 
except at the end points of the inversion. 

In the case of late synchronization by one symbol, after read inversion the pattern 
read is: 

Codewords read 

I 

I I 

• • 'PPpDef • • 'defDef • • -defrst* • ^rstggg* • • 



3*m re-inverted symbols 

Aside from misidentification, two of the codewords are not affected by the sync 
framing error. The read remainder for the other will reflect one error at symbol m-1 
of the codeword read, and may reflect errors at the symbol before the first data symbol 
and at the last symbol of the codeword read, depending on the value of the first symbol 
of the codeword written and the value of the gap symbol read as part of the codeword 
read, respectively. The rest of the analysis is identical. 

In the case of early synchronization by one symbol, after read inversion the pat- 
tern read is: 

Codewords read 

I -^ 1 

• • • ppPdef • • • deFdef • • • def rst • • • rstggg • • • 



r 
3*m re-inverted symbols 
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Again aside from misidentification, two of the codewords are not affected by the 
sync framing error. The read remainder for the other will reflect one error at symbol 
m of the c^eword read, and may reflect errors at symbol and at the first symbol of 
the fiill-length codeword, depending on the value of the first symbol of the preamble- 
/sync symbol read as part of the codeword read and the value of the written redundan- 
cy symbol, respectively. The rest of the analysis is identical. 

Analysis of late or early synchronization by any number of bits can be performed 
in a similar fashion; there is no qualitative difference in the effect on individual code- 
words between the interleaved and non-interleaved cases given the same amount of sync 
slippage per codeword. 

Initializing the ECC shift register to all ones (or inverting all redundancy symbols) 
has no qualitative difference between the interleaved and non-interleaved cases, and use 
of a specially selected pattern is called for. When a high degree of interleaving or a 
code of high degree is used, it might be permissible to initialize a selected set of 
symbol-wide registers to all ones (or to invert a selected set of redundancy symbols). 
However, best results would be achieved if each bit of the ECC shift register could be 
independently initialized to one (or a selected set of redundancy bits could be inverted). 

RANDOMIZING DATA 

More complete protection against sync framing errors can be achieved by im- 
plementing a shift register which generates a pseudo-random sequence, which is initial- 
ized to a known state before writing or reading each data record. The EXCLUSIVE-OR 
sum of the data-bit stream and the pseudo-random-bit sequence is fed to the ECC shift 
register instead of the data bit stream itself. Again an all-zeros data record produces 
non-zero redundancy, and if no sync framing error occurs the effects of the pseudo- 
random bit sequence on write and read cancel out. A sync framing error of any number 
of bits except the period of the pseudo-random sequence can be guaranteed to produce 
errors throughout the data record in excess of the correction capability of the EDAC 
code, so a sync framing error is no more subject to misdetection than any other uncor- 
rectable error. 



PROTECTING THE SYNC MARK WITH THE ERROR DETECTION/CORRECTION CODE 

A different method for enhancing sync framing error protection is to include the 
sync mark in the symbols protected by tiie error detection/correction code. The effec- 
tiveness of this approach decreases as the length of the sync mark decreases. 

Consider the case where the sync mark is protected by the error detection/correc- 
tion code and synchronization occurs late by one or more symbols. If the gap symbols 
read due to the slippage are all zeros, the pattern read will appear to be that of a 
multiple of the codeword written plus some error pattern of about the same length as 
the sync mark at a location which includes the symbols of the assumed sync mark plus 
one or more symbols before the assumed sync mark. If the gap symbols read due to the 
slippage are not all zeros, the read remainder will reflect the same error burst as above 
plus an error burst in the redundancy symbols. In the former case if the error pattern 
does not exceed the correction guarantees of the code, the correction algorithm will 
detect the presence of error in 3ie assumed sync mark or outside the bounds of the 
shortened codeword and raise an uncorrectable error flag. In either case, if the error 
pattern exceeds the correction guarantees but not the detection guarantees of the code, 
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the correction algorithm will still raise an uncorrectable error flag. If the error pat- 
tern exceeds all correction and detection guarantees of die code, the sync framing error 
will appear to be correctable with probability Pmc and will appear to be uncorrectable 
with probability l-Pmc- ^^ the amount of synchronization slippage increases, the length 
of the apparent error burst(s) also increases. 

Consider the case where the sync mark is protected by the error detection/correc- 
tion code and synchronization occurs early by one or more symbols. The pattern read 
will appear to be that of a multiple of the codeword written plus some error pattern of 
about the same length as the sync mark at a location which includes the symbols of the 
assumed sync mark plus one or more symbols following the assumed sync mark. If the 
error pattern does not exceed the correction guarantees of the code, the correction 
algorithm will detect the presence of error in the assumed sync mark and raise an 
uncorrectable error flag since an error at the location of the sync mark implies that 
the original detection of the sync mark was mistaken and a sync framing error must 
have occurred. If the error pattern exceeds the correction guarantees but not the 
detection guarantees of the code, the correction algorithm will still raise an uncorrec- 
table error flag. If the error pattern exceeds all correction and detection guarantees of 
the code, the sync framing error will appear to be correctable with probability Pmc and 
will appear to be uncorrectable with probability l-Pmc- As the amount of synchroniza- 
tion slippage increases, the length of the apparent error burst also increases. 
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CONCLUSIONS 

Based on the material presented above DST recommends that all cyclic and shor- 
tened cyclic error detection and correction codes be modified by either: 

(1) Initializing the ECC shift register to a specially selected pattern prior to each 
write and read, or 

(2) EXCLUSIVE-OR-ing a specially selected pattern against the redundancy bits 
on each write and read, 

(3) Feeding the ECC shift register with the EXCLUSIVE-OR sum of data and a 
pseudo-random sequence on each write and read. 

Including the sync mark in the bits covered by the error detection/correction code 
and insuring that codewords are preceded and followed by non-zero symbols could 
provide additional protection. 

The measures (a), (b), and (c) below have been used in the past to provide in- 
creased sync framing error protection. If economic reasons dictate the use in new 
designs of existing IC's or other hardware for which it is not feasible to implement (1), 
(2) or (3) above, DST recommends the use of all of provisions for sync framing error 
protection (a)-(c) below whose implementation is possible: 

(a) Initializing ECC shift register to all ones prior to each write or read. 

(b) Inverting redundancy on each write and read. 

(c) Including the sync mark within the ECC check on each write and read. 

(d) Insuring that codewords are preceded and followed by non-zero symbols. 
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4.9 INTERLEAVED. PRODUCT, AND REDUNDANT-SECTOR CODES 

4.9.1 INTERLEAVED CODES 

Interleaving is a technique used to geographically disperse data for each codeword 
over a larger area of media in order to spread error bursts over multiple codewords. In 
this way, the error contribution to any one codeword from a long defect is minimized. 

As an example, consider a two-dimensional array with C bytes per row and N bytes 
per column, in which each colunm is a codeword of a Reed-Solomon code. As bytes are 
written to the media, they are also processed by the redundancy-generating circuitry. 
Bytes 0, C, 2C, etc. are processed by the circuitry for interleave 0. Bytes 1, C+1, 2C + 1, 
etc. are processed by the circuitry for interleave 1, and so on. As bytes are read, 
operation is identical except that syndromes are generated rather than redundancy. If 
necessary, the correction algorithm is performed, after which the data is released to the 
host, in this example, any error burst must span more than C bytes before affecting 
more than one byte from any one codeword (interleave). 
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C codewords 



There are many interleaving techniques. Selection of a technique for a particular 
application involves tradeoffs between cost, code performance, transfer rate, block size, 
and correction time. 
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4.9.2 PRODUCT CODES 

Product codes perform error correction on a block of data in more than one 
dimension. Consider an array of symbols organized into rows and columns, with each 
row treated as a codeword of some code Cj and each column as a codeword of another 
(possibly the same) code C2. The resulting overall code is called a product code. It is 
common to see Reed-Solomon codes used as the component codes of product codes. 

There are many techniques for loading and unloading the array of product code. 
As an example, consider an array which on write is loaded one row at a time from the 
source. After all redundancy in both dimensions has been calculated, the array is 
unloaded diagonally to the device. On read, the data from the device is loaded diagon- 
ally, then after correction, the array is unloaded one row at a time to the destination. 
The diagonal unloading and loading accomplishes geographical dispersion of data in a 
manner that minimizes the number of error bytes that a long burst can contribute to 
any codeword in either dimension. 
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D2 



ROW 
REDUNDANCY 



COLUMN 
REDUNDANCY 



CHECKS ON 
REDUNDANCY 



There are many decoding techniques for product codes, one of which is to correct 
rows first, then correct columns. Another technique is to iterate row and colunm 
correction; errors in an uncorrectable codeword from one dimension may belong to 
correctable codewords in the other dimension, and after they are corrected, the uncor- 
rectable codeword may become correctable. Another technique is to combine 
row/column iteration witii erasure correction; the row [column] numbers of codewords in 
error are used as erasure pointers for column [row] correction. There are other decod- 
ing techniques for product codes as well. The correction capability of product codes is 
very dependent on the precise decoding techniques used. 

Product codes have been popular with the Japanese companies and have been 
implemented on a number of digital audio products, including both optical disk and 
magnetic tape products for consumer and commercial use. 

4.9.3 REDUNDANT-SECTOR CODES 

Redundant-sector codes can handle very long error bursts. As an example, con- 
sider an implementation with one redundant sector for each K data sectors. Each 
sector has its own sync field, and uses CRC for error detection. Each byte of the 
redundant sector is generated by EXCLUSIVE-OR-ing together the corresponding bytes 
of the K data sectors i.e. computing a parity sector. If on reading a data sector, a 
CRC error is detected, its contents can be regenerated by EXCLUSIVE-OR-ing the 
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remaining data sectors with the redundant sector. This technique can correct even a 
long burst which wipes out a sync mark. 
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An extension of this technique is to use interleaving e.g. one redundant sector for 
even sectors and another for odd sectors. This will allow correction of a long burst 
spanning any two adjacent sectors, or correction of any two random sectors in error 
provided that one is even and the other is odd. 
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A more powerful technique is to implement a Reed-Solomon code across the cor- 
respondmg bytes of the K data sectors, allowing the correction of multiple sectors in 
error within a codeword-long set of sectors. CRC error information can be used as 
erasure pointers by the Reed-Solomon correction algorithm, so the number of redundant 
sectors needed is just the number of errors to be corrected, not twice this number. 



SYNC 


DATA SECTOR #1 


CRC 


• 


• • • 


• 


SYNC 


DATA SECTOR #K 


CRC 


SYNC 


REDUNDANT SECTOR #1 


CRC 


• 


• • • 


• 


SYNC 


REDUNDANT SECTOR #N-K 


CRC 



272 



Redundant-sector techniques can be combined with other ECC techniques to form a 
more powerfiil EDAC scheme. For example, the CRC shown for each sector can be re- 
placed with an ECC code which can correct single (or multiple) small bursts at the 
sector level, and redundant-sector techniques can be used to correct the much lower 
rate of long bursts. This is in effect a product code, with the individual sectors com- 
prising the row codewords and corresponding bytes from the individual sectors compris- 
ing the column codewords. 

Redundant-sector techniques have been used on Bernoulli disks, read-only optical 
disks, and numerous tape devices. 
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CHAPTERS. SPECIFIC APPLICATIONS 

5.1 EVOLUTION OF EDAC SCHEMES 

5.1.1 EVOLUTION OF OEM MAGNETIC DISK EDAC SCHEMES 

In the early 1970's, 32-bit Fire codes were widely used for error correction in 
OEM magnetic disk devices. These codes were easy to define and required a moderate 
amount of hardware to implement. However, their sensitivity to multiple short bursts 
posed a serious data accuracy problem. Some error recovery procedures in use at the 
time performed correction on soft as well as hard errors; this worsened the problem. 
By the late 1970's, many companies had dropped 32-bit Fire codes in favor of 32-bit 
computer-generated codes that were selected to be insensitive to multiple short bursts. 
They also changed their error recovery procedures to correct hard errors only, and had 
taken other steps to achieve better data accuracy. As the 5M inch hard disk industry 
developed, form factor pressure on controller builders pushed implementation efficiency 
to the point where 32-bit computer-generated codes were implemented using just five 
and one-half standard TTL IC's. 

Over the last four or five years, many hard disk developers have implemented the 
(2,7) RLL modulation code. The error-propagation properties of this code necessitates a 
larger correction span, which has prompted many companies to switch to more powerful 
48-bit, 56-bit and 64-bit computer-generated ECC codes to maintain good data accuracy. 
Several hard disk controller IC's developed during this period implement programmable 
polynomial generators that support 48-bit codes, and at least one supports codes up to 
64 bits in length. 

Hard disk controller IC developers (including Cirrus Logic) are now incorporating 
two symbol error correcting Reed-Solomon codes in their new designs in order to handle 
higher raw-error-rate media by correcting two independent error bursts within a sector. 

5.1.2 EVOLUTION OF IBM MAGNETIC DISK EDAC SCHEMES 

In 1970, IBM introduced the 3330 magnetic disk drive, which uses a 56-bit Fire 
code to correct single 11 -bit bursts in variable length records of up to approximately 
13,000 bytes. This code's generator polynomial was selected to allow fast computation 
of error location using the Chinese Remainder Theorem. However, the structure that 
permitted fast correction also introduced a pattern sensitivity to multiple short bursts. 

The IBM 3340 (the first drive using Winchester technology) and 3350 magnetic disk 
drives were introduced in 1973 and 1975, respectively. They use the same 48-bit Fire 
code to correct single bursts (up to 4 bits for the 3340, 5 bits for the 3350) in variable 
record lengths (up to 19,000 bytes for the 3350). 

In 1979, IBM introduced the 3370 magnetic disk drive, which employs a three-way 
interleaved, Reed-Solomon code on fixed-length sectors of 512 bytes. Three redundancy 
bytes are used in each of the three interleaves, giving single symbol (byte) error cor- 
rection and double symbol error detection in each interleave. IBM uses this code to 
guarantee the correction of any single burst of 9 bits or less, the detection of any 
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single burst of 41 bits or less, and the detection of any two bursts, each of 17 bits or 
less. 

This code has a high miscorrection probability for cases in which multiple short 
bursts cause a single interleave to have more than two symbols in error. The existence 
of this pattern sensitivity is clear when one considers that for all possible errors, a 
sector has nine bytes of redundancy protecting it from miscorrection, versus only three 
bytes of redundancy for single-interleave errors. 

In 1980, IBM introduced the 3380 magnetic disk drive, which employs a 
Reed-Solomonlike, two-way interleaved code to correct single bursts in variable length 
records of up to approximately 48,000 bytes. Operating on 16-bit symbols, this code 
will correct any single burst contained within two contiguous symbols and detect any 
single burst contained within three contiguous symbols. Twelve bytes of redundancy are 
used; four bytes are associated with each interleave, and an additional four bytes are 
shared between the two interleaves. This sharing of redundancy between interleaves 
reduces the miscorrection probability for single-interleave errors. 

In 1987, IBM announced the 3380K magnetic disk drive, which employs a novel 
multiple-burst error correcting code that dedicates more than six percent redundancy to 
error detection and correction and accommodates a raw error rate much higher than for 
earlier versions of the 3380. Other features of the code include minimum data delay 
and a unique supplementary error detection method. The higher track densities achieved 
by the 3380K may have motivated IBM to use multiple-burst correction. DST expects to 
see even more powerful codes of the same class implemented on future high-end mag- 
netic (and possibly optical) devices. 

5.1.3 EVOLUTION OF IBM MAGNETIC TAPE EDAC SCHEMES 

In 1973, IBM introduced the 3420 (models 4, 6, and 8) Group Code Recording (OCR) 
magnetic tape drives. These employ a Reed-Solomon-like code over nine tracks to 
correct errors in one track without erasure pointers or two tracks with erasure 
pointers. 

In 1984, IBM introduced the 3480 eighteen track magnetic tape cartridge drive. It 
employs a code which uses parity on bit-vectors in three dimensions (vertical, left 
diagonal, and right diagonal). The eighteen tracks are divided into two nine-track sets. 
Each set contains seven data tracks, its own vertical parity track, and a diagonal parity 
track which is shared with the other set. The code is capable of correcting the fol- 
lowing error situations: 

- Up to two tracks in error with a pointer, or one track in error without a 
pointer, in each of the two sets 

- Up to two tracks, one of which has a pointer, in one set, and up to one track 
without a pointer in the other set 

- Up to three tracks with pointers in one set, and up to one track with a pointer 
in the other set 

Since the 3480 ECC employs redundancy sharing between the two sets of nine 
tracks, it is more powerfiil than that of the 3420 models 4, 6, and 8, even though both 
employ the same percentage of redundant tracks. The 3480 ECC is also the simpler and 
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less expensive of the two methods. We expect IBM to continue to use this code as new 
versions of the 3480 are offered. Other companies developing eighteen-track magnetic 
cartridge tape products are likely to use it as well. 

5.1.4 HIGH-PERFORMANCE EDAC SCHEMES FOR MAGNETIC DISK 

As mentioned above, several hard-disk controller IC's developed recently, as well 
as others currently under development, employ Reed-Solomon codes for correction of 
random single and double symbol errors. There is also a segment of the industry inter- 
ested in employing more powerful Reed-Solomon codes to allow the use of so-called 
"horrible" media containing hundreds of defects per platter. 

Digital Equipment Corporation implemented a very powerful Reed-Solomon code in 
its UDA-50 magnetic disk controller. This code corrects up to eight 10-bit symbols in 
error within a 512-byte record. The UDA-50 also employs error-tolerant headers and 
sync marks. Other companies in the same market have implemented similar codes. 

We at Data Systems Technology feel that magnetic disk drive manufacturers which 
develop products in the future will be making trade-offs between media costs and the 
cost of high-performance ECC IC's. The optical storage industry has proven the techni- 
cal feasibility of using high error-rate media; the magnetic storage industry is likely to 
follow suit, using ECC parts developed for optical products. 

5.1.5 HIGH-PERFORMANCE EDAC SCHEMES FOR OPTICAL DISK 

There are three major types of optical media: read-only, write-once, and erasable. 
Each type has different ECC requirements, but all require high performance ECC. 

For stamped media, there is no possibility of sector retirement. Therefore all 
initial defects as well as end-of-life defects must be handled by the ECC. This requires 
higher performance ECC and more geographic dispersion of data than would be neces- 
sary if retirement were possible. 

Since the mastering of stamped optical media is performed only once for each 
unique set of data, the ECC redundancy generation process can be more complex than 
for the other two types of media. Since the fiill content of each track is known at the 
time of mastering, greater geographic dispersion is possible than for the other two types 
of media, where each data sector may be written at different times. 

Product codes have been popular for stamped media; the CD digital audio players 
and CD-ROM digital data storage devices employ product codes. One stamped-media 
device employs a three-dimensional product code over each track, geographically dispers- 
ing each sector over the entire track. 

A number of companies in the U.S. and Japan support the use of single-dimension 
interleaved Reed-Solomon codes (also referred to as long distance Reed-Solomon codes 
(LDC)) for ECC on 90 mm and 130 mm, WORM and rewritable optical media. Such a 
code has been approved by the U.S. Accredited Standards Committee X3B11. Several 
companies have developed or are developing LSI parts using DST's ECC technology to 
support this code. 
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DST expects to continue to be at the forefront of EDAC technology for optical 
storage. We support the use of long distance Reed-Solomon codes for 90 mm and 130 
mm, WORM and rewritable optical and developed our NG-8510, NG-8520, and CL-SH8530 
IC's especially for this application. The NG-85 10/8520 approach splits the error correc- 
tion task between logic within the IC and logic within support software. The 
CL-SH8530 performs correction real-time in hardware. 
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5.2 APPLICATION TO LARGE-SYSTEMS MAGNETIC DISK 
5.2.1 CAPABIUTY OF DISK CODES 

(See glossary for definitions) 

3330 3340 3350 



OEM 



3370 



ECC Bits 


56 


48 


48 


32 


72 


Rec Length (Bits) 


104240 


70320 


152552 


4644 


4168 


Correction Span 


11 


3 


4 


11 


9 


Detection Span 
Before Correction 


56 


48 


48 


32 


65 


Published Det. 
Span After Corr. 


22 


11 


10 


32 


16 


Actual Det. Span 
After Correction 


28 


30 


26 


13 


41 


P * 
^mc 


1.5E-9 


l.E-9 


4.3E-9 


l.lE-3 


2.2E-16 


Pmd* 


1.4E-17 


3.6E-15 


3.6E-15 


2.3E-10 


2.1E-22 



* Assuming all errors are possible and equally probable. 

POLYNOMIALS 

3330 

(x22 + l).(xll + x^ + x6 + x^ + l)-(xll + x9 + x^ + x^ + x^ + x^ + 1) 

•(xl2 + xll + xlO + x9 + x8 + x'7 + x^ + x5 + x4 + x3 + x2 + x^ + 1) 

3340/3350 

(xl3 + i).(x35 + x23 + x8 + x2 + 1) 
OEM 

(x21 + l).(xll +x2 + 1) 

3370 

Field Generator: x^ + x^ + x^ + x^ + 1 

Code Generator: (x + a^'(x + ab*(x + a3'^) 
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5.2.2 THE 3330 MAGNETIC DISK CODE 

CODE DEFINITION 

The 3330 code is a generalized Fire code. It has a single-burst correction span of 
11 bits and a single-burst detection span of 22 bits. Decoding uses the Chinese Re- 
mainder Method for displacement calculation. This method requires only a fraction of 
the shifts required by clocking around a sequence. The code is defined by the following 
polynomial: 

g(x) = x56 + x55 + x49 + x^S + x^l + x^^ + x^^ + x^^ 
+ x^^ + x^^ + x22 + x^^ + x^'7 + x^^ + x^^ 
+ x^^ + x^2 4. ^11 + X^ + X^ + X +1 

g(x) has the following relatively prime factors: 

Po(x) = x22 + 1 

Pl(x) = x^^ + x"^ + x^ + X +1 

P2(x) = x^2 + xil + x^^ + x^ + x^ + x'7 + x^ 

+ x^ + x^ + x^ + x2 + X +1 

P3(x) = x^^ + x^ + x*^ + x^ + X^ + X +1 

Each of the factors has a different period as shown below. 

FACTOR PERIOD 
Po(x) 22 

Pl(x) 89 

P2(X) 13 

P3(x) 23 

IMPLEMENTATION 

Encoding is performed by a shift register implementing: 

g(x) = Po(x).Pi(x).P2(x).P3(x) 

The shift register premultiplies by x^^ and simultaneously divides by g(x). The re- 
mainder is inverted and appended to the data as check bytes. 

For decoding, the hardware is modified to divide the received data polynomials by 
each of the factors of g(x) independently. There are four independent shift registers 
generating four independent syndromes. The shift registers are named Pq, Pi, P2 and 
P3, according to the factor of the generator polynomial implemented. There is no 
premultiplying during decode. 

On read, if all four syndromes are zero, the data is considered to be correct. If 
there are both zero and non-zero syndromes, the error exceeds the guaranteed correc- 
tion capability of the code. If all four syndromes are non-zero, correction is attempted 
using the Chinese Remainder Theorem. 
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CORRECTION PROCEDURE 

(1) Shift Pq until the 11 high order bits of the shift register are zeros and the 
lowest order bits of the shift register are nonzero. Save the shift count 
(no). If the above alignment is not achieved in less than 22 shifts, the error 
is uncorrectable. 

(2) Shift Pi (with feedback) until a match with Pq is achieved. Save the shift 
count (nj). If a match is not found in less than 89 shifts, the error is 
uncorrectable. 

(3) Shift P2 (with feedback) until a match with Pq is achieved. Save the shift 
count (n2). If a match is not found in less than 13 shifts, the error is 
uncorrectable. 

(4) Shift P3 (with feedback) until a match with Pq is achieved. Save the shift 
count (n3). If a match is not found in less than 23 shifts, the error is 
uncorrectable. 

The error pattern is in Pq. The error displacement, measured from the last 
check bit to the last error bit (low order of Pq) is given by: 

d = [-(ko*no+ki*ni +k2*n2+k3*n3)] MOD e 

where, 

ko = 452,387 

ki = 72,358 

k2= 315,238 

k3= 330,902 

e= 585,442 = LCM(22,89,13,23) 

HARDWARE SELF-CHECKING 

Self-checking of the shift registers is performed with parity predict circuits. See 
Section 6.5 for information on parity predict. 

SYNC FRAMING ERROR PROTECTION 

The inversion of check bytes provides protection against sync framing errors. This 
also provides protection for some types of hardware failures by making the check bytes 
nonzero for an all-zeros record. 
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5.2.3 THE 3350 MAGNETIC DISK CODE 

CODE DEFINITION 

The 3350 code is a shortened Fire code. It is defined by the following generator 
polynomial: 

g(x) = x^S ^ y36 + x35 + x23 + x21 + x^^ + xl3 + x^ + x^ + 1 
The polynomials below are factors of g(x): 
c(x) = xl3 + 1 
p(x) = x35 4- x23 + x8 + x2 + 1 

The c(x) factor is composite and has a period of 13. The p(x) factor is irreducible 
and has a period of 34,359,738,367. The period of g(x) is the least common multiple of 
the periods of c(x) and p(x), which is 446,676,598,771. Fire codes are discussed in 
Section 3.1. Decoding of shortened codes is discussed in Section 2.4. 

CODE CAPABILITY 

When the 3350 code is used for detection only, any single burst not exceeding 48 
bits in length is guaranteed to be detected. In addition, any combination of double 
bursts is guaranteed to be detected provided the sum of the burst lengths is no greater 
than 14. This number comes from the Fire code theory and is a lower bound only. It 
is very conservative since record length is very short compared to the period of g(x) 
(see Section 3.1). Misdetection probability for bursts exceeding the code guarantees is 
3.55E-15. 

In the 3350 implementation, the code is used to correct bursts through four bits in 
length on records up to 19,069 bytes in length. With this correction span and record 
length, the code is guaranteed to detect any single burst not exceeding 26 bits in 
length. This number was determined by a computer search. The Fire code theory gives 
the detection span as only ten bits. For 19,069 byte records, the miscorrection prob- 
ability is 4.3E-9 for error bursts exceedmg code guarantees, assuming all errors are 
possible and equally probable. 

CODE DESCRIPTION 

The 3350 code is shortened by the premultiplication of the data polynomial. This 
requires a shift-register circuit that multiplies and divides simultaneously. These cir- 
cuits are discussed in Section 1.3.2. 

The multiplier polynomial is determined by computing the reciprocal of the polyno- 
mial that is the residue of: 

(xl56352-l-h48)MODg'(x) 

where g ' (x) is the reciprocal polynomial of g(x). 
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The multiplier polynomial is: 

x47 + x39 + x35 + j?2 + ^,30 + ^25 + ^21 + ^20 
+ x^^ + xl5 ^_ xl3 + x^ + x'^ + x^ + x2 

The multiplier polynomial is used only during read, since shortening of the code 
applies only to the read case. 

The logical shift-register configurations used for write and read are shown in 
Figures 5.2.3.1 and 5.2.3.2 respectively. Although the write and read configurations are 
shown separately, the physical implementation is a single 48-bit shift register. As seen 
in Figure 5.2.3.2, there are three separate groups of bits feeding the XOR gates of the 
shift register in the read configuration: 

B (BOTH): Feedback terms that are common to both the multiplier 
polynomial and the generator polynomial. 

I (INPUT): Feedback terms unique to the multiplier polynomial. 

F (FEEDBACK): Feedback terms unique to the generator polynomial. 

Figure 5.2.3.3 shows a circuit equivalent to that shown in Figure 5.2.3.2. This 
circuit is easier to understand. It is shown in the same form as circuits performing 
simultaneous multiplication and division in Section 1.3.2. A close comparison of the 
circuits of Figures 5.2.3.2 and 5.2.3.3 reveals that splitting the read configuration feed- 
back logic into three parts is a way to save logic. The feedback logic for the write 
configuration can be obtained from the feedback logic for the read configuration by 
OR'ing the BOTH and FEEDBACK Imes and adding gating functions. 

WRITE OPERATION 

There are two write modes: 

a. WRITE DATA BITS 

b. WRITE CHECK BITS 

During the WRITE DATA BITS mode, serial data bits are written to the disk. 
Simultaneously, the ECC shift register, with write feedbacks enabled, receives the serial 
data bits and calculates write check bits. During the WRITE CHECK BITS mode, the 
feedbacks are disabled and check bits are shifted out of the register, complemented, and 
written to the disk. 



READ OPERATION 
There are three read modes: 

a. READ DATA BITS 

b. READ CHECK BITS 

c. CORRECTION 

During the READ DATA BITS mode, the ECC shift register, with read feedbacks 
enabled, receives serial read data bits. A syndrome is partially computed. During the 
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READ CHECK BITS mcxle, read feedbacks remain enabled. The complements of check 
bits are received by the ECC shift register and the computation of the syndrome is 
completed. After processing the read check bits, the ECC shift register should be all 
zeros if no error occurred and nonzero if a detectable error occurred. 

The CORRECTION mode is entered at the end of a read when the ECC shift 
register contents (syndrome) is found to be nonzero. The shift register is shifted with 
read feedbacks enabled, until bits 4-47 are zero. When this occurs, the error pattern is 
in bits 0-3. Shifting continues to the next byte boundary to place the error pattern in 
byte alignment. The shift count is used to calculate an error displacement. The error 
is uncorrectable if all zeros are not found in bits 4-47 of the shift register within 
156,352 (19,544*8) shifts. 

MICROCODE CORRECTION ALGORITHM 

Part of the 3350 correction algorithm is implemented in microcode at the storage 
control unit. When correction is required, the microcode initializes a coimter to 19,544. 
As the ECC shift register is shifted during the CORRECTION mode, a flag is raised to 
the storage control unit microcode once every eight shifts. The microcode decrements 
its counter by one. When ECC hardware finds bits 4-47 of the shift register zero, the 
microcode is alerted at the next byte boundary. The microcode counter then contains 
the error displacement in bytes from the last check byte to the first byte in error. 
The error pattern is obtained from bits 0-15 of the ECC shift register. 

HARDWARE SELF-CHECKING 

The 3350 employs parity predict for self-checking of error correcting circuits. 
These techniques are discussed in Section 6.5. 



- 283 



GH 



■' r •'' ' 



47 



36 35 



23 21 15 13 8 2 



4 8 -bit ECC shift register. Note: each feedback line feeds 
an XOR gate preceding the numbered shift register stage. 



WRITE DATA BITS 



FIGURE 5.2.3.1 WRITE CONFIGURATION 



READ DATA BITS 







































X 


r 




















1 


B 




































r •' 




' ' 


r 








r 






4': 


r 3S 


> O /^ ** c 


r o '^ '5 ' 


\ OP *> *> o 1 n r» 1 •? n er to o ,o t ^ n rt ; 






1 Jr 


3 O* 


> Jv 


S JV 


J zr 


J ^^ 


> ^; J 


L .^V 


J J. 


r X- 


J XO 27 O V O ^ U 





I=INPUT B=BOTH F==FEEDACK 



FIGURE 5.2.3.2 READ CONFIGURATION 

















' ' 


r 


' "^ 


' ^ 


' .' 




' 






L- 


47 39 36 35 32 30 25 23 21 20 17 15 13 9 8 7 6 2 0; 


-J 










i 




k 








i 


i 


i J 






i , 




i 




I 


^EAD DATA BITS 




FIGURE 5.2.3.3 A CIRCUIT EQUIVALENT TO THE READ CONFIGURATION 
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5.2.4 THE 3370 MAGNETIC DISK CODE 

INTRODUCTION 

The 3370 magnetic-disk code is a single-error correcting, double-error detecting 
extended Reed-Solomon code interleaved to depth three. There are three logical circuits 
(interleaves), each sharing the same physical hardware. Each logical circuit protects 
one third of the data. The interleave protectmg a particular byte is determined by its 
byte count modulo three. 
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For the 512-byte data fields, there are nine check bytes, three for each interleave. 
Two interleaves contain 171 data bytes each and the remaining interleave contains 170 
data bytes. 

ID fields are protected by a three-byte detection-only code that is a subset of the 
data field code. 

The check bytes are stored in a memory organized logically into three areas re- 
ferred to as RAMI , RAM2 and RAM3. 
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OVERALL CODE CAPABILITY 

The three syndromes of the 3370 implementation give the code a minimum distance 
of four, which is sufficient to correct single errors and detect double errors. 

The single-error correction and double-error detection interleaved to depth three 
results in the following overall capability for the code. 

CAPABILITIES (See glossary for definitions) 

1 . Guaranteed correction span: 9 bits 

NOTE: The structure of the 3370 code provides the capability to correct any 
single burst up to 17 bits in length. However, the correction span as imple- 
mented is limited to nine bits. 

2. Guaranteed detection span without correction: 65 bits 

3. Guaranteed detection span with correction: 

Single-burst: 41 bits 
Double-burst: 17 bits 

4. Misdetection probability (Pmd) = 2.1E-22 

5. Miscorrection probability (Pmc) = 2.2E-16 

ENCODING 

Normally, the encoding for a Reed-Solomon code with the capability of the 3370 
code would be accomplished with circuits implementing the following encode equation: 

G(x) = (x + a-l)-(x + aO).(x + a + 1) 

However, in the 3370 implementation, each write check byte is generated separately 
by dividing the data polynomial by each factor of G(x) . 

In the 3370 implementation, a is defined by the primitive polynomial 

x8 + x6 -f x5 + x4 + 1. 
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SYNDROME GENERATION 

On read, the encoding process is repeated. Syndromes are the XOR sum of check 
bytes generated on write and check bytes generated on read. The single-error syndrome 
equations are shown below: 

So = El 

Si = El-a^^ 

S.i = El-a"^^ 

where. 

El = Error value 

LI = Error location (displacement from the end of an interleave; the 
last data byte of an interleave is location zero). 

HARDWARE IMPLEMENTATION 

The figures on the following page show the 3370 hardware implementation. The 
operation is as follows: 

WRITE DATA: 

SRI, RAMI = D(x) MOD (x + a^ 

SR2,RAM2 = D(x) MOD (x + a^) 

SR3,RAM3 = D(x) MOD (x + a^) 
WRITE CHECK BYTES: 

Nine check bytes are written via the MUX in the following order: 

- 3 bytes from RAMI 

- 3 bytes from RAM2 

- 3 bytes from RAM3 

READ DATA: 

Same as write data above. 

READ CHECK BYTES: 

The nine check bytes read are added modulo-2 (XOR) to the nine check bytes 
generated (the contents of the RAM's). The resulting syndromes are stored 
in the RAM's. 
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CORRECTION ALGORITHM 

In the 3370 implementation, each interleave is decoded separately. The patterns 
and displacements within each interleave are analyzed to compute a single pattern and 
displacement within the 512-byte data block. 

Interleave Correction Algorithm 

Single-Error Correction : The correction algorithm for each interleave is simple and 
fast. When there is a single-symbol error, the syndrome equations form a system of 
equations in two unknowns, error value El and error location LI . 

So = El 

The error value is Sq. The error location can be determined by substituting Sq for 
El in the equation for Si. 

El = So 

LI = LOGc^(Si)-LOGck(So) 

In the 3370 implementation the LOGc^ Unction is accomplished with a ROM table. 

Double-Error Detection : Double errors can be detected by verifying that: 

Si So 
So S-i 

This relationship will not be zero if a double error occurs. 

To do the test above requires finite field division capability. The test below is 
equivalent and requires only the use of a log table. This version of the test is imple- 
mented on the 3370. 

LOGa(Si)-LOGa(So) = LOGa(So)-LOGa(S-i) 

If the relationship above is true, a single error is assumed. If it is not true, a 
double error is assumed. 
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OVERALL CORRECTION ALGORITHM 

Functions of the overall correction routine include: 

1. Comparing displacements for the three interleaves to determine if a single 
error burst occurred. 

2. Comparing displacements to determine which interleave contains the first byte 
of error pattern. 

3. Converting the patterns and displacements within each interleave to a single 
pattern and displacement within the 512-byte data block. 



3370 LOG TABLE (INPUT IS a^. OUTPUT IS n) 
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00 


01 


E7 


02 


CF 


E8 


3B 


03 


23 


DO 


9A 


E9 


14 


3C 


B7 


10 


04 


9F 


24 


42 


Dl 


76 


9B 


FB 


EA 


F5 


15 


OB 


3D 


82 


B8 


92 


20 


05 


7A 


AO 


4F 


25 


71 


43 


6A 


D2 


EO 


77 


DD 


9C 


F2 


FC 


20 
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EB 


D5 


F6 


87 
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C3 
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A7 
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6D 
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D3 


28 


El 
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DE 
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F3 
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FD 


CD 


21 


12 


60 


EC 


A3 


D6 


62 


F7 


37 


88 


66 


17 


52 


2B 


Bl 


OD 


A9 


8D 


59 


70 


3F 


08 


E4 


97 


84 


48 


4C 


DA 


BA 


7D 


CO 


C8 


94 


C5 


5F 


AE 


80 


07 


96 


47 


D9 


7C 


C7 


C4 


AD 


A2 


61 


36 


65 


51 


BO 


A8 


58 


90 


27 


BC 


6E 


EF 


73 


7F 


CC 


11 


45 


C2 
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A6 


6C 


CA 


32 


30 


AO 


D4 
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E2 


4A 


BE 


5D 
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69 


DF 


DC 
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IF 


BO 


9E 
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FA 


F4 


QA 


81 


91 


FE 


E6 


CE 


3A 


22 


99 


13 


B6 


CO 


ED 


OF 


A4 


2E 


D7 


AB 


63 


56 


F8 


8F 


38 


B4 


89 


5B 


67 


ID 


DO 


18 


19 


53 


lA 


2C 


54 


B2 


IB 


OE 


2D 


AA 


55 


8E 


B3 


5A 


IC 


EO 


40 


F9 


09 


90 


E5 


39 


98 


B5 


85 


8A 


49 


5C 


4D 


68 


DB 


IE 


FO 


BB 


EE 


7E 


10 


CI 


A5 


C9 


2F 


95 


D8 


C6 


AC 


60 


64 


AF 


57 
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SIMULA TION OF 3370 ECC IMPLEMENTATION 

ERROR CASE 

BEGIN READ DATA PART OF SIMULATION 

(DATA PART OF RECORD IS ALL ZEROS EXCEPT FOR ERROR) 

(CHECK BYTES ARE '00 FF FF 00 08 08 00 A3 A3') 



BYTE 


MOD 


CNT 


3 







/ 




/ 




501 





502 


1 


503 


2 


504 





505 


1 


506 


2 


507 





508 


1 


509 


2 


510 





511 


1 



ERROR 



OF 



FINISHED DATA, NOW READ CHECK BYTES 



— 


—RAM 


i 


— 


—RAM 


2 


- 


— 


—RAM 


3 


FF FF 


00 


FF FF 


00 FF FF 


00 


MOD(x+a 


0) 


MOD(x+al) MOD(x+a 


-1) 


FF FF 


1 
00 


01 B8 


00 FE 7F 


1 
00 


FF FF 


00 


01 01 


00 FE FE 


00 


FF FF 


00 


01 01 


00 FE FE 


00 


FF FF 


00 


02 01 


00 El FE 


00 


FF FF 


00 


02 02 


00 El El 


00 


FF FF 


OF 


02 02 


IE El El 


FD 


FF FF 


OF 


04 02 


IE DF El 


FD 


FF FF 


OF 


04 04 


IE DF DF 


FD 


FF FF 


OF 


04 04 


3C DF DF 


E7 


FF FF 


OF 


08 04 


3C A3 DF 


E7 


FF FF 


OF 


08 08 


3C A3 A3 


E7 






I 






1 




1 










L 










t 




CK 


BYTES 














. i 





INTERLEAVE 2,1, 



BYTE 


MOD 


CNT 


3 


512 


2 


513 





514 


1 


515 


2 


516 





517 


1 


518 


2 


519 





520 


1 



ERROR 



RAM 1 RAM 2 RAM 3 



FF 


FF 


OF 


08 


08 


3C 


A3 


A3 


E7 


00 


FF 


OF 


08 


08 


3C 


A3 


A3 


E7 


00 


00 


OF 


08 


08 


3C 


A3 


A3 


E7 


00 


00 


OF 


08 


08 


3C 


A3 


A3 


E7 


00 


00 


OF 


00 


08 


3C 


A3 


A3 


E7 


00 


00 


OF 


00 


00 


3C 


A3 


A3 


E7 


00 


00 


OF 


00 


00 


3C 


A3 


A3 


E7 


00 


00 


OF 


00 


00 


3C 


00 


A3 


E7 


00 


00 


OF 


00 


00 


3C 


00 


00 


E7 



END OF CHECK BYTES, BEGIN CORRECTION ALGORITHM 

CORRECTABLE ERROR AT DISPLACEMENT 5 FROM END OF RECORD, 
COUNTING LAST DATA BYTE AS 0. 
CORRECTABLE PATTERN IS 'OF 00 00' 

END OF SIMULATION 
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SIMULATION OF 3370 ECC IMPLEMENTATION 

NO ERROR CASE 

BEGIN READ DATA PART OF SIMULATION 
(DATA PART OF RECORD IS ALL ZEROS) 
(CHECK BYTES ARE '00 FF FF 00 08 08 00 A3 A3') 



BYTE 


MOD 


ERROR 


-RAM 


1 





-RAM 


2 





•RAM 


3 — 


CNT 


3 






















/ 

/ 

501 




FF 


FF 


00 


FF 


FF 


00 


FF 


FF 


00 




M0D(X+Q 


:^) 


MOD(x+a^) 


M0D(X+Q 


rh 





FF 


FF 


00 


01 


B8 


00 


FE 


7F 


00 


502 


1 


FF 


FF 


00 


01 


01 


00 


FE 


FE 


00 


503 


2 


FF 


FF 


00 


01 


01 


00 


FE 


FE 


00 


504 





FF 


FF 


00 


02 


01 


00 


El 


FE 


00 


505 


1 


FF 


FF 


00 


02 


02 


00 


El 


El 


00 


506 


2 


FF 


FF 


00 


02 


02 


00 


El 


El 


00 


507 





FF 


FF 


00 


04 


02 


00 


DF 


El 


00 


508 


1 


FF 


FF 


00 


04 


04 


00 


DF 


DF 


00 


509 


2 


FF 


FF 


00 


04 


04 


00 


DF 


DF 


00 


510 





FF 


FF 


00 


08 


04 


00 


A3 


DF 


00 


511 


1 


FF 


FF 


00 


08 


08 


00 


A3 


A3 


00 


fISHED 


DATA, 


, NOW READ 


CHECK BYTES 












BYTE 


MOD 


ERROR 


•RAM 


1 — 


.-.- 


•RAM 


2 


-..« 


RAM 


3 


CNT 


3 




















512 


2 


FF 


FF 


00 


08 


08 


00 


A3 


A3 


00 


513 





00 


FF 


00 


08 


08 


00 


A3 


A3 


00 


514 


1 


00 


00 


00 


08 


08 


00 


A3 


A3 


00 


515 


2 


00 


00 


00 


08 


08 


00 


A3 


A3 


00 


516 





00 


00 


00 


00 


08 


00 


A3 


A3 


00 


517 


1 


00 


00 


00 


00 


00 


00 


A3 


A3 


00 


518 


2 


00 


00 


00 


00 


00 


00 


A3 


A3 


00 


519 





00 


00 


00 


00 


00 


00 


00 


A3 


00 


520 


1 


00 


00 


00 


00 


00 


00 


00 


00 


00 



END OF CHECK BYTES, BEGIN CORRECTION ALGORITHM 
SYNDROME ALL ZEROS, NO ERROR DETECTED 
END OF SIMULATION 
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5.3 APPLICATION TO SMALL-SYSTEMS MAGNETIC DISK 

This section describes a discrete error-correction implementation that for several 
years was ideal for small-systems magnetic-disk controllers. It is part of many existing 
controller designs in both discrete and LSI form. The code discussed in this section 
employs a 32-bit polynomial. However, new designs are likely to employ polynomials of 
degree 48, 56 or 64. 

Methods for hardware and software implementation are described. Included are 
unique methods for 

(a) realizing the divide circuit 

(b) detecting the error and 

(c) passing the syndrome to software. 

All real time operations are performed by the error-correction hardware. Com- 
putation of the error pattern and the displacement is performed by software. Two 
software algorithms, bit-serial and byte-serial, are described. Approximately 120 in- 
structions are required to implement the software algorithms on the Z80 and similar 
8-bit processors. In addition, IK bytes of table space are required if the byte-serial 
software algorithm is selected. 

For the Z80 and similar microprocessors, typical correction time is four mil- 
liseconds, (eight maximum), if the byte-serial software algorithm is used. If the 
bit-serial algorithm is used, typical correction time for the Z80 is 30 milliseconds, 60 
maximum. These correction times are for a 256 byte record. For longer records, divide 
the record length by 256 and multiply the result by the times given. If, as recom- 
mended, correction is used only on hard errors, the bit-serial software algorithm will be 
fast enough for most applications. Bit slice implementations are typically four to five 
times faster than the Z80. 

The polynomial used in this implementation is a computer-generated polynomial, 
selected for its insensitivity to short double bursts, good detection span and eight feed- 
back terms. It was optimized for correction spans of five and eight bits on record 
lengths of 256 and 512 bytes, although its capabilities exceed this. 

The forward polynomial is: 

x32 + x28 + x26 + xl9 + x^^ + x^O -h x^ 4- x2 + x^ 
The reciprocal polynomial is: 

x32 4. x30 + x26 + ^22 + ^15 + x^^ + x6 + x^ + x^ 
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5.3.1 POLYNOMIAL CAPABIUTIES 

The capabilities specified below represent the extremes for which the polynomial 
has been tested. Fur&er testing is required if the polynomial is to be used beyond 
these extremes. 

If you plan to use this polynomial, read Section 4.4 DATA ACCURACY to under- 
stand miscorrection probability (number 8 below) before selecting the correction span. 

1. Maximum record length (r) = 8*1038 bits (including check bits) 

2. Maximum correction span (b) = 11 bits. 

3. Degree of polynomial (m) = 32. 

4. Single-burst detection span when the code is used for error detection only = 
32 bits. 

5. Single-burst detection span (d) when the code is used for error correction: 

= 20 bits for b=5 and r=8*270 

= 14 bits for b=8 and r=8*270 

= 13 bits for b=ll and r=8*270 

= 19 bits for b=5 and r=8*526 

= 14 bits for b=8 and r=8*526 

= 12 bits for b=ll and r=8*526 

= 11 bits for b=ll and r=8*1038 

6. Double-burst detection span when the code is used for error correction: 

= 4 bits for b=5 and r=8*270 

= 2 bits for b=8 and r=8*270 

= 3 bits for b=5 and r=8*526 

= 2 bits for b=8 and r=8*526 

7. Nondetection probability = 2.3E-10 

8. Miscorrection probability: 

= 8.00E-6 for b=5 and r=8*270 
= 6.40E-5 for b=8 and r=8*270 
= 5.12E-4 for b=ll and r=8*270 
= 1.57E-5 for b=5 and r=8*526 
= 1.25E-4 for b=8 and r=8*526 
= l.OOE-3 for b=ll and r=8*526 
= 2.01E-3 for b=ll and r=8*1038 
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5.3.2 HARDWARE IMPLEMENTATION 

Several examples of encoder and decoder circuits are described below. Although they 
are shown separately, circuitry can obviously be shared between encoder and decoder. 



BIT-SERIAL ENCODER USING THE INTERNAL-XOR FORM OF SHIFT REGISTER 



REDUN_GATE 
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The shift register has an XOR gate feeding the input of each stage which has a 
non-zero coefficient in the generator polynomial (except stage 0). For initialization 
considerations, see Section 4.8.2. 

After all DATA bits have been clocked into the shift register, REDUNi^GATE is as- 
serted. The AND gate then disables feedback, allowing the check bits to be shifted out 
of the shift register, and the MUX passes the check bits to the device. 
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BIT-SERIAL ENCODER USING THE EXTERNAL-XOR FORM OF SHIFT REGISTER 
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The shift register is tapped at the output of each stage which has a non-zero 
coefficient in the generator polynomial. For initialization considerations, see Section 
4.8.2. 

After all DATA bits have been clocked into the shift register, REDUN^GATE is as- 
serted. The upper AND gate then disables feedback and the lower AND gate blocks 
extraneous DATA input to the ODD parity tree, whose output the MUX passes as check 
bits to the device. 
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CIRCUITS TO GENERATE SYNDROMES TO BE USED IN SOFTWARE CORRECTION 

CASE 1: SYNDROME IS OUTPUT BEfflND DATA 

BIT-SERIAL DECODER USING THE INTERNAL-XOR FORM OF SHIFT REGISTER 



REDUN GATE 




WRITE DATA/ CHECK BITS 



ECC ERROR 



The shift register has an XOR gate feeding the input of each stage which has a 
non-zero coefficient in the generator polynomial (except stage 0). The shift register 
must be initialized to the same state used before write. 

After all DATA bits have been clocked into the shift register, REDUN^GATE is as- 
serted. The upper AND gate then disables feedback, allowing the check bits to be 
shifted out of the shift register, and the MUX passes the syndrome bits to the buffer. 
The lower AND gate allows any non-zero syndrome bit to latch the JK flip-flop, assert- 
ing the ECC^ERROR signal. 
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BIT-SERIAL DECODER USING THE EXTERNAL-XOR FORM OF SHIFT REGISTER 
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MUX 



WRITE DATA/ 



CHECK BITS 



ECC__ERROR 




The shift register is tapped at the output of each stage which has a non-zero 
coefficient in the generator polynomial. The shift register must be initialized to the 
same state used before write. 

After all DATA bits have been clocked into the shift register, REDUN_GATE is as- 
serted. The upper AND gate then disables feedback and the lower AND gate blocks 
extraneous DATA input to the ODD parity tree, whose output the MUX passes as syn- 
drome bits to the buffer. The bottom AND gate allows any non-zero syndrome bit to 
latch the JK flip-flop, asserting the ECC^RROR signal. 
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CASE 2: SYNDROME IS FETCHED FROM SHIFT REGISTER 

BIT-SERIAL DECODER USING THE INTERNAL-XOR FORM OF SHIFT REGISTER 
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The shift register has an XOR gate feeding the input of each stage which has a 
non-zero coefficient in the generator polynomial (except stage 0). The shift register 
must be initialized to the same state used before write. 

After all DATA bits have been clocked into the shift register, REDUN.GATE is as- 
serted. The upper AND gate then disables feedback. The upper-most path, leading from 
the XOR gate to stage 0, allows the shift register to collect the syndrome bits for later 
retrieval. The lower AND gate allows any non-zero syndrome bit to latch the JK flip- 
flop, asserting the ECC_ERROR signal. 
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DETAILED IMPLEMENTATION EXAMPLE HI 

The hardware of Figure 5.3.2.1 is used on write to generate check bits and on read 
to generate an error syndrome. The error syndrome is stored in memory via the de- 
serializer during check bit time. It has the following format, where x^ is the high 
order bit of the first byte stored: 

Lowest memory address x^ - x^ 

xl6.x23 
Highest memory address x^^ - x^l 

This format assumes that the high-order bit of a byte is serialized and deserial- 
ized first. The bits are numbered here for die software flow chart. Bits numbered 0-7 
above are bits 31-24 of the syndrome from hardware. 

As the data is written, data bits are directed to pin 10 via the 2:1 circuit. At the 
same time, check bits are generated in the shift register in a transformed format. 
During write checkbit time, the transformed check bits in the shift register are con- 
verted to true check bits (some inverted) by the odd circuit and are directed to pin 10 
via the 2:1 circuit. 

As the data is read, data bits are directed to pin 9 via the 2:1 circuit. At the 
same time, syndrome bits are generated in the shift register in a transformed format. 
During read check-bit time, the transformed syndrome bits in the shift register are 
converted to true syndrome bits by the odd circuit and are directed to pin 9 via the 2:1 
circuit. 

During read check-bit time, the flip-flop (LS74) will be clocked to its error state 
if any of the syndrome bits are nonzero. At the end of any read, pin 11 will indicate 
if an error occurred. 
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3 2 -BIT LEFT-SHIFTING SHIFT 
REGISTER (74LS164'S) ** 

IT 



SHIFT 
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CHECK BIT TIME 
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WRITE DATA/ CHECK BITS 



10 
9 



READ DATA/SYNDROME BITS 




Jl. 



D Q 

LS74 

C 



ECC ERROR 



11 



NOTES: * There is one feedback line for each non- 
zero coefficient term of the forward poly- 
nomial except the x^^ term. 

** The '1' state of the shift register outputs 
is the low voltage state. 



FIGURE 5.3.2.1 HARDWARE FOR METHOD 1 
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DETAILED IMPLEMENTATION EXAMPLEit 2 

The hardware of Figure 5.3.2.2 is similar to that for method 1 except that ECC 
error is detected by software. After a record and syndrome have been read and stored, 
software fetches the four byte syndrome and checks for zero. If the syndrome is 
nonzero, an error has occurred and the software ECC algorithm must be performed. 

In summary, if method 2 is used, software performs the fimction that the f[ip>fIop 
(LS74) performed in method 1. 

IMPLEMENTATION SUBTLETIES 

Listed below are some points that have been misunderstood by engineers imple- 
menting the hardware. 

1. There is a shift register stage for x^ through x^l. There is no shift register 
stage for x^^. 

2. The input end of the shift register is labeled x^^ and the direction of shift is 
towards x^. This is not an arbitrary assignment. It is required for this par- 
ticular form of the polynomial shift register. 

3. There is a feedback path from the shift register to the pariQ/ tree for each 
nonzero coefficient term of the forward polynomial except for the x^ term. 

4. The forward polynomial is implemented in hardware and the reverse poly- 
nomial is implemented in software. 

5. The read/write data line (pin 1 of Figures 5.3.2.1 and 5.3.2.2) must be inac- 
tive while writing check bytes. 

6. After activating the clear line of Figures 5.3.2.1 and 5.3.2.2, the circuit should 
not be clocked until the first bit is ready to be processed. 
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3 2 -BIT LEFT-SHIFTING SHIFT 
REGISTER (74LS164'S) ** 
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NOTES: * There is one feedback line for each 
non-zero coefficient term of the for- 
ward polynomial except the x^^ term. 

* The '1' state of the shift register 
outputs is the low voltage state. 



FIGURE 5.3.2.2 HARDWARE FOR METHOD 2 
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5.3.3 SOFTWARE IMPLEMENTATION 

ERROR DETECTION 

At the completion of a read, the existence of any non-zero bit in the syndrome 
indicates the existence of an error or errors. A non-zero syndrome is typically, and 
most efficiently, detected with sequential logic as shown above. However, if a shift 
register of the intemal-XOR form with a separate path to stage (see the circuit for 
Case 2 above) is used, it is possible (and has been done in the past) to use com- 
binatorial logic (e,g, , a 48-input OR gate) rather than the AND gate/JK latch shown. 

ERROR CORRECTION 

When a non-zero syndrome indicates the presence of an error, correction is ac- 
complished by shifting the syndrome until the error pattern is found. This shifting may 
be done bit-serially or byte-serially, in hardware or by software. Bit-serial and byte- 
serial software algorithms are given below. For discussion of byte-serial hardware 
implementations Section 4.7. 

The required shifting may be performed either forward along the code's shift- 
register sequence using the code's generator polynomial, or reverse along the code's 
shift register sequence using the reciprocal of the cpde's generator polynomial. 

When forward shifting is implemented, pre-multiply must be used to shorten the 
code. For a discussion of code-shortening, see Section 2.4. Use the following expres- 
sion for the pre-multiply polynomial: 

PmultW = xm-l.F(l/x) 

where 

F(x) = xn-^MODg'(x) 

Forward shifting requires either the use of a different Pmult(x) for each sector length, 
or that Pmult(x) must be selected for the largest sector-length to be used. In the 
latter case extra shifts are required for the shorter sector-lengths. 

When reverse shifting using the reciprocal polynomial is implemented, then if the 
shift register shifts left [right] during read, then either 

a) The shift register must shift right [left] during correction or 

b) The syndrome must be flipped end-for-end before correction, and the shift 
register must continue to shift left [right] during correction. 
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DETERMINING ERROR PATTERN AND LOCATION 

The error pattern is found by shifting until a given number of consecutive zeros 
appears in one end of the shift register. When this occurs, the error pattern is aligned 
with the other end of the shift register. Which end of the shift register is aligned 
with the error pattern is a matter of implementation choice. See Sections 2.3 and 2.4 
for examples of pattern alignment. 

Error displacement is calculated by counting the number of shifts executed while 
locating the error pattern. The details of displacement calculation depend on which end 
of the shift register is used to align the error pattern. 

The detection of consecutive zeros to indicate that a valid error pattern has been 
found can be accomplished using either combinatorial or sequential logic. Combinatorial 
logic would consist of a many-input OR gate. 

Sequential logic circuitry for an intemal-XOR shift register implementation would 
include a counter that is incremented by each '0' that appears at the output of the 
high-order stage and is reset by any T that appears. When the counter reaches the 
given threshold, the error pattern has been found. 

It is also possible to simulate such a counter in software; the software would 
control an output line to initiate each shift of the hardware shift register and receive 
the output of the high order stage. The software can simultaneously simulate the dis- 
placement counter. 

OTHER CONSIDERATIONS 

1) The detection of consecutive zeros that surround the error pattern is more 
complex when error correction is performed using byte-serial hardware or 
software. See Figure 3.1.1 for an example of byte-serial hardware. A byte- 
serial software algorithm is given below. 

2) When error correction is performed in hardware, the intemal-XOR form os 
shift register is typically used. However, it is also possible to perform error 
correction in hardware when the extemal-XOR form is shift register is used. 

3) Feedback could be left enabled during redundancy time. If the reverse-shift- 
ing correction method is used, the error location process would then require 
48 additional shifts. If the forward-shifting correction process is used, a 
different Pmult(x) would be used. 
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SOFTWARE ALGORITHMS 

The software algorithms use the syndrome to generate the correction pattern and 
displacement for correctable errors, or to detect uncorrectable errors. 

In the correction algorithms, a simulated shift register implements the reciprocal 
polynomial. The simulated shift register is loaded with the syndrome and shifted until a 
correctable pattern is found or the error is determined to be uncorrectable. Flow 
charts of the correction algorithms are shown at the end of this section. 

The maximum record length for this polynomial is 1038 bytes (including check 
bytes). The flow charts and software listings have been designed so that the record 
length can be varied by changing a single constant (Kl). 

The flow charts cover the algorithms through determination of pattern and dis- 
placement. Both forward (FWD) and reverse (REV) displacements are computed. FWD 
displacement starts at the beginning of the record counting the first byte as zero. 
REV displacement begins with the end of the record counting the last byte as zero. 

The pattern is in R2, R3, and R4. R2 is XOR'd with the record byte indicated by 
byte displacement. R3 is XOR'd with the byte one address higher than the byte dis- 
placement. R4 is XOR'd with the byte two addresses higher than the byte displacement. 

If the correction span selected is nine bits or less, the pattern is in R2 and R3. 
No action is required for R4. 

Once an error pattern and displacement have been computed, there are several 
special displacement cases that must be handled. For example, the error may be in 
check bytes or it may span data and check bytes. The error may be a header field or 
a data field. Some formats combine header information with the data field. The data 
field in this case, has several overhead bytes, containing header information, preceding 
data. This adds additional special displacement cases. 

The software routines defined in this section contain logic for separate and 
combined header and data fields. 
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The procedures below handle the special displacement cases of four overhead bytes. 
In a particular implementation there may be more, less, or even no overhead bytes. 

FORWARD DISPLACEMENT LESS THAN 4 

0-1 Error burst in overhead bytes. Correct overhead bytes in RAM. If overhead 
bytes are not contiguous in RAM, handle the boundaries. 

2 Error burst spans overhead bytes and data. XOR R2 with next to last over- 
head byte. XOR R3 with last overhead byte. XOR R4 with first data byte. 

3 Error burst spans overhead bytes and data. XOR R2 with last overhead byte, 
XOR R3 with first data byte. XOR R4 with second data byte. 

REVERSE DISPLA CEMENT LESS THAN 6 
0-3 Error burst in check bytes. No action required. 

4 Error burst spans data and check bytes. XOR R2 with last data byte. No 
action required for R3 or R4. 

5 Error burst spans data and check bytes. XOR R2 widi next to last data byte. 
XOR R3 with last data byte. No action required for R4. 

FORWARD DISPLACEMENT EQUAL OR GREATER THAN 4 AND REVERSE 
DISPLACEMENT EQUAL OR GREATER THAN 6 

Error burst in data bytes. Correct data bytes in RAM. If the data is not 
contiguous in RAM, handle the boundaries. Generate displacement from the 
first data byte to the first byte in error by subtracting the number of over- 
head bytes from the forward displacement. XOR R2 with the data byte 
indicated by the displacement just computed. XOR R3 with the data byte one 
address higher than the displacement. XOR R4 with the data byte two ad- 
dresses higher than the displacement. 
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BEGIN 



I 



BIT-SERIAL SOFTWARE ALGORITHM 
FOR POLYNOMIAL •42402402105' 



LOAD 


SYNDROME 


Rl = 
R2 = 
R3 = 
R4 = 


= xO-X^ 
. x^-x^^ 
= xl6>x23 
= x24-x31 


INITIALIZE 1 


J = 


Kl * 


ALGN 


FLAG = 




=0. 



J=J+8 
R1=R2,R2=R3 
R3=R4,R4=0 



Shift R1-R4 right one bit. ** If the bit shifted out 
of the low-order bit of R4 is '1', do the following: 
Rl = Rl + 138, R2 = R2 + 5, R3 = R3 + 2 , R4 = R4 + 34 
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NOTES FOR BIT-SERIAL CORRECTION ALGORITHM 

* Kl = Record length in bits minus 25. Record length includes all bits covered 
by ECC including the check bits. 

** When shifting, the low-order bit of a register is shifted into the high-order 
bit of the next higher-numbered register. '4-' here means EXCLUSIVE-OR; the 
constants are a form of the reciprocal polynomial in decimal. 

*** Mask for given correction span: 
Span Mask R2:R3 



1 01111111:11111111 

2 00111111: 11111111 

3 00011111:11111111 

4 00001111:11111111 

5 00000111:11111111 

6 00000011:11111111 

7 00000001:11111111 

8 00000000:11111111 

9 00000000:01111111 

10 00000000:00111111 

11 00000000:00011111 



**** On correctable exit, J is the forward bit displacement and J/8 is the forward 
byte displacement. The reverse byte displacement is (Kl+25-J)/8-l. The error 
pattern is in R2:R3:R4. 
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BEGIN 



BYTE-SERIAL SOFTWARE ALGORITHM 
FOR POLYNOMIAL '42402402105' 



LOAD SYNDROME 
Rl = x^-x'^ 
R2 = x^-X^^ 
R3 = X^^-x23 
R4 = x24-x^l 

INITIALIZE 
J = Kl * 



TEST \. 



=0. 



J=J+1 

R1=R2,R2=R3 
R3=R4,R4=0 



Set A = R4 then do the following XORs: 
R4 = R3 + T4 (A) , R3 = R2 + T3 (A) 
R2 = Rl + T2(A), Rl = T1(A) 




=0 



Copy R2:R3:R4 
into RA:RB:RC 




7^0 y ^ TEST 
RC 




Shift RA:RB:RC 
left one bit ** 



TEST 
RA:RB under 
mask ***^ 
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NOTES FOR BYTE-SERIAL CORRECTION ALGORITHM 

* Kl = Record length in bytes minus 4. Record length includes all bytes 
covered by ECC including the check bytes. 

** When shifting, the high-order bit of a register is shifted into the low-order 
bit of the next higher-lettered register. 

*** Mask for given correction span: 
Span Mask RA:RB 



1 01111111:11111111 

2 00111111:11111111 

3 00011111:11111111 

4 00001111:11111111 

5 00000111:11111111 

6 00000011:11111111 

7 00000001:11111111 

8 00000000:11111111 

9 00000000:01111111 

10 00000000:00111111 

11 00000000:00011111 



**** On correctable exit, J is the forward byte displacement. The reverse byte 
displacement is (Kl +3-J). The error pattern is in R2:R3:R4. 
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POLYNOMIAL - '42402402105* (OCTAL) 
Z80 CODE FOR BIT-SERIAL ALGORITHM 



THIS ROUTINE PERFORMS ALL THE FUNCTIONS OF THE 
BIT-SERIAL ALGORITHM (SEE FLOWCHART) 

TIMING IN THE 'SHIFT AND XOR' AREA OF THE CODE IS CRITICAL. 

EXECUTE THIS ROUTINE AFTER ATTEMPTING 
REREADS AND FINDING THE SAME SYNDROME ON 2 
CONSECUTIVE READS. 



IMPLEMENTATION CONSTANTS 



DEFINE POLYNOMIAL - DECIMAL CONSTANTS, SEE FLOW CHART 
PI EQU 138 
P2 EQU 5 
P3 EQU 2 
P4 EQU 34 

DEFINE CONSTANTS Kl AND K2 (SEE FLOW CHART) 

Kl EQU • ; INSERT DATA FIELD CONSTANT Kl 

K2 EQU T ; INSERT HEADER FIELD CONSTANT K2 

DEFINE NUMBER OF OVERHEAD BYTES 
OV EQU ; INSERT # OF OVERHEAD BYTES 

DEFINE CORRECTION SPAN MASK 

CSMl EQU ; INSERT APPROPRIATE MASK 

CORR SPAN 1 - MASK 

2 - 

3 - 

4 - 

5 - 

6 - 

7 - 

8 - 

9 - 

10 - 

11 - 
CSM2 EQU ; INSERT APPROPRIATE MASK 



CORR SPAN 



1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 



MASK 



BELOW 
•01111111 
•00111111 
•00011111 
•00001111 
•00000111 
•00000011 
•00000001 
•00000000 
•00000000 
•00000000 
•00000000 

BELOW 

•11111111 
•11111111 
'11111111 
•11111111 
'11111111 
•11111111 
•11111111 
•11111111 

•01111111 
•00111111 
•00011111 
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INITIALIZE PSEUDO SHIFT REGS AND SHIFT COUNT (J) 



INIT LD 

LD 

LD 

LD 

LD 

LD 
INIT05 LD 

OR 

JP 
INITIALIZE 
INITIO LD 

LD 

LD 

LD 

LD 

JP 
INITIALIZE 
INIT20 LD 

LD 

LD 

LD 

LD 



; FETCH 1ST 2 SYNDROME BYTES 

; SYNDROME BITS x0-x7 

; SYNDROME BITS X8-Xl5 

; FETCH 2ND 2 SYNDROME BYTES 

; SYNDROME BITS Xl6-x23 

/SYNDROME BITS X24-X31 

;LOAD FIELD FLAG 

;JP TO INIT20 IF CORRECTING HEADER 



HL, (nn) 

B,L 

C,H 

HL, (nn) 

D,L 

E,H 

A, (FLDFLG) 

A 

NZ,INIT20 

FOR DATA FIELD 

HL,nn-OV ;SAVE DATA BUFFER ADDRESS 

(BUFFADR),HL ; MINUS NUMBER OF OVERHEAD BYTES 

HL, (Kl+25)/8-l;SAVE 

(RLBMO),HL ; DATA FIELD LENGTH IN BYTES-1 

HL,K1 ;LOAD J WITH Kl (CONST FOR DATA) 

CALGN 

FOR HEADER FIELD 

HL,nn ;SAVE 

(BUFFADR),HL ; HEADER BUFFER ADDRESS 

HL, (K2+25)/8-l;SAVE 

(RLBMO),HL ; HEADER LENGTH IN BYTES MINUS 1 

HL,K2 ;LOAD J WITH K2 (CONST FOR HEADER) 



CLEAR ALGN-FLAG 



CALGN 



XOR 
LD 



; CLEAR A 

; CLEAR ALGN-FLAG 



(ALGNFLG) ,A 
LEFT JUSTIFY FIRST NON-ZERO SYNDROME BYTE IN 'B' 



JUST 



JUSTIO 



XOR 

OR 

JP 

LD 

ADD 

LD 

JP 

INC 

LD 

LD 

LD 

LD 

JP 



A 

B 

NZ , SHIFT 

A,L 

8 

L,A 

NC, JUSTIO 

H 

B,C 

C,D 

D,E 

E,0 

JUST 



;TEST 'B' FOR ZERO 
; BRANCH ON NONZERO 

;J=J+8 



SHIFT PSEUDO SHIFT REG UNTIL CORRECTABLE PATTERN FOUND 



SHIFT 



SRL 


B 


RR 


C 


RR 


D 



SHIFT RIGHT 
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SHIFT05 



SHIFTIO 



SHIFT20 



SHIFT30 



RR 

JP 

LD 

XOR 

LD 

LD 

XOR 

LD 

LD 

XOR 

LD 

LD 

XOR 

LD 

LD 

OR 

JP 

XOR 

OR 

JP 

OR 

JP 

JP 

DEC 

JP 



NC, SHIFTIO 

A,E 

P4 

E,A 

A,D 

P3 

D,A 

A,C 

P2 

C,A 

A,B 

PI 

B,A 

A,B 

A 

Z , PTRNTST 

A 

L 

NZ, SHIFTS 

H 

NZ,SHIFT30 

UNCORR 

HL 

SHIFT 



; BRANCH IF NO BIT SHIFTED OUT 



XOR DECIMAL CONSTANTS 
(SHIFT REG FEED-BACK) 



UNCORRECTABLE 

DECREMENT SHIFT COUNT ('J') 



TEST FOR CORRECTABLE PATTERN 



PTRNTST LD A, (ALGNFLG) 

OR A 

JP NZ , PTRNTST5 

OR E 

JP NZ,SHIFT20 

LD A,C 

AND CSMl 

JP NZ,SHIFT20 

LD A,D 

AND CSM2 

JP NZ,SHIFT20 

GET HERE TO START BYTE 

LD A,l 

LD (ALGNFLG) ,A 

PTRNTST5 LD A,L 

AND 7 

JP NZ,SHIFT30 



;LOAD ALGN-FLAG 

; BRANCH IF ALGN-FLAG NONZERO 

; BRANCH IF CORR PTRN NOT YET FOUND 

;SEE DEFINITION OF CSMl ABOVE 

; BRANCH IF CORR PTRN NOT YET FOUND 

;SEE DEFINITION OF CSM2 ABOVE 
; BRANCH IF CORR PTRN NOT YET FOUND 
ALIGNMENT 

;SET ALGN-FLAG TO NONZERO 

;TEST 'J' MODULO 8 

;JP IF BYTE ALIGN NOT COMPLETE 
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CORRECT BYTES IN ERROR 



CORRIO 



CORRECT LD 
LD 
LD 
LD 
SRL 
RR 
DEC 
JP 
COMPUTE 
SCF 
CCF 
PUSH 
EX 
LD 
SBC 
POP 



B,C 
C,D 
D,E 
A, 3 
H 
L 
A 

NZ , CORRIO 
REV BYTE DISPLACEMENT 



DE 

DE.HL 

HL, (RLBMO) 

HL.DE 

DE 



;MOVE 

; PATTERN 



; DIVIDE BIT DISPLACEMENT BY 8 
; TO GET FWD BYTE DISPLACEMENT 



TEST REVERSE DISPLACEMENT CASES 



LD 
OR 
JP 
LD 
CP 
JP 
CP 
JP 
CP 
JP 
GET HERE 

CORR20 JP 

GET HERE 

CURR25 LD 
XOR 
LD 
LD 
GET HERE 

CORR30 LD 
XOR 
LD 
JP 
RECOMPUTE 

CORR40 SCF 
CCF 
PUSH 
EX 
LD 
SBC 
POP 



A,H 

A 

NZ,CORR40 

A,L 

6 

NC,CORR40 

5 

Z,C0RR25 

4 

Z,CORR30 



;BR IF HI BYTE OF REV DISP NONZERO 

;BR IF REV DISP EQ OR GTH THAN 6 
;BR IF REV DISP EQ 5 
;BR IF REV DISP EQ 4 



IF ERROR IN CHECK BYTES 



EXIT 
IF ERROR STARTS 

A, (nn) 

B 

(nn) ,A 

B,C 
IF ERROR STARTS 

A, (nn) 

B 

(nn) ,A 

EXIT 
FWD BYTE 



; IGNORE CORR ERR IN CHECK BYTES 
IN NEXT TO LAST DATA BYTE 

; CORRECT NEXT TO LAST DATA BYTE 



IN LAST DATA BYTE 



; CORRECT LAST DATA BYTE 



;DONE 
DISPLACEMENT 



DE 

DE.HL 

HL, (RLBMO) 

HL.DE 

DE 
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TEST FWD DISPLACEMENT CASES 



LD 


A,H 


OR 


A 


JP 


NZ,CORR45 


LD 


A,L 


CP 


4 


JP 


NC,CORR45 


CP 


3 


JP 


Z,CORR60 


CP 


2 


JP 


Z,C0RR55 


JP 


CORR70 



;BR IF HI BYTE OF FWD DISP NONZERO 

;BR IF FWD DISP EQ OR GTH THAN 4 
;BR IF FWD DISP EQ 3 
;BR IF FWD DISP EQ 2 



GET HERE IF ERROR IN DATA BYTES 
CORR45 PUSH DE 

.DR) ;LOAD BUFFER ADDRESS 
CORR50 ADD HL,DE ;ADD DATA BUFFER 

; ADDR TO DISPLACEMENT 



; CORRECT 1ST DATA BYTE IN ERROR 

.•CORRECT 2ND DATA BYTE IN ERROR 

; CORRECT 3RD DATA BYTE IN ERROR 

;DONE 

ERROR STARTS IN NEXT TO LAST OVHD BYTE 

C0RR55 LD A, (nn) 

XOR B ; CORRECT NEXT TO LAST OVHD BYTE 

LD (nn) .A 

LD B,C 

LD C,D 

LD D,0 

ERROR STARTS IN LAST OVHD BYTE 

; CORRECT LAST OVERHEAD BYTE 

; CORRECT FIRST DATA BYTE 

; CORRECT 2ND DATA BYTE 
;DONE 



LD 


DE, (BU 


ADD 


HL,DE 


POP 


DE 


LD 
XOR 


A, (HL) 
B 


LD 
INC 


(HL),A 
HL 


LD 
XOR 


A, (HL) 
C 


LD 
INC 


(HL) ,A 
HL 


LD 
XOR 


A, (HL) 
D 


LD 
JP 


(HL),A 
EXIT 



CORR60 LD 


A, (nn) 


XOR 


B 


LD 


(nn),A 


LD 


A, (nn) 


XOR 


C 


LD 


(nn) ,A 


LD 


A, (nn) 


XOR 


D 


LD 


(nn),A 


JP 


EXIT 
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GET HERE IF ERROR IN OVERHEAD BYTES 
CORR70 PUSH DE 

LD DE,nn .-OVERHEAD BYTES BUFFER ADDRESS 

JP CORR50 ;JOIN COMMON PATH 



UNCORRECTABLE ERROR EXIT 
UNCORR NOP /BRANCH TO ERR PATH IN MAIN PGM 

CORRECTION COMPLETE EXIT 
EXIT NOP ;BRANCH BACK TO MAIN PGM 



WORK STORAGE 



ALGNFLG DEFS 1 
RLBMO DEFS 2 
BUFFADR DEFS 2 



FLDFLG 



DEFS 



ALIGNMENT FLAG - SEE FLOW CHART 
RECORD LENGTH IN BYTES MINUS 1 
BUFFER ADDRESS - EITHER, 

-DATA BUFF ADDR MINUS 
# OF OVERHEAD BYTES 

-HEADER BUFFER ADDRESS 
FIELD FLAG - SET BY CALLING PGM 

- ZERO FOR DATA FIELD 

- NONZERO FOR HEADER FIELD 
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POLYNOMIAL - •42402402105' (OCTAL) 
Z80 CODE FOR BYTE-SERIAL ALGORITHM 



THIS ROUTINE PERFORMS ALL THE FUNCTIONS OF THE 
BYTE-SERIAL ALGORITHM (SEE FLOWCHART) 

TIMING IN THE 'SHIFT AND XOR' AREA OF THE CODE IS CRITICAL. 

EXECUTE THIS ROUTINE AFTER ATTEMPTING 
REREADS AND FINDING THE SAME SYNDROME ON 2 
CONSECUTIVE READS. 

FLOWCHART REGISTER ASSIGNMENTS — 
R1=D 
R2=E 
R3=H 
R4=L 
'A'=C 

IMPLEMENTATION CONSTANTS 



Kl 
K2 

OV 

CSMl 



DEFINE CONSTANTS Kl AND K2 (SEE FLOW CHART) 

EQU ; INSERT DATA FIELD CONSTANT Kl 

EQU ; INSERT HEADER FIELD CONSTANT K2 

DEFINE NUMBER OF OVERHEAD BYTES 

EQU ; INSERT # OF OVERHEAD BYTES 

DEFINE CORRECTION SPAN MASK 
EQU 



CSM2 



EQU 



INSERT APPROPRIATE 


MASK 


BELOW 


CORR SPAN 1 


- 


MASK 


'01111111* 


2 


- 




•00111111' 


3 


- 




•00011111' 


4 


- 




'00001111' 


5 


- 




'00000111' 


6 


" 




•00000011' 


7 


- 




'00000001' 


8 


- 




00000000' 


9 


- 




00000000' 


10 


- 




00000000' 


11 


- 




00000000' 


INSERT APPROPRIATE 


MASK 


BELOW 


CORR SPAN 1 


- 


MASK « 


11111111' 


2 


- 




11111111' 


3 


- 




11111111' 


4 


- 




11111111' 


5 


- 




11111111' 


6 


- 




11111111' 


7 


- 




11111111' 


8 


- 




11111111' 


9 


- 




01111111' 


10 


- 




00111111' 


11 


- 




00011111' 
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INITIALIZE PSEUDO SHIFT REGS AND SHIFT COUNT (J) 

INIT LD A, (FLDFLG) ;LOAD FIELD FLAG 
OR A 

JP NZ,INIT20 ;JP TO INIT20 IF CORRECTING HEADER 
INITIALIZE FOR DATA FIELD 
INITIO LD HL,nn-OV ;SAVE DATA BUFFER ADDRESS 

LD (BUFFADR),HL ; - NUMBER OF OVERHEAD BYTES 
LD HL,Kl+3 ;SAVE 

LD (RLBMO),HL ; DATA FIELD LENGTH IN BYTES 

MINUS 1 

LD HL.Kl ;LOAD J WITH Kl (CONST FOR DATA) 

JP INIT30 
INITIALIZE FOR HEADER FIELD 

;SAVE 

HEADER BUFFER ADDRESS 
;SAVE 

HEADER LENGTH IN BYTES-1 
;LOAD J WITH K2 (CONST FOR HEADER) 

; CONSTANT FOR DECREMENTING SHIFT 



; FETCH 1ST 2 SYNDROME BYTES 

; SYNDROME BITS X0-X7 

; SYNDROME BITS X8-X15 

; FETCH 2ND 2 SYND BYTES (X16-X31) 



INIT20 


LD 


HL^nn 




LD 


(BUFFADR) ,HL 




LD 


HL,K2+3 




LD 


(RLBMO) ,HL 




LD 


HL,K2 


INIT30 


LD 


BC, 65535 


COUNT 


EXX 






LD 


HL, (nn) 




LD 


D,L 




LD 


E,H 




LD 


HL, (nn) 


; LEFT JUSTIFY FIRST NON-: 


JUST 


XOR 


A 




OR 


D 




JP 


NZ,SHIFT05 




EXX 






LD 


A,L 




ADD 


1 




LD 


L,A 




JP 


NC,JUST9 




INC 


H 


JUST9 


EXX 




JUSTIO 


LD 


D,E 




LD 


E,H 




LD 


H,L 




LD 


L,0 




JP 


JUST 



•B' 



;TEST 'Rl' FOR ZERO 
; BRANCH ON NONZERO 



;J=J+1 
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SHIFT PSEUDO SHIP 


SHIFT EXX 




SHIFT05 LD 


B,0 


LD 


C,L 


R4=R3 'XOR 


• T4(A) 


LD 


A, (BC) 


XOR 


H 


LD 


L,A 


INC 


B 


R3=R2 'XOR 


• T3(A) 


LD 


A, (BC) 


XOR 


£ 


LD 


H,A 


INC 


B 


R2=R1 'XOR 


• T2(A) 


LD 


A, (BC) 


XOR 


D 


LD 


E,A 


INC 


B 


R1=T1 (A) 




LD 


A, (BC) 


LD 


D,A 



;INIT TO POINT TO TABLE (T4) 
;IiOAD 'A' INDEX (SEE FLOW CHART) 
(SEE FLOW CHART) 



(SEE FLOW CHART) 



(SEE FLOW CHART) 



(SEE FLOW CHART) 



TEST LOW ORDER 8 BITS OF SHIFT REG FOR ZERO 

OR A 

JP Z , PTRNTST 
DECREMENT SHIFT COUNT AND TEST FOR ZERO 
SHIFTIO EXX 

ADD HL,BC 

JP C, SHIFT 

EXX 

JP UNCORR 



BC='FFFF' FOR DECREMENTING HL BY 1 
NO CARRY IF HL WAS BEFORE ADD 
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; TEST FOR 


CORRECTABLE PATTERN 


PTRNTST LD 


A,L 


• 


JP 


NZ.SHIFTIO 


; BRANCH IF CORR PTRN NOT YET FO 


SAVE SHIFT REG CONTENTS 




PTRNTST2 LD 


(nn) ,HL 


;SAVE HL 


EX 


DE,HL 


;SAVE DE 


PTRNTST3 LD 


(nn) ,HL 


• 


DETERMINE 


IF PTRN IN E,H 


AND L IS CORRECTABLE 


PTRNTST4 BIT 


7,E 




JP 


NZ , PTRNTST5 




SLA 


L 




RL 


H 




RL 


E 




JP 


PTRNTST4 




PTRNTST5 LD 


A,H 




AND 


CSM2 


;SEE DEFINITION OF CSM2 ABOVE 


JP 


NZ , PTRNTST7 


/BRANCH IF CORR PTRN NOT YET FOl 


LD 


A,E 




AND 


CSMl 


;SEE DEFINITION OF CSMl ABOVE 


JP 


Z , PTRNTST8 


; BRANCH IF CORR PTRN FOUND 


CORR PTRN 


NOT YET FOUND, 


RESTORE S/R, RETURN TO SHIFTING 


PTRNTST7 LD 


HL, (nn) 


• 
1 


EX 


DE,HL 


/RESTORE DE (SAVED AT PTRNTST3) 


LD 


HL, (nn) 


/RESTORE HL (SAVED AT PTRNTST2) 


JP 


SHIFTIO 


• 
1 


GET HERE 


IF CORR PTRN FOUND 


PTRNTST8 LD 


HL, (nn) 


t 


EX 


DE,HL 


/RESTORE DE (SAVED AT PTRNTST3) 


LD 


HL, (nn) 


/RESTORE HL (SAVED AT PTKNTST2) 


LD 


C,E 


/PLACE PTRN IN REGS 


LD 


D,H 


EXPECTED BY 


LD 


E,L 


NEXT ROUTINE 


EXX 






LD 


(nn) ,HL 


/SAVE HL 


EXX 






LD 


HL, (nn) 


/RESTORE HL SAVED 2 STEPS UP 
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CORRECT BYTES IN ERROR 

CORRECT LD B,C "" ;MOVE 

LD C,D ; PATTERN 

LD D,E 

COMPUTE REV BYTE DISPLACEMENT 
SCF 
CCF 

PUSH DE 

EX DE,HL 

LD HL, (RLBMO) 

SBC HL.DE 

POP DE 
TEST REVERSE DISPLACEMENT CASES 



;BR IF HI BYTE OF REV DISP NONZERO 

;BR IF REV DISP EQ OR GTH THAN 6 

;BR IF REV DISP EQ 5 

;BR IF REV DISP EQ 4 

GET HERE IF ERROR IN CHECK BYTES 

CORR20 JP EXIT ; IGNORE CORR ERR IN CHECK BYTES 

GET HERE IF ERROR STARTS IN NEXT TO LAST DATA BYTE 

CURR25 LD A, (nn) 

XOR B ; CORRECT NEXT TO LAST DATA BYTE 

LD (nn) ,A 

LD B,C 

GET HERE IF ERROR STARTS IN LAST DATA BYTE 

CORR30 LD A, (nn) 

XOR B ; CORRECT LAST DATA BYTE 

LD (nn) ^A 

JP EXIT ;DONE 
RECOMPUTE FWD BYTE DISPLACEMENT 
CORR40 SCF 
CCF 

PUSH DE 

EX DE,HL 

LD HL, (RLBMO) 

SBC HL,DE 

POP DE 



LD 


A,H 


OR 


A 


JP 


NZ,CORR40 


LD 


A,L 


CP 


6 


JP 


NC,CORR40 


CP 


5 


JP 


Z,CORR25 


CP 


4 


JP 


Z,CORR30 
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TEST FWD DISPLACEMENT CASES 



LD 


A,H 


OR 


A 


JP 


NZ,CORR45 


LD 


A,L 


CP 


4 


JP 


NC,CORR45 


CP 


3 


JP 


Z,CORR60 


CP 


2 


JP 


Z,C0RR55 


JP 


CORR70 



;BR IF HI BYTE OF FWD DISP NONZERO 

;BR IF FWD DISP EQ OR GTH THAN 4 
;BR IF FWD DISP EQ 3 
;BR IF FWD DISP EQ 2 



GET HERE IF ERROR IN DATA BYTES 
CORR45 PUSH DE 

DE,(BUFFADR) ;LOAD BUFFER ADDRESS 
CORR50 ADD HL,DE ;ADD DATA BUFFER ADDR TO 

; TO DISPLACEMENT 



; CORRECT 1ST DATA BYTE IN ERROR 

; CORRECT 2ND DATA BYTE IN ERROR 

; CORRECT 3RD DATA BYTE IN ERROR 

;DONE 

; ERROR STARTS IN NEXT TO LAST OVHD BYTE 

C0RR55 LD A, (pn) 

XOR B ; CORRECT NEXT TO LAST OVHD BYTE 

LD (nn),A 

LD B,C 

LD C,D 

LD D,0 

; ERROR STARTS IN LAST OVHD BYTE 

; CORRECT LAST OVERHEAD BYTE 

; CORRECT FIRST DATA BYTE 

.•CORRECT 2ND DATA BYTE 
;DONE 



LD 


DE,(BU: 


ADD 


HL.DE 


POP 


DE 


LD 


A, (HL) 


XOR 


B 


LD 


(HL),A 


INC 


HL 


LD 


A, (HL) 


XOR 


C 


LD 


(HL),A 


INC 


HL 


LD 


A, (HL) 


XOR 


D 


LD 


(HL),A 


JP 


EXIT 



CORR60 LD 


A,(nn) 


XOR 


B 


LD 


(nn),A 


LD 


A, (nn) 


XOR 


C 


LD 


(nn) ,A 


LD 


A, (nn) 


XOR 


D 


LD 


(nn) ,A 


JP 


EXIT 
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GET HERE IF ERROR IN OVERHEAD BYTES 
CORR70 PUSH DE 

LD DE.nn /OVERHEAD BYTES BUFFER ADDRESS 

JP CORR50 ;JOIN COMMON PATH 



UNCORRECTABLE ERROR EXIT 
UNCORR NOP ; BRANCH TO ERR PATH IN MAIN PGM 

CORRECTION COMPLETE EXIT 
EXIT NOP ; BRANCH BACK TO MAIN PGM 



WORK STORAGE 



ALGNFLG DEFS 1 
RLBMO DEFS 2 
BUFFADR DEFS 2 



FLDFLG 



DEFS 



ALIGNMENT FLAG - SEE FLOW CHART 
RECORD LENGTH IN BYTES MINUS 1 
BUFFER ADDRESS - EITHER, 

-DATA BUFF ADDR MINUS 
# OF OVERHEAD BYTES 

-HEADER BUFFER ADDRESS 
FIELD FLAG - SET BY CALLING PGM 

- ZERO FOR DATA FIELD 

- NONZERO FOR HEADER FIELD 



RECIPROCAL POLYNOMIAL TABLES 

CONSTRUCT THE RECIPROCAL POLYNOMIAL TABLES AT THIS POINT. 
THE TABLES MUST BE ALIGNED TO AN ADDRESS BOUNDARY THAT 
IS DIVISIBLE BY 256. THE TABLES MUST BE CONTIGUOUS IN THE 
FOLLOWING ORDER 'T4,T3 ,T2,T1 • . SEE SECTION 5.3.7 FOR A 
DEFINITION OF THE RECIPROCAL POLYNOMIAL TABLES. 
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5.3.4 DIAGNOSTICS AND TESTING 

The diagnostic routines for the small-systems magnetic-disk code should be devel- 
oped using the techniques of Chapter 6 TESTING OF ERROR-CONTROL SYSTEMS. 

One of the diagnostic approaches described in Chapter 6, requires a test record 
that causes check bytes of zero to be generated. For the code described in this section 
such a record can be constructed as follows. Set the first four bytes to hex 'OC 06 03 
C3\ Set the last four bytes to hex T3 F9 FC 3C\ Clear the remaining bytes to zero. 

For design debug, write the test record defined above. Debug the write path until 
the write check bytes written for this record are zero. Next, debug the read path until 
this record can be read without error. Finally, run diagnostics as defined in Chapter 6. 

5.3.5 PROTECTION FOR SYNC FRAMING ERRORS 

Protection for sync framing errors is built into circuits of Figures 5.3.2.1 and 
5.3.2.2. First, the T state of each shift register stage is the low- voltage state. 
Therefore, the clear function sets the shift register to all ones. Secondly, degating the 
shift register input during ECC time forces Ts into the high order stage. This is 
equivalent to inverting certain groups of bits of the check bytes. Today's data integrity 
requirements dictate greater protection for sync framing errors than provided by the 
method discussed here. See Section 4.8.2 for a detailed discussion of sync framing 
errors. 



5.3.6 SIMULATION RUNS 

The following pages contain simulations of the hardware and software algorithms 
for several correctable errors. Each step of the algorithm, hardware, and software, is 
included in the simulation. 

The test record for each simulation is the test record defined in Section 5.3.4. 

Simulation run 1 is a dummy run that illustrates the first 40 shifts for each of the 
remaining simulation runs. Runs 2 through 4 simulate the bit-serial software algorithm. 
Runs 2 and 3 simulate error bursts in the data field, while run 4 simulates a single bit 
error in a check byte. Runs 5 through 7 simulate the byte-serial software algorithm 
and are similar to runs 2 through 4. 
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REfiD SIMULATION RUN » ± 

THTS PAGE SHOWS FIRST 40 SHIFTS FOR EACH SIMULATION RUN 

BEGIN HDW PART OF SIMULATION 

<SHrFTING LEFT, EXTERNAL "XOR^ FORM OF SHIFT REQ> 



BIT 


DATA 


ERROR Rl R2 R2 R4 


BV1 


NO. 


BITS 


BURST 

31 
X X 


NO. 







11111111 11111111 11111111 11111110 





1 




11111111 11111111 11111111 11111100 





2 




11111111 lll.llldl 11111111 11111000 





3 




11111111 11111111 11111111 11110000 





4 


1 


11111111 11111111 11111111 11100000 





5 


1 


11111111 11111111 lllllili 11000000 





6 




11111111 11111111 imilll 10000000 





7 




11111111 11111111 11111111 00000000 





8 




11111111 11111111 11111110 00000000 


1 


'^ 




11111111 11111111 11111100 00000000 


1 


10 




11111111 11111111 11111000 00000000 


1 


11 




11111111 11111111 11110000 00000000 


1 


12 




11111111 11111111 11100000 00000000 


1 


13 


1 


11111111 lllllili 11000000 00000000 


1 


14 


1 


11111111 11111111 10000000 00000000 


1 


15 




11111111 11111111 00000000 00000000 


1 


16 




11111111 11111110 00000000 00000000 


2 


17 




11111111 11111100 00000000 00000000 


2 


18 




11111111 11111000 00000000 00000000 


2 


19 




11111111 11110000 00000000 00000000 


2 


20 




11111111 11100000 00000000 00000000 


2 


21 




11111111 11000000 00000000 00000000 


2 


22 


1 


11111111 10000000 00000000 00000000 


2 


23 


1 


11111111 00000000 00000000 00000000 


2 


24 


1 


11111110 00000000 00000000 00000000 


2 


25 


1 


11111100 00000000 00000000 00000000 


3 


26 




11111000 00000000 00000000 00000000 


3 


27 




11110000 00000000 00000000 00000000 


3 


28 




11100000 00000000 00000000 00000000 


3 


29 




11000000 00000000 00000000 00000000 


3 


30 


1 


10000000 00000000 00000000 OOOOOOOO 


3 


31 


1 


00000000 00000000 00000000 OOOOOOOO 


3 


32 




00000000 00000000 OOOOOOOO 00000000 


4 


33 




00000000 00000000 00000000 00000000 


4 


34 




00000000 00000000 00000000 OOOOOOOO 


4 


35 




00000000 00000000 OOOOOOOO OOOOOOOO 


4 


36 




00000000 00000000 OOOOOOOO OOOOOOOO 


4 


37 




00000000 00000000 00000000 OOOOOOOO 


4 


38 




00000000 OOOOOOOO OOOOOOOO OOOOOOOO 


4 


39 




00000000 00000000 00000000 OOOOOOOO 


4 
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RgfRD SIMULATION RUN # 2 



SIMULRTION OF HflRDWRRE AND SOFTWARE 

BEGIN HDW PRRT OF SIMULATION 

<SHIFTING LEFT. EXTERNAL XOR FORM OF SHIFT REQ> 



BIT 
NO. 

e 



DATA 
BITS 



ERROR 
BURST 



Rl 



R2 



R3 



R4 



••:sEe 
<R i: 



SIMULATI0r4 RUN #1 FOR 1ST 48 5HIFTS> „..^, 
5 RECORD LEN IN BITS INCLUDING CHK AND OVERHD> 



R-96 
R-95 
R-9i4 
R-92 
R-92 
^-9i 
R-90 
R-89 
R-88 
R-^r 
R-86 
R-85 
R-84 
R-83 
R-82 

Rr-80 

R-79 
R-78 
R-77 
R-76 
R-75 
R-74 
R-72; 
R-72 
R-71 
R-7^ 
R-65? 
R-pS 
R-o7 
R-66 
R-65 
R-64 
R-o3 

R-sa 

R-ol 
R-1S0 

R-59 
R-58 
R-57 

R-S5 
R-54 



1 
1 
i 



1 
1 
i 
1 
1 



1 
1 





X 

08000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000001 
00000011 
00000110 
00001101 

00011011 

00110111 
01101111 
11011110 
10111101 
01111010 
11110100 
11101001 
11010010 



31 



00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 
00000000 

00000000 

00000000 

00000000 

00000000 

00000000 

00000000 
00000000 
00000000 

00000000 
00000000 
00000001 
00000011 
00000110 

00001101 

00011011 
00110111 
01101111 
11011110 
10111101 
01111010 
11110100 
11101001 
11010010 
10100101 
01001010 
10010100 
00101000 
01010001 
10100010 
01000101 
10001011 



BVTE 
NO. 



00000000 


00000000 


-11 


00000000 


00000000 


-11 


00000000 


00000000 


-11 


00000000 


00000000 


-11 


00000000 


00000000 


-11 


00000000 


00000000 


-11 


00000000 


00000001 


-11 


00000000 


00000011 


-11 


00000000 


00000110 


-10 


00000000 


00001101 


-10 


00000000 


00011011 


-10 


00000000 


00110111 


-10 


00000000 


01101111 


-10 


00000000 


11011110 


-10 


00000001 


10111101 


-10 


00000011 


01111010 


-10 


00000110 


11110100 


-9 


00001101 


11101001 


-9 


00011011 


11010010 


-9 


00110111 


10100101 


-9 


01101111 


01001010 


-9 


11011110 


10010100 


-9 


10111101 


00101000 


-9 


01111010 


01010001 


-9 


11110100 


10100010 


-8 


11101001 


01000101 


-8 


11010010 


10001011 


-8 


10100101 


00010111 


-8 


01001010 


00101111 


-8 


10010100 


01011110 


-8 


00101000 


10111100 


—8 


01010001 


01111001 


-8 


10100010 


11110011 


-7 


01000101 


11100110 


-7 


10001011 


11001100 


-7 


00010111 


10011001 


-7 


00101111 


00110011 


-7 


01011110 


01100111 


-7 


10111100 


11001110 


-7 


01111001 


10011100 


-7 


11110011 


00111000 


-€ 


11100110 


01110000 


-6 


11001100 


11100001 


-6 
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R-52 


1 


R-52 


1 


R-51 




R-50 




R-49 


1 


R-48 


1 


R-47 


1 


R-46 


1 


R-45 


1 


R-44 


1 


R-42 


1 


R-42 




R-41 




R-40 




R--3:9 




R-28 


1 


R-37 


1 


R-ie 


1 


R-l>5 


1 


R-54 




R-23 





SIMULflTION RUN NO. 2 CONTINUED 

10100101 00010111 10011001 11000011 -^ 

01001010 00101111 00110011 10000110 -€ 

10010100 01011110 01100111 00001101 -e 

00101000 10111100 11001110 00011011 -6 

01010001 01111001 10011100 00110111 -6 

10100010 11110011 00111000 01101110 -5 

01000101 11100110 01110000 11011100 -5 

10001011 11001100 11100001 10111001 -5 

00010111 10011001 11000011 01110010 -5 

00101111 00110011 10000110 11100100 -5 

01011110 01100111 00001101 11001001 -5 

10111100 11001110 00011011 10010011 -5 

01111001 10011100 00110111 00100111 -5 

11110011 00111000 01101110 01001111 -4 

11100110 01110000 11011100 10011110 -4 

11001100 11100001 10111001 00111100 -4 

10011001 11000011 01110010 01111000 -4 

00110011 10000110 11100100 11110000 -4 

01100111 00001101 11001001 11100001 -4 

11001110 00011011 10010011 11000010 -4 

10011100 00110111 00100111 10000101 -4 

FINISHED READING DflTfl BVTES. NOW READ CHECK BVTES. 
INPUT TO SHIFT REGISTER NOW DEGflTED. PIN 9 OUTPUT 
IS GATED TO DESERIALIZER TO BE STORED AS SVNDROME. 

R-22 

R-31 

R-Z0 

R-29 

R--28 

R-27 

R-26 

R-25 

R-24 

R-23 

R-22 

R-21 

R-20 

R-i9 

R-i8 

R-i7 

R-16 

R-i5 

R-14 

R~12 

R-12 

R-11 

R-10 

R -9 

R -8 

R -7 

R -€ 

R -!5 

R -4 

P. -3 

R -2 

R -1 

HDW PART NOW COMPLETE - SVNDOME HAS BEEN STORED. 

- 328 - 



00111000 


01101110 


01001111 


00001011 


-2 


PIN 


9= 





01110000 


11011100 


10011110 


00010111 


-2 


PIN 


9= 





11100001 


10111001 


00111100 


00101111 


-3 


PIN 


9= 





11000011 


01110010 


01111000 


01011111 


-2 


PIN 


9= 





10000110 


11100100 


11110000 


10111111 


-3 


PIN 


Q=r 





00001101 


11001001 


11100001 


01111111 


•^2 


PIN 


9= 


1 


00011011 


10010011 


11000010 


11111111 


-2 


PIN 


9= 


1 


00110111 


00100111 


10000101 


11111111 


-2 


PIN 


9= 





01101110 


01001111 


00001011 


11111111 


-2 


PIN 


9= 


1 


11011100 


10011110 


00010111 


11111111 


-2 


PIN 


9= 





10111001 


00111100 


00101111 


11111111 


-2 


PIN 


9=: 





01110010 


01111000 


01011111 


11111111 


-2 


PIN 


9= 


1 


11100100 


11110000 


10111111 


11111111 


-2 


PIN 


9= 


1 


11001001 


11100001 


01111111 


11111111 


-2 


PIN 


9= 





10010011 


11000010 


11111111 


11111111 


-2 


PIN 


9= 





00100111 


10000101 


11111111 


11111111 


-2 


PIN 


9= 





01001111 


00001011 


11111111 


11111111 


-1 


PIN 


9= 





10011110 


00010111 


11111111 


11111111 


-1 


PIN 


9= 


1 


00111100 


00101111 


11111111 


11111111 


-1 


PIN 


9= 





01111000 


01011111 


11111111 


11111111 


-1 


PIN 


Qss 





11110000 


10111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


11100001 


01111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


11000010 


11111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


10000101 


11111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


00001011 


11111111 


11111111 


11111111 





PIN 


9= 





00010111 


11111111 


11111111 


11111111 





PIN 


9= 





00101111 


11111111 


11111111 


11111111 





PIN 


9= 





01011111 


11111111 


11111111 


11111111 





PIN 


9= 


1 


10111111 


11111111 


11111111 


11111111 





PIN 


9== 





01111111 


11111111 
11111111 


11111111 


11111111 
11111111 






PIN 
PIN 


9= 
9= 





11111111 


11111111 


1 


11111111 


11111111 


11111111 


11111111 





PIN 


9= 






SIMULRTION RUM # 2 C0r4TINUED 

SIMULftTI0r4 OF C0RRECTI0h4 PROCEDURE 

BEGJN 5HIFTir4G SVfiDROME 

THIS PART SIMULATES INTERNAL XOR FORM OF SHIFT REG 

<SHIFTING RIGHT WITH SOFTWARE) 



9 



31 



R-25 

R-26 

R-27 

R-28 

R-29 

R-30 

R-31 

R-:=^2 

R-33 

R-54 

R-:55 

R-36 

R-37 

R~S8 

R-59 

R-40 

R~41 

R-42 

R-43 

R~44 

R-45 

R-46 

R-47 

R-48 

R-49 

R~S0 

R-51 

R-52 

R-53 

R-54 

R-35 

R-56 

R-57 

R-58 

R-59 

R-60 

R-61 

R-52 

R-62 

R-64 

R-65 

R-66 

R-67 

R-oS 

R-69 

R-7ei 

R-71 

R-72 

R-73 

R-74 

R-75 

R-76 

R-77 



X X 

00000011 01001100 00100111 10001001 -3 

10001011 10100011 00010001 mooiio -3 

01000101 11010001 10001000 11110011 -3 

10101000 11101101 11000110 01011011 -3 

11011110 01110011 11100001 00001111 -3 

11100101 00111100 11110010 10100101 -3 

11111000 10011011 01111011 01110000 -3 

01111100 01001101 10111101 10111000 -3 

00111110 00100110 11011110 11011100 -4 

00011111 00010011 01101111 01101110 -4 
00001111 10001001 10110111 10110111 -4 

10001101 11000001 11011001 11111001 -4 
11001100 11100101 11101110 11011110 -4 

01100110 01110010 11110111 01101111 -4 

10111001 00111100 01111001 10010101 -4 

11010110 10011011 00111110 11101000 -4 

01101011 01001101 10011111 01110100 -5 

00110101 10100110 11001111 10111010 -5 

00011010 11010011 01100111 11011101 -5 

10000111 01101100 10110001 11001100 -5 

01000011 10110110 01011000 11100110 -5 

00100001 11011011 00101100 01110011 -5 

10011010 11101000 10010100 00011011 -5 

11000111 01110001 01001000 00101111 -5 

11101001 10111101 10100110 00110101 -6 

11111110 11011011 11010001 00111000 -6 

01111111 01101101 11101000 10011100 -6 

00111111 10110110 11110100 01001110 -6 

00011111 11011011 01111010 00100111 -6 

10000101 11101000 10111111 00110001 -6 

11001000 11110001 01011101 10111010 -6 

01100100 01111000 10101110 11011101 -6 

10111000 00111001 01010101 01001100 -7 

01011100 00011100 10101010 10100110 -7 

00101110 00001110 01010101 01010011 -7 

10011101 00000010 00101000 10001011 -7 

11000100 10000100 00010110 01100111 -7 

11101000 01000111 00001001 00010001 "7 

11111110 00100110 10000110 10101010 -7 

01111111 00010011 01000011 01010101 -7 

10110101 10001100 10100011 10001000 -8 

01011010 11000110 01010001 11000100 -8 

00101101 01100011 00101000 11100010 -8 

00010110 10110001 10010100 01110001 -8 

10000001 01011101 11001000 00011010 -8 

01000000 10101110 11100100 00001101 -8 

10101010 01010010 01110000 00100100 -8 

01010101 00101001 00111000 00010010 -8 

00101010 10010100 10011100 00001001 -9 

10011111 01001111 01001100 00100110 -9 

01001111 10100111 10100110 00010011 -9 

10101101 11010110 11010001 00101011 -9 

11011100 11101110 01101010 10110111 -9 
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SIMULBTION RUN NO. 2 CONTINUED 



R-78 
R-r9 
R-80 
R-81 
R-32 
R-83 
R-84 
R-8!? 
R-36 
R-37 
R-88 
R-89 
R-90 



11100100 
11111000 

01111100 

10110100 
11010000 
01101000 

00110100 
00011010 
00001101 
00000110 
00000011 
00000001 
00000000 



01110010 

00111100 
00011110 
00001010 
00000000 
00000000 

00000000 

00000000 
00000000 
10000000 

01000000 

10100000 
11010000 



00110111 
00011001 
00001100 

00000100 

00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 



OldLllOOl 

10011110 
11001111 

01000101 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 



-9 

-9 

-9 

-10 

-10 

-10 

-10 

-10 

-10 

-10 

-10 

-11 
-11 



CORRECTflBLE PfiTTERN FOUND. 
NOW BEGIN BVTE RLIGNMENT. 



-90 IS BIT DISPLACEMENT. 



R-91 
R-92 
R-93 
R-94 
R-95 
R-96 



00000000 
00000000 
00000000 
00000000 
00000000 
00000000 



01101000 

00110100 
00011010 

00001101 
00000110 
00000011 



00000000 
00000000 
00000000 
00000000 
10000000 
01000000 



00000000 
00000000 
00000000 
00000000 
00000000 
00000000 



-11 
-11 
-11 
-11 
-11 
-11 



BVTE RLIGNMENT COMPLETE - SIMULATION COMPLETE 

BVTE DISPLACEMENT IS 11. 

COUNTING FROM END OF RECORD. LAST BVTE IS ZERO. 
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READ SIMULaHON RUN # 3 



SIMULflTION OF HRRDWRRE AND SOFTWARE 

BEGir4 HDW PART OF SIMULATION 

<SHIFTINQ LEfT, EXTERNAL XOR FORM OF SHIFT REG> 



BIT 
NO 





DATA 
BITS 



ERROR 
BURST 



Rl 



R2 



R3 



R4 



SEE SIMULATION RUN #1 FOR iST 40 SHIFTS> 
(R IS RECORD LEN IN BITS INCLUDING CHK AND 



R-96 




R-95 




R-94 




R-.93: 




R-92 




R-9:)l 




R-90 




R-89 




R-88 




R-87 




R-86 




R-85 




R-84 




R-83 




R-82 




R-9X 




R-88 




R-79 




R-78 




R-77 




R-76 




R-75 




R-74 




R-73 




R-72 




R-71 




R-70 




R-6? 




R-68 




R-67 




R-56 




R-6;5 




R-64 


1 


R-$3 


X 


R-62 


1 


R-6i 


1 


R-60 




R-59 




R-58 


1 


R-57 


1 


R-S6 


1 


R-55 


1 


R-S4 


i 



1 
1 





X 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000001 
00000010 
00000101 
00001011 
00010111 
00101110 
01011100 



00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 
00000000 

00000000 

00000000 

00000000 
00000000 
00000000 

00000000 

00000000 
00000000 

00000000 

00000001 
00000010 

00000101 

00001011 
00010111 

00101110 

01011100 
10111001 

01110010 

11100101 
11001011 
10010111 

00101110 
01011101 
10111011 



00000000 
00000000 
00000000 

00000000 
00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000001 
00000010 
00000101 
00001011 
00010111 
00101110 
01011100 
10111001 
01110010 
11100101 
11001011 
10010111 
00101110 
01011101 
10111011 
01110110 
11101100 
11011000 
10110000 
01100000 
11000001 
10000011 
00000110 



OVERHD> 



X 

00000000 

00000000 

00000000 

00000000 

00000000 
00000000 
00000000 
00000000 

00000000 

00000000 
00000000 

00000000 
00000001 
00000010 

00000101 
00001011 

00010111 
00101110 
01011100 
10111001 
01110010 
11100101 
11001011 
10010111 

00101110 

01011101 
10111011 
01110110 

11101100 
11011000 

10110000 
01100000 

11000001 

10000011 

00000110 

00001100 
00011000 

00110001 

01100010 

11000101 

10001011 
00010111 
00101111 



BVTE 
NO. 



-11 
-11 
-11 
-11 
-11 
-11 
-11 
-11 
-10 
-10 

-10 
-10 

-10 
-10 

-10 
-10 

-9 
-9 

-9 
-9 
-9 
-9 
-9 
-9 
-8 
-8 
-8 
-8 
-8 
-8 
-8 
-8 
-7 
-7 
-7 
-7 
-7 
-7 
-7 
-7 
-6 
-€ 
-6 
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SIMULATION RUN NO. 2 CONTINUED 



R-52 


± 


10111001 


01110110 


00001100 


01011110 


-^ 


R-52 


1 


01110010 


11101100 


00011000 


10111101 


-^ 


R-51 




11100101 


11011000 


00110001 


01111010 


-6 


R~50 




11001011 


10110000 


01100010 


11110101 


-6 


R-49 


1 


10010111 


01100000 


11000101 


11101010 


-6 


R-48 


1 


00101110 


11000001 


10001011 


11010101 


-5 


R-47 


1 


01011101 


10000011 


00010111 


10101011 


-5 


R-46 


i 


10111011 


00000110 


00101111 


01010110 


-5 


R-4? 


1 


01110110 


00001100 


01011110 


10101100 


-5 


R-44 


1 


11101100 


00011000 


10111101 


01011001 


-5 


R-42 


i 


11011000 


00110001 


01111010 


10110011 


-5 


R-42 




10110000 


01100010 


11110101 


01100111 


-5 


R-41 




01100000 


11000101 


11101010 


11001110 


-5 


R-413 




11000001 


10001011 


11010101 


10011101 


-4 


R-IS 




10000011 


00010111 


10101011 


00111010 


-4 


R-T^8 


1 


00000110 


00101111 


01010110 


01110101 


-4 


R-37 


i 


00001100 


01011110 


10101100 


11101010 


-4 


R-2S 


1 


00011000 


10111101 


01011001 


11010101 


-4 


R-:55 


i 


00110001 


01111010 


10110011 


10101010 


-4 


R-34 




01100010 


11110101 


01100111 


01010101 


-4 


R-33 




11000101 


11101010 


11001110 


10101010 


-4 



FINISHED REfiDING DflTfl BVTES. NOW READ CHECK BVTES. 
INPUT TO SHIFT REGISTER NOW DEGftTED. PIN 9 OUTPUT 
IS GRTED TO DESERIALIZER TO BE STORED AS SVNDROME. 



R-32 

R-:<:i 

R-29 

R-2S 

R-27 

R-2iE: 

R-25 

R~24 

R-23 

R-22 

R-21 

R-20 

R-i9 

R-i8 

R-17 

R-16 

R-i.^^; 

R-14 

R-13 

R-i2 

R-11 

R-10 

R -9 

R -8 

R 

R 

R 

R 

R 

R 

R 



— «=• 
-5 
-4 
—3 
-2 
-1 



10001011 


11010101 


10011101 


01010101 


-3 


PIN 


9= 


1 


00010111 


10101011 


00111010 


10101011 


-3 


PIN 


9= 


1 


00101111 


01010110 


01110101 


01010111 


-3 


PIN 


9= 


1 


01011110 


10101100 


11101010 


10101111 


-3 


PIN 


9= 





10111101 


01011001 


11010101 


01011111 


-3 


PIN 


9= 


1 


01111010 


10110011 


10101010 


10111111 


-3 


PIN 


9= 


1 


11110101 


01100111 


01010101 


01111111 


-3 


PIN 


9= 


1 


11101010 


11001110 


10101010 


11111111 


-3 


PIN 


9= 


1 


11010101* 


10011101 


01010101 


11111111 


-2 


PIN 


9= 


1 


10101011 


00111010 


10101011 


11111111 


-2 


PIN 


9= 


1 


01010110 


01110101 


01010111 


11111111 


-2 


PIN 


9s 





10101100 


11101010 


10101111 


11111111 


-2 


PIN 


9= 





01011001 


11010101 


01011111 


11111111 


-2 


PIN 


9= 


1 


10110011 


10101010 


10111111 


11111111 


-2 


PIN 


9= 





01100111 


01010101 


01111111 


11111111 


-2 


PIN 


9= 


1 


11001110 


10101010 


11111111 


11111111 


-2 


PIN 


9= 





10011101 


01010101 


11111111 


11111111 


-1 


PIN 


9= 


1 


00111010 


10101011 


11111111 


11111111 


-1 


PIN 


9= 


1 


01110101 


01010111 


11111111 


11111111 


-1 


PIN 


9= 


1 


11101010 


10101111 


11111111 


11111111 


-1 


PIN 


9= 


1 


11010101 


01011111 


11111111 


11111111 


-1 


PIN 


9= 





10101010 


10111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


01010101 


01111111 


11111111 


11111111 


-1 


PIN 


9= 





10101010 


11111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


01010101 


11111111 


11111111 


11111111 





PIN 


9= 





10101011 


11111111 


11111111 


11111111 





PIN 


9= 


1 


01010111 


11111111 


11111111 


11111111 





PIN 


9= 





10101111 


11111111 


11111111 


11111111 





PIN 


9= 





01011111 


11111111 


11111111 


11111111 





PIN 


9= 





10111111 


11111111 


11111111 


11111111 





PIN 


9= 





01111111 


11111111 


11111111 


11111111 





PIN 


9= 





11111111 


11111111 


11111111 


11111111 





PIN 


9= 


1 



HDU PART NON COMPLETE - SVNDOME HfiS BEEN STORED. 
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SIMULRTION RUN # 3 COh4TU4UED 

SIMULflTTON OF CORRECTION PROCEDURE 

BEniN <=:HIFTING SVNDROME _ ^^^ 

THI^ PART SIMULATES INTERNAL XOR FORM OF SHIFT REG 
<SHIFTINQ RIGHT WITH SOFTWARE) 



R-25 
R-26 
R-27 
R-28 
R-29 
R-30 
R-31 
R-32 

R-3:^ 

R-34 
R-35 
R-36 
R-37 
R-3S 
R-39 
R-40 
R-41 
R-42 
R-43 
R-44 
R-45 
R-46 
R-47 
R-4S 
R-49 
R-50 
R-51 
Ri52 
R--53 
R-54 
R-55 
R-5«S 
R-57 
R-58 
R-59 
R-H© 
R-61 
R-62 
R-63 
R-64 
R-65 
R-€6 
R-67 
R-68 
R-69 
R-70 
R-71 
R-72 
R-73 
R~74 
R-75 
R-76 
R-77 





X 

11111101 
01111110 

10110101 
01011010 
10100111 
01010011 
101001?? 1 

OlOlOtjul 

10100010 

01010001 

00101000 

00010100 
10000000 
11001010 

01100101 

00110010 

10010011 

01001001 

10101110 
01010111 
10100001 

01010000 

00101000 
00010100 
00001010 
10001111 
01000111 
10101001 
11011110 
11100101 
01110010 
00111001 

00011100 

00001110 
00000111 
00000011 
00000001 
10001010 
11001111 
01100111 
10111001 
11010110 
11100001 
01110000 
10110010 
01011001 
00101100 
10011100 
11000100 
11101000 
01110100 
10110000 
01011000 



31 



11100000 

11110000 

01111101 
10111110 
01011010 

10101101 

11010011 

11101001 
11110001 

01111000 

10111100 

01011110 

00101010 
00010000 
00001000 
10000100 
01000111 
10100011 
11010100 
01101010 
10110000 
11011000 
01101100 
00110110 
00011011 
00001000 
10000100 
11000111 
11100110 
01110110 
10111011 
01011101 
10101110 
01010111 
00101011 
10010101 
11001010 
11100000 
01110101 
10111010 
11011000 
11101001 
01110001 
10111000 
01011001 
00101100 
10010110 
01001110 
00100010 
00010100 
00001010 
00000000 
00000000 



01111000 
00111100 
00011100 
10001110 
01000101 
00100010 
10010011 
11001001 
11100110 
11110011 
01111001 
00111100 
00011100 
00001100 
00000110 
00000011 
00000011 
10000001 
11000010 
01100001 
00110010 
00011001 
00001100 
00000110 
00000011 
10000011 
01000001 
00100010 
10010011 
01001011 
00100101 
10010010 
11001001 
01100100 
10110010 
11011001 
11101100 
01110100 
00111000 
10011100 
01001100 
00100100 
10010000 
11001000 
01100110 
10110011 
01011001 
00101110 
00010101 
00001000 
00000100 
00000000 
00000000 



10000010 
01000001 

00000010 
00000001 
00100010 

10010001 
01101010 
10110101 

11111000 
01111100 

10111110 
11011111 
01001101 

00000100 

00000010 
00000001 
10100010 
11010001 

11001010 

01100101 
10010000 

01001000 

10100100 
01010010 
00101001 
10110110 
11011011 
11001111 
01000101 
10000000 
11000000 
11100000 

01110000 

10111000 
01011100 
00101110 
10010111 
01101001 
00010110 
00001011 
00100111 
00110001 
00111010 
00011101 
00101100 

00010110 

10001011 
11100111 

01010001 

10001010 

01000101 
00000000 
00000000 



-2 
-3 
-3 
-3 
-3 
-3 
-3 
-3 
-4 
-4 
-4 
-4 
-4 
-4 
-4 
-4 
-5 
-5 
-5 
-5 
-5 
-5 
-5 
-5 
-6 
-6 
-6 
-6 
-6 
-6 
-6 
-6 
-7 
"7 
-7 
-7 
-7 
-7 
-7 
-7 
-8 
-8 
-8 
-8 
-8 
-8 
-8 
-8 
-9 
-9 
-9 
-9 
-9 
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SIMULATION RUN NO. 3 CONTINUED 



R-78 
R-79 
R-80 
R-81 
R-82 
R-B2 
R-S4 



00101X00 00000000 00000000 
OO01O11O 00000000 00000000 
00001011 00000000 00000000 
00000101 10000000 00000000 
00000010 11000000 00000000 

00000001 01100000 00000000 
00000000 10110000 00000000 



00000000 -9 

00000000 -9 

00000000 -9 

00000000 -10 

00000000 -10 

00000000 -10 

00000000 -10 



CORRECTRBLE PATTERN FOUND. -84 IS BIT DISPLACEMENT. 
NOW BEGIN BVTE ALIGNMENT. 



R-85 
R-86 
R-87 
R-88 



00000000 01011000 00000000 OOOOOOOO -10 

00000000 00101100 00000000 00000000 -10 

00000000 00010110 00000000 OOOOOOOO -10 

00000000 00001011 00000000 OOOOOOOO -10 



BVTE ALIGNMENT COMPLETE - SIMULATION COMPLETE 

BVTE DISPLACEMENT IS lO. 

COUNTING FROM END OF RECORD. LAST BVTE IS ZERO. 
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RERD SIMULATION RUN # 4 



5IMULRTI0N OF HARDWARE AND SOFTWARE 

BEGIN HDW PART OF SIMULATION 

vSHIFTING LEFT. EXTERNAL XOR FORM OF bHIFT REG> 

ERROR Rl R2 R2 R4 BVTE 



BIT DATA 

NO. BITS BURST 



NO. 



<SEE SIMULATION RUN #1 FOR 1ST 46 SHIFTS> .^^,,^. 

<R IS RECORD LEN IN BITS INCLUDING CHK AND OVERHD> 

X ' 

p^Q^r 00000000 00000000 00000000 00000000 ""il 

p_Q^ iriP^n00000 00000000 00000000 00000000 "^'^ 

P_q4 ^00001^00 00000000 00000000 00000000 -^ 

P_q-r 00000000 00000000 00000000 00000000 -^^ 

p_q5 00000R00 00000000 00000000 0000000© "^ 

p_q^ 0000PiA00 00000000 00000000 00000000 -±'^ 

p^Q0 00W100000 00000000 00000000 00000000 -H 

p_pQ 00000000 00000000 00000000 00000000 "H 

p.M 00000000 00000000 00000000 00000000 -^^ 

p^P7 000^0000 00000000 00000000 00000000 -1® 

p^l^- 00H00nH0 00000000 00000000 00000000 "l© 

p^pS 0AI.100000 00000000 00000000 00000000 "IQ 

p_04 00000000 00000000 00000000 00000000 -^0 

P^p't 00000^"^l^0 00000000 00000000 00000000 -1© 

p_ft5 00P^00A00 00000000 00000000 00000000 -10 

p.qj PH0000000 00000000 00000000 00000000 ^iW 

p^pp^ ^0000000 00000000 00000000 00000000 "^ 

p^^q P30000000 00000000 00000000 00000000 "^ 

p^-^p 00000000 00000000 00000000 00000000 -^ 

p_77 00000000 00000000 00000000 00000000 "^ 

p^7^ 00000000 00000000 00000000 00000000 "^ 

p.7^ 00000000 00000000 00000000 00000000 "^ 

p^74 00000000 00000000 00000000 00000000 "9 

p^U. 00000000 00000000 00000000 0000000© "^ 

p^^.:; 00000000 00000000 00000000 0000000© "8 

p_-r.T 00000000 00000000 00000000 00000000 "8 

pj-^a 00000000 00000000 00000000 00000000 -8 

pj^q 00000000 00000000 00000000 00000000 "8 

P^^g 00000000 00000000 00000000 00000000 -8 

p :-7 00000riP»0 00000000 00000000 00000000 -8 

p.^^ 00000000 00000000 00000000 0000000© "^ 

p .-1^ 00000000 00000000 00000000 0000000© "8 

p_^4 i 00000000 00000000 00000000 ©0000001 "? 

p.^2 1 00000000 00000000 00000000 ©©©©©011 "7 

P_^2 1 00000000 00000000 00000000 ©0000111 ""^ 

p^f^± ± 00000000 00000000 00000000 ©0001111 "'^ 

p^^o 00000000 00000000 ©©00000© ©0011111 "7 

p^^q 00000©00 00000000 000©0000 00111111 "7 

p^i^p ^ 00000000 00000000 00000000 ©lllllH "7 

p_57 ^ 00000000 0©0000©0 000©0000 11111111 -7 

P^cr;^ ^ 00000000 0000000© 00000001 llllllH -6 

p.^i^ jL 00000000 0©000000 0000©011 11111111 -6 

p_;^4 ± 00000©00 000©00©© 00000111 llllllH -6 



SIMULATION RUN NO. 4 CONTINUED 



R-53 


1 


00000000 


00000000 


00001114. 11111111 


-6 


R-52 


1 


00000000 


00000000 


00011111 11111111 


-6 


R-51 




00000000 


00000000 


00111111 11111111 


-6 


R-50 




00000000 


00000000 


01111111 11111111 


-6 


R-49 


1 


00000000 


00000000 


11111111 11111111 


-6 


R-4S 


i 


00000000 


00000001 


11111111 11111111 


^5 


R-47 


1 


00000000 


00000011 


11111111 11111111 


-5 


R-46 


1 


00000000 


00000111 


11111111 11111111 


-5 


R-45 


1 


00000000 


00001111 


11111111 11111111 


-5 


R-44 


1 


00000000 


00011111 


11111111 11111111 


-5 


R-42: 


1 


00000000 


00111111 


11111111 11111111 


-5 


R-42 




00000000 


01111111 


11111111 11111111 


-5 


R-41 




00000000 


11111111 


11111111 11111111 


-5 


R-40 




00000001 


li -1 -1 i 111 


11111111 111-1 -I'l -It 


-4 


R-39 




00000011 


11111111 


11111111 11111111 


-4 


R-Z8 


i 


00000111 


11111111 


11111111 11111111 


-4 


R-27 


1 


00001111 


111 1 1,111 


11111111 11111111 


-4 


R-36 


1 


00011111 


11111111 


11111111 11111111 


-4 


R-25 


1 


00111111 


11111111 


11111111 11111111 


-4 


R-i:4 




01111111 


11111111 


11111111 11111111 


-4 


R-2^3 




11111111 


11111111 


11111111 11111111 


-4 



FINISHED READING DRTfl BVTES. NGN READ CHECK BVTES. 
INPUT TO SHIFT REGISTER NOW DEGATED. PIN 9 OUTPUT 
IS GATED TO DESERIALIZER TO BE STORED AS SYNDROME. 



R-22 
R-31 
R-30 

R— 29 

R-28 

R-27 

R-26 

R-25 

R'-24 

R~2" 

R--22 

R-21 

R-20 

R-i9 

R-IS 

R-i7 

R-i6 

R-15 

R-14 

R-l~; 

R-12 

R-11 

R-10 

R -9 

R -S 

R -7 

R -t" 

R -S 

R 

R 

R 

R 



-4 



-1 



11111111 


11111111 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


■~3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


~3 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


illlllll 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


11111111 


Illlllll 


Illlllll 


-2 


PIN 


9:^ 





11111111 


Illlllll 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-2 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 


1 


11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 


-1 


PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9== 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9« 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9= 





11111111 


Illlllll 


Illlllll 


Illlllll 





PIN 


9= 






HDW PART NOW COMPLETE - SVNDONE HAS BEEN STORED. 



SIMULRTI0^4 RUN # 4 C0^4TINUED 

SIMULATION OF CORRECTION PROCEDURE 

BEGIN SHIFTING SYNDROME 

THIS PART SIMULATES INTERNAL XOR FORM OF SHIFT REG 

(.SHIFTING RIGHT WITH SOFTWARES 



R -9 
R-10 
R-11 
R-12 
R-13 





X 
00001000 

00000100 
00000010 
00000001 

00000000 



31 
X 

00000000 00000000 00000000 -1 

00000000 00000000 00000000 -1 

00000000 00000000 00000000 -1 

00000000 00000000 00000000 -1 

10000000 00000000 00000000 -1 



CORRECTABLE PATTERN FOUND> -13 IS BIT DISPLACEMENT. 
NOW BEGIN BVTE ALIGNMENT. 



R-14 
R-15 
R-i6 



00000000 01000008 00000000 00000000 -1 
00000000 00100000 00000000 00000000 -1 
00000000 00010000 00000000 00000000 -1 



BVTE ALIGNMENT COMPLETE - SIMULATION COMPLETE 

BVTE DISPLACEMENT IS 1. 

COUNTING FROM END OF RECORD. LAST BVTE IS ZERO. 



'X'XI _ 



READ SIMULflTION RUN #• 5* 



SIMULRTION OF HflRDWfiRE AND SOFTWARE 

BEGIN HDW PART OF SIMULATION ^^^^ 

<SHIFTING LEFT. SERIAL EXTERNAL XOR FORM OF SHIFT REQ> 



BIT 
NO. 





DATA 
BITS 



ERROR 
BURST 



Rl 



R2 



R3 



R4 



BVTE 
NO. 



^SEE SIMULATION RUN # 1 FOR FIRST 40 SHIFTS) 

<R IS RECORD LEN IN BITS INCLUDING CHK AND OVERHD> 



R-9e" 
R-95 
R-94 
R-93 
R-92 
R-91 
R-90 
R-89 
R-88 
R~37 
R-36 
R-85 
R-84 
R-83 
R-82 
R-81 
R-80 
R-79 
R--78 
R-77 
R-7i5 
R-75 
R-74 
R-72 
R-r2 
R-71 
R-70 
R-69 
R-68 
R-t57 
R-»="6 
R-65 
R-64 
R-63 
R-62 
R-61 
R-O0 
R-59 
R-58 
R~57 
R-5e: 
R-55 
R~54 
R-53 



1 
1 
1 
1 



i 
1 
1 
1 
1 
1 



1 
1 




X 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000001 
00000011 
00000110 
00001101 
00011011 
00110111 
01101111 
11011110 
10111101 
01111010 
11110100 
11101001 
11010010 
10100101 



31 



00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000001 
00000011 
00000110 
00001101 
00011011 
00110111 
01101111 
11011110 
10111101 
01111010 
11110100 
11101001 
11010010 
10100101 
01001818 
10010100 
00101000 
01010001 
10100010 
01000101 
10001011 
00010111 



00000000 
00000000 
00000000 

00000000 

00000000 
00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000001 
00000011 

00000110 
00001101 
00011011 

00110111 

01101111 

11011110 

10111101 

01111010 
11110100 
11101001 
11010010 

10100101 

01001010 

10010100 

00101000 
01010001 

10100010 
01000101. 
l<f?001011 
00010111 
00101111 
01011110 
10111100 
01111001 
11110011 
11100110 
11001100 
10011001 



00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000001 


-11 


00000011 


-11 


00000110 


-10 


00001101 


-10 


00011011 


-10 


00110111 


-10 


01101111 


-10 


11011110 


-10 


10111101 


-/0 


01111010 


-iO 


11110100 


-9 


11101001 


-9 


11010010 


-9 


10100101 


-9 


01001010 


-9 


10010100 


-9 


00101000 


-9 


01010001 


-9 


10100010 


-8 


01000101 


-8 


10001011 


-8 


00010111 


-8 


00101111 


-8 


01011110 


-8 


10111100 


-8 


01111001 


-8 


11110011 


-7 


11100110 


-7 


11001100 


-7 


10011001 


-7 


00110011 


-7 


01100111 


-7 


11001110 


-7 


10011100 


-7 


00111000 


-6 


01110000 


-6 


11100001 


-6 


11000011 


-6 
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SIMULATION RUN NO. 5 CONTINUED 



R-52 


1 


R-51 




R-50 




R-49 


1 


R-48 


1 


R-47 


1 


R-46 


1 


R-45 


1 


R-44 


1 


R-43 


1 


R--42 




R-41 




R-40 




R~39 




R-38 


1 


R-37 


1 


R-36 


1 


R-35 


i 


R-34 




R-33 





01001010 
10010100 
00101000 

01010001 

10100010 
01000101 
10001011 
00010111 
00101111 
01011110 
10111100 
01111001 
11110011 
11100110 
11001100 
10011001 
00110011 
01100111 
11001110 
10011100 



00101111 
01011110 
10111100 
01111001 
11110011 
11100110 
11001100 
10011001 
00110011 
01100111 
11001110 
10011100 
00111000 
01110000 
11100001 
11000011 
10000110 
00001101 
00011011 
00110111 



00110011 
01100111 
11001110 
10011100 
00111000 
01110000 
11100001 
11000011 
10000110 
00001101 
00011011 
00110111 
01101110 
11011100 
10111001 
01110010 
11100100 
11001001 
10010011 
00100111 



10000110 
00001101 
00011011 

00110111 

01101110 

11011100 

10111001 
01110010 
11100100 
11001001 
10010011 
00100111 
01001111 
10011110 
00111100 
01111000 
11110000 
11100001 
11000010 
10000101 



FINI<=:HED READING DflTR BYTES. NOW READ CHECK BVTES. 
INPIIT TO SHIFT REGISTER NOW DEGfiTED. PIN S OUTPUT 
IS GATED TO DESERIALIZER TO BE STORED AS SYNDROME. 



R-32 

R-31 

R-30 

R~29 

R-28 

R-27 

R-26 

R-25 

R~24 

R-23 

R-22 

R-21 

R-20 

R-i9 

R-18 

R-i7 

R-16 

R-15 

R-14 

R-13 

R-12 

R-il 

R~iO 

R -9 

R -8 

R -7 

R -6 

R 

R 

R 

R 

R 



-5 
-4 
-3 
-2 
-1 



00111000 

01110000 

11100001 
11000011 
10000110 
00001101 
00011011 
00110111 
01101110 
11011100 
10111001 
01110010 
11100100 
11001001 
10010011 
00100111 
01001111 
10011110 
00111100 
01111000 
11110000 
11100001 
11000010 
10000101 
00001011 
00010111 
00101111 
01011111 
10111111 
01111111 
11111111 
11111111 



01101110 
11011100 
10111001 
01110010 
11100100 
11001001 
10010011 
00100111 
01001111 
10011110 
00111100 
01111000 
11110000 
11100001 
11000010 
10000101 
00001011 
00010111 
00101111 
01011111 
10111111 
01111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 



01001111 
10011110 
00111100 
01111000 
11110000 
11100001 
11000010 
10000101 
00001011 
00010111 
00101111 
01011111 
10111111 
01111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 



00001011 
00010111 
00101111 
01011111 
10111111 
01111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 
11111111 



-6 
-6 
"'S 
-6 

-5 
-5 
-5 
-5 
-5 
-5 
-5 
-5 
-4 
-4 
-4 
-4 
-4 
-4 
-4 
-4 



— .:> 
-3 
-3 
-3 

-3 

-3 

-3 

-2 

-2 

-2 

-2 

-2 

-2 

-2 

-2 

-1 

-1 

-1 

-1 

-1 

-1 

-1 

-1 

















PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 
PIN 



9= 
9= 
9= 
9= 
9= 
9= 1 
9= 1 
9= 
9= 1 
9= 
9= 
9= 1 
9= 1 
9= 
9= 
9= 
9= 
9= 1 
9= 
9= 
9= 1 
9= 1 
9= 1 
9= 1 
9= 
9= 
9= 
9= 1 
9= 
9= 
9= 1 
9= 



HDW PART NOW COMPLETE - SYNDOME HAS BEEN STORED. 
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SIMULFITTON RUN # S CONTINUED 



SIMULRTION OF CORRECTION PROCEDURE 

BEGIN SHIFTING SYNDROME 

THIS PART SIMULATES INTERNRL XOR FORM OF SHIFT REG 

<SHIFTING RIGHT WITH SOFTWARE 8 BITS RT fl TIME> 



P-22 
R~40 
R-48 
R-^tai 
R~r-:4 
R-r2 
R-R0 
R~88 
R-9f. 





X 






21 
X 




01111100 


01001101 


10111101 


10111000 


-3 


11010110 


10011011 


00111110 


11101000 


-4 


11000111 


01110001 


01001000 


00101111 


-5 


01100100 


01111000 


10101110 


11011101 


-6 


01111111 


00010011 


01000011 


01010101 


—7 


01010101 


00101001 


00111000 


00010010 


-8 


01111100 


00011110 


00001100 


11001111 


-9 


00000011 


01000000 


00000000 


00000000 


-10 


00000000 


00000011 


01000000 


00000000 


-11 



CORRECTABLE PATTERN FOUND. 



BVTE DISPLACEMENT IS 11. 

COUNTING FROM END OF RECORD. LAST BVTE IS ZERO. 

SIMULATION COMPLETE. 
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REftD 5IMULRTI0N RUN # 6 



SIMULflTI0h4 OF HARDWARE AND SOFTWARE 

BEGIN HDW PART OF SIMULATION 

<iHIFTING LEFT. SERIAL EXTERNAL XOR FORM OF SHIFT REG> 



BIT 
NO. 



DATA 
BITS 



ERROR 
BURST 



Rl 



R2 



R2 



R4 



BVTE 
NO. 



<<:^EE •=^IMULATION RUN # 1 FOR FIRST 48 SHIFTS> 

<R is" RECORD LEN IN BITS INCLUDING CHK AND OVERHD> 



R-96 




R-95 




R-94 




R-93 




R-92 




R-91 




R-90 




R-89 




R-88 




R-87 




R-86 




R-85 




R-84 




R-&2 




R-82 




R-8i 




R-80 




R-79 




R-78 




R-77 




R-76 




R-75 




R-74 




R-73 




R-72 




R-71 




R-70 




R-69 




R-.58 




R-67 




R-66 




R-C.5 




R-r54 


1 


R-63 


1 


R-^2 


1 


R-6i 


1 


R-tiO 




R-59 




R-58 


1 


R-57 


1 


R-56 


1 


R-55 


1 


R-54 


1 


R-53: 


1 



1 

1 





X 

00000900 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 
00000000 

00000000 
00000001 

00000010 
00000101 
00001011 
00010111 

00101110 
01011100 

10111001 



00000000 

00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 
00000000 
00000000 

00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 

00000000 
00000000 
00000000 

00000000 

00000000 
00000000 
00000000 

00000000 
00000001 

00000010 

00000101 

00001011 
00010111 
00101110 
01011100 

10111001 

01110010 

11100101 

11001011 

10010111 
00101110 

01011101 
10111011 

01110110 



00000000 
00000000 

00000000 
00000000 

00000000 
00000000 
00000000 

00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 
00000000 

00000000 

00000000 
00000000 
00000000 
00000000 
00000001 

00000010 
00000101 

00001011 

00010111 
00101110 
01011100 
10111001 
01110010 
11100101 

11001011 

10010111 
00101110 

01011101 
10111011 
01110110 

11101100 

11011000 

10110000 
01100000 
11000001 

10000011 

00000110 
00001100 



31 

X 

00000000 

00000000 

00000000 

00000000 

00000000 
00000000 
00000000 

00000000 

00000000 
00000000 
00000000 

00000000 
00000001 
00000010 

00000101 
00001011 
00010111 
00101110 
01011100 

10111001 
01110010 

11100101 
11001011 
10010111 
00101110 
01011101 
10111011 
01110110 
11101100 
11011000 
10110000 
01100000 
11000001 
10000011 
00000110 
00001100 
00011000 
00110001 
01100010 

11000101 
10001011 

00010111 
00101111 
01011110 



-11 
-11 
-11 
-11 
-11 
-11 
-11 
-11 

-10 

-10 
-10 
-10 
-10 
-10 

-10 

-10 

-9 

-9 

-9 

-9 

-9 

-9 

-9 

-9 

-8 

-8 

-8 

-8 

-8 

-8 

-8 

-8 

-7 

-7 

-7 

-7 

-7 

-7 

-7 

-7 

-6 

-€ 

-6 

-6 
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SIMULATION RUN NO. 6 CONTINUED 



R-52 


1 


01110010 


11101100 


00011000 


10111101 


-€ 


R-51 




11100101 


11011000 


00110001 


01111010 


-6 


R-50 




11001011 


10110000 


01100010 


1111 0101 


-6 


R-4:? 


1 


10010111 


01100000 


11000101 


11101010 


-6 


R-48 


i 


00101110 


11000001 


10001011 


11010101 


-5 


R~47 


1 


01011101 


10000011 


00010111 


10101011 


-5 


R-46 


1 


10111011 


00000110 


00101111 


01010110 


-5 


R-4!5 


1 


01110110 


00001100 


01011110 


10101100 


-5 


R-44 


1 


11101100 


00011000 


10111101 


01011001 


-5 


R-43 


1 


11011000 


00110001 


01111010 


10110011 


-5 


R-42 




10110000 


01100010 


11110101 


01100111 


-5 


R-41 




01100000 


11000101 


11101010 


11001110 


-5 


R-40 




11000001 


10001011 


11010101 


10011101 


-4 


R-IS 




10000011 


00010111 


10101011 


00111010 


-4 


R-23 


1 


00000110 


00101111 


01010110 


01110101 


-4 


R-37 


1 


00001100 


01011110 


10101100 


11101010 


-4 


R-2S 


1 


00011000 


10111101 


01011001 


11010101 


-4 


R-35 


1 


00110001 


01111010 


10110011 


10101010 


-4 


R-3:4 




01100010 


11110101 


01100111 


01010101 


-4 


R-3Z. 




11000101 


11101010 


11001110 


10101010 


-4 



FINISHED RERDING DflTfl BVTES. NOW READ CHECK BVTES. 
INPUT TO SHIFT REGISTER NOW DEGflTED. PIN 9 OUTPUT 
IS GRTED TO DESERIALIZER TO BE STORED AS SYNDROME. 



R-32 

R-2:1. 

R-2G 

R-29 

R-28 

R-27 

R-2t: 

R-25 

R-24 

R-23 

R-22 

R-21 

R-20 

R-19 

R-i8 

R-t7 

R-lt. 

R-1.5 

R-14 

R-O 

R-12 

R-11 

R-i0 

R -9 

R -J=: 

R -7 

R -€ 

R -5 

R -4 

R -2 

R -2 

R -1 



10001011 


11010101 


10011101 


01010101 


-2 


PIN 


9= 


1 


00010111 


10101011 


00111010 


10101011 


-2 


PIN 


9= 


1 


00101111 


01010110 


01110101 


01010111 


-2 


PIN 


9= 


1 


01011110 


10101100 


11101010 


10101111 


-2 


PIN 


9= 





10111101 


01011001 


11010101 


01011111 


-2 


PIN 


9= 


1 


01111010 


10110011 


10101010 


10111111 


-2 


PIN 


9= 


1 


11110101 


01100111 


01010101 


01111111 


-2 


PIN 


9= 


1 


11101010 


11001110 


10101010 


11111111 


-2 


PIN 


9= 


1 


11010101 


10011101 


01010101 


11111111 


-2 


PIN 


9= 


1 


10101011 


00111010 


10101011 


11111111 


-2 


PIN 


9= 


1 


01010110 


01110101 


01010111 


11111111 


-2 


PIN 


9= 





10101100 


11101010 


10101111 


11111111 


-2 


PIN 


9= 





01011001 


11010101 


01011111 


11111111 


-2 


PIN 


9= 


1 


10110011 


10101010 


10111111 


11111111 


-2 


PIN 


9= 





01100111 


01010101 


01111111 


11111111 


-2 


PIN 


9= 


1 


11001110 


10101010 


11111111 


11111111 


-2 


PIN 


9= 





10011101 


01010101 


11111111 


11111111 


-1 


PIN 


9= 


1 


00111010 


10101011 


11111111 


11111111 


-1 


PIN 


9= 


1 


01110101 


01010111 


11111111 


11111111 


-1 


PIN 


9= 


1 


11101010 


10101111 


11111111 


11111111 


-1 


PIN 


9= 


1 


11010101 


01011111 


11111111 


11111111 


-1 


PIN 


9= 





10101010 


m±±±±±± 


11111111 


11111111 


-1 


PIN 


9= 


1 


01010101 


01111111 


11111111 


11111111 


-1 


PIN 


9= 





10101010 


11111111 


11111111 


11111111 


-1 


PIN 


9= 


1 


01010101 


11111111 


11111111 


11111111 





PIN 


9= 





10101011 


11111111 


11111111 


11111111 





PIN 


9= 


1 


01010111 


11111111 


11111111 


11111111 





PIN 


9= 





10101111 


11111111 


11111111 


11111111 





PIN 


9= 





01011111 


llllllU. 


11111111 


11111111 





PIN 


9== 





101 1 1 111 


11111111 


11111111 


11111111 





PIN 


9= 





01111111 


11111111 


11111111 


11111111 





PIN 


9= 





11111111 


11111111 


11111111 


11111111 





PIN 


9= 


1 



HDW PART NOW COMPLETE - SVr4D0ME HAS BEEN STORED. 
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SIMULRTION RUN # 6 CONTINUED 

SItlULRTION OF CORRECTION PROCEDURE 

BEGIN SHIFTING SVNDROME 

THIS PRRT SIMULATES INTERNAL XOR FORM OF SHIFT REG 

<SHIFTING RIGHT WITH SOFTWARE 8 BITS AT A TIME> 

21 

X X 

R-Z2 01010001 11101001 11001001 10110101 -3 

R-40 00110010 10000100 00000011 00000001 "4 

R-48 00010100 00110110 00000110 01010010 -5 

R~5C. 00111001 01011101 10010010 11100000 "6 

R-64 01100111 10111010 10011100 00001011 -? 

R-72 10011100 01001110 00101110 11100111 -8 

R-80 00001011 00000000 00000000 00000000 ~9 

R-88 00000000 00001011 00000000 00000000 "10 

CORRECTABLE PATTERN FOUND. 



BVTE DISPLACEMENT IS 10. 

COUNTING FROM END OF RECORD. LAST BVTE IS ZERO. 

S I MUL AT I ON COMPLETE. 
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READ SIMULATION RUN <► 7 



STMULRTION OF HflRDNRRE AND SOFTWARE 

BEGIN HDW PART OF SIMULATION ^ ^,r^ ofrr% 

<SHIFTING LEFT. SERIAL EXTERNAL XOR FORM OF SHIFT REG> 



BIT 
NO. 





DATA 
BITS 



ERROR 
BURST 



Rl 



R2 



R2 



R4 



BVTE 
NO. 



'<^EE SIMULATION RUN # 1 FOR FIRST 40 SHIFTS) 

<R IS RECORD LEN IN BITS INCLUDING CHK AND OVERHD^ 



R-9t; 

R-95 
R-94 
R~93 
R-92 
R-91 
R-90 
R~89 
R-88 
R-37 
R-36 
R-35 
R-84 
R-83 
R-fc:2 
R-81 
R-80 
R-79 
R-78 
R-77 
R-76 
R-75 
R-74 
R-73 
R-72 
R-71 
R-7f:i 
R-69 

R-o7 
R-»=?6 
R--:3 
R-»54 
R-63 
R-»^2 
R-»5i 
R-O0 
R-59 
R-58 
R-57 
R~56 
R-55 
R-54 
R-5:i 



i 
1 
1 
1 



1 
1 
1 
1 
1 
1 




X 

00000906 

00000000 
00000000 
00000000 

00000000 
00000000 
00000000 
00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 



31 



X 



00000000 
00000000 

00000000 
00000000 

00000000 
00000000 
00000000 

00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 
00000000 

00000000 

00000000 
00000000 

00000000 

00000000 

00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 

00000000 

00000000 

00000000 
00000000 

00000000 

00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 



00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 

00000000 
00000000 

00000000 

00000000 
00000000 
00000000 
00000000 
00000000 
00000000 

00000000 

00000000 

00000000 

00000000 

00000000 

00000000 

00000000 

00000000 
00000000 
00000000 
00000000 

00000000 

00000000 
00000000 

00000000 

00000000 
00000000 

00000000 
00000000 

00000000 

00000000 

00000000 
00000000 

00000000 

00000001 
00000011 
00000111 
00001111 



00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-11 


00000000 


-10 


00000000 


-10 


00000000 


-10 


00000000 


-10 


00000000 


-10 


00000000 


-10 


00000000 


-10 


00000000 


-10 


00000000 


-9 


00000000 


-9 


00000000 


-9 


00000000 


-9 


00000000 


-9 


00000000 


-9 


00000000 


-9 


00000000 


-9 


00000000 


-8 


00000000 


-8 


00000000 


-8 


00000000 


-8 


00000000 


-8 


00000000 


-8 


00000000 


-8 


00000000 


-8 


00000001 


—7 


00000011 


-7 


00000111 


-7 


00001111 


-7 


00011111 


-7 


00111111 


-7 


01111111 


-7 


11111111 


-7 


11111111 


-6 


11111111 


-6 


11111111 


-6 


11111111 


-6 
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SIMULRTION RUN NO. 7 CONTINUED 

R-52 1 00000000 00000000 00011111 11111111 -6 

R-51 00000000 00000000 00111111 11111111 -6 

R-50 00000000 00000000 01111111 11111111 -6 

R-49 1 00000000 00000000 11111111 11111111 -6 

R~48 1 00000000 00000001 11111111 11111111 -5 

R-47 1 00000000 00000011 11111111 11111111 -5 

R-46 1 00000000 00000111 11111111 11111111 -5 

R-45 1 00000000 00001111 11111111 11111111 -5 

R-44 1 00000000 00011111 11111111 11111111 -5 

R-43 1 00000000 00111111 11111111 11111111 -5 

R-42 00000000 01111111 11111111 11111111 -5 

R-4i 00000000 11111111 11111111 11111111 -5 

R-40 00000001 11111111 11111111 11111111 -4 

R-39 00000011 11111111 11111111 11111111 -4 

R-38 1 00000111 11111111 11111111 11111111 -4 

R-37 1 00001111 11111111 11111111 11111111 -4 

R-Se 1 00011111 11111111 11111111 11111111 -4 

R-.-55 1 00111111 11111111 11111111 11111111 -4 

R-24 01111111 11111111 11111111 11111111 -4 

R-33 11111111 11111111 11111111 11111111 -4 

FINISHED READING DRTR BVTES. NOW READ CHECK BVTES. 
INPUT TO SHIFT REGISTER NOW DEQRTED. PIN 9 OUTPUT 
IS GRTED TO DESERIRLIZER TO BE STORED RS SVNDROME. 

R-32 11111111 11111111 11111111 11111111 

R-31 11111111 11111111 11111111 11111111 

R-30 11111111 illlllll 11111111 11111111 

R-29 Illlllll Illlllll Illlllll Illlllll 

R-2S Illlllll Illlllll Illlllll Illlllll 

R-27 Illlllll Illlllll Illlllll Illlllll 

R~26 Illlllll Illlllll Illlllll Illlllll 

R-25 Illlllll Illlllll Illlllll Illlllll 

R-24 Illlllll illlllll Illlllll Illlllll 

R-23 Illlllll Illlllll Illlllll Illlllll 

R-22 Illlllll Illlllll Illlllll Illlllll 

R-21 Illlllll Illlllll Illlllll Illlllll 

R-20 Illlllll Illlllll Illlllll Illlllll 

R-i? Illlllll Illlllll Illlllll Illlllll 

R-i8 Illlllll Illlllll Illlllll Illlllll 

R-i7 Illlllll Illlllll Illlllll Illlllll 

R-i6 Illlllll Illlllll Illlllll Illlllll 

R-i5 Illlllll Illlllll Illlllll Illlllll 

R-14 Illlllll illlllll Illlllll Illlllll 

R-i3 1 Illlllll Illlllll Illlllll Illlllll 

R-i2 Illlllll Illlllll Illlllll Illlllll 

R-il Illlllll illlllll Illlllll Illlllll 

R-i0 Illlllll illlllll llllllli Illlllll 

R -9 Illlllll illlllll Illlllll Illlllll 

R -8 Illlllll illlllll Illlllll Illlllll 

R -7 Illlllll illlllll Illlllll Illlllll 

R -6 Illlllll Illlllll Illlllll Illlllll 

R -5 Illlllll Illlllll Illlllll illlllll 

R -4 Illlllll illlllll Illlllll Illlllll 

R -3 Illlllll illlllll Illlllll Illlllll 

R -2 Illlllll illlllll Illlllll Illlllll 

R -1 Illlllll Illlllll Illlllll Illlllll 

HDW PRRT NOW COMPLETE - SVNDOME HAS BEEN STORED. 
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-3 


PIN 9= 





-3 


PIN 9= 





-3 


PIN 9= 





-3 


PIN 9= 





-3 


PIN 9= 





-3 


PIN 9= 





-3 


PIN 9= 





-3 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-2 


PIN 9= 





-1 


PIN 9= 





-1 


PIN 9= 





-1 


PIN 9= 





-1 


PIN 9= 


1 


-1 


PIN 9= 





-1 


PIN 9= 





-1 


PIN 9= 





-1 


PIN 9= 








PIN 9= 








PIN 9= 








PIN 9= 








PIN 9= 








PIN 9= 








PIN 9= 








PIN 9= 








PIN 9* 






SIMULATION RUN l» T CONTINUED 

SIMULATION OF CORRECTION PROCEDURE 

BEGIN SHIFTING SVNDROME 

THIS PART SIMULATES INTERNAL XOR FORM OF SHIFT REG 

<SHIFTING RIGHT I4ITH SOFTWARE 8 BITS AT A TIME> 

31 

X X 

R-16 00060069 00010000 00006000 00000000 -1 

CORRECTABLE PATTERN FOUND. 

BVTE DISPLACEMENT IS 1. 

COUNTING FROM END OF RECORD. LAST BVTE IS ZERO. 

SIMULATION COMPLETE. 
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5.3.7 RECIPROCAL POLYNOMIAL TABLES 

The byte-serial software algorithm requires four, 256-byte tables. These tables are 
listed on the following pages. Since data entry is error prone, the tables should be 
regenerated by computer. 

To regenerate the tables, implement a right-shifting intemal-XOR serial shift 
register in software, using the reciprocal polynomial. For each address of the tables 
(0-255), place the address in the eight most significant (right-most) bits of the shift 
register and clear the remaining bits. Shift eight times, then store the four bytes of 
shift register contents in tables Tl through T4 at the location indexed by the current 
address. The coefficient of x^ is stored as the high-order bit of Tl; the coefficient of 
x^^ is stored as the low-order bit of T4. Check the resulting tables against those on 
the following pages. 



347 



RECIPROCAL POLYNOMIAL TABLE Tl 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


14 


28 


3C 


50 


44 


78 


6C 


AO 


B4 


88 


9C 


FO 


E4 


D8 


GC 


10 


54 


40 


70 


68 


04 


10 


2C 


38 


F4 


EO 


DC 


C8 


A4 


BO 


8C 


98 


20 


A8 


EC 


80 


94 


F8 


EC 


DO 


C4 


08 


IC 


20 


34 


58 


4C 


70 


64 


30 


FC 


Ed 


D4 


CO 


AC 


B8 


84 


90 


5C 


48 


74 


60 


OC 


18 


24 


30 


40 


45 


51 


6D 


79 


15 


01 


3D 


29 


E5 


Fl 


CD 


D9 


B5 


Al 


9D 


89 


50 


11 


05 


39 


2D 


41 


55 


69 


7D 


Bl 


A5 


99 


8D 


El 


F5 


C9 


DD 


60 


ED 


F9 


C5 


Dl 


BD 


A9 


95 


81 


4D 


59 


65 


71 


ID 


09 


35 


21 


70 


B9 


AD 


91 


85 


E9 


FD 


CI 


D5 


19 


OD 


31 


25 


49 


5D 


61 


75 


80 


8A 


9E 


A2 


B6 


DA 


CE 


F2 


E6 


2A 


3E 


02 


16 


7A 


6E 


52 


46 


90 


DE 


CA 


F6 


E2 


8E 


9A 


A6 


B2 


7E 


6A 


56 


42 


2E 


3A 


06 


12 


AO 


22 


36 


OA 


IE 


72 


66 


5A 


4E 


82 


96 


AA 


BE 


D2 


C6 


FA 


EE 


BO 


76 


62 


5E 


4A 


26 


32 


OE 


lA 


D6 


C2 


FE 


EA 


86 


92 


AE 


BA 


CO 


CF 


DB 


E7 


F3 


9F 


8B 


B7 


A3 


6F 


7B 


47 


53 


3F 


2B 


17 


03 


DO 


93 


8F 


B3 


A7 


CB 


DF 


E3 


F7 


3B 


2F 


13 


07 


6B 


7F 


43 


57 


EO 


67 


73 


4F 


5B 


37 


23 


IF 


OB 


C7 


D3 


EF 


FB 


97 


83 


BF 


AB 


FO 


33 


27 


IB 


OF 


63 


77 


4B 


5F 


93 


87 


BB 


AF 


C3 


D7 


EB 


FF 



RECIPROCAL POLYNOMIAL TABLE T2 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


04 


09 


OD 


12 


16 


IB 


IF 


24 


20 


2D 


29 


36 


32 


3F 


3B 


10 


42 


46 


4B 


4F 


50 


54 


59 


5D 


66 


62 


6F 


6B 


74 


70 


7D 


79 


20 


84 


80 


8D 


89 


96 


92 


9F 


9B 


AO 


A4 


A9 


AD 


m 


B6 


BB 


BF 


30 


C6 


C2 


CF 


CB 


D4 


DO 


DD 


D9 


E2 


E6 


EB 


EF 


FO 


F4 


F9 


FD 


40 


02 


06 


OB 


OF 


10 


14 


19 


ID 


26 


22 


2F 


2B 


34 


30 


3D 


39 


50 


40 


44 


49 


4D 


52 


56 


5B 


5F 


64 


60 


6D 


69 


76 


72 


7F 


7B 


60 


86 


82 


8F 


8B 


94 


90 


9D 


99 


A2 


A6 


AB 


AF 


BO 


B4 


B9 


BD 


70 


C4 


CO 


CD 


C9 


D6 


D2 


DF 


DB 


EO 


E4 


E9 


ED 


F2 


F6 


FB 


FF 


80 


05 


01 


OC 


08 


17 


13 


IE 


lA 


21 


25 


28 


2C 


33 


37 


3A 


3E 


90 


47 


43 


4E 


4A 


55 


51 


5C 


58 


63 


67 


6A 


6E 


71 


75 


78 


7C 


AO 


81 


85 


88 


8C 


93 


97 


9A 


9E 


A5 


Al 


AC 


A8 


B7 


B3 


BE 


BA 


BO 


C3 


C7 


CA 


CE 


Dl 


D5 


D8 


DC 


E7 


E3 


EE 


EA 


F5 


Fl 


FC 


F8 


CO 


07 


03 


OE 


OA 


15 


11 


IC 


18 


23 


27 


2A 


2E 


31 


35 


38 


3C 


DO 


45 


41 


4C 


48 


57 


53 


5E 


5A 


61 


65 


68 


6C 


73 


77 


7A 


7E 


EO 


83 


87 


8A 


8E 


91 


95 


98 


9C 


A7 


A3 


AE 


AA 


B5 


Bl 


BG 


B8 


FO 


CI 


C5 


C8 


CC 


D3 


D7 


DA 


DE 


E5 


El 


EC 


E8 


F7 


F3 


FE 


FA 
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RECIPROCAL POLYNOMIAL TABLE T3 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


82 


04 


86 


09 


8B 


OD 


8F 


12 


90 


16 


94 


IB 


99 


IF 


9D 


10 


21 


A3 


25 


A7 


28 


AA 


2C 


AE 


33 


Bl 


37 


B5 


3A 


B8 


3E 


BC 


20 


42 


CO 


46 


C4 


4B 


C9 


4F 


CD 


50 


D2 


54 


D6 


59 


DB 


5D 


DF 


30 


63 


El 


67 


E5 


6A 


E8 


6E 


EC 


71 


F3 


75 


F7 


78 


FA 


7C 


FE 


40 


81 


03 


85 


07 


88 


OA 


8C 


OE 


93 


11 


97 


15 


9A 


18 


9E 


IC 


50 


AO 


22 


A4 


26 


A9 


2B 


AD 


2F 


B2 


30 


B6 


34 


BB 


39 


BF 


3D 


60 


C3 


41 


C7 


45 


CA 


48 


CE 


4C 


Dl 


53 


D5 


57 


D8 


5A 


DC 


5E 


70 


E2 


60 


E6 


64 


EB 


69 


EF 


6D 


FO 


72 


F4 


76 


F9 


7B 


FD 


7F 


80 


02 


80 


06 


84 


OB 


89 


OF 


8D 


10 


92 


14 


96 


19 


9B 


ID 


9F 


90 


23 


Al 


27 


A5 


2A 


A8 


2E 


AC 


31 


B3 


35 


B7 


38 


BA 


3C 


BE 


AO 


40 


C2 


44 


C6 


49 


CB 


4D 


CF 


52 


DO 


56 


D4 


5B 


D9 


5F 


DD 


BO 


61 


E3 


65 


E7 


68 


EA 


6C 


EE 


73 


Fl 


77 


F5 


7A 


F8 


7E 


FC 


CO 


83 


01 


87 


05 


8A 


08 


8E 


OC 


91 


13 


95 


17 


98 


lA 


9C 


IE 


DO 


A2 


20 


A6 


24 


AB 


29 


AF 


2D 


BO 


32 


B4 


36 


B9 


3B 


BD 


3F 


EO 


CI 


43 


C5 


47 


C8 


4A 


CC 


4E 


D3 


51 


D7 


55 


DA 


58 


DE 


5C 


FO 


EO 


62 


E4 


66 


E9 


6B 


ED 


6F 


F2 


70 


F6 


74 


FB 


79 


FF 


7D 



RECIPROCAL POLYNOMIAL TABLE T4 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


00 


51 


A2 


F3 


44 


15 


E6 


B7 


88 


D9 


2A 


7B 


CC 


9D 


6E 


3F 


10 


55 


04 


F7 


A6 


11 


40 


B3 


E2 


DD 


8C 


7F 


2E 


99 


C8 


3B 


6A 


20 


AA 


FB 


08 


59 


EE 


BF 


4C 


ID 


22 


73 


80 


Dl 


66 


37 


C4 


95 


30 


FF 


AE 


5D 


OC 


BB 


EA 


19 


48 


77 


26 


D5 


84 


33 


62 


91 


CO 


40 


11 


40 


B3 


E2 


55 


04 


F7 


A6 


99 


C8 


3B 


6A 


DD 


8C 


7F 


2E 


50 


44 


15 


E6 


B7 


00 


51 


A2 


F3 


CC 


9D 


6E 


3F 


88 


D9 


2A 


7B 


60 


BB 


EA 


19 


48 


FF 


AE 


5D 


OC 


33 


62 


91 


CO 


77 


26 


D5 


84 


70 


EE 


BF 


4C 


ID 


AA 


FB 


08 


59 


66 


37 


C4 


95 


22 


73 


80 


Dl 


80 


22 


73 


80 


Dl 


66 


37 


C4 


95 


AA 


FB 


08 


59 


EE 


BF 


4C 


ID 


90 


77 


26 


D5 


84 


33 


62 


91 


CO 


FF 


AE 


5D 


OC 


BB 


EA 


19 


48 


AO 


88 


D9 


2A 


7B 


CC 


9D 


6E 


3F 


00 


51 


A2 


F3 


44 


15 


E6 


B7 


BO 


DD 


8C 


7F 


2E 


99 


C8 


3B 


6A 


55 


04 


F7 


A6 


11 


40 


B3 


E2 


CO 


33 


62 


91 


CO 


77 


26 


D5 


84 


BB 


EA 


19 


48 


FF 


AE 


5D 


OC 


DO 


66 


37 


C4 


95 


22 


73 


80 


Dl 


EE 


BF 


4C 


ID 


AA 


FB 


08 


59 


EO 


99 


C8 


3B 


6A 


DD 


8C 


7F 


2E 


11 


40 


B3 


E2 


55 


04 


F7 


A6 


FO 


CC 


9D 


6E 


3F 


88 


D9 


2A 


7B 


44 


15 


E6 


B7 


00 


51 


A2 


F3 
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5.4 APPLICATION TO MASS STORAGE DEVICES 

This section describes an interieaved Reed-Solomon code implementation that is 
suitable for many mass storage devices. It is a composite of several real world im- 
plementations, including the implementation described in U.S. Patent #4,142,174, Chen, et 
al. (1979). 

The implementation has triple-symbol error-correction capability and is interleaved 
to depth 32. Symbols are one byte wide. 

Key features of the implementation are: 

- Corrects up to 3 random symbol errors in each interleave. 

- Corrects a single burst up to 96 bytes in length. 

- The data format includes a resync field after every 32 data bytes. This limits 
the length of an error burst resulting from synchronization loss. 

The media data format is shown below. Data is transferred to and from the media 
one row at a time. Checking is performed in the column dimension. 



65 

DATA 

SYMBOLS 



6 

CHECK 

SYMBOLS 



32 INTERLEAVES RESYNC 

' 1 FIELDS 

• 30 31 I 



1 • 
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The following pages show, for the implementation: 

- The write encoder circuit. 

- The syndrome circuits. 

- The finite field processor. 

- An algorithm for determining the number of errors occurring and for gene- 
rating coefficients of the error locator polynomial. 

- Algorithms for finding the roots of the error locator polynomial in the 
single-, double-, and triple-error cases. 

- Algorithms for determining error values for the single-, double-, and triple- 
error cases. 

- ROM tables for taking logarithms and antilogarithms, for finding the roots of 
equation y^ + y + c=0, and for taking the cube root of a finite field element. 
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ENCODE POLYNOMIAL 

(X + 1) • (X + a) • (X + a2)*(x + a^) • (x + a^) • (x + a^) 
= x^ + a94.x5 + al0-x4 + a^^e.^S + a^^.xS + ctl04.x + a^^ 

WRITE ENCODER 

GATE 




94 





136 




15 





15 



(WE}'<iH3-<?H3'KlH3-^iHi}'<i)^J 



WRITE DATA/CHECK BYTES 



WRITE DATA 

SYNDROME CIRCUITS 

There are six circuits (i=0 to 5) and each circuit is interleaved to depth 32. 



-<^ 



I 



READ DATA/CHECK BYTES 
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FINnE FIELD PROCESSOR 

Except where noted, all paths are eight bits wide. 



SYNDROME BUFFER 



ROM TABLES 



H 



WORK BUFFER 



SEQUENCER 



Z-DET — D 



1/ 



Z-DET 



B 



Uq 



■7^ 



LOG 
ROM 



NOR 



/I 



LOG ROM 



COMPLEMENTER 



8 -BIT BINARY ADDER 
MOD 255 



ANTILOG ROM 



GATE 
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DETERMINE NUMBER OF ERRORS AND GENERATE ERROR LOCATOR POLYNOMIAL 




Di=Si«Si+So*S2 
cxi=(Si«S2+So*S3)/Di 
a2=(Si»S3+S2*S2)/Di 
D2=S4+ai • S3+a2 • S2 




NO 



S2=0. 




D=So*S3+Si*S2 
ai=(Si*S3+So-S4)/D 

<72=(S2'(S3+^l*S2)+So*(S5+ai-S4))/D 
^3=(S3+0^1'S2+^2'Sl)/So 



YES 


^— >o 




e— ^ 



01=83/82 

02=(S4+<^1*S3)/S2 

<^3= (S5+<^1 • S4+<^2 • S3 ) /S2 




e=0 



e=3 



UNCORRECTABLE 



e=3 



{ax) • = (a2'S3+<yi*S4+85)/D2 

{02) '={01) • •ffi+(Si-S3+So-S4)/Di 

(03) '=(01) ••a2+(8i«84+82«83)/Di 

•~1 



o\={ai) ' 

02=i°2) ' 
02^(02) • 



e=3 
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COMPUTE ERROR LOCATIONS AND ERROR VALUES 



e=l 



Xi = a^l = 



Li = LOGa(Xi) 



E = So 



e=2 



C = a2/ox' 



^2 



TBLAjfC) 



X2 



= «I^1 = 



ai-Yi 



= a^2 = ai«Y2 



Li = LOGa(Xi) 
L2 = L0Ga(X2) 



X2'So+Si 

El 

X1+X2 

E2 = El+So 



e=3 



K = (ai)2+a2 



C = 



(0ri«CT2+ff3) 



Vi = TBLA(C) 

Ui = Vi* (ai«a2+<T3) 



Ti = TBLBrUi) 
T2 = Ti'O^^ 
T3 = T2*a^^ 



Xi = a^l = ai+Ti+K/Ti 
X2 = 07*^ = ai+T2+K/T2 
X3 = a 3 = ai+T3+K/T3 



Li = LOGa(Xi) 
L2 = L0Ga(X2) 
L3 = L0Ga(X3) 



El = 

E2 
E3 



S2+S1 • (X2+X3 ) +So • X2 • X3 

(Xi+X2)-(Xi+X3) 
So*X3+Si+El' (X1+X3) 

X2+X3 
S0+EI+E2 



FINISHED 
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SOLVING THE THREE^ERROR LOCATOR POLYNOMIAL IN GF(^) 
The three-error locator polynomial is 

x-^ + ai»x2 + a2*x + a3 = 
First, substitute w = x + aj to obtain 

w-^ + ((ai)2 + a2) 'W + {oi*a2 + CJ3) = 
Second, apply the substitution 

w = t + (((7i)2 + <72)/t 
to obtain 

t^ + (ai.(72 + 02) + ((ai)2 + a2)Vt2 = 
and thus 

t^ + (ai*a2 + 02) •t? + (((Ti)2 + a2)"^ = 
Third, substitute u = t^ to obtain 

u^ + (ai-a2 + (T3)'U + ((cTi)^ + a2)*^ = 
Finally, substitute 

V = m/ {01*02 + 02) 
to obtain 

((ai)2 -H a2)3 

(ai*a2 + (T3)2 
Now fetch a root Vi from the table developed for the two-error case: 

r ((^1)2 + a2)3 ■] 

Vi = TELA 

L (ai-a2 + 02)^ ^ 

Next, apply the reverse substitution 

u = V* (<Ti»a2 + CJ3) 
to obtain 

Ui = Vi« (ai*a2 + a3) 

Apply the reverse substitution t = (u)^'^ to obtain 

Ti = (Vi'(ai-a2 + a3))V3 
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v2 + V + = 



Ti may be fetched from a table of cube roots in GF(2^): 

Ti = TBLB[ Vi*(ai-a2 + 02) ] 

Each element in GF(2^) which has a cube root has three cube roots; the other two may 
be computed: 

T2 = Ti-a^ 

T3 = T2*a^ 

where k = (2^-1) /3 =85. 

Now reverse the substitution 

w = t + ((ai)2 + a2)/t 

to obtain 

(ai)2 + 02 
Wi = Ti + — 



W2 = T2 + 
W3 = T3 + 



(ai)2 + 02 
(ai)2 + 02 



T3 

And finally, apply the reverse substitution 

X = w + ai 
to obtain the roots of the original three-error locator polynomial: 

Xi = ct^^ = Ti + =r- + ai 



X2 = a^2 = T2 + — + a^ 



X3 = aL3 = T3 + — + ai 



(ai)2 + 


02 


Ti 




(ai)2 + 


<^2 


T2 




(01)2 + 


°2 



The error locations Lj, L2, and L3 are the logs base a of Xj, X2, and X3, respectively. 
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ANTILOG TABLE 

aNPUT IS n, OUTPUT IS a°) 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


01 


02 


04 


08 


10 


20 


40 


80 


71 


E2 


B5 


IB 


36 


6C 


D8 


CI 


10 


F3 


97 


5F 


BE 


OD 


lA 


34 


68 


DO 


Dl 


D3 


D7 


DF 


CF 


EF 


AF 


20 


2F 


5E 


BC 


09 


12 


24 


48 


90 


51 


A2 


35 


6A 


D4 


D9 


C3 


F7 


30 


9F 


4F 


9E 


4D 


9A 


45 


8A 


65 


CA 


E5 


BB 


07 


OE 


IC 


38 


70 


40 


EO 


Bl 


13 


26 


4C 


98 


41 


82 


75 


EA 


A5 


3B 


76 


EC 


A9 


23 


50 


46 


8C 


69 


D2 


D5 


DB 


C7 


FF 


8F 


6F 


DE 


CD 


EB 


A7 


3F 


7E 


60 


FC 


89 


63 


C6 


FD 


8B 


67 


CE 


ED 


AB 


27 


4E 


9C 


49 


92 


55 


70 


AA 


25 


4A 


94 


59 


B2 


15 


2A 


54 


A8 


21 


42 


84 


79 


F2 


95 


80 


5B 


B6 


ID 


3A 


74 


E8 


Al 


33 


66 


CC 


E9 


A3 


37 


6E 


DC 


C9 


90 


E3 


B7 


IF 


3E 


7C 


F8 


81 


73 


E6 


BD 


OB 


16 


2C 


58 


BO 


11 


AO 


22 


44 


88 


61 


C2 


F5 


9B 


47 


8E 


6D 


DA 


C5 


FB 


87 


7F 


FE 


BO 


8D 


6B 


D6 


DD 


CB 


E7 


BF 


OF 


IE 


3C 


78 


FO 


91 


53 


A6 


3D 


CO 


7A 


F4 


99 


43 


86 


7D 


FA 


85 


7B 


F6 


9D 


4B 


96 


5D 


BA 


05 


DO 


OA 


14 


28 


50 


AO 


31 


62 


C4 


F9 


83 


77 


EE 


AD 


2B 


56 


AC 


EO 


29 


52 


A4 


39 


72 


E4 


B9 


03 


06 


OC 


18 


30 


60 


CO 


Fl 


93 


FO 


57 


AE 
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aNPUT IS a°, OUTPUT IS n) 
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QUADRATIC SOLUTION TABLE 

FOR FINDING SOLUTION TOy2 + y + C=0 

aNPUT IS C, OUTPUT IS Yl; Yl =0 => NO SOLUTION, ELSE Y2 = Yl + o^ 
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CUBE ROOT TABLE 

GNPUT IS a^, OUTPUT IS a^^; EXCEPT FOR a^, OUTPUT =0 => NO ROOT) 
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AN ALTERNATIVE FINITE FIELD PROCESSOR DESIGN 

The finite field processor shown below could be used instead of the one shown 
earlier in this section. It uses subfield multiplication; see Section 2.7 for more informa- 
tion. The timing for finite field multiplication includes only one ROM delay. This path 
for the other processor included two ROM delays and a binary adder delay. Inversion is 
accomplished with a ROM table. 



SYNDROME BUFFER 



ROM TABLES 



H 



WORK BUFFER 



GF (256) SUBFIELD 
MULTIPLIER 
USING 4 ROMS: 
SEE SECTION 2.7 



SEQUENCER 



B 



-0 



The following pages show, for this alternative finite field processor: 

- A ROM table for the four multipliers comprising the GF(256) subfield multi- 
plier. 

- A ROM table for accomplishing inversion. 

* ROM tables for taking logarithms and antilogarithms. 

- A ROM table for finding roots of the finite field equation y^ + y + c = 0. 

- A ROM table for finding cube roots. 



-360- 



SUBFIELD MULTIPICATION TABLE 

(INPUT IS TWO 4-BIT NIBBLES, OUTPUT IS ONE 4-BIT NIBBLE) 
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INVERSE TABLE FOR ALTERNATIVE FINITE FIELD PROCESSOR 
aNPUT IS a^, OUTPUT IS l/a^) 








1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


00 


^^ 


01 


OC 


08 


06 


OF 


04 


OE 


03 


OD 


OB 


OA 


02 


09 


07 


05 


10 


cc 


CO 


6A 


6C 


58 


5D 


D8 


D5 


FA 


F5 


8E 


86 


3E 


3D 


76 


71 


20 


66 


D7 


60 


DA 


35 


F3 


36 


FC 


E4 
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ANTILOG TABLE FOR ALTERNATIVE FINITE FIELD PROCESSOR 
(INPUT IS n, OUTPUT IS a^) 
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LOG TABLE FOR ALTERNATIVE FINITE FIELD PROCESSOR 
aNPUT IS a^, OUTPUT IS n) 
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QUADRATIC SOLUTION TABLE FOR ALTERNATIVE FINITE FIELD PROCESSOR 

FOR FINDING SOLUTION TOy2 + y + C = 

GNPUT IS C, OUTPUT IS Yl ; Y 1 =0 = > NO SOLUTION, ELSE Y2 = Yl + a^) 
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CUBE ROOT TABLE FOR ALTERNATIVE FINITE FIELD PROCESSOR 
GNPUT IS a^, OUTPUT IS a^^; EXCEPT FOR a", OUTPUT=0 = > NO ROOT) 
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00 
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CHAPTER 6 - TESTING OF ERROR-CONTROL SYSTEMS 



This chapter is concerned primarily with diagnostic capability for storage device 
applications. However, the techniques described are adaptable to semiconductor memory, 
communications, and other applications. 

6.1 MICRODIAGNOSTICS 

There are several approaches for implementing diagnostics for storage device er- 
ror-correction circuits. Two approaches are discussed here. The first approach requires 
the implementation of "read long" and "write long" commands in the controller. 

The "read long" conmiand is identical to the normal read conmiand except that 
check bytes are read as if they were data bytes. The "write long" conamand is identical 
to the normal write command except that check bytes to be written are supplied, not 
generated. They are supplied immediately behind the data bytes. 

Use the "read long" conmiand to read a known defect-free data record and its 
check bytes. XOR into the record a simulated error condition. Write the modified data 
record plus check bytes back to the storage device using the "write long" command. On 
read back, using the normal read command, an ECC error should be detected and the 
correction routines should generate the correct response for the error condition simu- 
lated. Repeat the test for several simulated error conditions, correctable and uncorrec- 
table. 

It is often desirable to reserve one or more diagnostic records for the testing of 
error-correction functions. It is important for any diagnostic routines testmg these 
functions to first verify that the diagnostic record is error free. 

In some cases, hardware computes syndromes but is not involved in the correction 
algorithm. The correction algorithm is totally contained in software. In this case, it is 
easy to get a breakdown between hardware and software failures by testing the software 
first. Supply syndromes to the software, for which proper responses have been record- 
ed. 

Using the second diagnostic approach, the hardware is designed so that, under 
diagnostic control, data records can be written with the check bytes forced to zero. A 
data record is selected that would normally cause all check bytes to be zero. Simulated 
error conditions are XOR'd into this record. The record is then written to the storage 
device under diagnostic control and check bytes are forced zero. On normal read back 
of this record, an error should be detected and the proper responses generated. 
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These techniques apply to error-control systems employing very complex codes as 
well as those employing simple codes. They apply to the interleaved Reed-Solomon code 
as well as the Fire code. 



6.2 HOST SOFTWARE DIAGNOSTICS 

Host testing of error-correction fiinctions can be accomplished by implementing at 
the host software level either of the diagnostic approaches discussed in Section 6. 1 . 

If the controller corrects data before it is transferred to the host, the host diag- 
nostic software must check that the simulated error condition is corrected in the test 
record. The entire test record must be checked to verify that die error is corrected 
and that correct data is not altered. Alternatively, the controller could have a diagnos- 
tic status or sense command that transfers error pattem(s) and displacement(s) to the 
host for checking. However, this is not as protective as checking corrected data. 

6.3 VERIFYING AN ECC IMPLEMENTATION 

Error-correction implementations should be carefully verified to avoid incorrect 
operation and the transfer of undetected erroneous data under subtle circumstances. 
This verification should be performed at the host software level using host level diag- 
nostic commands. 



FORCING CORRECTABLE ERROR CONDITIONS 

Use the "read long" command to read a known error free data record and its 
check bytes. XOR into this record a simulated error condition that is guaranteed to be 
correctable. Write the data record plus check bytes back to the storage device using 
the "write long" command. 

Read back the record just written using the normal read command. Verify that 
the controller corrected the simulated error condition. Repeat, using many random 
guaranteed-correctable error conditions. 

Some nonrandom error conditions should be forced as well. Select a set of error 
conditions that is known to test all paths of the error-correction implementation. 
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FORCING DETECTABLE ERROR CONDITIONS 

Repeat the test defined under FORCING CORRECTABLE ERROR CONDITIONS, 
except use simulated error conditions that exceed guaranteed correction capability but 
not guaranteed detection capability. An uncorrectable error should be detected for each 
simulated error condition. 



FORCING ERRORS THAT EXCEED DETECTION CAPABILITY 

Repeat the test defined under FORCING CORRECTABLE ERROR CONDITIONS, 
except use simulated error conditions that far exceed both the guaranteed correction 
and guaranteed detection capabilities. Count the number of correctable and uncorrec- 
table errors reported by the error-correction implementation. The ratio of counts 
should be approximately equal to the miscorrection probability of the code. Repeat for 
error conditions known to have a higher miscorrection probability. 

6.4 ERROR LOGGING 

For implementations where the data is actually corrected by the controller, it may 
be desirable to include an error-logging capability within the controller. A minimum er- 
ror-logging capability would count the errors recovered by reread and the errors recov- 
ered by error correction. Logging requires the controller to have a method of signaling 
the host when the counters overflow and a command for offloading counts to the host. 

A more sophisticated error log would also store information useful for: 

- Reassigning areas of media for repeated errors. 

- Retiring media when the number of reassignments exceeds a threshold. 

- Isolation of devices writing marginal media. This may require that the physi- 
cal address of the writing device be part of each record written. 

- Hardware failure isolation. 

It may be desirable to reserve space for error logging on each storage device. 
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6.5 SELF-CHECKING 

HARDWARE SELF-CHECKING 

Hardware self-checking can limit the amount of undetected erroneous data trans- 
ferred when error-correction circuits fail. 

Self-checking should be added to the design if the probability of error-correction 
circuit failure contributes significantly to the probability of transferring undetected 
erroneous data. One self-checking method duplicates the error-correction circuits and, 
on read, verifies that the error latches for both circuits agree. No circuits from the 
two sets of error-correction hardware share the same IC package. This concept can be 
extended by having separate sources and/or paths for clocks, power, and ground. 

Another self-checking method is called parity predict. It is used for the 
self-checking of shift registers that are part of an error-correction implementation. On 
each clock, new parity for each shift register is predicted. The actual parity of each 
shift register is continuously monitored and at each clock, is compared to the predicted 
parity. If a difference is found, a hardware check flag is set. 

The diagrams below define when parity is predicted to change for four shift-regis- 
ter configurations. 

DIVIDE BY2(x), ODD NUMBER OF FEEDBACKS 



© 



DATA 



The parity of the shift register will flip each time the data bit is T. 
DIVIDE BY s(x), EVEN NUMBER OF FEEDBACKS 



DATA 




1 



The parity of the shift register will flip if a T is shifted out of the shift regis- 
ter, or (exclusive) if the data bit is ' 1' . 
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MULTIPLY BY M AND DIVIDE BY 9 <x). ODD if OF FEEDBACKS 



DATA 



■©■ 



The parity of the shift register will flip if the data bit is T . 



MULTIPLY BYjMAND DIVIDE BY 2(x). EVEN tf OF FEEDBACKS 



DATA 



< -M 



ter. 



The parity of the shift register will flip if a T is shifted out of the shift regis- 



An m-bit shift register circuit using parity predict for self-checking is shown on 
the following page. An odd number of feedbacks and premultiplication by x^ is as- 
sumed. It is also assumed that the feedbacks are disabled during write check-bit time 
but not during read check-bit time. While writing data bits, reading data bits, and 
reading check bits, parity of the shift register is predicted to change for each data bit 
that is 'r. While writing check bits, parity is predicted to change for each T that is 
shifted out of the shift register. 



WRITE 



CHECK BIT TIME 



DATA 




1 




> 



-o- 



MUX 



L> 



in-BIT SHIFT REGISTER 



m-BIT PARITY TREE 



J Q 
K 



<l> 



J Q 
K 



PARITY 

PREDICT 

ERROR 



-368- 



Another technique that aids the detection of error-correction hardware failures is 
to design the circuits so that nonzero check bytes result when the data is all zeros. 

SELF-CHECKING WITH MICROCODE AND/OR SOFTWARE 

Periodic microcode and/or software checking is another approach that can be used 
to limit the amount of undetected erroneous data transferred in case of an error-cor- 
rection circuit failure. Diagnostic microcode or software could be run on a subsystem 
power-up and during idle times. These routines would force ECC errors and check for 
proper detection and correction. In some cases, this approach is the only form of 
self-checking incorporated in an implementation, even though it is not as protective as 
self-checking hardware. In other cases, this approach is used to supplement self-check- 
ing hardware. 
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SUPPLEMENTARY PROBLEMS 

1. Write the syndrome equations for a three-error-correcting Reed-Solomon code. 

2. Write out the error-locator polynomi^ for errors at locations 0, 3, and 
Reed-Solomon code operating over GF(2^) defined by x^ + x 4- 1. 

3. Show a Chien search circuit to solve the error-locator polynomial from problem 2. 



7. 



4. Once error locations for a Reed-Solomon code are known, the syndrome equations 
become a system of simultaneous Imear equations with the error values as un- 
knowns. The error-location vectors are coefficients of the unknown error values. 
Solve this set of simultaneous linear equations for the two error case. 

5. Write out the encode poWnomial for a two-error-correcting Reed-Solomon code 
using GF(2^) generated by x^ + x -f- 1. 

6. Given a small field generated by the rule j8^ = j0 + 1 and a large field generated by 
a^ = a + /3, develop the rule for accomplishing the square of any element in the 
large field by performing computation in the small field. 

Show a complete decoder (on-the-fly, spaced data blocks) for a buret lengtii 2 
correcting, shortened cyclic code, using the polynomial (x^ + l)v(x^ + x + 1). 
Record length is 20 bits, including check bits. Data and check bits are to be 
buffered in a 20-bit FIFO (first in first out) circuit. 

8. Find a polynomial for a code of length 7 that has single-, double-, and triple-bit 
error detection. 

9. For detection of random bit errors on a 32-bit memory word, would it be better to 
place parity on each byte or use a degree four error-detection polynomial across 
the entire 32-bit word? 

10. A device using a 2048 bit record, including 16 check bits, has a random bit error 
rate of lE-4. The 16 check bits are defined by the polynomial below. Can the 
device meet a lE-15 specification for Pued (probability of undetected erroneous 
data)? 

= (x + l)-(xl5 + xl4 + xI3 + xl2 + x* + x^ + x2 + x + 1) 

11. Compute the probability for three or more error bursts in a block of 256 bytes 
when the raw burst error rate is lE-7. 
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12. Compute the block error probability for a channel using a detection only code 
when the raw burst error rate is lE-10. 

13. Design a circuit to solve the equation y^ + y + C = for Y when C is given. The 
field is generated by x^ + x + 1. 

14. There is a Fire code in the industry defined by 

x24 + xl7 + xl4 + xlO + x3 + 1 

a) For a correction span of four, determine the detection span using the ine- 
qualities for a Fire code. 

b) Determine the miscorrection probability for correction span four and record 
length 259 bytes, (data plus check bytes.) 

15. For an error-detection code using the shift register below for encoding and decod- 
ing of 2048 byte records: 



DATA 



<T> 



32-BIT SHIFT REGISTER 



a) Determine the misdetection probability for all possible error bursts. 

b) Determine the misdetection probability for all possible double-bit errors. 

16. Which of the pairs of numbers below are relatively prime? 

15 , 45 

9 , 31 

7 , 11 

14 , 127 

17. Write the integer 18 as residues of moduli 5 and 7. 

18. Listed below are residues for several integers modulo 5 and 9. Compute the Aj 
and mj of the Chinese Remainder Method. Then use the Chinese Remainder 
Method to determine the integers. 

a) aM0D5 = 4, aM0D9 = 6, a = ? 

b) aMOD5 = 3, aM0D9 = 5, a = ? 

c) aM0D5 = 0, aM0D9 = 4, a = ? 

What is the total number of unique integers that can be represented by residues 
modulo 5 and 9? 
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19. Define a fast division algorithm for dividing by 255 on an 8-bit processor that 
does not have a divide instruction. The dividend must be less than 65,536. 

20. What is the total number of unique integers that can be represented by residues 
modulo 6 and 8? 

21 . Which of the finite field functions listed below are linear? 

Log Square Antilog 

Cube Square Root Cube Root 

Sixth Power Eight Root Inverse 
Modulo 

22. Determine the period of the following polynomials: 

a) x4 + 1 

b) x^ + x2 + X "f 1 

23. Con:pute the reciprocal polynomial of x^ + x + 1. 

24. How many primitive polynomials are of degree eight? 

25. Compute the residue of x^ MOD x-' + x 4- 1. 

26. For a small-systems magnetic disk, list several factors influencing data accuracy. 

27. Is it possible for a polynomial with an odd number of terms to have a factor of 
the form (xC + 1)? Why? 

28. Describe the difference between error locations and error-location vectors. Which 
are roots of an error-locator polynomial? 

29. What method is used to solve error-locator polynomials of a high degree? 

30. What is the difference between errata, errors* and erasures? 

31 . If g(x) divides (x^^S 4. j)^ y^rhat can be said about the period of g(x)? 

32. Given a field generated by x"* + x 4- 1, show circuits to multiply an arbitrary field 
element by the following fixed field elements: 

a) aO 

b) a^ 

c) a2 
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33. For a symbol-error-correcting code (symbol size eight bits) used with a 128 symbol 
(byte) record, what must the symbol-correcting capability be to have a block error 
rate less than lE-8 for a raw symbol error rate of lE-4? The block error rate is 
the ratio of block errors to blocks transferred. 

34. Show a circuit to implement the equation below in GF(2^). 

R2 = Rl + aO 

35. In a Reed-Solomon code implementation, it may be necessary to test an equality 
similar to the one below for true: 

(So)2 = (Si).(S.i) 

Suggest an equivalent test that would not require finite field multiplication or 
division. 

36. Write log and antilog tables for the field generated by x3 + x + 1. 

37. Consider a Reed-Solomon code implementation where data is read from a storage 
device into a buffer. The data is corrected in the buffer and then transferred to 
a host. Define a way of loading and imloading the buffer such that the finite 
field processor does not have to take logs of error-location vectors before making 
corrections to the buffer. 

38. Define an algorithm for computing the square root in a field of IS elements using 
log and antilog tables. 

39. Remember that miscorrection probability is the ratio of valid syndromes to all 
possible syndromes. Generate a miscorrection formula for a two-symbol-correcting 
Reed-Solomon code using GF(2^). The symbol size is eight bits. The record 
length is 255 bytes, including check bytes. 

40. List the first ten entries in an antilog table for a large field. The small field is 
generated by the rule )9^ == j3 + 1 and the large field is generated by the rule 
a^ = a + /3. 
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APPENDIX A. PRIME FACTORS OF 2"-! 



Factors of 2^^-! 
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5 
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9 


7 
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11 
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11 


23 


89 










12 


3 


3 


5 


7 


13 




13 
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14 


3 


43 
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15 


7 


31 


151 








16 


3 


5 


17 


257 






17 


131071 










18 


3 


3 


3 


7 


19 


73 


19 


524287 










20 


3 


5 


5 


11 


31 


41 


21 


7 


7 
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337 






22 


3 


23 


89 


683 






23 


47 


178481 








24 
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7 


13 


17 241 


25 


31 


601 


1803 








26 


3 


2731 


. 8191 






27 
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262657 






28 


3 


5 


29 
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29 
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1103 


2089 






30 


3 


3 


7 


11 


31 
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31 


2147483647 








32 


3 


5 


17 
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65537 
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ABSTRACT 

Let GF(q) be a finite field, where q=p°^ and p is prime. Multiplications are per- 
formed often using log and antilog tables of p^-1 non-zero field elements. It is shown 
in this paper that for q=p2ii and p^+1 a prime, that the log and the antilog of a field 
element can be found with two substantially smaller tables of p^+1 and p^-1 elements, 
respectively. The method is based on a use of the Chinese Remainder theorem. This 
technique results in a significant reduction in the memory requirements of the problem. 
It is shown more generally that for: 

q-1 = (Plf^ • (P2f^ • • • (Pk)^ = mi • m2 • • • mk, 

where, m[=(p[)^^ for 1 < i < k, tables of m^ elements, m2 elements, ... , and m^ elements 
also can be used to find logs and antilogs over GF(q). In the later method, further 
reductions in the memory requirements are achieved, however, at the expense of a 
greater number of operations. 



376- 



I. INTRODUCTION 

In order to efficiently encode and decode BCH and RS codes over a finite field 
GF(q), each symbol of GF(q) is representable as a power of a selected primitive element 
in GF(q), Le, , a=r^ for a , r e GF(q) where r is primitive. 

To multiply two field elements a,p e GF(q), where a=r^ and i9=rJ, one only needs 
to add i and j modulo (q-1) to obtain the resulting exponent k. That is, 



a*/3 



= T^-T^ = r^^"^^^ mod (q-1) ^ ^k^ 



In the actual implementation of this multiplication process, a log table can be used to 
find the exponents. If the field elements are represented in the binary representation, 
binary addressing is used to locate a logarithm in the table. After the addition of the 
exponents modulo (q-1), an antilog table is used to find the binary representation of r^. 
The exponent k serves as the address of the antilog table. If q is large for many 
applications, such log and antilog tables may be prohibitively large. 

In the next section it is shown that for a q of form p^^^ where p^+1 is a prime 
that substantially smaller tables of sizes p^+l and p^-1 can be used to find the log and 
antilog of a field element. Since q-1 = p^i^-l = (p^+l)-(p"-l) and (p^4-l,p^^-l) = 1, the 
Chinese Remainder theorem can be used to decompose the tables of p^^-l elements into 
smaller ones of p^+1 elements and p^-1 elements respectively. The results obtained 
from the tables of p^ 4-1 elements and p^-1 elements can be recombined to yield the 
desired log table of p^^-l elements. A similar reduction can be made for the antilog 
table. The memory requirements of this new method for finding the log and antilog are 
reduced from 2(p2^-l) to 2[p^+ 1 +p^-l] = 4p^ memory elements. 

In Section III a more involved method is developed that yields the logarithm with 
a minimum memory requirement but with a greater number of operations. Suppose: 

q-1 = (P\f^ • (Plf^ • • • (Pk)^ = mi • m2 • • • m^, 

where p{ is prime and mi=(pi)^i for 1 < i < k, (mi,mj) = l for i f j. Then the Chinese 
Remainder theorem can be used to decompose tables of p^^— 1 elements into k smaller 
ones of mj elements, m2 elements, ... and m^ elements, respectively. The log and 
antilog of a field element can be found by utilizing these k tables. 
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n. A LOG AND ANTTLOGALGORITHM OVER GFb^) 

Let JS be a primitive element in GF(p°) and x € GF(p°). Also let m be the least 
integer such that x-p^. 

Definition 1 . m is called the logarithm of x to base p^ i.e. , m=logygx. 

Theorem 1 . Let )9 be a primitive element in GF(p°) such that the polynomial 
p(x)=x24-x-f)9 is irreducible in this field. Also let cr e GF(p2^), where GF(p2^) is an 
extension field of GF(p^). If a is a root of p(x), i.e., p(a)=0, and p^-f 1 a prime, then a 
is primitive in GF(p2^), 

Proof If a is a root of p(x), its conjugate a is also a root of p(x), where 
a=aP°. Thus: 

(x+a)*(x+a) = x2+(a+a)x+a»a 

= x2+x+j3 
It follows that: 

a+a = 1, a«a = fi (1) 

and: 

aP^+l=^ (2) 

Now (p^°-l)=(p^+l)^(p°-l) and p^-f 1 is a prime by hypothesis. Hence, any number r 
such that r|p2°-l implies that r|p^-l. Then, from (2): 

=^^P^-^')/^ (3) 

Since p is primitive over GF(p°), p"-l is least integer such that fi^'^ =1. Hence: 
^(p -l)/r ^ ^ unless r=l. 
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Thus, by (2) oP-y'^^^l^ ^ \ unless r=l. Therefore, the order of a is p^^-l and a 
is primitive in GF(p2^), 

Q.E.D. 

The above theorem guarantees the root a to be primitive in the extension field 
only when p^+l is a prime. To show that the theorem is not generally true for p^+1 
not a prime, consider the following counter example: Let GF(ll2) be the extension field 
of GF(ll). It is verified readily that P = \I2 e GF(ll) and is a primitive element in this 
field. Also: 

p(x)=x2-x+l/2 

is irreducible in GF(ll). Suppose a is a solution to p(x) and a e GF(ll2). Then 
a2-a4-l/2=0. From this equation it is seen that a4=-l/4=l/7 e GF(ll). Since 
a^ e GF(1 1), (a'*)^0= 1 . Thus, a'*0= 1 and a is not a primitive element in GF(1 1^). 

Definition 2 . For a e GF(p2n) and a+ab e GF(p2n), where a,b e GF(p^), the norm 
of a-habis: 



||a+ab|| = (a+ab) • (a+ab) 

Using the results of Theorem 1 and Definition 1 and Definition 2, the following 
theorem is demonstrated. 

Theorem 2 . Let )3 be a primitive element in GF(p^) such that the quadratic poly- 
nomial x2-fx+j9 is irreducible over GF(p^). Suppose that p^+1 is prime. Next let a be 
the root of this polynomial in the extension field GF(p2^) = {a+ab|a,b e GF(p^)} of 
GF(p^). Suppose a^= a -fab e GF(p2n). The following holds: 

log^Ca^+ab+b^p) = m mod (p°-l). 

(The proof is given in Section V.) 
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By Theorem 2 one can construct a log^ table of p^ - 1 elements by storing the 
value mj = m mod(p^-l), where: 

1 <mi <p°-l, 

at location a^+ab+b^/S such that a°^= a+ab. Then with a and b known, one can find mi 
using the log^ table. A log^ table is given in Section VI for p^-l = 15. Similarly, the 
antilogy table is constructed by storing the binary representation of a^-hab+b^ys at loca- 
tion mi such that a^= a+ab and: 



antilogy (mi) = a^+ab+b^^g = x (4) 



An antilogy table is also given in Section VI for p^-l = 15. Next, the constructions of 
tables of p^4- 1 elements is shown. 

Theorem 3 . Let r=a^" e GF(p2^), where a is primitive in GF(p2^). Suppose 
a^= a+ab e GF(p2») for some a,b e GF(p°). Then: 



logr 



a+ab 



a+ab 



= m inod(p^+l) 



(The proof is given in Section V.) 

Using the results of Theorem 3, let: 



(a/b)+a a+ab 

f (a/b) = r^ = = 

(a/b)+a a+ab 
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To construct the log^ table, notice that when a=0: 



f(a/b) 



= ,m = aP°-l = , 



andm=l. For m2s mod (p^+1), one has m2=l when a=0. Whenb=0: 



a+0 

f (a/b) = = 1. 

a+0 



Thus, m=0 and m2=0. The remaining part of the log 7- table can then be constructed by 
storing the value m2=ni mod(p^4-l) at location a/b for a°^= a+ab, where 2<m2<p^. A log-^ 
table for p^+l = 17 is given in Section VII. Also, given there is an antilogy- table for 



p^+l = 17. It is constructed by storing the binary representation of (a/b) e {p^,p^,* 
at the corresponding location i=m2 for 2<i< 16. Thus: 



./3l5} 



Antilog|.(ia2) = a/b = y. 



(5) 



From (4) and (5) the following two simultaneous equations need to be solved for a and 
b in order to reconstruct a^= a+ab: 



a2+ab+b2)9 = x 
a/b = y 



(6) 
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Relations (6) yield the following solution: 



L y2+: 



-11/2 



+y+j9 



(7) 



a = b-y 



(8) 



Forb e GF(p^) it is verified readily that: 



b = antilogy 



loqpz 



(9) 



where: 



z = 



y2+y4*^ 



Now, the logarithm of a"^=a+ab e GF(p2^), where a,b e GF(pi^) and a e GF(p2n) is 
primitive, can be found in terms of mi and m2 by using the tables of p^-1 elements and 
p^4- 1 elements, respectively. Then the Chinese Remainder theorem warrants that: 



m = mi»np(ni)"l+ m2-n2-(n2)"^ 



(10) 



where: 



p2n.i =(pn^.i).(pn.i) 



= ni«n2 
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and (nj)"^ and (nj)'^ are the smallest numbers such that: 

ni*(ni)"^ ■ 1 modn2 
n2-(n2)"^ s 1 modnj 
To recapitulate, the following algorithms for the log and antilog are given: 
(a) THE LOG ALGORITHM 

Given a"^= a+ab find m as follows: 

1. Compute: x = a^-^ab-i-h^p 

y = a/b 

2. Use the log^ table to find mi= log^(x) and the log,- table to find 
Da2= log7.(y)fora=j=0, bfO. 
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3. By equation (10): 



m = mpni«(ni)'^+m2»n2(n2)'^. 



(b) THE ANTILOG ALGORITHM 



Given m, recover a™== a+ab as follows: 



1 . Compute: mj = m mod(p^-l) and m2= m mod(p^+ 1). 

2. Use the antilog tables to find: 

antilog^(mi) = x = a^+ab+b^/j, and 
antilog 7- (m2) = y = a/b, for m2 ={= 0,1. 

3. Use the equation (9): 



b = antilogy 



log^z 



where: 



z = 



y2+y+)g 



Then: 



a = b • y 



To illustrate the above procedures, the following examples are given over GF(2^). 
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Example 1 : Given aJ27=(o,l,i,0) + a(l, 1,1,0) c GF(28). Then, a=(0, 1,1,0) and b=(l, 1,1,0). 
By the LOG algorithm: 

X = a2+ab+b2)9 

= (1,1,1,0) 

y = a/b = (1,1,1,1) 

Now use Tables VI. 1 and VI. 3 to find mj and m2, respectively. The results 
are mi=7 and m2=8. For this example, ni = 17, n2 = 15, (ni)'l=8, (n2)"^=8, 
ni • (ni)"l = 136 and n2 • (n2)"^ = 120. By equation (10): 

m = (136 -mi + 120- m2) mod (2^-1) 
= 127 
Example 2 . Given m= 127, find 0^27= a+ab e GF(28). Using the ANTILOG algorithm: 
mj = m mod (p^-1) = 7 
m2 = mmod(p^+l) = 8 
Then use Tables VI.2 and VI.4 to find x and y, respectively. The results are: 

X = (l,l,l,0)andy = (1,1,1,1). 
Thus: 

X 

Z = — = (0,0,1,1) 

y^+y+)9 
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By equation (9): 

b = antilogy - [ 5 J = antilogy 



r log^(z) 1 



and: 



Thus: 



Therefore: 



b = (1,1.1,0) 



a = b.y = (0,1,1,0) 



ol27 = (0,1,1,0) + a(l,l,l,0). 
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III. A GENERAL ALGORITHM FOR FINDING LOG AND ANTILOG OVER GF(q) 

Consider a Galois field GF(q) and suppose that: 

q-l = (Pi)^^*(p2)^^***(Pk)^=^l*°2''*Qk 

where pi is prime and ni=(pi)^^ for l<i<k. Let a e GF(q) be primitive. Then any field 
element of GF(q) can be represented by a^ for some i, where l<i<q-l. By the Chinese 
Remainder theorem an exponent i is mapped onto (ii mod nj, \2 mod n2, ..., ik niod n^). 
Then a primitive element a is expressed in the notation of the Chinese Remainder 
theorem as follows: 

^1 - (1 ^o^ rii, 1 mod n2f***/l mod n]^) 

^ ^(1,0,0,,..,0) ^^(0,1,0.. . ,0)^^^ ^^^(0,0,... ,0,1) ^^^j 

Here: 

^(0,0, ... ,0,1,0, ...,0) ^ ^. ^^2) 



a 



where the integer 1 in the exponent is in the location j. Element rj is an nj-th root 
of unity. It follows from (11) that: 

OL^ = (ri)^-(r2)^;...,(r]c)"^ (13) 

for all integers m where rj is a primitive nj-th root of unity. 

By (12) and the reconstruction of the Chinese Remainder theorem: 

where: 

mj • (mj)""! s 1 mod nj 
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and: 



nj •mj=q-l 



(15) 



Now, suppose one computes (a^)™J*^™J^ for any j such that l<j<k. Observe by (15) 
that one has: 

m^nij • (mj)""^ a (Cj+a»nj) 'inj • (mj)"^ mod q-1 



s Cj 'iiij • (mj ) "^ mod q-1 



(16) 



where Cj s m mod nj for l<j<k and m=Cjfa*nj for some integer a. Then, by (14) it 
follows that: 



(^m)mj-(mj) 



.^-1 



^inj-(mj) 



-1 



C-; mod q-1 



= (r-})^3 



(17) 



Therefore, by the use of equation (17) one can compute (rj) J from a^ for l<j<k. 

Note that k small tables, each containing the value Ci, for l<i<ni, at location 

C" 

(rj) ^ for l<j<k, can be used to find the k exponents Ci,C2,...,Ck, respectively. Once 

the Cj are found, the Chinese Remainder theorem is used to compute the logarithm of 
a™ as follows: 



m = 



Ci-mi«(mi)-^ 



mod q-1 



1=1 



(18) 
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By (13), (14), (16), and (17), the antilog of m is computed as: 

a^ = (Ti)^l.(T2)^^,..w(T)c)^^ (19) 

where Ci = m mod ni for l<i<k. Tables of (tj) ^ for l<j<3 for 
q-1 = 255 = 3x5x17 = ni«n2-n3 are given in Section VII. 

Example 3 ; To demonstrate the general algorithm above, the logar- 
ithm of a^O is computed for a^a^O e GF(2^) where a sat- 
isfies x^+x^+x-^+x^+l. With an exponent of 20 given, the 
antilog a^^ is recovered. In this case, ni=3, n2=5, 
n3=17, mi«(mi)""^= 85, m2*(m2)"""^= 51, and m3 • (m3) "^=120. 

LOGARITHM 

Using the tables in Section VII, one finds Ci, C2, and C3 from the following 
computations: 

(0^20)85 = (a85)20 = (ti)20 mod 3 = (^^)2 
(c,20)51 = (a51)20 = (r2)20 ^^^ 5 = ^j^^O 
(^20)120 = (qj120j20 = (r3)20 mod 17 = (73)^ 
Thus, Ci =2, C2=0, and C3=3. The logarithm m is obtained by: 
m = (2. 85+0-51 +3- 120) mod 255 
= 20. 
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ANTILOG 

From m =20, one computes: 

Ci E 20 mod 3=2 

C2 s 20 mod 5=0 

C3 s 20 mod 17 = 3 

Using the tables in Section VII gives: 

(ri)2 = 0^70 

(r2)0 = aO 
(r3)3 = al05 
Then the antilog of m=20 is recovered as: 

(ri)2.(T2)0-(T3)3 = a'^^O.aO .a^05 

= jj (170+0+105) mod 255 



= a20 
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IV. CONCLUSION 

To find the log and antilog of an element in a finite field GF(q), it q=p2^ for 
some prime p, the technique shown in Section II can be used to reduce the table mem- 
ory requirement from 2(p^"-l) elements to 4p^ elements. A further memory reduction 
can be achieved, i.e. from (q-1) elements to: 



k 
\ 



n 



1 



i=l 



elements, by using the general method shown in Section III, however, at the expense of 
a greater number of operations. A comparison of the number of operations needed in 
these methods is given in Table IV. 1. It is evident from Table IV. 1 that the number of 
multiplications required in the general case can be prohibitively large in some situations. 
Thus, the technique shown in Section II has a better potential than the general method 
for many practical applications. 
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Table IV. 1 

A Complexity Comparison of the 

Alternative Approaches for Computing 

Logs and Antilogs over GF(q). 





when q-l=p2ri~i 
and p'^+l is prime 


General Method for 
q-l=ni n2 • • • nj^ 


No. of 


LOG 


ANTILOG 


LOG 


ANTILOG 


Multipl icat ion 


7 


5 


k+\ inj-(inj)-l* 
J-1 


k-1 


Additions 


4 


2 


k-1 





Table Look-Up s 


2 


4 


k 


k 


Modulus 
Operations 





2 


1 


k 



■ mj • (mj)" s 1 mod nj 
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V. PROOF OF THEOREMS 

Proof of Theorem 2 . Since x^+x-l-^ is irreducible over GF(p^), it has roots a and 
OL—oP in the extension field GF(p2^). By theorem 1, a is primitive in GF(p2^). By 
Definition 2 and relations (1) and (2), one has the following: 



I |a+ab| I = (a+ab) (a+ab) 
= (a+ab) (a+ab) 

= a2+ab+b2^ (V.l) 

If c+ad is any other element in GFCp^^) and c,d e GF(p^), then: 

(a+ab) (c+ad) = (a+ab)^ (c+ad)^ 



= (a+ab) (c+ad) (V.2) 

Thus, by (V.2) and the definition of the norm, one has: 



I I (a+ab) (c+ad) | | = (a+ab) (c+ad) (a+ab) (c+ad) 

= I |a+ab| I > I |c+ad| | (V.3) 

Observe next by (2) that: 

I |a| I = a>a = fi 
so that the theorem is true for m= 1 . For purposes of induction, assume that: 

lla^ll = pk (V.4) 
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for all k such that l<k<m. Then by (V.3), for k=m+ 1 : 

||c,in+l|| = ||a"^||>||a|| = ^9^+1. 
Hence, the induction is complete and (V.4) is true for all k. 

Represent a°^ by a+ab for some a,b e GF(p^). Then, by (V.l) and (V.4): 

lla^ll = p^ 

The theorem follows by the definition of the logarithm and the fact that p has order 
p^-1. 

Q.E.D. 

Proof of Theorem 3 . Smce a is primitive in GF(p2^^) and T=a^ " , the order of t 
is p^ + 1 . By the definition of the norm, one has: 

I |a| I = a>aP = ra^ (V.6) 

For purposes of induction, assume that: 

||ak|| = tV^ (V.7) 

for l<k<m. Then, by (V.3) for m=m+ 1: 

||a"-^l|| = ||a"'||>||a|| 
= (T™a2in) (^^2) 

Hence, the induction is complete and (V.7) is true for all k. 
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Representing a^ by a+ab for some a,b € GF(p^), it follows from (V.6) that: 

||a+ab|| = r^(a+ab)2 (V.8) 

Multiplying both sides of (V.8) by (a+ab)^ yields: 

||a+ab|| (a+ab)2 = T"^(a+ab)2 (a+ab)2 

= r^l |a+ab| |2 

Therefore, from the definition of the norm: 

||a+ab|| (a+ab)2 



f'^ = 



I a+ab I I 2 



a±ab 

a+ab ^^'^^ 



The theorem follows by the definition of the logarithm and the fact that the order of 
risp^+1. 

Q.E.D. 
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VI. Let p(x)=x'*+x3 + l be irreducible over GF(2) and jS € GF(24) is a solution of p(x). 
Then: 



p2 






P^ 






^4 


= 


p^+1 


^5 


= 


P^+0+1 


^6 


= 


p'^+p^+P+l 


^7 


= 


P^^P+l 


^8 


= 


P^+p2+p 


^9 


= 


p2+l 


jgio 


= 


P^+P 


^11 


= 


p3+p2+i 


^12 


= 


p+1 


^13 


= 


P^+P 


^14 


= 


P^+p2 


.15 


= 


1 
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Table VI .1 



Location Content 






1 


3 


1 





2 


1 


1 


14 


10 





1 


10 


1 


10 


oil 





13 


oil 


1 


8 


10 





15 


10 


1 


4 


10 1 





9 


10 1 


1 


11 


110 





12 


110 


1 


5 


111 





7 


111 


1 


6 
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Table VI. 2 
Antilog . 



Location Content 

0000 0000 

0001 0100 

0010 0010 

0011 0001 

0100 1001 

0101 1101 
Olio 1111 
0111 1110 

1000 0111 

1001 1010 

1010 0101 

1011 1011 

1100 1100 

1101 Olio 

1110 0011 

1111 1000 
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For the r table, note the following: 
i) lfa=0: 



,m . 0^ . ^P"-1 . , 



Thus, m=l and m2=l. 
ii) lfb=0: 



Tin = _§- = 1 



Thus, m=0 and m2=0. 
iii) IfafO, b+0. fora,b€GF(24) 

a,b e {^l,;02^...^^15j 

and a/b e {p^,^^,'",^^^) 
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Table VT . -^ 
Antiloq 

Locarion Content 











14 





1 




12 





1 




6 


1 







2 


1 







10 


1 


1 




4 


1 


1 




9 


1 







16 


1 







3 


1 


1 




5 


1 


1 




11 


1 1 







15 


1 1 







7 


1 1 


1 




13 


1 1 


1 




8 
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Table VI. 4 
Antiloq- 



Location Content 

010 0100 

0011 1001 

0100 Olio 

0101 1010 
Olio 0011 
0111 1101 

1000 1111 

1001 0111 

1010 0101 

1011 1011 
110 10 
110 1 1110 
1110 0001 
10 00 1100 

10000 1000 
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Vn. Tables for mi=3, m2=5, and m3 = 17, where m=255=mi •m2*m3, when 



a^+a^^-fct^+cr^+irro. 



(ri)inl 



1 (00000001) 

aS5 (0110101 1) 
C^170 (1110 10 1) 



,120 



v240 



,105 



v225 



v90 



,210 



.75 



,195 



,60 



,180 



.45 



,165 



.30 



,150 



.15 



,135 



in2 





1 
2 









(1 


^3] 


ins 


m2 


(0 














1) 





(10 


1 








1 


1) 


1 


(0 


1 





1 


1 


0) 


2 


(0 





1 


1 





1) 


3 


(Oil 


1 





1 


1 


0) 


4 


(111 














1) 


5 


(10 1 











1 


0) 


6 


(10 





1 








1) 


7 


(0 1 


1 








1 


0) 


8 


(110 


1 








1 


0) 


9 


(0 10 





1 





1 


1) 


10 


(111 





1 


1 


1 


0) 


11 


(110 








1 


1 


0) 


12 


(0 1 


1 











0) 


13 


(1 1 








1 





0) 


14 


(0 1 








1 


1 


0) 


15 


(110 


1 


1 





1 


0) 


16 









(r2)"2 


m2 




(0 





1) 





51 


(0 





10 1) 


1 


102 


(0 


1 


10) 


2 


153 


(0 1 





10 1) 


3 


204 


(1 1 


1 


0) 


4 
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ABBREVIATIONS 

BCH Bose-Chaudhuri-Hocquenghem (code) 

BER Bit-Error Rate 

CLK Clock 

CNT Count 

CRC Cyclic Redundancy Check (code) 

DBER Decoded Bit-Error Rate 

DEC Double-Error Correction 

DED Double-Error Detection 

ECC Error Correcting Code 

EDAC Error Detection And Correction 

FBSR Feedback Shift Register 

FEC Forward Error Correction 

FWD Forward 

GF Galois Field 

LFSR Linear Feedback Shift Register 

LSC Linear Sequential Circuit 

LSR Linear Shift Register 

LRC Longitudinal Redundancy check 

RS Reed-Solomon (code) 

REV Reverse 

SR Shift Register 

SEC Single-Error Correction 

TED Triple-Error Detection 

VRC Vertical Redundancy Check 
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GLOSSARY 

ALARM 

Any condition detected by a correction algorithm that prevents correction, such as 
error-correction capability exceeded. In some cases, alarms will cause the error-control 
system to try another approach, for example using a different set of pointers. 

BINARY SYMMETRIC CHANNEL 

A channel in which there is equal probability for an information bit being 1 or 0. 

BLOCK CODE 

A block code is a code in which the check bits cover only the immediately preceding 
block of information bits. 

BURST ERROR RATE 

The number of burst-error occurrences divided by total bits transferred. 

BURST LENGTH 

The number of bits between and including the first and last bits in error; not all of the 
bits in between are necessarily in error. 

CATASTROPHIC ERROR PROBABILITY (P^) 

The probability that a given defect event causes an error burst which exceeds the 
correction capability of a code. 

CHARACTERISTIC 

See Ground Field. 
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CODE POLYNOMIAL 

See Codeword. 

CODE RATE 

See Rate. 

CODE VECTOR 

See Codeword. 

CODEWORD 

A set of data symbols (i,e, information symbols or message symbols) together with its 
associated redundancy symbols; also called a code vector or a code polynomial. 

CONCATENATION 

A method of combining an inner code and an outer code, to form a larger code. The 
inner code is decoded first. An example would be a convolutional inner code and a 
Reed-Solomon outer code. 

CONVOLUTIONAL CODE 

A code in which the check bits check information bits of prior blocks as well as the 
immediately preceding block. 

CORRECTABLE ERROR 

One that can be corrected without rereading. 

CORRECTED ERROR RATE 

Error rate after correction. 
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CORRECTION SPAN 

The maximum length of an error burst which is guaranteed to be corrected by a burst- 
correcting code. 

CYCLIC CODE 

A linear code with the property that each cyclic (end-around) shift of each codeword is 
also a codeword. 

CYCLIC REDUNDANCY CHECK (CRC) 

An error-detection method in which check bits are generated by taking the remainder 
after dividing the data bits by a cyclic code polynomial. 

DEFECT 

A permanent fault on the media which causes an error burst. 

DEFECT EVENT 

A single occurrence of a defect regardless of the number of bits in error caused by the 
defect. 

DEFECT EVENT RATE (Pe) 

The ratio of total defect events to total bits, having the units of defect events per bit. 

DETECTION SPAN 

For a single-burst detection code, the single-burst detection span is the maximum length 
of an error burst which is guaranteed to be detected. 

F^or a single-burst correction code, the single-burst detection span is the maximum 
length of an error burst which is guaranteed to be detected without possibility of 
miscorrection. 
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If a correction code has a double-burst detection span, then each of two bursts is 
guaranteed to be detected without possibility of miscorrection, provided neither burst 
exceeds the double-burst detection span. 

DISCRETE MEMORYLESS CHANNEL 

A channel for which noise affects each transmitted symbol independently, for example, 
the binary symmetric channel (BSC). 

DISTANCE 

See Hamming Distance. 

ELEMENTARY SYMMETRIC FUNCTIONS 

Elementary symmetric functions are the coefficients of the error locator polynomial. 

ERASURE 

An errata for which location information is known. An erasure has a known location, 
but an unknown value. 

ERASURE CORRECTION 

The process of correcting errata when erasure pointers are available. A Reed-Solomon 
code can correct more errata when erasure pointers are available. It is not necessary 
for erasure pointers to be available for all errata when erasure correction is employed. 

ERASURE LOCATOR POLYNOMIAL 

A polynomial whose roots provide erasure-location information. 

ERASURE POINTER 

Information giving the location of an erasure. Internal erasure pointers might be de- 
rived from adjacent interleave error locations. External erasure pointers might be 
derived from run-length violations, amplitude sensing, timing sensing, etc. 
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ERRATA LOCATOR POLYNOMIAL 

A polynomial whose roots provide errata-location information. 

ERRATUM 

Either an error or an erasure. 

ERROR 

An errata for which location information is not known. In general, an error represents 
two unknowns, error location and value. In the binary case, the only unknown is the 
location. 

ERROR BURST 

A clustered group of bits in error. 

ERROR LOCATION OR DISPLACEMENT 

The distance by some measure (e.g., bits or bytes) from a reference point (e.g., beginn- 
ing or end of sector or interleave) to the burst. For Reed-Solomon codes, the error 
location is the log of the error-location vector and is the symbol displacement of the 
error from the end of the codeword. 

ERROR LOCATION VECTOR 

Vector form of error location (antilog of error location). 

ERROR LOCATOR POLYNOMIAL 

A polynomial whose roots provide error-location information. 

ERROR VALUE 

The error value is the bit pattern which must be exclusive-or-ed (XOR-ed) against the 
data at the burst location in order to correct the error. 
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EXPONENT 

See Period. 

EXTENSION FIELD 

See Ground Field. 

FIELD 

Refer to Section 2.8 for the definition of a field. 

FINITE FIELD 

A field with a finite number of elements; also called a Galois field and denoted as GF(n) 
where n is the number of elements in the field. 

FORWARD-ACTING CODE 

An error-control code that contains sufficient redundancy for correcting one or more 
symbol errors at the receiver. 

FORWARD POLYNOMIAL 

A polynomial is called the forward polynomial when it is necessary to distinguish it 
from its reciprocal polynomial. 

GROUND FIELD 

A finite field with q elements, GF(q), exists if, and only if, q is a power of a prime. 
Let q=p^ where p is a prime and n is an integer, then GF(p) is referred to as the 
ground field and GF(p^) as the extension field of GF(p). 

The prime P is called the characteristic of the field. 
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GROUP CODE 

See Linear Code. 

HAMMING DISTANCE 

The Hamming distance between two vectors is the number of corresponding symbol 
positions in which the two vectors differ. 

HAMMING WEIGHT 

The Hamming weight of a vector is the number of nonzero symbols in the vector. 

HARD ERROR 

An error condition that persists on re-read; a hard error is assumed to be caused by a 
defect on the media. 

IRREDUCIBLE 

A polynomial of degree n is said to be irreducible if it is not divisible by any polyno- 
mial of degree greater than zero but less than n. 

ISOMORPHIC 

If two fields are isomorphic they have the same structure. That is, one can be obtained 
from the other by some appropriate one-to-one mapping of elements and operations. 

LINEAR (GROUP) CODE 

A code wherein the EXCLUSIVE-OR sum of every pair of codewords is also a codeword. 

LINEAR FUNCTION 

A function is said to be linear if the properties below hold: 

a. Linearity: f(a-x) = a*f(x) 

b. Superposition: f(x-l-y) = f(x) + f(y) 



LINEARLY DEPENDENT 

A set of n vectors is linearly dependent if, and only if, there exists a set of n scalars 
Cj, not all zero, such that: 

Ci*vi -h C2*V2 + • • • + Cn*Vn = 

LINEARLY INDEPENDENT 

A set of vectors is linearly independent if they are not linearly dependent. See Linear- 
ly Dependent. 

LONGITUDINAL REDUNDANCY CHECK (LRQ 

A check byte or check word at the end of a block of data bytes or words, selected to 
make the parity of each column of bits odd or even. 

MAJORITY LOGIC 

A majority logic gate has an output of one if, and only if, more than half its inputs are 
ones. 

MAJORITY LOGIC DECODABLE CODE 

A code that can be decoded with majority logic gates. See Majority Logic. 

MINIMUM DISTANCE OF A CODE 

The minimum Hamming distance between all possible pairs of codewords. The minimum 
distance of a linear code is equal to its minimum weight. 

MINIMUM FUNCTION 

See Minimum Polynomial. 



-411- 



MINIMUM POLYNOMIAL OF a ^ 

The monic polynomial m(x) of smallest degree with coefficients in a ground field such 
that m(a^)=0, where a^ is any element of an extension field. The minimum polynomial of 
a^ is also called the minimum function of a^ 

MINIMUM WEIGHT OF A CODE 

The minimum weight of a linear (group) code's non-zero codewords. 

MISCORRECTION PROBABILITY (Pmc) 

The probability that an error burst which exceeds the guaranteed capabilities of a code 
will appear correctable to a decoder. In this case, the decoder actually increases the 
number of errors by changing correct data. Miscorrection probability is determined by 
record length, total redundancy, and correction capability of the code. 

Pmc usually represents the miscorrection probability for all possible error bursts, assum- 
ing all errors are possible and equally probable. Some codes, such as the Fire Code, 
have a higher miscorrection ' probability for particular error bursts than for all possible 
error bursts. 

MISDETECTION PROBABILITY fPmd) 

The probability that an error burst which exceeds the correction and detection capabil- 
ities of a code will cause all syndromes to be zero and thereby go undetected. Mis- 
detection probability is determined by the total number of redundancy bits, assuming 
that all errors are possible and equally probable. 

MONIC POLYNOMIAL 

A polynomial is said to be monic if the coefficient of the highest degree term is one. 

(n.k) CODE 

A block code with k information symbols, n-k check symbols, and n total symbols 
(information plus check symbols). 
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A convolutional ccxle with constant length n, code rate R (efficiency), and information 
symbols k=Rn. 

Number of combinations of n objects taken r at a time, without regard to order. 

r n 1 ^ nj 

L r J rl (n-r) 1 

n-TUPLE 

An ordered set of n field elements aj, denoted by (ai,a2, • • • ,an). 

ORDER OF A FIELD 

The order of a field is the number of elenients in the field. The number of elements 
may be infinite (infinite field) or finite (finite field). 

ORDER OF A FIELD ELEMENT 

The order e of a field element p is the least positive integer for which /3^=1. Elements 
of order 2^-1 in GF(2^) are called primitive elements. 

PARITY 

The property of being odd or even. The parity of a binary vector is the parity of the 
number of ones the vector contains. Parity may be computed by summing modulo-2 the 
bits of the vector. 
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PARITY CHECK CODE 

A code in which the encoder accepts a block of information bits and computes for 
transmission, a set of modulo-2 sums (XOR) across various of these information bits and 
possibly information bits in prior blocks. A decoder at the receiving point reconstructs 
the original information bits from the set of modulo-2 sums. Every binary parity-check 
code is also a linear, or group code. See also Block Code and Convolutional Code. 

PERFECT CODE 

An e error correcting code over GF(q) is said to be perfect if every vector is distance 
no greater than e from the nearest codeword. Examples are Hamming and Golay codes. 

PERIOD 

The period of a polynomial P(x) is the least positive integer e such that x^+1 is divi- 
sible by P(x). 

POINTER 

Location information for an erasure. This information is normally provided by special 
hardware. 

POLYNOMIAL CODE 

A linear block code whose codewords can be expressed in polynomial form and are 
divisible by a generator polynomial. This class of codes includes the cyclic and shor- 
tened cyclic codes. 

POWER SUM SYMMETRIC FUNCTIONS 

The power sum symmetric functions are the syndromes. 

PRIME FIELD 

A field is called prime if it possesses no subfields except that consisting of the whole 
field. 
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PRIME SUBFIELD 

The prime subfield of a field is the intersection of all subfields of the field. 

PRIME POLYNOMIAL 

See Irreducible. 

PRIMITIVE POLYNOMIAL 

A polynomial is said to be primitive if its period is 2^-1, where m is the degree of the 
polynomial. 

RANDOM ERRORS 

For the purposes of this book, the term 'random errors' refers to an error distribution 
in which error bursts (defect events) occur at random intervals and each burst affects 
only a single symbol, usually one bit or one byte. 

RATE 

The code rate, or rate (R) of a code is the ratio of information bits (k) to total 
bits (n); information bits plus redundancy. It is a measure of code efficiency. 

n 
RAW BURST ERROR RATE 
Burst error rate before correction. 
READABLE ERASURE 
A suspected erasure that contains no errors. 
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RECIPROCAL POLYNOMIAL 

The reciprcx:al of a polynomial P(x) is defiided as 

where m is the degree of F(x). 

RECURRENT CODE 

See Cohvbluliohal Code. 

REDUCIBLE 

A pblynomial of degree n is said to be itidiicible if it is divisible by some pblynomial of 
a^egree greater than but tessthan^ n. 



RELATIVELY PRIME 

If the greatest common divisor of two ix)ly are said to be relatively 

prime. 

SELF-RECIPROCAL POLYNOMIAL 

A polynomial which is eqiial to its reciprocal polynomial. 

SHORTENED CYCLIC CODE 

A linear code formed by deleting leading information digits from the code words of a 
cyclic code. Shortened cyclic codes are not cyclic. 

SQFTERRCiR 

An error that disappears or becomes correctable on re-read; a soft error is assumed to 
be due, at least in part, to a transient cause such as electrical noise. 
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SUBFIELD 

A subset of a field which satisfies the definition of a field. See Section 2.8 for the 
definition of a field. 

SYNC FRAMING ERROR 

When synchronization occurs early or late by one or more bits. 

SYNDROME 

A syndrome is a vector (a symbol or set of symbols) containing information about an 
error or errors. Some codes use a single syndrome while others use multiple syndromes. 
A syndrome is usually generated by taking the EXCLUSIVE-OR sum of two sets of 
redundant bits or symbols, one set generated on write and one set generated on read. 

SYSTEMATIC CODE 

A code in which the codewords are separated into two parts, with all information 
symbols occurring first and all redundancy symbols following. 

UNCORRECTABLE ERROR 

An error situation which exceeds the correction capability of a code. An uncorrectable 
error caused by a soft error on read will become correctable on re-read. 

UNCORRECTABLE SECTOR 

A sector which contains an uncorrectable error. 

UNCORRECTABLE SECTOR EVENT RATE 

The ratio of total uncorrectable sectors to total bits, having the units of uncorrectable 
sector events per bit. 
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UNDETECTED ERRONEOUS DATA PROBABILITY (Pued) 

The probability that erroneous data will be transferred and iiot detected, having the 
units of undetected erroneous data events per bit. Pued for a code that does not have 
pattern sensitivity is the product of miscorrection probability (Pmc) of the erfbr cor- 
recting code (if present), the misdetection probability (Pmd) of the error detecting code 
(if present), and the probability of having an error that exceeds guaranteed capabilities 
of the code (Pe*Pc) . 

A code with pattern sensitivity will have two undetected erroneous data rates: one for 
all possible error bursts, and a higher one for the sensitive patterns. 

UNREADABLE ERASURE 

A suspected erasure that actually contains an error. 

UNRECOVERABLE ERROR 

Same as hard error. 

VERTICAL REDUNDANCY CHECK (VRC) 

Check bit(s) on a byte or word selected to make total byte or word parity odd or even. 

WEIGHT 

The weight of a codeword is the number of non-zero symbols it contains* 
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Erasure, 195-204, 214, 222, 228, 271-272, 275, 372 

Erasure, definition of, 407 

Erasure correction, 195-196, 222, 228, 271-272, 407 

Erasure locator polynomial, 407 

Erasure pointer, 195-196, 222, 228, 271-272, 275, 407 

Errata, definition of, 408 

Errata locator polynomial, 408 

Erratum, 408 

Error burst, 408 

Error correcUon, 4-6, 146, 170, 209-210, 223-224, 

227, 230, 230, 242, 257-261, 263, 264. 271 
Singlebit, 56-61, 274, 289 
Burst, 61-63, 135-144, 231-232, 242 
MulUplebit, 145-157 

MulUple symbol, 158-204, 274-276, 350, 373 
Error correcting code, 275 
Error, definition of, 408 
Error detecUon, 49-55, 202, 236-237, 241, 250, 256, 

257-258, 260, 267-269, 271, 274-275, 286, 289, 

294, 304, 370 
Error displacement, 57-59, 208, 210-211, 231, 208, 

283, 289-290, 305-324 
Error location, 145-149, 152, 164-176, 195-198, 214, 

274, 287, 289, 305, 355, 357, 370, 372, 408 
Error location vector, 147-148, 164, 167,408 
Error locator polynomial, 408 
Error logging, 366 

Error rates, 195, 213-222, 228, 233, 236, 240 
Error values, 61, 138-139, 152, 164-170, 173, 176, 196, 

208,351,355,370,408 
Euclidean division algorithm, 8, 50-51 
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Feedback shift register, 18, 280, 282-284. 295-305, 

367-368, 403 
Field, 409 
Finite field 

Circuits, 103-128, 134 

Computation in, 91-97, 129-133 

Definition of, 87, 409 

Extension, 88, 407, 409 

Ground, 88, 409 

Order, 88, 413 

Processor, 126-128, 152, 351, 353, 360 

Roots of equations, 121-125, 148, 167 
Fire code, 64, 66, 135-149, 231-233, 242-243, 274, 

279, 365, 371 
Forward-acting code, 409 
Forward error correction, 304-305, 403 
Forward polynomial, 37-38, 293, 301, 409 

Galois field, see finite field 
Greatest common divisor 

Integers, 8 

Polynomials, 10 
Ground field, 409 

Hamming code, 59, 61 
Hamming distance, 145, 159, 410 
Hanuning weight, 410 
Hard error, 235, 240, 274, 293, 410 

Integer function, 9 

Interleaving, 202, 265-267, 270, 272, 285, 350 
Inversion, 92, 103, 131, 261-264, 266, 280, 360 
Isomorphic, 88, 410 

k-bitserial, 136, 243-249 

Least common multiple, 64 

Integers, 8 

Polynomials, 10, 281 
Linear feedback shift register, 18, 403 
Linear ftmction, 3, 10, 410 
Linear sequential circuit, 18, 403 
Linear shift register, 18-19, 403 
Linearly dependent, 411 
Linearly independent, 411 

Logarithm, 90-91, 103, 128, 132, 351, 358, 360, 362 
Longitudinal Redundancy Check (LRC), 403, 41 1 

MagncUc disk, 205, 224, 230-239, 241, 274-349. 372 

Majority logic, 411 

Majority logic decodable code, 411 

Mass storage devices, 350-363 

Minimum function, 41 1 

Minimum polynomial of a^ 412 



Minimum weight of a code, 412 

Miscorrection, 5, 6, 61, 64-67, 135-136, 166, 176, 196, 
201,202-204,230-236 
Probability, 5, 65-67, 135-136, 140, 200-204, 
231-235, 242, 258, 275, 281, 286, 294, 366, 371, 
373,412 
Misdetection, 5, 6, 230, 252, 267 

Probability, 6, 54, 241, 250, 281, 286, 371, 412 
Modulo ftmction, 9, 372 
Monic polynomial, 9-10, 15, 412 
Multiplication circuits, 19-21, 281-284 

Nibble, 1.195,361 

On-the-fly correction, 68-73, 235, 370 
Order 

of a finite field, 88,413 

of a finite field element, 88, 413 

Parity. 1-7. 32. 35, 52, 54, 275, 370, 413 

Parity check code, 205, 414 

Parity predict, 240, 280, 283, 367-369 

Parity sector, 272 

Paritytree, 146, 149, 151,162 

Pattern sensitivity, 64-66, 135-136, 140, 230-232, 239, 

241-242, 274-275 
Perfect code, 414 
Period, 414 

Pointer, 214, 222, 228, 271-272, 274-275, 414 
Polynomials, 10, 16-17, 29-30, 35-48, 135, 140-141. 
145, 186, 197, 205, 210-211, 231-232 

Binary, 16. 37. 178 

Code. 414 

Definitions. 10, 37. 101 

Division. 17 

Error locator. 147-148. 151-152, 157, 164-170, 196, 
351,354-357,370 

Irreducible, 10, 16, 37-42, 62-64, 135, 210. 231. 410 

Monic. 9-10. 15 

Multiplication. 16, 281-282. 304 

Non-Primitive, 136, 210 

Period, 37, 39-40, 62, 82, 136, 414 

Primitive, 37, 41-48, 62, 101, 286, 372, 384, 415 

Reciprocal, 37-38, 48, 82, 136, 247, 281, 293, 304, 
306, 324. 347-349. 372. 416 

Self-reciprocal, 37. 136. 416 
Power sum symmetric ftmctions. 414 
Prime fields, 414 
Prime subfields. 414 
Probability 

Miscorrection. 5-6, 16, 65-71, 135-136, 140, 
200-204, 222, 231-235, 242. 258, 275, 281, 286, 
294,366,371,373 
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Misdetection, 6, 54. 241, 250, 278, 281, 286, 371 
Undetected erroneous data, 230, 233, 236, 239, 240, 
250, 256, 370, 418 

Random errors, 201-202, 204, 415 

Raw burst error rate, 233, 415 

Readable erasure, 415 

RccoverabUity, data, 215, 223-230, 240 

Recurrent code, 415 

Reed-Solomon code, 55. 87. 158-204, 257. 265, 270, 

274, 276-277, 370, 377, 403 
Relatively prime, 416 

Integer, 9, 371 

Polynomial, 10, 279. 416 
RS Codes, (see Reed-Solomon code) 

Self-checking logic, 280, 283, 367-369 
Shift register. 403 
Extemal-XOR, 32-35, 68-81, 138, 181, 243, 296, 

298,301,303 
Intemal-XOR, 31, 52, 138, 181, 243, 247, 295, 297, 

299 
Sequences, 16, 36, 42, 56-63, 98 
Shortened codes, 82-85, 281, 416 
Softerrors,213,234,416 
Subfield 
ComputaUon, 129-134 
Definition of, 417 
Sync framing error, 213, 239, 256-269, 280, 325, 417 
Syndrome, 4-6, 57-65, 126, 147-151, 159, 164-165, 
167-176, 185-198, 203-206, 211. 234, 270, 279-319, 
351-353, 360, 364, 370, 373, 417 

Triple-error detection, 403 

Uncorrectable error, 417 
Uncorrectable sector, 195, 225, 417 
Uncorrectable sector event rate, 225, 417 
Undetected erroneous data probability. 418 
Unreadable erasure. 418 
Unrecoverable error. 418 

Verticle redundancy check, 403, 418 

Weight, 418 
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